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TAS-2000 ENCLOSURES

US-2000 Universal Series Enclosures
Mircom’s US-2000 Universal Series enclosures are constructed of heavy gauge stainless steel and are designed
for surface mounting.
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US-2000S/US-2000SH Universal Series Scrolling US-2036/US-2036H Universal Series Lobby

Directory Lobby Enclosure Enclosure with 36 Name Paper Directory

The US-2000S enclosure comes equipped with a The US-2036 enclosure comes equipped with a 2 line
4 line by 20 character electronic directory back-lit by 20 character back-lit LCD display and a 36 name
LCD display. It has provisions for a camera and a paper directory. It has provisions for a camera and
postal lock and is available as a handsfree model a postal lock and is available as a handsfree model
(US-2000S) or handset model (US-2000SH). (US-2036) or a handset model (US-2036H).
Dimensions: 15 11/16” H x 9 7/8” W x 3 3/8” D Dimensions: 15 11/16”H x 9 7/8” W x 3 3/8” D

US-3000 Universal Series Enclosures
Mircom’s US-3000 Universal Series enclosures are constructed of heavy gauge stainless steel and are equipped
with a paper directory and the provision for Magnetic Letter Names Directory.

US-3140/US-3140H Universal Series Paper USD-3280 Universal Series Directory Panel
Directory with 140 Name Paper Directory The USD-3280 Directory Panel is equipped with a
The US-3140 enclosure is equipped with a 2 line by 280 name paper directory which has the option for 70
20 character back-lit LCD display and a 140 name magnetic letter names. The magnetic letter names
paper directory (option for 35 magnetic letter names). require two MLK-2035.

It has provisions for a camera and a postal lock and Dimensions: 19 5/32” H x 13 1/2” W x 3 3/8"D

is available as a handsfree model (US-3140) or

handset model (US-3140H).

Dimensions: 19 5/32” H x 13 1/2” W x 3 3/8”D CATALOG NUMBER
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NOT TO BE USED FOR INSTALLATION PURPOSES.
Mircom reserves the right to make changes at any time without notice in prices, colours, materials, components, equipment, specifications and models and also to discontinue models.



US-1000 Slim Line Enclosure
Mircom’s US-1000 Slim Line Enclosure is constructed of heavy gauge stainless steel and is designed for surface

mounting.

US-1000 Scrolling Directory Slim Line Lobby Enclosure

The US-1000 enclosure comes equipped with a 2 line by 20 character electronic
directory back-lit LCD display. The slim line enclosure has provisions for a camera
and a postal lock and is available as a handsfree model.

Dimensions: 15.65"H x 5.85"W x 4.5"D

Model

US-2000 Series
US-2000S
US-2036
UFT-2000
USFT-2000
URH-2000

US-3000 Series
US-3140
USD-3280
UFT-3001
UFT-3002
USFT-3000
URH-3000
MLK-2035

2001-0060
2001-0120
2001-0360
2001-1000
2001-2000

2001-0060S
2001-0120S
2001-0360S
2001-1000S
2001-2000S

US-1000 Series
US-1000
USFT-1000

1001-0060S
1001-0120S8
1001-0360S
1001-0360

CAM-1
TH-102
PS-4/PS-4P
PS-3B/PS-3P
PS-24/PS-24P

Ordering Information

Paper Directory (Non-Scrolling) Controllers for US-2036(H) and US-3140(H) Enclosures

Scrolling Directory Controllers for US-2000S(H) Enclosures

Controllers for US-1000 Enclosure

TAS-2000 Accessories

Note: Suffix “P” denotes plug-in model.

Description

Scrolling Directory Lobby Enclosure c/w 4 line by 20 character back-lit display. Add suffix “H” for handset version.

Lobby Enclosure c/w 36 Name Paper Directory and 2 line by 20 character back-lit display. Add suffix “H” for handset version.
Flush Mounting Kit, Textured Black Finish (For all US-2000 series enclosures)

Semi-Flush Mounting Kit, Textured Black Finish (Used with URH-2000 for all US-2000 series enclosures)

Rain Hood with Light Assembly, Textured Black Finish (For all US-2000 series enclosures)

Lobby Enclosure c/w 140 Name Paper Directory and 2 line by 20 character back-lit display. Add suffix “H” for handset version
280 Name Paper Directory Panel

Flush Mounting Kit, Textured Black Finish for one panel (For all US-3000 series enclosures)

Flush Mounting Kit, Textured Black Finish for two panels (For all US-3000 series enclosures)

Semi-Flush Mounting Kit, Textured Black Finish (Used with URH-3000 for all US-3000 series enclosures)

Rain Hood with Light Assembly, Textured Black Finish (For all US-3000 series enclosures)

Magnetic Letter Kit for 35 Names

Controller for 60 Resident Names
Controller for 120 Resident Names
Controller for 360 Resident Names
Controller for 1000 Resident Names
Controller for 2000 Resident Names

Scrolling Directory Controller for 60 Names
Scrolling Directory Controller for 120 Names
Scrolling Directory Controller for 360 Names
Scrolling Directory Controller for 1000 Names
Scrolling Directory Controller for 2000 Names

Scrolling Directory Slim Line Lobby Enclosure c/w handsfree operation and 2 line by 20 character back-lit LCD display
Semi-Flush Mounting Kit

Scrolling Directory Controller for 60 Names
Scrolling Directory Controller for 120 Names
Scrolling Directory Controller for 360 Names
Controller for 360 Names (Non-Scrolling)

Telephone Access Camera

Thermostat Heater Kit (requires one PS-24/PS-24P transformer)
16 VAC/40VA Transformer

8 VAC/13VA, 16 VAC/17VA, 24 VAC/20VA Transformer

24 VAC Transformer
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