
1875 Two Point Deadbolt
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ADAMS RITE MANUFACTURING CO.

INSTALLATION

Nominal, subject to tolerance extremes.

INCHES
MILLIMETERS

1.50
38.10

.87*
22.10

.80
20.32

2.125
53.98

2.87
72.90

1.22
30.99

*FOR1-3/4 THICKDOOR"4060  Turn

1.72
43.69

1/4-20 NC
(2 PLACES)

CL
1.00
25.4

2.63
66.80
MAX.

1.0
25.4

.34
8.64

.22
5.59

6.00
152.40

3.503
88.98

2.00
50.80

9.00
228.60

6.81
172.97

6.38
162.05

1.03
26.06

TRAVEL

1.03
26.06

TRAVEL

1.63
41.40

NOTE: INSTALLATION REQUIREMENTS
VARY ACCORDING TO RAIL DESIGN

2.125
53.98

1.687
42.85

.687
17.45

1.25
31.75

.50
12.7

.187
4.75

(2 PLCS)

10-32 NF , 2 PLCS
(HOLE LOCATION FOR
4060 HANDLE ASSY)

MIN.

MIN.

DIA.

DIA.

DIA.

3.503
88.98

.70
17.78

.375
9.52

CAM TOLERANCE:
+_
+_.13

.005

CYLINDER
CL

.
20.32
800

.
4.62
182.120R

3.05

1875 deadbolts are operable by any
standard 1-5/32“ diameter mortise cylinder
with special MS cam dimensioned as
shown. Cylinders with MS cams can be
readily obtained from most cylinder
manufacturers.See page SW-28 for cylinder
makeand trim ring information.

®
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Cylinder  Cam


