
Model 1403 - Fail-secure 
Model 3403 - Fail-safe  

Anodized aluminum faceplate, suitable for 
hollow metal, aluminum or wood frames
Keeper depth - 5/8” maximum latch projection 
possible with 1/8” door/frame clearance - 3/4”

SPECIFICATION

STANDARD FEATURES

1403/3403

Reversible - non-handed
Limited warranty - 36 months 

TAMPER STRENGTH

VOLTAGE

FINISH

1400 LB (635 KG)

1403-01    8-16 VAC/3-6 VDC
1403-05   12 VAC/VDC
1403-08   24 VAC/VDC
3403-06 12 VDC
3403-09 24 VDC

US28 or US10B

SPECIFICATION DETAILS

Screws

MODELS

Lip Bracket

Lockwashers
12-32 Screws

Faceplate

M4 x 6

 Horizontal Centerline
for Auxiliary Deadlatch

  Horizontal Centerline
 of Electric Door Strike

Spacers “A”

(28.6mm)

1 1/8”

3 3/8”
(85.7mm)

Drill &  Countersink
for 8-32 Flat Head 
Screw (2 PCS)

Pressed Metal
Nuts

The mounting screws of the electric strike
and the mounting screws of the deadlatch
are located on the vertical centerline

Mounting Brackets

Pressure Senstive Spacer

8-32
1/2” Long
Screw

5/8”
(15.9mm)

6 7/8”
(174.6mm)

(15.9mm)5/8”

(34.9mm)1 3/8”

(19mm)

3/4”

(Typ
e 4 PCS)3/16” R

(4mm)

Sym

M4 x 12
Screws

1403,1703,3403

No. 10004

6 7/8” x 1 1/4”

Faceplate size 1 1/4” x 6 7/8“
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1400/3400 SERIES


