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PRODUCT MUST BE INSTALLED
ACCORDING TO ALL APPLICABLE

BUILDING AND LIFE SAFETY CODES

.594
15.09

1.875
47.63

CUTOUT
CYLINDER

2x

.875
[22.2]

[79.4]
3.125

[1.7]
.068

BACKSET
31/32" or 1-1/8"

#8 MTG.
SCREWS
2 REQ.

2.625
66.68

1.875
47.63

1.340
34.04

1.000
25.40

.343
8.71

.340
8.64

1.125
28.58

1.125
28.58

.219
5.56

1.875
47.63

CUTOUT
CYLINDER

[9.5]
.375

BACKSET
1-1/2"

[79.4]
3.125

USE SHOULDER
PIN FOR 2-PT. & 
3-P TMS LOCK

USE PLAIN PIN
FOR BASIC 
MS LOCK

USE SHOULDER 
PIN FOR 2-PT.
MS LOCK

USE PLAIN PIN
FOR BASIC
MS LOCK

OPTIONAL-
P/N 22-0819
4016 PIN
COVER PLATE

#8 MTG. 
SCREWS
2 REQ.

TAP 8-32
2 PLS

IN WOOD

DRILL .093 DIA
          [2.38]

PILOT HOLE
2 PLS

CUTOUT
CYLINDER

1.875
47.63

.594
15.09

.625
15.88

    2x

.875
    [22.2]

[79.4]
3.125

[9.5]
.375

BACKSET
1-1/2"

USE SHOULDER
PIN FOR 2-PT &
3-PT MS LOCK

USE PLAIN 
PIN FOR BASIC
MS LOCK

INDICATOR

DRILL & TAP
8-32 

2 PLS

FOR
ALUMINUM

FOR
ALUMINUM

FOR WOOD /
HOLLOW METAL

24.000
609.60

1.500
38.10

DECALCL

 

MS LOCK
PLAIN PIN

 

2 POINT / 3 POINT
SHOULDER PIN1.  WITH LOCK INSTALLED AND UNLOCKED, INSERT PIN THROUGH

     SLOT IN LOCK SIDE PLATE INTO THE BOLT OPENING PROVIDED.

2.  WITH LOCK UNLOCKED AND INDICATOR PANEL READING "OPEN"
     PLACE INDICATOR OVER OPERATING PIN AND MOUNT INDICATOR
     WITH SCREWS PROVIDED.

3.  DIMENSIONS IN PARENTHESES ARE IN MILLIMETERS.

4.  MAKE SURE HEADER FACE IS CLEAN AND DRY. PEEL BACKING
     FROM ADHESIVE SIGN HALVES. STARTING AT CENTER TO 
     MINIMIZE MISALIGNMENT. APPLY TO HEADER.

11955ARev. Date:

INSTALLATION INSTRUCTIONS

Appvd: MPEcn
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80-0180-14 F 06-19-12

80-0180-14.SLDDRW 07/06/2012


	Sheet1
	Drawing View1
	Drawing View2
	Drawing View3
	Drawing View4
	Drawing View5
	Drawing View6
	Drawing View7
	Drawing View8


