
Option A – Regular Arm Installation

Option C – Parallel Arm Installation

Option A instructions:   1. Using the measurements from diagram A, mark screw hole center locations. Mark four (4) location on door to mount door closer and 

two (2) locations on door frame to mount arm shoe.  2. Drill pilot holes in door and frame, 7/32” (5.5mm) diameter for wood, or #7 (.201” diameter) for all purpose screws 

or 1/4-20 machine screws.   3. Install adjustable forearm/arm shoe to frame using screws (a) or (b).  4. Mount closer onto door  using screws (c) or (d). SPEED ADJUST-

ING VALVES MUST BE  POSITIONED TOWARD HINGE SIDE.  5. Install main arm to top pinion shaft, perpendicular to door. Secure tightly with arm screw/washer (e).   

6. Adjust length of forearm so  that forearm is perpendicular to frame when assembled to preloaded main arm.S ecure forearm to main arm with screw/washer (f).   
7. Adjust door’s closing speed and power, see page 4 for reference.   8. Snap pinion cap over shaft at bottom of closer or install (optional) cover with small screws (j).  

Option B Instructions:   1. Using the measurements from diagram B, mark screw hole center locations. Mark four (4) location on frame to mount door closer and 

two (2) locations on door to mount arm shoe.   2. Drill pilot holes in door and frame, drill 7/32” (5.5mm) diameter holes for wood screws or drill and tap  #7 (.201” diameter) 

for 1/4-20 machine screws. 3. Install adjustable forearm/arm shoe to frame using screws (a) or (b).  4. Mount closer onto frame using screws (c) or (d). SPEED ADJUST-

ING VALVES MUST BE POSITIONED TOWARD HINGE SIDE.  5. Install main arm to bottom pinion shaft, perpendicular to door. Secure tightly with arm screw/washer 

(e).   6. Adjust length of forearm so that forearm is perpendicular to door when assembled to preloaded main arm. Secure forearm to main arm with screw/washer (f).  

7. Adjust door’s closing speed and power, see page 4 for reference.   8. Snap pinion cap over shaft at bottom of closer or install (optional) cover, using small screws (j).  

Option C  Instructions:   1. Using the 

measurements from diagram C, mark screw hole 

center locations. Mark four (4) location on door to 

mount door closer and four (4) locations on inside 

frame to mount parallel bracket.  2. Drill pilot holes in 

door and frame, drill 7/32” (5.5mm) diameter holes for 

wood screws or drill and tap #7 (.201” diameter) for 

1/4-20 machine screws.   3. Install Parallel Bracket to 

frame using screws (g) or (h).  4. Mount closer onto 

door using screws (c) or (d). SPEED ADJUSTING 

VALVES MUST BE  POSITIONED AWAY FROM 

HINGE SIDE.  5. Place main arm on closer pinion 

shaft, indexing main arm mark “L” or “R with pinion flat 

as shown in figure 1.  Secure tightly with screw/washer 

(e).   6. Remove arm shoe from forearm (see figure 2).  

Install ROD end of forearm to bracket using the screw 

(i).  7. With door closed, adjust length of forearm so 

that the tip of the main arm is approximately 1-1/2” 

(38mm) away from being parallel with door, when 

connected to the forearm.  Secure with screw/washer 

(f).  8. Adjust door’s closing speed and power, see 

page 4 for reference.  9. Snap pinion cap over shaft at 

bottom of closer or install (optional) cover, using small 

screws (j).  

Diagram for Option B

12
(304.8)

131° to 180° 

101° to 130° 

     To 100° 

Door Opening Dim. A 

4-1/2

6

7-1/2

(114)

(152)

(191)
Hinge or Pivot

A

3/4
(19)1/2

(13)
1-3/4
(44.4) 

1-7/8
(48

Inche

)

s (mm) 

5-1/2
(140) 

Left hand door shown, reverse 
measurements of right hand 

door application.

Left hand door shown, 

reverse measurements 
for a right hand door 
application.

1/2
(13) 7/16

(11) 

2
(50.8) 

2-3/4
(70)

A
3/8

(9.5) 

3-1/2
(89)

3/4
(19) 

B

12 
(304.8) 

121° to 180°

     To 120°

Door Opening Dim. B 

1-1/4 

3-3/4 

(32)

(95)

Dim. A 

7

9-1/2 

(178)

(241)

Inches (mm) 

Hinge or Pivot

Diagram for Option C

1-1/2 
(38) 

131° to 180°

101° to 130°

     To 100°

Door Opening Dim. A 

4 -1/2

6

7-1/2

(114)

(152)

(191)

Hinge or Pivot

3/4
(19)

1-3/8
(35) 

12 
(304.8) 

1
(25.4)5-1/2

(140) 

A

1-3/4
(44.4)

Inches (mm) 
Right hand door shown,
reverse measurements for
left hand door application.

SPEED ADJUSTING VALVES 

DOOR CLOSER 

(Right Hand Door) 

(Right Hand Door) (Left Hand Door) 

(Left Hand Door) 

(Right Hand Door) 

ARM SHOE

MAIN ARM

FOREARM

SPEED ADJUSTING VALVES

DOOR CLOSER

(Left Hand Door) 

ARM SHOE

MAIN ARM

FOREARM

DOOR CLOSER

SPEED ADJUSTING VALVES

ARM SHOE

FOREARM

MAIN ARM DOOR CLOSER

SPEED ADJUSTING VALVES

ARM SHOE

FOREARM

MAIN ARM

DOOR CLOSER

SPEED 
ADJUSTING 
VALVES

PARALLEL 
BRACKET

FOREARM
MAIN ARM

DOOR CLOSER

SPEED 
ADJUSTING 
VALVES

PARALLEL 
BRACKET

FOREARM
MAIN ARM

Option B – Top Jamb Installation

Diagram for Option A

Figure 2
1

3
2

ARM SHOE

FOREARM

Figure 1 

Left hand door

Main arm

Right hand door

Main arm

S

R

L

S

R

X1

L

1 of 4

INSTALLATION INSTRUCTIONS 

QDC 200
This sheet covers 3 installation options; select appropriate installation. 

Diagram measurements are not to scale.  
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Incorrect installation or 
adjustment could
cause damage or injury. 
Read and follow
instructions carefully.
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Opción C –  Instalación del Brazo Paralelo

ESPAÑOL - INSTRUCCIONES DE INSTALACIÓN QDC 200
Esta hoja cubre 3 opciones de instalación, instalación apropiada.
Las medidas del diagrama  no son para  utilizarse como 

referencia de escala.
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Instrucciones para la Opción A:   1. Utilizando las medidas del diagrama A, marque las posiciones centrales de los agujeros de los tornillos.  Marque cuatro (4) 
lugares en la puerta para montar el cerrador de la puerta y dos (2) lugares en el marco de la puerta para montar el zapato del brazo.  2. Taladre agujeros piloto en la puerta 
y en el marco, 7/32” (5.5mm) diámetro para madera, o #7 (.201” diámetro) para los tornillos de uso múltiple o 1/4-20 tornillos de la máquina.  3. Instale el zapato ajustable 
del antebrazo/brazo utilizando los tornillos (a) o (b).  4. Monte el cerrador en la puerta utilizando los tornillos (c) o (d).  LAS VÁLVULAS DE AJUSTE DE VELOCIDAD 
DEBEN COLOCARSE HACIA EL LADO DE LA BISAGRA.  5. Instale el brazo principal al eje del piñón superior, perpendicular a la puerta.  Sujetelo bien con el 
tornillo/arandela del brazo (e).  6. Ajuste la longitud del antebrazo de manera que el antebrazo esté perpendicular al marco cuando se ensamble con el brazo principal que 
se ha instalado de antemano.  Sujete el antebrazo al brazo principal con el tornillo/arandela (f).  7. Ajuste la velocidad y la fuerza de cierre de la puerta, vea la página 4 
como referencia.  8. Ajuste la tapa del piñón por encima del eje en la parte inferior del cerrador o instale la cubierta (electiva) con los tornillos pequeños (j). 

La incorrecta instalación o el ajuste 
incorrecta podía causar daño o lesión. Lea 
y siga las instrucciones cuidadosamente.
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Instrucciones para la Opción B:   1. Utilizando las medidas del diagrama B, marque las posiciones centrales de los agujeros de los tornillos.  Marque cuatro (4) 
lugares en el marco de la puerta para montar el cerrador de la puerta y dos (2) lugares en la puerta para montar el zapato del brazo. 2 .  Taladre agujeros piloto en la 
puerta y en el marco, 7/32” (5.5mm) diámetro para madera, o #7 (.201” diámetro) para los tornillos de (uso múltiple) o 1/4-20 tornillos de la máquina.  3. Instale el zapato 
ajustable del antebrazo/brazo utilizando los tornillos (a) o (b).  4. Monte el cerrador en la puerta utilizando los tornillos (c) o (d).  LAS VÁLVULAS DE AJUSTE DE VELOCI-
DAD DEBEN COLOCARSE HACIA EL LADO DE LA BISAGRA.  5. Instale el brazo principal al eje del piñón superior, perpendicular a la puerta.  Sujetelo bien con el 
tornillo/arandela del brazo (e).  6. Ajuste la longitud del antebrazo de manera que el antebrazo esté perpendicular al marco cuando se ensamble con el brazo principal que 
se ha instalado de antemano.  Sujete el antebrazo al brazo principal con el tornillo/arandela (f).  7. Ajuste la velocidad y la fuerza de cierre de la puerta, vea la página 4 
como referencia.  8. Ajuste la tapa del piñón por encima del eje en la parte inferior del cerrador o instale la cubierta (electiva) con los tornillos pequeños (j). 

Instrucciones para la Opción C:   1. Utilizando las 
medidas del diagrama C, marque las posiciones centrales de 
los agujeros de los tornillos.  Marque cuatro (4) lugares en la 
puerta para montar el cerrador de la puerta y cuatro (4) 
Lugares en la parte interior del marco para montar el soporte 
paralelo.  2. Taladre agujeros piloto en la puerta y en el 
marco, 7/32” (5.5mm) diámetro para madera, o #7 (.201” 
diámetro) para los tornillos de uso múltiple o 1/4-20 tornillos 
de la máquina.  3. Instale el Soporte Paralelo en el marco 
utilizando tornillos (a) o (b). 4. Monte el cerrador en la puerta 
utilizando los tornillos (c) o (d).  LAS VÁLVULAS DE AJUSTE 
DE VELOCIDAD DEBE SER COLOCADO LEJOS DE LAS 
BISAGRAS. 5. Coloque el brazo principal en el eje del piñón 
del cerrador de la puerta, alinear las marcas "L" o "R" del 
brazo principal con los bordes planos del eje del piñón. Ver 
figura 1.  Sujetelo bien con el tornillo/arandela del brazo (e).  
6. Quite el zapato del brazo del antebrazo (vea la figura 2).   
Instale el extremo de la VARILLA del antebrazo en el soporte 
utilizando el tornillo (i).  7. Cierre la puerta.  Ajuste la lngitud 
del antebrazode manera que la extremidad del brazo principal 
sea aproximadamente 1-1/2” (38mm) lejos de ser paralelo a 
la puerta, cuando está conectado con el antebrazo. Sujete el 
antebrazo al brazo principal con el tornillo/arandela (f).  
8. Ajuste la velocidad y la fuerza de cierre de la puerta, vea la 
página 4 como referencia.  9. Ajuste la tapa del piñón por 
encima del eje en la parte inferior del cerrador o instale la 
cubierta (electiva) con los tornillos pequeños (j). 
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