
theft prevention

For more information, call 1-800-888-4784 (4STI) or visit www.sti-usa.com

 FeaTureS
· Highly visible “stop sign” design 

discourages wrongful use of 
extinguisher.

· Sounds a powerful 105 dB warning 
horn when activated, drawing attention 
in a hurry (95 dB low volume setting 
can be set if desired).

· Virtually indestructible polycarbonate 
housing.

· Compact design 5.375 in. (137mm) 
in diameter and 2 in. (51mm deep). 
Mounts easily next to extinguisher.

· STI-6200WIR supervised wireless 433 
mhz (4 or 8-channel receiver required). 
Up to 1000 foot (line of sight) range.

·  Remote powered 12 VDC model 
available for special applications (STI-
6200R).

· Deactivation cable provided for service 
by authorized personnel.

· 9 VDC alkaline battery is 
provided. 

· For fire extinguishers housed in 
cabinets, refer to STI-6255 Mini Theft 
Stopper®.

· Three year guarantee against breakage 
of polycarbonate in normal use (one 
year on electro mechanical and 
electronic components).

ProducT overvIew
If you are fed up with replacing your fire extinguishers, this sturdy, tamperproof, self-
contained alarm is the answer.  It has proven highly effective in helping stop theft, 
misuse or vandalism of fire extinguishers.  Yet, it leaves the extinguisher accessible for 
emergencies and does not interfere with fire fighting in any way.

how IT workS
If the protected fire extinguisher is moved from its normal position, the device emits 
a piercing alarm.  Also, the highly visible stop sign design and the words “STOP, 
EMERGENCY USE ONLY” discourages wrongful use.  The device is easy to install and 
a deactivation cable is supplied for ease in servicing the extinguisher. A 9 VDC alkaline 
battery is included.

STI Fire extinguisher
Theft Stopper®

Wireless Now 
Available

STI-6200
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STI Fire extinguisher Theft Stopper®

Dimensions and Technical Information

modelS avaIlable
STI-6200  Fire Extinguisher Theft Stopper
STI-6200R Fire Extinguisher Theft Stopper with 12 volt, 

remote powered horn
STI-6200WIR Wireless Fire Extinguisher Theft Stopper
STI-6200WIR4 Wireless Fire Extinguisher Theft Stopper with 

4-Channel Receiver
STI-6200WIR8 Wireless Fire Extinguisher Theft Stopper with 

8-Channel Receiver
STI-V6200WIR4 Wireless Fire Extinguisher Theft Stopper with 

4-Channel Voice Receiver
STI-34104 4-Channel Receiver
STI-34108 8-Channel Voice Receiver
STI-V34104 4-Channel Receiver
STI-30104 Lamp Controller
18015-9  6 in. deactivation cable used during service times

18015-RC Replacement cable and crimp 16-18 in. long

aPProvalS & warranTy

PRODUCT INFORMATION
This sturdy, tamper resistant, self-contained device helps prevent the 
theft or vandalism of fire extinguishers.  Experience has shown its 
highly visible “stop sign” design is itself an effective deterrent.  The 
device contains a 9 VDC battery (included), a selectable 95 or 105 dB 
horn and a unique steel cable operated switch mechanism. When the 
extinguisher is removed, the galvanized steel cable is pulled out of the 
alarm and the horn sounds. 
· Reduces theft of vital fire extinguishers
· Reduces vandalism of fire extinguishers
· Completely self-contained
· Does not interfere with fire fighting in any way
· Remote powered 12 VDC version available
· Lifetime warranty against breakage of polycarbonate housing
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PRINTED CIRCUIT BOARD

VOLUME CONTROL JUMPER
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UNTIL CABLE BOTTOMS OUT

 (TO TEST, SIMPLY PULL CABLE
AND HORN WILL SOUND)
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NECK AND THROUGH CABLE SLEEVE CLAMP.
CRIMP SECURELY AS SHOWN MAKING SURE
CABLE LOOP WILL NOT SLIP OVER NECK
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STI-30104
LAMP CONTROLLER
(OPTIONAL)

AC ADAPTER

GREEN
LED

TRANSISTOR
OUTPUT JACK

RECEIVER ANTENNA

SPEAKER

STI-34104
INDOOR RECEIVER

BUTTON

RED LED

SENSOR TRANSMITTER CAP

SENSOR TRANSMITTER BASE

MOUNTING
TUBE CAP

WALL MOUNT (INCLUDED)
NOT NEEDED FOR POLE
MOUNT INSTALLATION

2 “C” BATTERIES
(NOT INCLUDED)

SENSOR TRANSMITTER

12”MOUNTING TUBE

MOUNTING STAKE

SENSOR TRANSMITTER
BOTTOM

SENSOR TRANSMITTER

MOUNTING
TUBE CAP

MOUNTING STAKE

SENSOR TRANSMITTER BOTTOM
SCREWS

RECHARGEABLE NiMH BATTERIES

H L

SENSITIVITY JUMPERS
(SOLAR TYPE)

SENSITIVITY JUMPERS
(BATTERY TYPE)

HL

FINGER
NOTCHES

REMOVE PLASTIC TAB
FROM BATTERIES

DRIVEWAY

3’OR
LESS

25' OR MORE

PLACE SENSOR 
TRANSMITTER 3' OR 
LESS FROM EDGE OF 
DRIVEWAY AND 25'
OR MORE FROM STREET.

12’
MAX

DRIVEWAY

PLACE SENSOR
TRANSMITTER 3' OR
LESS FROM EDGE OF 
DRIVEWAY AND 25+ 
FEET OR MORE FROM
STREET.

25' OR MORE

 3' OR
LESS

12' 
MAX
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+
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DETAIL B
SCALE 2:1
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-

+

+

-

B

-

FINGER NOTCHES

DO NOT
PULL ANTENNA!

WALL MOUNT (INCLUDED)
NOT NEEDED FOR POLE
MOUNT INSTALLATION

SENSITIVITY
ADJUSTMENT

SENSITIVITY
ADJUSTMENT

POWER CONNECTOR ANTENNA CONNECTOR

12”MOUNTING TUBE

GREEN
LED

TRANSISTOR
OUTPUT JACK

RECEIVER ANTENNA

SPEAKER

BUTTON

RED LED

POWER CONNECTOR ANTENNA CONNECTOR

STI-34104

STI-34108

TESTING
STI-6200, STI-6200WIR & STI-6200WIR4

·  FCC & IC Compliant

·  CE Approved 

WARRANTY
Three year guarantee against breakage of polycarbonate in normal 
use (one year on electro mechanical and electronic components).

19018 ANCHOR
(4) PROVIDED 

MARK AND DRILL
3/16 DIAMETER HOLES
(4) PLACES

19108 NYLON WASHER
(4) PROVIDED

19039 SCREW
(4) PROVIDED

PUSH BUTTON 

19081 FRONT COVER SCREW

PUSH BUTTON SWITCH 

Represents any STI 433 MHz sensor transmitting ONLY to a Master Receiver

SYSTEM 1 SYSTEM 2

MULTLIPLE SYSTEMS

Master
Receiver

Mirror #1
Receiver

Mirror #2
Receiver

Up to
1000 ft

Up to
1000 ft

Up to
1000 ft

Up to 
1000 ft

Up to
1000 ft

Up to 
1000 ft

Master
Receiver

Mirror #1
Receiver

Master
Receiver

Mirror #1
Receiver

Mirror #2
Receiver

- Last

Mirror #2
Receiver

- Last

Monitors Housed in a
Central Office or Location

SINGLE SYSTEM 

Mirror #3
Receiver

Up to
1000 ft

Mirror #4
Receiver

- Last

Up to
1000 ft

Switches (1-8) - For reference, information is also written on the
   receiver case (located under Zone ID list).

1 - MIRROR MASTER OFF/ON
2 - NORMAL/ENROLL
3 - AUTO RESTORE/LATCH
4 - SIREN TIME/MIRROR#
5 - SIREN TIME/MIRROR#
6 - CHIME OFF/ON
7 - NORMAL/DELETE
8 - MIRROR SLAVE OFF/ON
    SIREN 
SW4 SW5  TIME MIRROR #
 
OFF OFF  DISABLED 1
ON  OFF  30 SEC 2
OFF ON  180 SEC 3
ON  ON  ON CONT 4    
  

Embossed Programming Instructions:ZONES:
LEFT BUTTON
“CALL”

RIGHT BUTTON
“RESTORE”

NO ZONE:
ON and OFF
BUTTONS

1 - MIRROR MASTER OFF/ON
2 - NORMAL/ENROLL
3 - AUTO RESTORE/LATCH
4 - SIREN TIME/MIRROR#
5 - SIREN TIME/MIRROR#
6 - CHIME OFF/ON
7 - NORMAL/DELETE
8 - MIRROR SLAVE OFF/ON
    

SIREN 
SW4 SW5  TIME MIRROR #
 
OFF OFF  DISABLED 1
ON  OFF  30 SEC 2
OFF ON  180 SEC 3
ON  ON  ON CONT 4    

ANTENNAS

SWITCHES 1-8

ZONE LEDs

PUSH BUTTON

PIEZO

COVER
SCREW

DIPSWITCH
FUNCTIONS

WIRE ROUTE
OPTION 1

FORM C
SWITCH OUTPUTS

12V        INPUTS
TERMINALS 500mA

12V       OUTPUTS
TERMINALS 300mA

WIRE ROUTE
OPTION 2

TRIGGERED OUTPUT PLUG
12V       , 75mA

PLUG IN ADAPTER 
12V       , 500mA

SURFACE FEET (x4)
(WALL MOUNTING HOLES)

EMBOSSED 
INPUT AND 

OUTPUTS

FCC ID: TXL34108
MODEL #34108
IC: 6335A-34108

SAFETY TECHNOLOGY INTERNATIONAL
WATERFORD, MI U.S.A.

REDDITCH, WORCESTERSHIRE UK
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