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INSTALLATION OF STI-6200 FIRE EXTINGUISHER THEFT STOPPER®

All specifications and information shown were current as of publication and are subject to change without notice.
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PLASTIC ANCHOR
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POLYCARBONATE BASE

PRINTED CIRCUIT BOARD

VOLUME CONTROL JUMPER
SEE AUXILIARY VIEW

KIT-H19016 TAMPER WRENCH

#8-32 x 3/8 in.
TRUSS HEAD TAMPER SCREW

KIT-18015-9 DEACTIVATION/SERVICE CABLE

#8 x 1 in. SCREW
(4) PROVIDED

9 VOLT BATTERY

POLYCARBONATE COVER

THREAD CABLE INTO THEFT STOPPER
UNTIL CABLE BOTTOMS OUT

 (TO TEST, SIMPLY PULL CABLE
AND HORN WILL SOUND)

ROUTE CABLE AROUND EXTINGUISHER
NECK AND THROUGH CABLE SLEEVE CLAMP.
CRIMP SECURELY AS SHOWN MAKING SURE
CABLE LOOP WILL NOT SLIP OVER NECK

CIRCUIT BOARD

CONNECTOR POSITION
FOR HIGH VOLUME

CONNECTOR POSITION
FOR LOW VOLUME
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VIEW SHOWING BATTERY REPLACEMENT

9 VOLT BATTERY

VIEW SHOWING JUMPER LOCATION
FOR VOLUME SETTTINGS 
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PRODUCT DIMENSIONS

VIEW SHOWING BATTERY REPLACEMENT
Three year warranty or a one year limited warranty (from 
date of purchase) on most products. See website for details.
Electronic warranty form at www.sti-usa.com/wc14.

OPERATING TEMPERATURE RANGE:
32° TO 113°F (0° TO 45°C)


