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SIDE VIEW
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HINGES

8.25 in.
(209mm)

FRONT VIEW

STI-6560 LOCKABLE WITH
(2) KEYS PROVIDED

VIEW IN DIRECTION
OF ARROW A

A

USING FRAME AS TEMPLATE
MARK AND DRILL (4) HOLES
.25 in. (6mm) DIA. HOLES

IF WIRE ACCESS HOLES IS 
NEEDED BACKPLATE MAY BE 
DRILLED AS SHOWN

TYPICAL SURFACE
MOUNTED KEYPAD

STI-6550 NON-LOCKING
COVER AND FRAME

19013 SCREW #10x1.5 in.
(4) PROVIDED
OPTIONAL TAMPERPROOF SCREW
19035 #8x2 in. PAN HEAD SNAKE EYE

OPTIONAL 19038
TAMPERPROOF BIT

FOR WEATHERPROOF INSTALLATIONS 
USE STI-6552 GASKET

ADHESIVE SIDE MUST FACE WALL

REMOVE ADHESIVE
BACKING PAPER

STI-6582 BACKPLATE (OPTIONAL)
RECOMMENDED ON IRREGULAR 

SURFACES TO INSURE PROPER SEALING

19033 ANCHOR
(4) PROVIDED
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