
ALL POWER WIRES MUST BE 18 AWG OR LARGER.
ALL SIGNAL WIRES MUST BE 20 AWG OR LARGER.
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TCC/RCC CONTROL CONSOLE WIRING 
EXAMPLE 1

POWER WIRES
SIGNAL WIRES
POWER WIRES
SIGNAL WIRES

MONITOR LED OPERATION
GRN = DOOR CLOSED & LOCKED (SECURE)
YEL = DOOR OPEN & UNLOCKED (AUTHORIZED)
RED = DOOR OPEN (UNAUTHORIZED)

WIRING SHOWN FOR
CONSOLE POSITION #1

DPS SHOWN WITH
DOOR CLOSED

SECURITY DOOR CONTROLS
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ALL POWER WIRES MUST BE 18 AWG OR LARGER.
ALL SIGNAL WIRES MUST BE 20 AWG OR LARGER.

TCC/RCC CONTROL CONSOLE WIRING 
EXAMPLE 2

POWER WIRES
SIGNAL WIRES
POWER WIRES
SIGNAL WIRES

MONITOR LED OPERATION
GRN = DOOR CLOSED & LOCKED (SECURE)
YEL = DOOR OPEN & UNLOCKED (AUTHORIZED)
RED = DOOR OPEN (UNAUTHORIZED)

WIRING SHOWN FOR
CONSOLE POSITION #1

DPS SHOWN WITH
DOOR CLOSED
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ALL POWER WIRES MUST BE 18 AWG OR LARGER.
ALL SIGNAL WIRES MUST BE 20 AWG OR LARGER.

TCC/RCC CONTROL CONSOLE WIRING 
EXAMPLE 3

POWER WIRES
SIGNAL WIRES
POWER WIRES
SIGNAL WIRES

DPS SHOWN WITH
DOOR CLOSED

WIRING SHOWN FOR 
CONSOLE POSITION #1

MONITOR LED OPERATION
GRN = DOOR CLOSED & LOCKED (SECURE)
RED = DOOR OPEN (UNAUTHORIZED)
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