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RITE Touch®

RITE Touch” 1050 K&

Digital Glass Door Lock

The surface-mounted RITE Touch RT1050 digital glass door lock
provides flexible, keyless access control for all glass doors.

SHO01avIa| o

Function

The RITE Touch RT1050 is a digital door lock that provides keyless
access control for all-glass openings. The RITE Touch makes extending
access control to all-glass single doors or double doors with fixed leaf
convenient and affordable while maintaining aesthetics. This surface
mounted solution requires no modification to the glass and provides
greater flexibility and access control for interior applications.

U

Swinging
Door

RITE Touch

Electrified
Product

Operation RT1050L

The surface-mounted lock features two options for credential actuation on the
secure side of the door: either by entering a user code using the touch-screen

or by using provided MIFARE® credential cards. The lock features two modes of
unlock from the inside of the door: either with the thumbturn or accessibility lever

of the RT1050D or RT1050L respectively, or by using the override button. E

RTI050D | &
Operating Temperatures

Features 5 to 130F [-15 0 +55(]

Strike ‘ ' Standard Package \

Surface-mounted stnkg for fixed leaf Individually boxed with mounting plate,

of double glass doors included. AA batteries (x4), credential cards (x4),

Door Thickness single door magnet, bglt extensions, thin ]

716" to 1/2" 11 mm to 12.7 mm] door plate, and mounting screws. O ptl ons

thick glass doors. Shipping weight

6 1bs 1272 K + RT1050D with thumbturn; RT1050L with
Lock Body slz2 gl ADA compliant accessibility lever

Sl Gl Wikl - Additional credential cards available

Front Body E | eCtn Cda | separately, RT-5C-1050 pack of five (5) cards
916" x 2-7/8" x 7-5/16" - Powered by (4) x AA Alkaline batteries; Product Notes
[14.3 mm x 73.0 mm x 185.7 mm] 40,000 cycle battery life S ——

Back Body » Programming via touch-screen « For use with single doors or

115/16" x 3-1/16" X 7-1/2" . Unit may be programmed for one double doors with fixed leaf
[49.2 mm x 77.8 mm x130.5 mm] Master code and one user code

Bolt - Supports up to 40 credential cards.
Twin bolts measuring 13/32" [10.3 mm]

diameter with 1-1/8" [28.6 mm] throw. Bolt

Extensions included separately in standard

package for larger door gap, including

twin bolts with 2-1/8" [54.0 mm] throw.
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RITE TOUCh® Allmeasurements are approximate and are provided for informationa
o purposes only. Refer to the product Installation Instructions.
1050 Digital

Glass Door
Lock . .
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How to Order & Related Products

RITE Touch RT1050 Digital Glass Door Lock: Specify quantity and the following information. Order related products separately.

PRODUCT NO.

RT

1050 For glass doors D Thumbturn

L Accessibility Lever

RELATED

When purchasing this product, please consider the following related products, available separately:

Extra credential card 5 pack (RT-5C-1050)




330 Series

Swing Bolt Bottom Rail Deadlock

1830 Bottom Rail Deadlock provides bottom rail locking in ultra-narrow
stile aluminum or tempered glass doors. Tamper-proof with an armored

faceplate, it protects with a minimum threshold strike opening.

Function

For bottom rail locking of ultra-narrow stile or tempered glass doors whose bottom
rail (shoe) is too shallow for the MS1861 Bottom Rail Deadbolt. Mechanism is similar
to the MS1850S Deadlock, but with the bolt size reduced. This keeps the threshold
strike opening to a practical minimum, avoiding collection of debris or snagging on
high-heeled shoes. Armored faceplate protects cylinder setscrews from tampering
and keeps them from loosening. Not designed for wood door applications.

Operation

360° turn of key or thumbturn projects or retracts the counterbalanced bolt. Key

can be removed only when bolt is in a positively locked or unlocked position. Lock
accepts any standard 1" [25.4 mm] length, 1-5/32" [29.4 mm] diameter mortise cylinder
with MS® cam such as the 4036 Mortise Cylinder or thumbturn such as the 4066
Thumbturn, available separately. Lock accepts cylinder from either or both sides.

Features

Cylinder Height
31/32" [24.6 mm] and 1-1/8" [28.6 mm] only.

Case

Measures 1" x 6" x depth [ 25.4 mm x 152.4
mm x depth] where depth varies with cylinder
height. Steel with corrosion-resistant plating.

Bolt

15/32" x 5/8" x 2-1/8" [ 11.9 mm x 15.9 mm
x 54.0 mm] with 5/8" [15.9 mm] throw.
Six-ply laminated steel with eight plies
within case. Center ply has alumina-
ceramic core to deter hacksaw attack.

US adamsrite.com | 800.872.3267 | customerservice.adamsrite@assaabloy.com
Canada assaabloydss.cal 800.461.3007 | sales.dss.ca@assaabloy.com

Updated: January 14, 2019

ASSA ABLOY, the global leader
in door opening solutions

Strike

See back page for dimensions of strike slot
which can be cut in metal thresholds. 4006
Strike, shown, available separately with
stainless steel trim plate and plastic box.

Standard Package
Individually boxed with mounting
screws. Cylinder and/or thumbturn
available separately.

Shipping weight
1-1/2 1bs [0.68 kg]

1830 Series
Swing Bolt
Bottom Rail
Deadlock

SHO01dvIa|

Aluminium

A

Glass

U

Swinging
Door
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Options

4006 Strike, cylinder, thumbturn
available separately

« Available in choice of 313 Dark bronze

Patent pending and/or patent www.assaabloydss.com/patents. Copyright © 2019, Hanchett Entry Systems, Inc., an ASSA ABLOY Group
company. All rights reserved. Reproduction in whole or in part without the express written permission of Hanchett Entry Systems, Inc. is prohibited

anodized, 628 Clear anodized




1830 Series
Swing Bolt
Bottom Rail
Deadlock

purposes only. Refer to the product Installation Instructions.

Dimensions
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Allmeasurements are approximate and are provided for informationa

4006 Strike Dimensions
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174.6mm
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Stile & Threshold
Preparation

1-11/32"

CYLINDER

“~._ \ CYLINDER
“f. HEIGHT

10-32
DRILL & TAP
(2 PLCS)

Lock & Cylinder
Installation

TUBE
/SPACER

g

CHANNEL
DEPTH:
“p” £ 1/32"

TUBE SPACERS
MAY BE REQ'D
TO POSITION

10-32
MACHINE
SCREWS

How to Order & Related Products

1830 Bottom Rail Deadlock (Swingbolt): Specify quantity and the following information. Order related products separately.

DASH NO. (SPECIFY FOR CYLINDER
HEIGHT AND LOCK DEPTH)

PRODUCT NO.

1830 -02

FINISH

-628

-02 Cylinder Height 31/32" Dim. "A" 1-5/8"

313 Dark Bronze Anodized

-03 Cylinder Height 1-1/8" Dim. "A" 1-25/32"

628 Clear Anodized

RELATED

When purchasing this product, please consider the following related products, available separately:

CYLINDERS

ACCESSORIES

Standard 1" length, 1-5/32” diameter mortise cylinder with MS® cam such as 4036 Mortise Cylinder, 4066 Thumbturn; MS4043 Cylinder Guard

4006 strike




MS

3/ Series

MS® Two-Point Deadlock

Maximum security for wood door pairs is provided with
the MS1837 Two-Point Deadlock. A single turn drops a
bolt into the threshold and pivots the MS bolt.

Function

Maximum security for wood door pairs is provided by the MS1837 deadlock with
a single turn of a key. Simultaneously dropping a stainless steel hexbolt into the

threshold and pivoting the massive MS bolt into the opposite leaf, the MS1837 I a
eliminates inconvenient and sometimes forgotten flushbolts in the inactive leaf.

Operation

360° turn of key or thumbturn projects counterbalanced bolt into opposite door and drops
bolt into threshold. Key can be removed only when bolts are in a positively locked or

unlocked position. Lock accepts any standard 1" [25.4 mm]length, 1-5/32" [29.4 mm] diameter
mortise cylinder with MS® cam such as the 4036 Mortise Cylinder or thumbturn such as the
4066 Thumbturn, available separately. Lock accepts cylinder from either or both sides.

Features

Cylinder Backset
1-1/2" [38.1 mm] only.

Cylinder Height

36" [914.4 mm] standard. Other cylinder
heights available on special order,
specify exact height from bottom of
door to cylinder center. Maximum
cylinder height 65" [1651 mm].

Case

Measures 1" x 6" x 2-3/16"

[25.4 mm x152.4 mm x 55.6 mm].
Steel with corrosion-resistant plate.

Pivoted Bolt

5/8" x1-3/4" x 2-7/8" [15.9 mm x 44.5 mm
X 73.0 mm] with 1-3/8" [34.9 mm] throw.
Eight-ply laminated steel with alumina-
ceramic core to deter hacksaw attack.

Threshold Bolt
Hexagonal 3/8" [9.5 mm], flat
to flat. Stainless steel.

- Wil

Armored Faceplate
Flat, two-piece plate extends
to bottom of door.

Strike

For MS bolt, a 4001-011 Strike Plate with
dust box is furnished. Threshold bolt strike
can be 1/2" [12.7 mm] diameter hole in
metal threshold or, if threshold is wood,
4005 Strike is available separately.

Standard Package

MS lock individually boxed with mounting
screws. Hexbolt and rod packed separately
with face extension plate, screws, bottom
bolt guide, and attachment pin. Cylinder
and/or thumbturn available separately.

Shipping weight
3 Ibs [1.36 kg]

Options
- Available in choice of 313 Dark bronze
anodized, 335 Black anodized, 628

Clear anodized, US3 (605) Bright
brass, US26D (626) Satin chrome

US adamsrite.com | 800.872.3267 | customerservice.adamsrite@assaabloy.com

Updated: January 14, 2019

ASSA ABLOY, the global leader
in door opening solutions
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MS1837 Allmeasurements are approximate and are provided for informational
S . MS® purposes only. Refer to the product Installation Instructions.
eries

Two-Point
Deadlock
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Dimensions Installation

18"
" Install adaptor arm in lock from 3.2mm :
11/4 ;
FACEPLATE 31.8mm - rear with bolt retracted as shown. & 25.4mm
> - ¢57.2mm+ Drive pin through slots 312%':\
63/64" 1-1/2" in lock side plates, passing : R, |
‘ ‘ 25mm BACKSET = 38.1mm¢ through hole in the adaptor arm.
————— H 2-1/8"
: -1t #12 X 1-1/4" 54mm 1-1/4"
Lock | @ il FLAT HEAD 38mm
MOUNTING | N WOOD SCREW 9};/ - DIA.
PLATE |
| U X T
| B [ o1 1) .
© ® 2 10-1/2
8" . 266.7mm
203.2mm -
| e R
! i #8-32 x1/4"jr
i i FLAT HEAD
i MACHINES
® ! SCREWS (3) 5
3 i T 2-5/16"
,,,,, #12X3" 58.7mm
36" FLATHEAD [N\ L
914.4mm g’&%a’ kE
STANDARD ‘g Wt
CYLINDER 5 " N
HEIGHT -1/4" 172"
LIPS 31.8mm ~a 12.7mm
30-5/32" S
® ©| 766mm -1
#6 X 3/4"
FLAT HEAD
WOOD \
|~ Ay SCREWS (6) "
AANA U 1"
Ef}\.: . 25.4mm
o g : i 14"
@ /f6.4mm
DOOR 1 I
S 9 BOTTOM ~ [l= v 18 2 N 3-3/8"
u] """""" o ~ 5/8" NOSE 31.8mm ~ 85.7mm
BOLT 15.9mm D(())ER ‘ ) :
GUIDE | BOLT GBL?III-)TE
34 i PROJECTION d
19.1mm ‘¢ + L ﬁ
iﬁ #8X1"

5 © 63/64" FLAT HEAD
o 9|%5mm A WOOD
SCREWS (3)

How to Order & Related Products

MS1837 Two Point Deadlock Specify quantity and the following information. Order related products separately.

PRODUCT NO. FACEPLATE

MS1837 -313

313 Dark Bronze Anodized

335 Black Anodized

605 Bright Brass
626 Satin Chrome

628 Clear Anodized

If cylinder height other than 36" is required, specify exact height from bottom of door to cylinder center.

RELATED

When purchasing this product, please consider the following related products, available separately:

CYLINDERS ACCESSORIES

Standard 1" length, 1-5/32” diameter mortise cylinder with MS® cam such as 4036 Mortise Cylinder, 4066 Thumbturn 4005 Strike for wooden threshold
MS4043 cylinder guard




MST184/ Series

MS® Deadlock/Deadlatch

The MS1847 Deadlock/Latch for ultra-narrow stile aluminum sliding
doors features a self-protecting bolt with adjustable bolt projection.

Function

A compact lock designed to fit within very narrow sliding door stiles without
compromising the high degree of security that these doors need. The sturdy stainless
steel bolt has two important features not usually found in sliding door hardware. First,

it is adjustable: a full 3/16" [4.8 mm] lengthening or shortening of bolt projection is
possible by turning an exposed screw in the face of the lock. This can compensate for
considerable misalignment between door and jamb. Second, the bolt is self-protecting:
if the door is closed with the bolt in the locked position, the bolt will retract immediately
upon contact with the jamb, thus preventing damage or accidental lockout.

Operation

Cylinder pulls are available separately for keyed operation. Three hub slot positions allow
installation even where jamb and stile design provides severely limited turn clearance.

Features

Case

Measures 1/2" x 3-3/16" x 1-1/8"
[12.7 mm x 80.97 mm x 28.6 mm].
Stainless steel.

Bolt

Three-ply laminated stainless steel. Designed
to withstand approximately one-half ton of
either horizontal or vertical force. Anti-lift bolt
stops both door-from-jamb pry bar attacks
and attempts to lift the door from its track.

Faceplate

Rectangular face or full radiused
ends (see how-to-order table on
back of page for dash numbers).

Latch Version

The MS1847-11 and MS1847-13 feature the same
stainless steel hookbolt, but the bolt is spring-
loaded for automatic latching. All dimensions
and available accessories for the MS1847
Deadlocks also apply to MS1847 Deadlatches.

Standard Package
Case-packed with mounting screws. Turn
and cylinder pull available separately.

Shipping weight
1/2 1b [0.23 kg].

US adamsrite.com | 800.872.3267 | customerservice.adamsrite@assaabloy.com
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MS1847
Series MS®
Deadlock/
Deadlatch

DEADLOCKS

Dimension

i
ﬂ

S

le 17/32"
13.5mm

Allmeasurements are approximate and are provided for informational
purposes only. Refer to the product Installation Instructions.

6.4mm

T
| 3-3/16"
7 81mm
3-1/16"
93.7mm
4-1/32"
14" 102.4mm

Y

i
.omm "
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5/32" '+9 38",
.omm
ﬁ r“mm MAX.
_ 13/64",, =
5.2 FULL B
AIHES—%_ RaDIUS =
TYP. 3 316"
=
g 2| 4.8mm
1-31/32" ung
50mm <,
‘\45“\‘
SEE DASH
NUMBERS
FOR VARIOUS
\ HUB ANGLES
95 Hue,
3/4"
17/64" 19.1mm
6.7mm
< 764" MIN.
2.8mm
MIN.
TAP #6-32
1/16" THREAD TYP.
17.5mm

27/64" 111/64"

10.7mm 4.4mm

DRILL AND
CSK FOR
#6 SCREW
(2 PLCS)

[

Stile Preparation

SEE DASH NUMBER
FOR SQUARE OR
RADIUS ENDS

NOTE: DIMENSIONS
SHOWN

ARE RECOMMENDED
MINIMUM

i
25.4mm

3-7/32"
81.8mm
3-11/16"
93.7mm
15/64" P
6mm /
17/32" [«
25/32"
13.5mm  19'8mm

N 3/8" pa.

9.5mm

Installation

LOCK & STILE

How to Order & Related Products

MS1847 Deadlock: Specify quantity and the following information. Order related products separately.

MODEL

M31847

FACE SHAPE, HUB ANGLE, LOCK OR LATCH

-02

BACKSET

-630

3/8" ¥ T/STRIKE
95mm | 0 cutouT .-
1-1/16" .~@ HuB
27mm |
e ““
4.8mm

1" Hus

il [] il
e
845" ) |:| 84? )
\] \]
(Blank) Lock -02 Lock
/1 [] /1
e
22.5° ) |:| %3 )
\] o] \]
-09 Lock -10 Lock

i

il O]

VERT. ) ﬁ

\] lo]
-06 Lock

SELF-
LATCHING

1 0)d

-11Latch

630 Satin Stainless

o]

SELF-
LATCHING [©
VERT. [o]

-13 Latch

RELATED

When purchasing this product, please consider the following related products, available separately:

CYLINDERS

ACCESSORIES

1000 Series Turn

4024, 4025, 4026 Cylinder Pulls

4800 Strike
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Series MS® Deadlocks -, I @
The MS1850S Series MS® Deadlock utilizes a laminated stainless steel /

bolt to provide maximum security for a single leaf narrow stile aluminum u ﬂ
door. The MS1850S-X5X Series MS® Deadlock utilizes a laminated oo

stainless steel hookbolt to provide maximum security for a sliding

narrow stile aluminum door. Both are activated by a pivot mechanism. l MS1850S- ﬂ
IE ~ X5Xonly S[\)'wgi;g

Function |

A huge bolt of laminated stainless steel, nearly 3" long, activated by an uncomplicated
pivot mechanism, has made the basic MS1850S Series MS” Deadlock the standard

of the narrow stile aluminum door industry. The length of this bolt provides maximum
security for a single leaf door, even a very tall and flexible one or an installation

where the gap between the door and jamb is greater than it should be.

-
The MS1850S-X5X Series MS® Deadlock answers the security need of sliding narrow MS1850S

stile aluminum doors in commercial, industrial, and institutional buildings. The locking
mechanism is identical to the MS1850S Series MS Deadlock, except that the massive
laminated bolt is provided in a hook shape to resist the parting motion of sliding door
and jamb. The over-center maximum security (MS) locking action assures that forced
entry attempts to pry the door in any direction, up, down, or sideways will be defeated.

Special configuration: The 1850S5-X2X Series Short Throw Deadlock
utilizes a laminated stainless steel short bolt, activated by a pivot
mechanism to secure a single leaf narrow stile aluminum door.

Operation

360° turn of key or thumbturn projects or retracts the counterbalanced bolt. Key

can be removed only when bolt is in a positively locked or unlocked position. Lock
accepts any standard 1" [25.4 mm] length, 1-5/32" [29.4 mm] diameter mortise cylinder
with MS® cam such as the 4036 Mortise Cylinder or thumbturn such as the 4066 -
Thumbturn, available separately. Lock accepts cylinder from either or both sides. G |,-

4

MS1850S-X5X

US adamsrite.com | 800.872.3267 | customerservice.adamsrite@assaabloy.com
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All measurements are approximate and are provided for informationa
4 MS185OS’ ;Jurgggvs (i\?ye.‘;é(stg'tt;:??(&UT DJi?erth?ﬂ%ﬁ\H(:r(ut(t)\o js(v) e
o | MS1850S-X5X
4 .
O | Series MS® Feat MS1850S-X5X: Hookbolt measures 5/8"
O | Deadlocks eatures x 1-3/8" [15.9 mm x 34.9 mm] with 13/16"
9( Backset [20.6 mm] throw. Hook shaped bolt repels
Ll | N | pry bar attempts to “spread” the door
e 7/8"[22.2 mm, 31/32" [24.6 mm}, 1-1/8 from its jamb or lift it off its track
[28.6 mm], and 1-1/2" [38.1 mm]. 1850S-X2X J '
not available with 7/8" backset. 1850S-X2X: Short bolt measures 5/8"
x 1-3/8" x 2-3/8" [15.9 mm x 34.9 mm x
Case 60.3 mm] with 13/16" [20.6 mm] throw.
ARMO?..E)?;;\,%EPLATE Measures 1" x 6" x depth [25.4 mm x 152.4 mm
x depth], depth varies by backset (see table Standard Package
I on left). Steel with corrosion-resistant plating.  Individually boxed with faceplate and
FLAT MS1850S : ) )
mounting screws. Strike plates, cylinders
Faceplate and/or thumbturns available separately.
RADIUS MS1851S Measures 1" x 6-7/8" [25.4 mm x 174.6 mm].
. Shipping Weight
—— Strike 1172 1bs [0.68 kg].
Irsor‘leEgéﬁlééEDT RADIUS W/ WEATHERSTRIP See below for dimensions of strike slot which
CYLINDER § ’ MS1851SW can be cut in metal jamb. Trim plate, box strike, .
‘  — and armored strike are available separately. Optlons
i L ¢ LHBEVEL MS18525-X15 Bolt « “SCHOOLHOUSE” version, also available,
1;:‘= Eight-ply laminated stainless steel. is modified so that operation from inside
FLAT RH BEVEL MS18525-X16 Center ply has alumina-ceramic core to is “unlock only”. This lock is handed and
- defeat any hacksaw attack, including must be specified LH or RH. Specify
i 5 BACKSET A rod-type “super” hacksaws. SCH1850S or SCH1850S-X5X Series.
y ‘ 718" 1:9/16" f | K ;
1 22mm 34.7mm MS1850S: Standard straight bolt measures i/laST;Sg;ea?]Stl\e;I;HSng?XS;(t gs:;g:s e
RADIUS 3132" 1-5/8" 5/8" x 1-3/8" x 2-7/8"[15.9 mm x 34.9 mm '
: 46mm | 43mm x 73.0 mm] with 1-3/8" [34.9 mm] throw.
14/8" 1-25/32"
N & 28.6mm 45.2mm
141/2" 2-1/4"
BEVEL 381mm 57.2mm

v , Ly v ¥
o S — % om ] 7/8" 5/8" 1"
22.2mm J 15.9mm 25.4mm 22.2mm % 15.9mm 25.4mm
G = f _
apn SHOWN WITH
> FLAT FACEPLATE “A” — 3 SHOWN WITH
FLAT FACEPLATE
BACKSET MEASURED
132" AT R OF ¢ BACKSET MEASURED
8.7mm 730 V32" AT CENTERLINE OF
* 8.7mm STILE NOSE
+ _ 5.6+mm ¢
I 1/4" A T
6.4mm "
6-13/16" f \ 6-7/8
173mm 6-13/16" 174.6mm
K.j 6-3/8" 173mm
6" Qﬁ 161.9mm
152.4
" 6-7/8" 6-3/8"
174.6mm 161.9mm
[: O U 6" 15.9mm
152.4mm|
1-13/32"
35.7mm
>
| 13/16"
Y 120.6mm
: ) 0o
[ y +—
o 0000y
> - —> F
14" 14"
6.4mm 6.4mm




MS1850S,

MS1850S MS1850S-X5X

Series MS®

Stile Preparation Lock & Cylinder Deadlocks

Installation
>
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MS1850S-X5X
Stile Preparation Lock & Cylinder
Installation
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MS1850S,
MS1850S-X5X
Series MS®
Deadlocks

DEADLOCKS

How to Order & Related Products

MS1850S, MS1850S-X5X Series MS® Deadlock: Specify quantity and the following information. Order related products separately.

PRODUCT NO. FACEPLATE BACKSET BOLT SHAPE HANDING FINISH
0S Flat 17/8" 1 Straight bolt 0 Non-Handed* 313 Dark Bronze Anodized
1S Radius 2 31/32" 5 Hookbolt 5 LHorRHR 335 Black Anodized
1SW Radius with 311/8" 6 RHor LHR 628 Clear Anodized
weatherstrip
2S Bevel 414/2"
3S Without faceplate,
without strike plate

*Any flat or radius faceplate, except Schoolhouse. Select handing for bevel faceplate only.

1850S-X2X Series Short Throw Deadlock: Specify quantity and the following information. Order related products separately.

FACEPLATE BACKSET BOLT SHAPE HANDING FINISH

0S

-2

2

0

-628

0S Flat 2 31/32" 2 Short Throw 0 Non-Handed* 313 Dark Bronze Anodized
1S Radius 3 1-1/8" 5 LHorRHR 335 Black Anodized
2S Bevel 4 14/2" 6 RHorLHR 628 Clear Anodized

3S Without faceplate,
without strike plate

*Any flat or radius faceplate, except Schoolhouse. Select handing for bevel faceplate only.

RELATED — MS1850S & MS1850S-X5X

When purchasing this product, please consider the following related products, available separately:
ACCESSORIES

4000, 4001, MS4002 Deadlock Strikes

4015 Threshold Bolt, 4016 Header
Bolt for multi-point locking.

4085 Header Bolt for pairs of doors
Lock mounting accessories and options
4089 Exit Indicator

SPECIAL ORDER OPTIONS

CYLINDERS

Schoolhouse function available
as special order.

3090-150, A100 Series
Keyless Entry, 4550
Deadlock Lever

Standard 1" length, 1-5/32” diameter
mortise cylinder with MS® cam such
as 4036 Mortise Cylinder, 4066

Thumbturn; MS4043 Cylinder Guard




VISIS50SN
MSI850SN-45X

Series MS® Deadlocks | e

The ANSI size MS1850SN Series MS® Deadlock utilizes a laminated &
stainless steel bolt and the ANSI size MS1850SN-45X Series MS Deadlock
utilizes a stainless steel hookbolt, both activated by a pivot mechanism

to provide maximum security for hollow metal or wood doors.

J

O
m
>
O
=2
O
@)
~
wn

. Swinging
Function | o
For hollow metal or wood doors prepared for hardware according to the N m

I . : _ t MS1850SN | E
specifications of the American National Standards Institute (ANSI), the 450 0nly \_ S
MS1850SN Series MS® Deadlock provides maximum security and ease of .

installation. Its standard 1-1/2” [38.1 mm] backset dimension provides adequate
clearance for the deep stop on the door jamb of hollow metal entrances.

The ANSI size MS1850SN-45X Series MS® Deadlock provides maximum security and ease
of installation for hollow metal or wood sliding doors. Its standard 1-1/2” [38.1 mm] backset
dimension provides adequate clearance for the deep jamb “pocket” of many commercial
and industrial entrances. The locking mechanism is identical to the widely used MS1850S
Series MS Deadlock, except that the massive laminated bolt is provided in a hook shape ?
to resist the parting motion of sliding door and jamb. The over-center maximum security ’

MS1850SN

5

(MS) locking action assures that forced entry attempts to pry the door in any direction,
up, down, or sideways will be defeated. Also useful for swinging doors closing against U -
jambs too shallow for the 1-3/8” [34.9 mm] throw of the MS1850SN Series MS* Deadlock. k.i

Operation

360° turn of key or thumbturn projects or retracts the counterbalanced bolt. Key can
be removed only when bolt is in a positively locked or unlocked position. Lock accepts
any standard 1" [25.4 mm] length, 1-5/32" [29.4 mm] diameter mortise cylinder with MS®
cam such as the 4036 Mortise Cylinder, available separately or thumbturn such as the
4066 Thumbturn, available separately. Lock accepts cylinder from either or both sides.

MS1850SN-45X

US adamsrite.com | 800.872.3267 | customerservice.adamsrite@assaabloy.com
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MS185OSN Allmeasurements are approximate and are provided for informationa
9

MS185OSN purposes only. Refer to the product Installation Instructions.

45X

Series MS®
Faceplate

Deadlocks Featu reS Measures 1-1/4” x 8” [31.8 mm x 203.2 mm].

Backset Strike
1-1/2” [38.1 mm] available only

%)
V4
@)
@)
—
O
<
]
@)

See below for dimensions of strike slot which
can be cut in metal jamb. Lipped, ANSI-spec,

Case i X
Measures 1” x 67 x 2-1/4” and other strike plates available separately.
[25.4 mm x 152.4 mm x 57.2 mm]. Steel Standard Package

with corrosion-resistant plating. Individually boxed with faceplate and

Bolt mounting screws. Strike plates, cylinders

Eight-ply laminated stainless steel and/or thumbturns available separately.

Il-lsor‘leEiéﬁEéEDT Center ply has alumina-ceramic core to Shipping Weight
’ defeat any hacksaw attack, including R
CYLINDER ¢ > 1-1/2 1bs [0.68 kg].
‘ rod-type “super” hacksaws.
! MS1850SN: Standard straight bolt measures H
’iff Rl st 5/8" x 1-3/8" x 27/8" 5.9 mm x 34.9 mm O ptl ons
AT — x 73.0 mm] with 1-3/8" [34.9 mm] throw. « “SCHOOLHOUSE” version, also available,
FLAT MS18505N MS1850SN-45X: Hookbolt measures Fs modified so that gperati‘on from inside
| ¢ @ 5/8" x 1-3/8" [15.9 mm x 34.9 mm] with is “unlock onl'y  This lock is handgd and
/ e 13/16" [20.6 mm] throw. Hook shape must be specified LH or RH. SpeCIfy.
DS repels pry bar attempts to “spread” the SCH1850SN or SCH1850SN-450 'Senes
| —— door from its jamb or lift it off its track. Same faceplate and backset options as
LH BEVEL MSIB525N-X15 MS1850SN or MS1850SN-450 Series.
T e —]

RH BEVEL MS1852SN-X16

Stile Preparation . .
MS1850SN \(/f

6.4mm  goean
Dimensions ) PR I
- *\\\ }/

53/64" 19/32"  1.4/4" CYLINDER |-~ S €. 5
21mm i 15.1mm 31.8mm ¢ ~ .
A j Y W 2 1€ 478 8-1/64" o 14"
. . A 123.8mm 203.6mm - 31.8mm>'A
2-7/32" | Shown with T /

56.4mm Flat faceplate
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85.7mm
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11/32" . | atcenterline of V /b
8.7mm 17132" | hije nose 3
38.9mm :
Y ¥ P L \\\
' g 3 117/64"| N 112
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Lock & Cylinder
Installation .

184.2mm
LOCK&STILE &

[]O[] 116"

201.6mm k
v |

152.4mm

NN

"¢ CYLINDER

A ﬂ fe17.5mm %
1-3/8" ATk
STRIKE o || F e
34.9mm cuTouT ~N @ . @
-9 o
v el @xils| |2
338" 1" A

5]
—

—>|

1/4"
6.4mm

22.6mm

i
35.3mm 59/64" ]Es
-« e g /
N
,, \

. Y 85.7mm5.4m X
y i | 4 V }x AR]
1:25/64" J |
]
~




MS1850SN,
MS1850SN-
45X

MS1850S-45X S
Dimensions
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MS1850SN,
MS1850SN-
45X

Series MS®

Deadlocks

DEADLOCKS

How to Order & Related Products

MS1850SN, MS1850SN-45X Deadlock: Specify quantity and the following information. Order related products separately.

FACEPLATE ANSI SIZE BOLT SHAPE HANDING FINISH
0 Flat 41 Straight bolt 0 Non-Handed* 313 Dark Bronze Anodized
1 Radius 45 Hookbolt 5 LHorRHR 335 Black Anodized
2 Bevel 6 RHorLHR 628 Clear Anodized

*Any flat or radius faceplate, except Schoolhouse. Select handing for bevel faceplate only.

RELATED — MS1850SN & MS1850SN-45X

When purchasing this product, please consider the following related products, available separately:

TRIM CYLINDERS ACCESSORIES SPECIAL ORDER OPTIONS
3090-150, A100 Series Standard 1" length, 1-5/32” diameter 4000, 4001, MS4002 Deadlock Strikes Schoolhouse function
Keyless Entry, 4550 mortise cylinder with MS® cam such 4015 Threshold Bolt, 4016 Header Bolt for multi-point locking. available as special order.
Deadlock Lever as 4036 Mortise Cylinder, 4066

4085 Header Bolt for pairs of doors
Lock mounting accessories and options
4089 Exit Indicator

Thumbturn; MS4043 Cylinder Guard
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erlies

MS® Bottom Rail Deadbolt

MS1861 Bottom Rail Deadbolt provides maximum security with
MS deadbolt locking mechanism. It utilizes hardened steel
bolts for the limited space of ultra-narrow stile doors.

Function

The MS1861 lies horizontally in the bottom rail of ultra-narrow stile doors which
have insufficient vertical space for a lock, or tempered glass doors which have no
stile at all. The hardened steel cylindrical bolts allow simple drilled strike holes of

a relatively small size to minimize the nuisance and danger presented by some
threshold strikes in collecting debris or snagging on high-heeled shoes. MS1861-02
locks either single-leaf or pairs of doors. Not recommended for wood doors.

Operation

360° turn of key or thumbturn projects or retracts bolt(s). Key can be removed

only when bolts are in a positively locked or unlocked position. Lock accepts any
standard 1" [25.4 mm] length, 1-5/32" [29.4 mm] diameter mortise cylinder with MS®
cam such as the 4036 Mortise Cylinder or thumbturn such as the 4066 Thumbturn,
available separately. Lock accepts cylinder from either or both sides.

Features

Cylinder Backset

Minimum backset is approximately 2-1/4"
[57.2 mm] for the MS1861- 01 configuration
with vertical bolt only. The MS$1861-02
configuration with both vertical and horizontal
bolts requires placement of cylinder

center line 5-3/4" [146.1 mm] from nose

of door. Both have cylinder center 1-7/8"

[47.6 mm] above bottom edge of door.

Case

Measures 1" x 6" x 1-13/16" [25.4 mm
x152.4 mm x 46.0 mm]. Steel with
corrosion-resistant plating.

US adamsrite.com | 800.872.3267 | customerservice.adamsrite@assaabloy.com
Canada assaabloydss.cal 800.461.3007 | sales.dss.ca@assaabloy.com

Updated: January 14, 2019

ASSA ABLOY, the global leader
in door opening solutions

Bolt

3/8"[9.5 mm] diameter. Stainless steel
vertical threshold bolt has 13/16" [20.6
mm] throw. Hardened steel horizontal
bolt has 1-1/8" [28.6 mm)] throw.

Strike

In metal installation, 7/16" [11.1 mm] drilled
holes in threshold are required. For MS1861-
02 configuration with both vertical and
horizontal bolts, drilled holes are also
required in jamb or opposite door.

Standard Package

Individually boxed with mounting
screws. Cylinder and/or thumbturn
available separately. If required, tube
spacers are available separately.

Patent pending and/or patent www.assaabloydss.com/patents. Copyright © 2019, Hanchett Entry Systems, Inc., an ASSA ABLOY Group
company. All rights reserved. Reproduction in whole or in part without the express written permission of Hanchett Entry Systems, Inc. is prohibited
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MS® Bottom
Rail Deadbolt

QD

Shipping weight
MS1861-01: 1-3/4 Ibs [0.79 kg],
MS1861-02: 2 Ibs [0.91 k]

Options
- Vertical bolt only (-01)

- Vertical and horizontal bolts (-02)
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Glass

U

Swinging
Door

[

Sliding
Door




22 | MS1861 Series
MS® Bottom

Rail Deadbolt
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Unit illustrated is MS1861-02. (Both horizontal &
vertical bolts included.) Part number for vertical bolt
operation only is MS1861-01. Conversion Kit no.

4014 available to convert MS1861-01to MS1861-02.

Dimensions

Allmeasurements are approximate and are provided for informationa
purposes only. Refer to the product Installation Instructions.

= BOTTOM RAIL
E o ] ° MTG. WEB
[ S, i
3/4" [,,7,, — 1 . T
©
19‘mmf< ] me————— 11/ ZS?mm
THROW | 3-5/8"4—4 { ‘\ BOTTOM
1-1/8" 92.1mm 9/16" OF DOOR
21.6mm 14.3mm
4" 5-25/64" ____11-55/64"
101.6mm 136.9mm 47.2mm
[ [
3/8" 63/64"
: Q e ! Lb © 25mm

3/8"
9.5mm

! 201.6mm '

‘ 7-15/16"

4014 Conversion Kit

To convert MS1861-01to MS1861-02, 4014
Conversion Kit provides horizontal bolt
assembly with guide and attachment fittings.

To assemble, press pin through disc and arm.

Bolt Guide (3)
Bracket

Arm & Bolt
Assembly

The 4014 Conversion Kit consists of:

G-—@ Assembly Pin
il

Mounting Screws

-3 = |
> ° K& Z{ =

Rail Preparation

#8-32
DRILL & TAP
5-49/64"
TYP. 146.4mm
BACKSET

7-1/4" 155.6mm
184.2mm

TUBE
SPACER

%

#10-32

Lock & Cylinder
Installation

Tube spacers may be required to
position lock mechanism.

CYLINDER
¢

E
el N Bottom door rails with web will DRILL & TAP
§ a9n MIN. require machining as shown. TYP.
wiTHouT R 24112 uir ) "
WEB N L UL H 63 5mmCHANNEL  Position of web will determine
E DEPTH  tube spacer requirement and
S
N

E

tube spacer length.

How to Order & Related Products

MS1861 Series MS® Bottom Rail Deadlock: Specify quantity and the following information. Order related products separately.

MODEL

MS1861

BOLT OPERATION

-01

FINISH

-603

PACKAGING

-1B

01 Vertical Bolt Only

603 Zinc plated steel

IB Individually Boxed

02 Vertical and Horizontal Bolts

If tube spacers are required, specify QUANTITY and LENGTH..

RELATED

When purchasing this product, please consider the following related products, available separately:

Standard 1" length, 1-5/32" diameter mortise cylinder with
MS® cam such as 4036 Mortise Cylinder, 4066 Thumbturn

MS4043 Cylinder guard

[GRINIDIES

vertical and horizonta

ACCESSORIES

4014 Conversion Kit for multi-point locking. MS1861 may be ordered with

I'bolts (Bolt Operation option 2).

Tube spacers (26-00090XX)"




1875

Two-Point
8 ; 5 Deadlock

Two-Point Deadlock

1875 Two-Point Deadlock provides security for roll-up doors, security
screens, or similar doors. Two-point locking is achieved using two
bolts, which are operational from either or both sides of the deadlock.
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Roll-Up
Door

Function

For overhead doors, roll-up security screens, or similar doors. Provides turn operation
of two bolts from either or both sides. Accepts standard mortise cylinders for
key control of bolts to secure them in either projected or retracted position.

Operation

90° rotation of turn projects or retracts bolts. 360° turn of key deadlocks mechanism,
preventing operation of the turn in either locked or unlocked position. Lock accepts
any standard 1" [25.4 mm] length, 1-5/32" [29.4 mm] diameter mortise cylinder

with MS® cam such as the 4036 Mortise Cylinder or thumbturn such as the 4066
Thumbturn, available separately. Lock accepts cylinder from either or both sides.

Turn
Featu reS 4060 Turn: Available separately. Zinc

alloy escutcheon and handle. Available
in 130 to match 628 Clear Anodized
finish. Steel spindle is also available to
accommodate various door thicknesses.

Cylinder Backset

Bolt arms require inside stile clearance of
1-11/16" [42.9 mm] on one side of cylinder
center, 1" [25.4 mm] on the other.

Standard Package

Case ar ‘
Measures 1" x 6" x 2-5/8" Individually bo'xedi Cylinder and/or
[25.4 mm x 152.4 mm x 66.7 mm]. thumbturn available separately.
Steel with corrosion-resistant plating. Shipping weight

Bolt Arms 1-1/2 Ibs [0.68 kg]

1-1/32"[26.2 mm] throw. Threaded for 1/4" — 20

rods. Because of design variations in this type i

of door, no standard bolt can be offered to fit O ptl ons

all makes of doors. Please contact factory for ~ « 4060 Turn available separately
more information on bolts, rods, bolt guides, with choice of spindle lengths

and strikes to fit individual door designs. - Bolt, connecting rod, bolt guide, strike

available separately by special order

US adamsrite.com | 800.872.3267 | customerservice.adamsrite@assaabloy.com
Updated: January 14, 2019 Canada assaabloydss.ca | 800.461.3007 | sales.dss.ca@assaabloy.com
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24 1875 All measurements are approximate and are provided for informationa
T P . purposes only. Refer to the product Installation Instructions.
v | Two-Point D i
4
) Pt imensions
9 7-15/16"
201.6mm
<Q( ~ 74/4" 132"
= ~ 184.2mm 8.7mm
Q < 6" — 1-1/64" 1/4-20 NC
152.4mm 25.8mm (2 plcs)
| '\ ? ? i
o (|t REQ) X 1'51/32" 1-23/32" 2-5/8"
<> O g 42.1mm 43.7mm 66.8mm
i 25,3mm l MAX.
\ i ] L’_;,i
3-1/2" > q’-
1-1/32" 8-63/64" 88 9mm 1-1/32 1
- - 1-63/64" /32" | —> <
126.2mm 228.2mm T 50.4mm 26.2mm 25.4mm
TRAVEL TRAVEL

4060 Turn Installation

7/8"
22.2mm

51/64"
20.2mm

NOTE: Installation requirements vary
according to rail design

10-32 NF, 2 PLCS
(HOLE LOCATION FOR
4060 HANDLE ASSY)

2-1/8"

54mrr\‘
45/32" |
88.1mn\

*FOR 1-3/4" THICK DOOR

1-1/4" p|A.
31.8mm

1/16"

12"p|a.
12.7mm

23/32"

How to Order & Related Products

1875 Two Point Deadlock: Specify quantity and the following information. Order related products separately.

PACKAGING

-1B

‘ IB Individually Boxed

4060 Turn: Specify quantity and the following information. Order related products separately.

DOOR THICKNESS FINISH
05 1-1/2" 130 To match 628 Clear Anodized
06 1-3/4"
07 2"

RELATED When purchasing this product, please consider the following related products, available separately:
CYLINDERS ACCESSORIES SPECIAL ORDER OPTIONS

Standard 1" length, 1-5/32” diameter mortise cylinder with MS4043 Cylinder guard 4060 Turn 31-0278-XX Bolt and Connecting Rod
MS® cam such as 4036 Mortise Cylinder, 4066 Thumbturn Assembly by special order only.




VMSHISO0 Series

MS® Deadlock/Deadlatch

MS+1890 Series MS Deadlock/Deadlatch provides a
maximum security deadlock for after hour and traffic control
with deadlatch convenience during business hours.

Function

Maximum security MS+ deadlock after hours, plus the convenience of
traffic control management during the business day. Typical installation
is a bank or store requiring three modes of door control:

1. Both lock and latchbolts retracted for unrestricted entry and exit during business hours
2. Handle-operated latch for exit-only traffic just after closing

3. Maximum security MS hookbolt for overnight lockup. When using trim
(available separately) to activate, handle or paddle operates latchbolt only.

Operation

360° turn of key or thumbturn projects or retracts the hookbolt. 120° further turn retracts
latchbolt as well. Lock accepts any standard 1" [25.4 mm] length, 1-5/32" [29.4 mm)]
diameter mortise cylinder with MS® cam such as the 4036 Mortise Cylinder, or thumbturn
such as the 4066 Thumbturn, available separately. Lock accepts cylinder from either or
both sides. When using trim (available separately) to activate, handle retracts spring-
loaded latchbolt only. For door thickness other than 1-3/4”, please contact factory.

Latchbolt: Measures 5/8" x 5/8" [15.9 mm
Featu reS x 15.9 mm] with 7/16" [11.1 mm] throw. Zinc
Cylinder Backset alloy with Delrin face for smooth, quiet

31/32" [24.6 mm], 1-1/8"
[28.6 mm], or 1-1/2" [38.1 mm].

Case

Measures 1" x 7-3/8" x depth [25.4 mm
x 187.3 mm x depth], depth varies by
backset (see table on back of page).
Steel with corrosion-resistant plating.

Bolt

Deadlock bolt: 5/8" x 1-3/8" [15.9 mm x
34.9 mm] with 13/16" [20.6 mm)] throw.
Eight-ply laminated stainless steel. Center
ply has alumina-ceramic core to defeat
any hacksaw attack, including rod-type
“super” hacksaws, while hook shape
repels pry bar attempts to “spread” the
door from its jamb or lift it off its track.

US adamsrite.com | 800.872.3267 | customerservice.adamsrite@assaabloy.com
Canada assaabloydss.cal 800.461.3007 | sales.dss.ca@assaabloy.com

Updated: January 14, 2019

ASSA ABLOY, the global leader
in door opening solutions

action. Handing easily reversible. Bolt can be
held fully retracted to allow door to be free
swinging (see illustration on back of page).

Strike

Armored strike with satin stainless steel
trimplate with steel mounting plate and dust
box. Flat strike furnished. Also available for
pairs of doors in radius shape, or flat with
square corners for ANSI hollow metal jambs.
Flat strikes also available with longer lip.

MS+1890 Deadlock/Latch cannot
be used with electric strikes.

Standard Package

Individually boxed with strike and machine
screws for mounting. Cylinder and/

or thumbturn available separately.

Shipping weight
2 Ibs [.91 kg]

MS+1890 | 25
Series MS®
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Options

Patent pending and/or patent www.assaabloydss.com/patents. Copyright © 2019, Hanchett Entry Systems, Inc., an ASSA ABLOY Group
company. All rights reserved. Reproduction in whole or in part without the express written permission of Hanchett Entry Systems, Inc. is prohibited

Handle, paddle available separately for
one side only or both sides. Handles,
paddles on both sides solve, with
minimum traffic impediment, the
problem of doors that stand ajar due to
wind or air-conditioning pressures.

Available in right hand or left
hand configurations

Available in choice of 313 Dark
bronze anodized, 335 Black
anodized, 628 Clear anodized
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MS+1890
Series MS®
Deadlock/

Deadlatch

DEADLOCKS

ARMORED FACEPLATE

1"X6-7/8"
HOW BACKSET
FLAT MS+1890
IS MEASURED:
CYLINDER ¢
I RADIUS MS+1891
e
‘ RADIUS W/ WEATHERSTRIP
f
FLAT MS+1891W
Il
‘ LH BEVEL MS+1892 (LH)
e
ﬂ RH BEVEL MS+1892 (RH)
RADIUS
BACKSET “A"
—— J— ¢ 31/32" 1-5/8"
/ 24.6mm 41.3mm
/8" 1-25/32"
BEVEL 28.6mm 45.2mm
172" 214"
381mm 57.2mm

Latch/Lock,
Cylinder & Paddle
Installation

>

Allmeasurements are approximate and are provided for informationa
purposes only. Refer to the product Installation Instructions.

Jamb Preparation

MAXIMUM GAP  1/8"
DOORTO JAMB  3.2mm

™~

5/32"p
4mm
(4 PLCS)

& cyuNDER

11/16"

17.5mm
1/4"
6.4mm| " Lo

5-3/8"
136.5mm

4-57/64"
124.2mm|

ﬁ 117/64"
5/8" 32.1mm

15.9mm

4-7/8"
123.8mm

(COVERS ANY PREVIOUS CUTOUT FOR MS® DEADBOLT)

y
53/64" 1 F— 39764" 63/64"
21imm 1 —— 15.5mm 25mm

* 51/64" \

20.2mm
> l—
3/16" | 4,1137/532" 732"
4.8mm 14" . mm{S.mem
‘,
6.4mrn+1
m 6-3/8"
w 162mm
[ = 916" | 6.27/32"
_|14.3mM| 173 8mm
7-25/64" | i
187.7mm UQ[]
| 31/64"
- 12.3mn}
A

@ .260 SQ. BROACH
(ON DIAMOND)

Latch Holdback
Instructions

Operate bolt holdback
Lever with key, nail file
Or similar tool

UPTO
THROW HOLD BACK

LOCKBOLT

PUSH BACK
LATCHBOLT

DOWNTO
RELEASE

How to Order & Related Products

MS+1890 Series MS® Deadlock/Deadlatch: Specify quantity and the following information. Order related products separately.

MODEL FACEPLATE

MS+189 1

BACKSET

-3

STRIKE SHAPE/LIP LENGTH

02

BACKSVx 4" i
2 31.8mm .
/ 119/32"
40.5mm
5-9/16"
; 116" 141.3mm
/ 1.6mm
6-57/64" ‘
175mm
s 3
76.2mm
532", W Lo
4mmR/ \ @V\
(4PLCS) :
: 716"
DIA.
1-1/64" ‘ T1Amm
25.8mm | 2 PLACES:
\\~ PADDLE: 17/64" p|a
6.7mm
LEVER: TAP 10-32

AN

HANDING FINISH

6 -628

0 Flat 2 31/32" 01 Flat/Standard Jamb 5 LHorRHR 313 Dark Bronze Anodized
1 Radius 3 1-1/8" 02 Radius/Standard Stile 6 RHorLHR 335 Black Anodized
1W Radius with weatherstrip 4 11/2" 17 Flat/Center Hung 4" Jamb 628 Clear Anodized

2 Bevel

21 Flat/Center Hung 4-1/2" Jamb

3 Without faceplate, without strike plate

For door thickness other than 1-3/4", contact factory.

RELATED

When purchasing this product, please consider the following related products, available separately:
CYLINDERS

ACCESSORIES

4560, 4565 Deadlatch Handles, 4568, 4569 Eurostyle
Deadlatch Handles, 4590, 4591 Deadlatch Paddles.

Standard 1" length, 1-5/32” diameter mortise cylinder with
as 4036 Mortise Cylinder, 4066 Thumbturn; MS4043 Cylin:

MS® cam such
der Guard

Trim strikes, including 4505 armored strike.
4089 Exit Indicator




MS1950,

VIS1950.
VIS1950-X5EX Series

MS® Deadlocks

The stainless steel MS1950 Series MS® Deadlock utilizes
a laminated stainless steel bolt, to provide maximum
security for a single leaf narrow stile aluminum door.

The stainless steel MS1950-X5X Series MS® Deadlock utilizes
a laminated stainless steel hookbolt, to provide maximum
security for a sliding narrow stile aluminum door.

N
~

SHO01dv3ad

Aluminium

Swinging
Door

Sliding
Door

MS1950-X5X
only

Both are activated by a pivot mechanism.

Function

A huge bolt of laminated stainless steel, nearly 3" long, activated by an uncomplicated
pivot mechanism, has made the basic MS1950 MS® Deadlock the standard of the
narrow stile aluminum door industry. The length of this bolt provides maximum
security for a single leaf door, even a very tall and flexible one or an installation

where the gap between the door and jamb is greater than it should be.

The stainless steel MS1950-X5X Series MS® Deadlock answers the security need of
sliding doors in commercial, industrial, and institutional buildings. The mechanism is
identical to the widely used Maximum Security swinging door lock, except that the q
massive laminated bolt is provided in a hook shape to resist the parting motion of
sliding door and jamb. The over-center MS locking action assures that forced entry
attempts to pry the door in any direction, up, down, or sideways, will be defeated.

Operation

360° turn of key or thumbturn projects or retracts the counterbalanced bolt. Key

can be removed only when bolt is in a positively locked or unlocked position. Lock
accepts any standard 1" [25.4 mm] length, 1-5/32" [29.4 mm] diameter mortise cylinder
with MS” cam such as the 4036 Mortise Cylinder or thumbturn such as the 4066
Thumbturn, available separately. Lock accepts cylinder on either or both sides.

MS1950-X5X

US adamsrite.com | 800.872.3267 | customerservice.adamsrite@assaabloy.com
Updated: January 14, 2019 Canada assaabloydss.ca | 800.461.3007 | sales.dss.ca@assaabloy.com

ASSAABLOY, Fhe globgl leader Patent pending and/or patent www.assaabloydss.com/patents. Copyright © 2019, Hanchett Entry Systems, Inc., an ASSA ABLOY Group
in door opening solutions company. All rights reserved. Reproduction in whole or in part without the express written permission of Hanchett Entry Systems, Inc. is prohibited
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8 | Ms1950, DUposesany, Refer 0 e roduct nétliton msvuctons. |+
n | MS1950-X5X
4 .
8 Series MS® F Faceplate
5’ Deadiocks eatu reS Measures 1" x 6-7/8" [25.4 mm x 174.6 mm].
§ Cylinder Backset Strike
332 ["24-6 mm], 1-1/8" [28.6 mm], See next page for dimensions of strike
or 11/2" [38.1 mm] only. slot which can be cut in metal jamb.
Trim plate, box strike, and armored
Case ’ ’
ARMORED FACEPLATE . .
1"X 67/8" Measures 1" x 6" x depth [25.4 mm x strike are available separately.
152.4 mm x depth], depth varies by Standard Package
FLAT MS1950 backset (see table left). Fully stainless Individually boxed with machine
HOW BACKSET steel case and internal components. screws for mountiqg. Cylinders and/
IS MEASURED: RADIUS MS1951 Bolt or thumbturns available separately.
CYLINDER ¢ . . .
‘ Eight-ply laminated §ta|nless s'teel‘ Shipping weight
\ RADIUS W/ WEATHERSTRIP Center ply has alumina-ceramic core to 12 Ibs. [0.68 kg
BN (A MS1951W defeat any hacksaw attack, including
‘|=‘= —— rod-type “super” hacksaws. .
FLAT
LH BEVEL M$1952-X15 MS1950 Bolt: Standard straight bolt measures O ptl ons
—— ] 5/8"x1-3/8" x 2-7/8" [15.9 mm x 34.9 mm - “SCHOOLHOUSE” version, also available,
D2 3 RH BEVEL MS1952-X16 x 73.0 mm] with 1-3/8" [34.9 mm)] throw. is modified so that operation from inside
ADIUS — — MS1950-X5X Bolt: 5/8" x 1-3/8” [15.9 mm x is “unlock only”. This lock is handed and
349.9 mm] with 13/16 [20.3 mm] throw. Hook must be specified LH or RH. Specify Series
3132" 1-5/8" : : :
| ¢ 24.6mm 41.3mm shape repels pry bar attempts to “spread” SCH1950, (—XSX). Samg faceplate and
/ 18" 125/32" the door from its jamb or lift it off its track. backset options as Series MS1950, (-X5X).
28.6mm 45.2mm
BEVEL 172" 214"
38.1mm 57.2mm
Dimensions Dimensions
v - Y b
" " " 7/8" 5/8" 1
227‘/28mm 15%?“”1 25.;|;m 22.2mm_| 15.9Amm 25.4mm
A T
A Srountn 4 4 Shown i d
flat faceplat A at faceplate
. at faceplate A p
. Backset measured Backset measured
11/32 < at centerline of stile 7/32" <« at centerline of stile
8'7$m B * nose 5.6mm B nose
o 13/32" a
/‘\ 6.4mm 6-13/16" /\ 10 3mm 174.6mm
6-13/16" 173mm :
173mm k—/ \J*i»
6-3/8"
— 162mm 6-3/8" &
o 161.9
152.4mm m N
1764—76/8" 5/8"
omm
6" O 15.9mm
O 152mm / A
13/16"
1-13/32" 20.6mm
35.7mm
«—>
Y .
] / TH D A
I Ny
14" 1/4"
5-4""“»‘ }« 6.4mm




MS1950, | 29

MS1950-X5X [ G
SeriesMS® |
MS1950 Deadlocks | ©
o
Stile Preparation Lock & Cylinder 5
Installation
stie @
¢
@ ) CYLINDER ™.
" LOCK&STILE'EE/'/
11932 | ] 116"
40.5mm N 5 QA\CKSET f ﬂ ’XZ;TKZ SHEEA
H 13/8" cuTouT DO 1R
] 34.imm ]
£ N e @l | “ls
' 31.8mm i S
25.4mm B
i DIA. HOLE aas & P ©
j/J 59/64" 1A
23.4mm
R (N v
(4PLCS) \
\A\_/ . ©
™ ~

MS1950-X5X
Stile Preparation Lock & Cylinder
Installation

LOCK&STILE | -
BACKSET

11/16"

6-57/64" g f ’/17.5mm
175mm =

STILE

1-19/32"
40.5mm

: 7\
__/
568

‘ 114 e H STRIKE
' [ 55.6mm
31.8mm i Al cutout
DIA. HOLE 1o
v x ‘
6.4mm j
115/16" ¥ RRG)
49.2mm 1 L«
5132°, /,\ J
4mm N 59/64" T
(4PLCS) / 23.4mm .
1-1/64" 5"
25.8mm hRN
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MS1950 All measurements are approximate and are provided for informational
,

MS1950-X5X
Series MS®
Deadlocks

purposes only. Refer to the product Installation Instructions.

DEADLOCKS

How to Order & Related Products

MS1950, MS1950-X5X Series MS® Deadlock: Specify quantity and the following information. Order related products separately.

FACEPLATE BACKSET BOLT SHAPE HANDING FINISH
0 -2 1 0 -628
0 Flat 2 31/32" 1 Straight bolt 0 Non-Handed* 313 Dark Bronze Anodized
1 Radius 3 1-1/8" 2 Hookbolt 5 LHorRHR 335 Black Anodized
1W Radius with weatherstrip 4141/2" 6 RHorLHR 628 Clear Anodized
2 Bevel
3 Without faceplate, without strike plate

*Any flat or radius faceplate, except Schoolhouse. Select handing for bevel faceplate only.

RELATED
When purchasing this product, please consider the following related products, available separately:
CYLINDERS ACCESSORIES SPECIAL ORDER OPTIONS
3090-150, A100 Series Keyless Standard 1" length, 1-5/32” 4000, 4001, MS4002 Deadlock Strikes Schoolhouse function
Entry, 4550 Deadlock Lever diameter mortise cylinder with 4015 Threshold Bolt, 4016 Header Bolt for multi-point locking. | available as special order.

MS® cam such as 4036 Mortise )
Cylinder, 4066 Thumbturn; 4085 Header Bolt for pairs of doors

MS4043 Cylinder Guard Lock mounting accessories and options
4089 Exit Indicator




Dual Force®
2190, 2290

Series Interconnected
Deadbolt/Deadlatch

The 2190 Series Interconnected Deadbolt/Deadlatch provides
access control and security for narrow stile aluminum (2190),
hollow metal and wood doors (2290). Deadlatch and deadbolt
capabilities are combined for fast, easy, and panic-proof exiting.

Function

The Dual Force combines the access control capabilities of a latch with

the security of a deadbolt. The key retracts and extends the deadbolt and
deadlatch from either side. The exterior lever retracts the latch only. With the
deadbolt projected, a simple turn of the inside lever retracts both the latch
and deadbolt simultaneously, providing single-motion, panic-proof exiting.
The Dual Force is available with electrified trim set for easy integration

into an existing access control system. Standard trim set, electrified

trim set, low profile trim set designed for out-swinging doors only.

Operation

Key or thumbturn projects or retracts deadbolt or deadlatch. Lock
accepts any standard 1" [25.4 mm] length, 1-5/32" [29.4 mm] diameter
mortise cylinder with MS® cam such as the 4036 Mortise Cylinder,
available separately. Lock accepts cylinder from either or both sides.

Inside lever retracts both deadbolt and deadlatch when configured with
interconnect feature. Outside lever retracts latch only. Latch holdback feature
activated or deactivated by turning key to retract latch. Sliding holdback button
on faceplate down will holdback latch and sliding up will release. The 2190 Series
Interconnected Deadbolt/Deadlatch are designed to operate with the uniquely
designed strike plate that comes standard in the package from the factory.

US adamsrite.com | 800.872.3267 | customerservice.adamsrite@assaabloy.com
Updated: January 14, 2019 Canada assaabloydss.ca | 800.461.3007 | sales.dss.ca@assaabloy.com

ASSA ABLOY, the global leader Patent pending and/or patent www.assaabloydss.com/patents. Copyright © 2019, Hanchett Entry Systems, Inc., an ASSA ABLOY Group
in door opening solutions company. All rights reserved. Reproduction in whole or in part without the express written permission of Hanchett Entry Systems, Inc. is prohibited.
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Dual Force®
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Series
Interconnected
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Features

Cylinder Backset
1-1/8" [28.6 mm] or 1-1/2" [38.1 mm] only.

Bolt
Latchbolt: 5/8" [15.9 mm] throw of solid brass.
Easily reversible using only a screwdriver.

Deadbolt: 1" [25.4mm] throw of stainless steel.

Auxiliary Deadlatch Pin
Stainless steel. Deadlocks latchbolt to
prevent “loiding” or case-knife entry.

Faceplate
Includes faceplate system that adapts
to flat, radius, or beveled door edge.

2190: Measures 1" x 6-7/8"
[25.4 mm x 174.6 mm]. Radius with
weatherseal faceplate available separately.

2290: Measures 1-1/4" x 8"
[31.8 mm x 203.2 mm)].

Strike

The Dual Force 2190, 2290 Interconnected
Deadbolt/Deadlatch will not operate
without its specially designed strike,
included standard in package.

2190: Standard strike furnished is the 2101-01
Strike for flat jamb where door closes flush
or nearly flush. The 2101 Strike covers MS®

Deadlock strike preparation with modification,

and the 4901 Deadlatch Strike directly. Also
available in radius version for opposite
stile pairs of doors and with extended

lip strikes for special jamb conditions.

2290: Standard strike furnished is the
2206 (ASA) Strike for flat jamb where
door closes flush or nearly flush.

Inter Connection

Field-selectable inter-connection feature
allows interior trim to retract deadbolt
and deadlatch. Consult local authority
having jurisdiction (AHJ) for guidance

in code compliance. 1-3/4" [44.5 mm]
minimum door thickness required.

« 2190 retrofits to existing MS1850S
Deadlock or 4500 and 4900
Deadlatch of the same backset.

Allmeasurements are approximate and are provided for informationa
purposes only. Refer to the product Installation Instructions.

Standard Package

Individually boxed with trim as specified,
strike and machine screws for mounting.
Cylinder available separately.

Shipping Weight
9 Ibs [4.08 kg.

Electrical

Electrified Trim Options
Electrified trim set is designed for easy
integration into an existing access control
system. Dual-voltage 12/24 VDC rated for
continuous duty operation. Energizing
the trim set allows the exterior lever to
be turned to retract the latch only.

The electrified option is not available for
low profile trim (trim option 3). Dual Force
2190/2290 Electrification Kit EK-2190
available separately for field-installation
into the exterior standard trim set.

Options
« Specify trim option, lever
style, finish, and strike.

- Thick Door Kits (2190-TDKXX) available
separately. Specify door thickness.

« Request to Exit REX-4600 switch
available separately for small
format low profile trim set.

« Available in choice of US3 (605)
Bright brass, US4 (606) Satin brass,
10B powder coat to match dark
bronze, US32 (629) Bright stainless,
or US32D (630) Satin stainless.

Options & Accessories

E—

Standard Series 01 Standard lever, curved
% Standard Series 02 Standard lever, round
% Standard Series 03 Standard lever, square

Aventura Series ME

Studio Collection designer lever

Aventura Series MG

Studio Collection designer lever

Aventura Series MI

Studio Collection designer lever

@ Aventura Series MW Studio Collection designer lever
% Centro Series MD Studio Collection designer lever
% Centro Series MJ Studio Collection designer lever
% Odeon Series MN Studio Collection designer lever
% Odeon Series MV Studio Collection designer lever



Deadlatch

For clutched exterior Trim Set

| f
- 144"
% 31.8mm DA
63/64" 1
25mm ) 25.4mm 119/32"
BACKSET .
‘ ‘ P < 40.5mm
I

! O

| ‘ Aluminium
21/8" 1
= 54mm ] 25.4mm _— C 1
12t
38.1mm L]
- *3926r:n 4-13/64"
. . 106.8mm
1 HOW BACKSET
[
o
o
o
1o
o

Dual Force® | 33

2190 Series | g

. . . . Interconnected | T

2190 Dimensions Stile Preparation Deadbolt jg
0O

T
Um H : 617557;?:1 o Y IS MEASURED:
°© °© CYLINDER ¢
8] ‘
f \
S < .
o] 1-23/64" v )
(5 © 34.5mm |=‘==
FLAT
6-13/16" 2-55/64"
173mm ° @ R 72.6mm 14/64"
@ ollle 34" 25.8mm
5-51/64" 19.1mm n\ ' o | ¢
147.2mm @ ® 7 6-7/8" | o] — t—
@ 9 = 174.6mm Cutout same as Ny
! MS1850S Deadbolt RADIUS
@ ) 11/16" plus holes for_
IS —o) 17.5mm handle Mounting
MAXIMUM GAP
] DOOR TO JAMB:
°c®@ 0@ 78" \\// BEVEL
— S.2mm
S35 g ARMORED FACEPLATE
1"X 67/8"
| s5/8"
15.9mm :

FLAT 24-0066-01 (included)

Jamb Preparations Latch/Lock, Cylinder e,
& Level Installation

RADIUS W/ WEATHERSTRIP
24-0066-03
15/64"
/\ bmm BACKSET @
| 10° v { CYLINDER 18" 1-25/32"
' Top I / 286mm  45.2mm
‘ | \ 172" 214"
| ! 38.1mm 57.2mm
iy
e
; G
‘ A
O] 0
i N
4-464" | IL# §\
momm | %
5-3/8" ; r "
136.5mm “
| ” / C

37/64"
14.7mm
>g
1-9/64"
29mm

<

2101 Strike (covers and previous cutout for MS® Deadbolt)
— Retrofits 4901 and 4501 strike preparations. \




® Allmeasurements are approximate and are provided for informational
34 Dual FOI'(:'e purposes only. Refer to the product Installation Instructions.
o | 2190 Series . .
X 2190 Dim
S | Interconnected Imensions
O | Deadbolt/ volea
a N 63/64" . 63/64" 2-15/32"
Deadlatch 2-11/16"  29mm 25mm 21116 25mm  62.7mm
< 68.3mm ~ . 68.3mm .
L L __[1-23/64
) / F 34.5mm
:_ h p
— - —— 1
OUTSIDE INSIDE LOW PROFILE
*The 2190-01,-02, and -03 lever 8-59/64"| . ! TRIM
226.6 8-59/64 6-21/32
handles are designed to return -om 226.6mnf 169.1mnf
i " p
within 1/2" of the door face. T
Handles in the Designer Series do o b
not have this same feature. Please ; E ]
verify with local code requirements | N L
) -55/64" 1-23/64"
to ensure compliance. 47.2mm 30 emm
X " ¥ / 4" "
3 3-3/16 2-45/64" 8 . 3-7/32
76.2Tm 81rlm 68'7nlm i 81.8Tm
INT. INT. INT. INT.
EXT. EXT. EXT.
X EXT. 5 T %
3 319/64" 2:51/64" - 34152°
76.2mm 83.7mm 7imm 85.7mm ' ]:m
5" 35/64" 4-11/32" i m 4-5/16"
27mm | A 110.3mm 1 F—“nﬁgﬁ’fm‘ﬂ 109.5mm
2190 WITH 2190 WITH 2190 WITH 2190 WITH 2190 WITH
01LEVER* 02 LEVER* 03 LEVER* MD LEVER ME LEVER
o ,, i T ’ o
3-1/8" 3-1/4 3-5/32" 2-25/32" 3-17/32" 3-3/16"
79.4mm 82»5T" 80.2nlm 70.6nlm 89.71'11 81mm
v INT. INT. INT. INT. INT. ¢ INT.
) EXT. ) EXT. [ EXT. EXT. EXT. X EXT.
3-9/32" 3-13/32" 3"151“5 2-15/16" 316" 31132
83.3mm 86.5mm -imm 74.6mm 93.7mm 84.9mm
l v v v v
5-1/8" > 5" -3/8"—»| 4-3/16" 4 116" /2"
130.2mm 127mm 11.Amm [106.4m !!? 1 114.3m
2190 WITH 2190 WITH 2190 WITH 2190 WITH 2190 WITH 2190 WITH
MG LEVER MI LEVER MJ LEVER MN LEVER** MV LEVER** MW LEVER
**Handed

How to Order & Related Products

2190 Interconnected Deadbolt/Deadlatch: Specify quantity and the following information. Order related products separately.

TRIM AND HANDLE

MODEL = BACKSET STRIKE FACEPLATE FINISH HANDLE DESIGNATION FINISH
311/8" 0 None 1 Clear Anodized 628 | 0 None 00 No Handle 03 Bright Brass (US3)
41472" | 1 Standard Flat 2 ng‘fjiBZZ’d”g% 1 With Trim Set STANDARD SERIES: 04 Satin Brass (US4)
2 Radius Strike 3 Black Anodized 335 | 2 With Electrified TimSet | 01 Curve ‘ 02 Round ‘ 03 Square 10B to match Dark Bronze
3 Flat/Center Hung 4" 3 Low Profile Trim DESIGNER SERIES: 32 Bright Stainless (US32)
4 Flat/Center Hung 4-1/2" MD MG MJ MV 32D Satin Stainless (US32D)
ME (Handed) | MI MN Mw
RELATED
When purchasing this product, please consider the following related products, available separately:
CYLINDERS ACCESSORIES ELECTRIFICATION
Standard 1" length, 1-5/32” diameter mortise cylinder 2190-TDK Thick Door Kit for standard exterior trim set, EK-2190 Electrification Kit. 2190 may be ordered
with MS® cam such as 4036 Mortise Cylinder, TDK-4600 Thick Door Kit for low profile trim set. with electrified trim (trim option 2).

4066 Thumbturn; MS4043 Cylinder Guard




Dual Force®
2290 Series
Interconnected

2290 Dimensions Stile Preparation Deadbolt/
Deadlatch

For clutched exterior Trim Set

1 1-1/4"
172"
12.7mm
BACKSET

syoot1avaal 4

)
\ ‘
(. 4-13/64"
1 106.8mm
2-5/32"
_I: 25.4mm 54.8mm gn )
_\é'] 203.2mm
r
gn i (
203.2mm @'] | ) 4
S e 1-23/64"
34.5mm
741116 ® 2-55/64" '\ 0
195.3mm g ® 726mm | MAXIMUM GAP Pl
. " . o
° ° oo 14755;?“4,“ DOORTO-J#MB: 0 ARMORED FACEPLATE
’ 178" 11/4" X 8"
[©) €] 3.8mm
5-51/64" Q| " [ ——]
147.2mm @ = 14 . _
© 31.8mm 0 FLAT (included)
®|| |+ 116" 9 FPK-0066-0X-XXX
1o 17.5mm
°o 0 T
BACKSET “A” “B”
E _f— 5/8" 118" 1-1/8" 1:3/4"
2@ °® ™ 15.9mm 286mm  286mm  45.2mm
" 1
\ 72" /2" 21/8"
38.1mm 38.1mm 54mm
HOW BACKSET
IS MEASURED:
CYLINDER ¢

Jamb Preparations Latch/Lock, Cylinder 1
& Level Installation o

LOCK &
G OF STRIKE
PLATE
|

A 3
5/8"
| 15.9mm ® @
, B JZOF LOCK §
sl | Ll 4 i AT
>é A G OF STRIKE @
Dk 32mm  PLATE ‘ & R N
1 1 oS RIS
1\ ( 337" I @ \ \ C
85.7
e ﬁ /g N
10448mm/l/ : @ 1 \
1243/%8"“/)\//\/ \
p D
/ U/
e /™

BEVELED OR FLAT EDGE



® Allmeasurements are approximate and are provided for informational
36 Dual Forqe purposes only. Refer to the product Installation Instructions.
o | 2290 Series . .
- 2290 Dim
S | Interconnected IMensIions
O .
O | Deadbolt/ R 63/64" . 63/64" 2-15/32"
O | Deadlatch 24116"  29mm 25mm 2116 25mm  62.7mm
5 68.3mm ] ( (— 68.3mm F L __[1-23/64"
Q \ C 4.5mm
:_ h p
—_— B=: — —
OUTSIDE . INSIDE %gmpRoHLE
*The 2290-01,-02, and -03 lever §é5s9éﬁ14 8-59/64" 6-21/32)
handles are designed to return ) 226,6m 169 1mm
within 1/2" of the door face.
L= |
Handles in the Designer Series do 1 | i
not have this same feature. Please / &
verify with local code requirements A ] L
Y A q "55/64" 1-23/64"
to ensure compliance. 47.2mm 345mm
5 ! x
2-7/8" 3- 3/16" " 31/4" 3-7/32"
73mm 81mm 2-45/64 82.6mm 81.8mm
; i INT. 68.7mm INT. j INT. INT.
= = (="
\ T EXT. * EXT. l EXT. EXT.
3 3-5/16" 2-51/64" 3-3/8" 3-11/32"
76.2mm 84.1mm 71.1Tm 85.1mm 84.2mm
5" a2 4-3/8" ST 4-5/16"
127mm 14.3mm ol M.Amm 124.6mm 109.5mm
2290 WITH 2290 WITH 2290 WITH 2290 WITH 2290 WITH
01LEVER* 02 LEVER* 03 LEVER* MD LEVER ME LEVER
e ) - .
3-1/8" 3-1/4" 3-5/32" 2.25/32" 2-37/32
79A4!}mm INT. 32&"‘ INT. 80.2mm INT. 70.imm E INT.
3.9/32" EXT. ? | EXT. 3E EXT. 2_155/1 6 EXT. | EXT.
83.3mm 3-13/32 B 31116
i 86.5mm 8‘”3’“ -6mm 93.1mm
-1/8"—»| 5"—»‘ 4-3/8" 5| 4-3/16" 4-1116" 4-1/2"
130.2mm 127mm 111.1mm 106.4mm ‘ 119mm 114.3mm
2290 WITH 2290 WITH 2290 WITH 2290 WITH 2290 WITH 2290 WITH
MG LEVER MI LEVER MJ LEVER MN LEVER** MV LEVER** MW LEVER

**Handed

How to Order & Related Products

2290 Interconnected Deadbolt/Deadlatch: Specify quantity and the following information. Order related products separately.

TRIM AND HANDLE

MODEL BACKSET STRIKE FACEPLATE FINISH HANDLE DESIGNATION

FINISH
311/8" 0 None 0 US to match trim finish 0 None 00 No Handle 03 Bright Brass (US3)
412" 1 Standard Flat | 1 Clear Anodized 628 1 With Trim Set STANDARD SERIES: 04 Satin Brass (US4)
2 Dark Bronze 2 With Electrified Trim Set | 01 Curve 02 Round | 03 Square 10B to match Dark Bronze
Anodized 313
3 Black Anodized 335 3 Low Profile Trim DESIGNER SERIES: 32 Bright Stainless (US32)
MD MG MJ MV | 32D Satin Stainless (US32D)
ME (Handed) | MI MN MW
RELATED
When purchasing this product, please consider the following related products, available separately:
CYLINDERS ACCESSORIES ELECTRIFICATION
Standard 1" length, 1-5/32” diameter mortise cylinder 2190-TDK Thick Door Kit for standard exterior trim set, EK-2190 Electrification Kit. 2190 may be ordered
with MS® cam such as 4036 Mortise Cylinder, TDK-4600 Thick Door Kit for low profile trim set. with electrified trim (trim option 2).

4066 Thumbturn; MS4043 Cylinder Guard
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Heavy Duty
2 3 3 Deadbolt

Heavy Duty Deadbolt

2331 Heavy Duty Deadbolt provides a heavy duty deadbolt lock that
expands into the strike for heavy duty hollow metal or wood applications.
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Function

A heavy duty deadbolt for hollow metal or wood sliding doors, the 2331
Heavy Duty Deadbolt throws a massive brass bolt into its strike, then
expands two stainless steel dogs to secure the door. A single turn of
the key expands or retracts the bolt. There is no latch action.

Sliding
Door

Operation

360° turn of key or thumbturn extends and projects or retracts and withdraws the

bolt. Key cannot be removed unless bolt is positively locked or totally retracted. Lock
accepts any standard 1" [25.4 mm] length, 1-5/32" [29.4 mm] diameter mortise cylinder or
thumbturn with special cam dimensions. Lock accepts cylinder from either or both sides.

Special Cylinder Cam
Featu reS Operable by any standard mortise cylinder '
Cylinder Backset with special cam dimensions. Cylinders with

1-3/4" [44.5 mm] only.

such cams can be readily obtained from most

cylinder manufacturers. See CYLINDERS &

Case ACCESSORIES section for cylinder make,
Measures 7/8" x 3-5/8" x 2-5/8" deep thumbturn and trim ring information.

22.2 921 66.7 . Zinc alloy.
[ mmx mmx mm}. Zinc alloy Standard Package

Bolt Individually boxed with strike and wood
Brass with stainless steel dogs, screws for mounting lock and strike. Cylinder
1/2" x 1-1/2" [12.7 mm x 38.1 mm] with 3/4" and/or thumbturn available separately.

[19.1 mm] horizontal throw and 11/32" [8.7
mm] expansion above and below main bolt.

Strike

1/8" x 1" x 4-11/16" [3.2 mm x 25.4mm x
119.1 mm] with 5/8" x 1-5/8" [15.9 mm x
41.3 mm] opening. Brass, with four-screw
mounting. Trim finish same as faceplate.

Shipping weight
2 Ibs [.91 kg].

Options

» Available in choice of US3 Polished
Brass (605), US26 Bright Chrome
(625), US26D Satin Chrome (626), 121

Armored Faceplate to match 313 Dark bronze anodized.

Measures 1" x 5-3/4" [25.4 mm x
146.1 mmy; Flat faceplate of brass.
Available in a variety of finishes.

US adamsrite.com | 800.872.3267 | customerservice.adamsrite@assaabloy.com

Updated: January 14, 2019 Canada assaabloydss.ca | 800.461.3007 | sales.dss.ca@assaabloy.com

ASSA ABLOY, the global leader

Patent pending and/or patent www.assaabloydss.com/patents. Copyright © 2019, Hanchett Entry Systems, Inc., an ASSA ABLOY Group
in door opening solutions

company. All rights reserved. Reproduction in whole or in part without the express written permission of Hanchett Entry Systems, Inc. is prohibited




Allmeasurements are approximate and are provided for informational
purposes only. Refer to the product Installation Instructions.
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2331
Heavy Duty

Deadbolt

DEADLOCKS

Dimensions

5 m
7/8" "
22.2mm |:| 25.4mm
2-21/32"
67.5mm
1-3/4"
44.5mm
316" 5| e >
4.8mm 3/4"
19.1mm
? —
5-3/4"
146mm 2-11/32"
59.5mm
1-9/32"
32.5mm £
1-1/2"
38.1mm
117/64" ¢
32.4mm BOLT
J K
11/32"
3-5/8" 8.7mm
92.1mm
Y

ke

15/64"
6mm

12"
12.7mm

Wood Door Preparation

L&
3/16"_v|
4.8mm 7
5/32"
1-3/64" _ 4mm
26.6mm # RTYP.

413/16"

122.2mm| | €
DOOR
5-25/32"
146.8mm 4
N

33/64"

131 ‘ 1-3/427]
11/32" ~ | LR
26.2mm \

2-11/16"
“” 68.3mm

PILOT FOR
#8WOOD
SCREW
(6 PLCS)*

3-11116"

93.7mm

NOTE: DIM’S SHOWN
ARE RECOMMENDED
MINIMUM.

(THRU HOLE)

*TAP FOR
8-32 MACHINE
SCREWS

FOR METAL

Lock & Cylinder

Installation

€
CYLINDER

R 3:39/64"
A

91.7mm

L %@@

i
25.4mm

STRIKE

How to Order & Related Products

2331 Heavy Duty Deadbolt: Specify quantity and the following information. Order related products separately.

FINISH

-626

121 To match 313 Dark Bronze Anodized

605 Bright Brass

625 Bright Chrome

626 Satin Chrome

RELATED

When purchasing this product, please consider the following related products, available separately:

Standard 1" length, 1-5/32” diameter mortise cylinder with special 2331 cam, such as 4036 Mortise Cylinder, 4066 Thumbturn; MS4043 Cylinder Guard.
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Short Throw
Deadbolt

40/0 Series

Short Throw Deadbolt (Projection Style)

4070 Short Throw Deadbolt provides security for a conventionally
projected bolt in installations where the longthrow MS®
Deadlock cannot be used. The smaller 4070 deadbolt

offers the longest practical throw from a narrow stile.

SHO01dv3ad

U

Function Y ok
For installation where the long-throw MS” Deadlock cannot be accommodated, the L] @
smaller 4070 deadbolt offers the longest practical throw for a conventionally projected M

bolt from a narrow stile. Operates with one-half key turn of any standard mortise type
cylinder or cylinder type thumbturn. This product is not designed for use in bottom rail. = =

Operation

180° turn of key or thumbturn projects or retracts the bolt. Lock accepts any standard

1"[25.4 mm] length, 1-5/32" [29.4 mm] diameter mortise cylinder or thumbturn
with special cam dimensions. Lock accepts cylinder from either or both sides.

Features

Cylinder Backset
7/8"[22.2 mm], 31/32" [24.6 mm],
or 1-1/8" [28.6 mm] only.

Case

Measures 1" x 6" x depth [25.4 mm x 152.4
mm x depth], depth varies by backset.
Steel with corrosion-resistant plating.

Bolt
5/8" x 1-1/4" x 5/8" [15.9 mm x
31.8 mm x 15.9 mm] throw.

Strike

In metal installations, a slot in door jamb
serves as strike. 4170 Trim Strike is available
separately for wood installations.

Faceplate
Measures 1" x 5-9/16" [25.4 mm x 141.3 mm].

US adamsrite.com | 800.872.3267 | customerservice.adamsrite@assaabloy.com
Canada assaabloydss.cal 800.461.3007 | sales.dss.ca@assaabloy.com

Updated: January 14, 2019

ASSA ABLOY, the global leader
in door opening solutions

Patent pending and/or patent www.assaabloydss.com/patents. Copyright © 2019, Hanchett Entry Systems, Inc., an ASSA ABLOY Group
company. All rights reserved. Reproduction in whole or in part without the express written permission of Hanchett Entry Systems, Inc. is prohibited

Special Cylinder Cam

Operable by any standard mortise cylinder
with special cam dimensions. Cylinders with
such cams can be readily obtained from most
cylinder manufacturers. See CYLINDERS &
ACCESSORIES section for cylinder make,
thumbturn and trim ring information.

Standard Package
Individually boxed with machine
screws for mounting. Cylinder and/
or thumbturn available separately.

Shipping weight
11b [0.45 kg.




1 Allmeasurements are approximate and are provided for informationa
40 4070 Senes purposes only. Refer to the product Installation Instructions.
o | Short Throw
: Dimensi Door P i
O | Deadoot Imensions oor Preparation
|
&) sTILE €
<
g <« N —»
v Y
27/32" 1"
21.4mm 25.4mm
I I T
A TR BACKSET
5/8"
HOW BACKSET
. Backset measured 15.9mm
IS MEASURED: at centerline of
CYLINDER ¢ stile nose
‘ 5/8" S o : N R E T/
\ 15.9mm ‘omm 5-41/64" : 31.8mm-
-+ ¢ | N 143.3mm
1 | N
f i
FLAT
C
o 5-5/8"
f \ 142.9mm
5-1/8" \\
4-3/8" 130.2mm
RADIUS 1111mm \\
1-1/64" N
(e} =
25.8mm\ 5/32"
- 46 5.9/16" G 2mm RTYP.
141.3mm RS
BEVEL o
,,,,,,, Lock & Cylinder
§ N A
ARMORED FACEPLATE 74" J | llati
1"X 5-5/8" samm € N Sta atl on
> < 58"
15.9mm CYLINDER G-
FLAT 4070

RADIUS 4071 ’j —( ﬁ
13/16"
I — 1_$2., 218" (Ezo.jmm

54mm <l
LH BEVEL 4072-X5 381mm
2-3/4" i F |
—1 v | i
RH BEVEL 4072-X6 77 ¢ BOHE‘TS%ITSEUT
J " 5 ol
BACKSET ERg |=|7+ 312/§1m
78" 137/64" 1" L
22.2mm 40.mm 25.4mm
31/32" 1.5/8" .
24.6mm 41.3mm
11/8" 125/32" 1
28.6mm 45.2mm © M
& N

How to Order & Related Products

4070 Short Throw Deadbolt (Projection Style): Specify quantity and the following information. Order related products separately.

FACEPLATE BACKSET HANDING FINISH
0 Flat 17/8" 0 Non-Handed* 313 Dark Bronze Anodized
1 Radius 2 31/32" 5 LHorRHR 335 Black Anodized
2 Bevel 3 1-1/8" 6 RHorLHR 628 Clear Anodized
3 Without faceplate, without strike plate

*Select handing for bevel faceplate only.

RELATED

When purchasing this product, please consider the following related products, available separately:

CYLINDERS ACCESSORIES

Standard 1" length, 1-5/32” diameter mortise cylinder with special 4070 cam, 4170 trim strike for wood installations
such as 4036 Mortise Cylinder, 4066 Thumbturn; MS4043 Cylinder Guard.
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Deadlock/Deadlatch

5017 Deadlock/Latch provides the strength and deeper
backset required to secure sliding wood doors.

Function

For wood framed sliding doors, the 5017 Wood Door Deadlock/Latch provides the
same 1000 Ibs strength that the MS1847 Deadlock/Latch provides for metal stiles.
A deeper backset clears the recessed jamb used with wood doors. The bolt throw
is easily adjusted by means of a screw in the faceplate. Mounting is by through-
bolts, which also secure the inside turn and outside cylinder when installed.

Operation

45° rotation of turn or key projects or retracts bolt. Bolt is self- protecting:
if door is shut while bolt is extended, it will retract, preventing damage or
accidental lock-out. Cylinder pulls available separately for keyed operation.

Features

Cylinder Backset
1-3/16" [30.2 mm]; 1-1/4" [31.8
mm] including faceplate.

Case
Measures 1/2" x 4" x 1-19/32" deep [12.7 mm x
101.6 mm x 40.5 mm deep]. Stainless steel.

Bolt
Three-ply laminated stainless steel.

Cylinder Pull

(4026 Pull) Five pin tumbler cylinder
in zinc alloy housing. Standard
finish 130 Satin Aluminum.

US adamsrite.com | 800.872.3267 | customerservice.adamsrite@assaabloy.com
Canada assaabloydss.ca | 800.461.3007 | sales.dss.ca@assaabloy.com

Updated: January 14, 2019

ASSA ABLOY, the global leader
in door opening solutions

Lock
Stainless steel, 5/8" x 4-1/2" [15.9 mm
x 114.3 mm] with radiused ends.

Turn

1015 Turn available with 1016 blank
plate shown for doors from 5/6" [21.2
mm] to 2-1/4" [57.2 mm] thickness.

Without blank plate turn available (for use
with cylinder pull) on doors from 1-7/16" [36.5
mm] to 2" [50.8 mm] thickness. Standard
finish 130, Satin Aluminum enamel.

Standard Package
Cylinder pull available separately.

Shipping weight
1/2 1b[0.23 kg).

5017
Deadlock/
Deadlatch

Options

Patent pending and/or patent www.assaabloydss.com/patents. Copyright © 2019, Hanchett Entry Systems, Inc., an ASSA ABLOY Group
company. All rights reserved. Reproduction in whole or in part without the express written permission of Hanchett Entry Systems, Inc. is prohibited.

1015 Turn for inside operation is available
alone (for use with 4026 cylinder

pull on outside) or with a blank 1016
outside trim plate and binder posts
(when cylinder is not required).

4810 Box Strike with wood
screws available separately.
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Allmeasurements are approximate and are provided for informational
purposes only. Refer to the product Installation Instructions.

5017
Deadlock/

Stile Preparation
Deadlatch

For lock, turn & cylinder pull

1-9/16" min
39.7mm

Dimensions

%)
V4
@)
@)
—
O
<
]
@)

116"

T F.Gmm 7/32"
ez DIA.
72" | :DJ 58" 132 51/64 (2 plcs)
12.7mm 15.9mm 26.2mm 20.2mm
119/32 732 * I 5
40.5mm ‘ 5.6mm
| 2-916"
- _§5.1mm
[ 116" i
Fslgriam FULL RADIUS 745 s o 0 16‘;/212';
: ,— BOTH ENDS > ! A :
—x \ 3.48mm ‘
/_ b ua—
e \T
3-3/8" q >
" " 85.7mm X "
4 4472 2-9/16 N
101.6mm L 2 114.3mm 65.1mm \ 17/32" \/
(5017) 13.5mm~a [
~ 19/64" 4 ™ 1-3/16"
KJ 7.5mm 101.6mm 30.2mm
; C) TR S A
] .
N\ | Jamb Preparation
v For strike
5017 4810
TN (Em ==
N 18"
3-1/8" 3.2mm
79.4mm
3-7/8"
98.4mm

/

0

2-9/16"
\ L 65.1mm
A19/32'Jr r<-3/4">
151mm  19.1mm
Y

1016 1015

MOUNTING SCREWS
AND POSTS FURNISHED

5/8"
15.9mm

How to Order & Related Products

5017 Deadlock/Deadlatch: Specify quantity and the following information. Order related products separately.

LATCH CONFIGURATION

-00

00 Standard

02 Self Latching

RELATED

When purchasing this product, please consider the following related products, available separately:
TRIM CYLINDERS
1004, 1015, 1016 Series Turn 4024, 4025, 4026 Cylinder Pulls

ACCESSORIES

4810 Strike for wood installations

(
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5000

Deadlock

5500 Deadlock for sliding wood doors is a hardware set that

includes the lockset, strike, and operators. The package features
the 5017 Deadlock/Deadlatch with adjustable hookbolt and uses
an over-sized thumbturn operator on the interior, coupled with an
emergency override access location on the exterior escutcheon.
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Sliding
Door

Function

For wood framed sliding doors, the 5500 Deadlock features the 5017 Deadlock/
Latch which provides the same 1000 Ibs strength that the MS1847 Deadlock/Latch
provides for metal stiles. The bolt throw is easily adjusted by means of a screw in the
faceplate. Mounting is by through-bolts, which also secure the inside 1004 Turn Lever
and outside 1016 Blank Plate escutcheon. The package incorporates the 1004 Turn
Lever, an oversized thumbturn operator on the interior, coupled with the 1016 Blank
plate escutcheon with an emergency override access location on the exterior.

Operation

45° rotation of 1004 Turn Lever projects or retracts bolt. Bolt is self-protecting: if door is
shut while bolt is extended, it will retract, preventing damage or accidental lock-out.

Operators
Featu reS Inside: 1004 Turn lever is zinc alloy with
Cylinder Backset stainless steel escutcheon for interior
1-3/16" [30.2 mm; 1-1/4" [31.8 activation of lock. Spindle is hardened

mm]including faceplate. steel, plated for corrosion resistance.

Outside: 1016 Blank plate escutcheon
with emergency override access
location on exterior of door.

Case
Measures 1/2" x 4" x 1-19/32" deep [12.7 mm x
101.6 mm x 40.5 mm deep]. Stainless steel.

Bolt Options

Three-ply laminated stainless steel.
- Available in choice of finish US26D

Door Thickness A (626) Satin chrome, or powder coat 119
1"to 1-1/4" [25.4 mm to 31.8 mm] thick doors. Black to match 335 Black anodized.
Faceplate

Measures 5/8" x 4-1/2" [15.9 mm x 114.3
mm] with radiused ends. Stainless steel.

Strike
4810 Box Strike for wood.

US adamsrite.com | 800.872.3267 | customerservice.adamsrite@assaabloy.com
Updated: January 14, 2019 Canada assaabloydss.cal 800.461.3007 | sales.dss.ca@assaabloy.com
ASSA ABLOY, the global leader Patent pending and/or patent www.assaabloydss.com/patents. Copyright © 2019, Hanchett Entry Systems, Inc., an ASSA ABLOY Group

in door opening solutions company. All rights reserved. Reproduction in whole or in part without the express written permission of Hanchett Entry Systems, Inc. is prohibited



44 5500 All measurements are approximate and are provided for informational
purposes only. Refer to the product Installation Instructions.

| Deadlock . :
2 Stile Preparation
9 For lock, turn & cylinder pull
(@)
< . . 1-9/16" min
A Dimensions
18" g
116" 3.2m
T F.Gmm (4 plcs) 7/32" i
v . —, v 5.6mm
112" | T 5/8" 1432 51/64
12%@ -y 15.9mm 26.2mm 20.2mm
119/32 732 * x
40.5mm ‘ 5.6mm t ‘
5017 Sh
e 11/4"_y FULL RADIUS : . 41716"
31.8mm 1/8" 103.2mn
,— BOTHENDS \j e
e o |
0] D g \T
338" fi >
4 442" 85.7mm 2-:9/16"
101.6mm S IR Ry 65.1mm U e NP
(5017) ! 13.5mmi~a -
~ 19/64" 4 ™ 1-3/16"
KJ 7.5mm 101.6mm 30.2mm
\ y .M.
A B |

Jamb Preparation

1004 For strike %
1/8"
3-1/8" 3.2mm
79.4mm
3-7/8"
98.4mm T\
@ 20n6" ||
\J L %7 65.1mm
—-19/32'4« [«3/4"> /\
151mm  19.1mm
1016 1015 Qz%
MOUNTING SCREWS
AND POSTS FURNISHED '
5/8" /(
15.9mm ~1
~- Y

718" %% -

422 2mm

How to Order

5500 Deadlock: Specify quantity and the following information. Order related products separately.

DOOR THICKNESS FINISH

-20 -626

20 1-1/4" thick 626 Satin Chrome

119 To match 335 Black Anodized
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Accessories

Options &
AcCCcessories

Adams Rite Deadlocks including the MS® Maximum Security
Deadlocks can be ordered with a variety of related products including
strike plates, cylinder accessories and trim. Different deadlocks have
different installation and cylinder requirements. Please refer to product
pages for more information on all available deadlock types, functions,
installation requirements and complete How-to-Order guides.
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For more detailed information on any of the products listed below

please refer to the corresponding section of this catalog.

Accessories

4000 Series MS Deadlock Strikes
4000 surface mounted strike plate, 4001
strike plate with dust box, 4005 threshold
strike, 4006 floor strike, 4505 armored
strike, or 4003 ANSI strike add aesthetics
and finish to strike cutouts in jambs.

4800 Series Strikes

4801 for hollow metal, 4802 for wood,

or MS4804 reinforcing strike, the 4800
Series Strikes boast vertical adjustment
and include a shim system for horizontal
positioning for nearly any sliding door using
a mortised MS1847 Deadlock or latch.

Trim

1000 Series Turns

The 1000 Series Turns with or without
escutcheon are designed to operate Adams
Rite MS1847 Deadlocks and 5017 Wood
Door Deadlock. These turns mount easily to
door pull or other trim plate using push-nut
mounting. The 1004 Turn has a longer, more
ergonomically-friendly turn lever, the 1015
Turn is available for wood door applications
with the 5017 Wood Door Deadlock.

US adamsrite.com | 800.872.3267 | customerservice.adamsrite@assaabloy.com
Canada assaabloydss.cal 800.461.3007 | sales.dss.ca@assaabloy.com

Updated: January 14, 2019

ASSA ABLOY, the global leader
in door opening solutions

Header Bolts

4015 Threshold Bolt is a two-point lock

that easily secures a single door entrance.
Security for pairs of doors with single key
turning is possible with the 4016 Header
Bolt. The three-point lock easily secures the
entire double door entrance when working

in conjunction with an MS Deadlock. 4085
Header Bolt facilitate top-ofdoor third locking
point for pairs of doors when working in
conjunction with an MS pivoted bolt deadlock
and 4015 Threshold Bolt in the active leaf.

3090 Keyless Entry

A battery-operated keyless entry
control device, the eForce-150 3090
Keyless Entry provides access control
for Adams Rite deadlocks, deadlatches,
and exit devices for aluminum stile,
steel, and wood door applications.

4550 Deadlock Lever
The 4550 MS Deadlock Lever easily unlocks

an MS Deadlock with approximately 3 pounds

of downward force. The spring-loaded lever
relocks with an upward motion. Can be
installed in place of existing key cylinder or
cylinder type thumbturn on inside of door.

Patent pending and/or patent www.assaabloydss.com/patents. Copyright © 2019, Hanchett Entry Systems, Inc., an ASSA ABLOY Group
company. All rights reserved. Reproduction in whole or in part without the express written permission of Hanchett Entry Systems, Inc. is prohibited

Exit Indicator
The 4089 Exit Indicator provides exit door
notification for various Adams Rite deadlocks.

Deadlatch Paddles

The 4590 and 4591 Deadlatch Paddles are

an ergonomically-friendly alternative to a

knob or lever handle. Operate the MS+1890
Deadlock/ Latch or 2190, 2290 Interconnected
Deadbolt/Deadlatch with a simple push or pull.
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Cylinders

Cylinder Pulls

The 4024, 4025, 4026 Cylinder Pulls are
designed to operate Adams Rite MS1847
Deadlocks and 5017 Wood Door Deadlock.

4036 Mortise Cylinder

The 4036 Mortise Cylinder is a standard
1" long, 1-5/32" diameter cylinder

that provides five-pin security with
most Adams Rite locks or latches.

4066 Thumbturn

The 4066 Thumbturn interchanges with
standard 1-5/32" diameter mortise cylinder
and operates locks or latches without a key.

MS4043 Cylinder Guard

The MS4043 Cylinder Guard is a hardened-
steel, free swiveling ring to protect
cylinder from vandalism such as prying

or twisting. Dimensions of MS cam to
operate Adams Rite deadlocks, excluding
4070 Deadlock and 2331 Deadlock.

Dimensions of MS® Cam
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Dimensions of cam to operate
Adams Rite 4070 Deadlock

/ 850" +.005"
21.6mm £ .127mm

Dimensions of cam to operate
Adams Rite 2331 Deadlock

," DIM“p” -800"%.005"
20.3mm £ .127mm
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Steel Hawk”™ 4300

Electrified Deadlatch

The Steel Hawk® 4300 Electrified Deadlatch is a non-handed, narrow backset,
electrified deadlatch designed for easy integration with access control systems.

Function

The 4300 Electrified Deadlatch seamlessly combines electrified locking hardware with access
control while working within standard narrow stile aluminum entrance door preparations.

Always operable from the inside via handle or paddle device. Entry via keyed mortise cylinder

or access control device such as keypad or card reader. Fail secure lock with optional form “C

»

latch status monitor. The standard fail secure 4300 Electrified Deadlatch operates on 12, 16,
or 24 VDC power and is rated for continuous duty. Units are equipped with a quick connect
plug-in type connector. Interchangeable without stile modification for MS® Deadlocks or
Adams Rite 4500 and 4900 Deadlatches. 1-3/4" [44.5 mm] minimum door thickness required.

Operation

Turn key, apply voltage, or operate handle or paddle to release the spring-loaded
latchbolt. Electrically-rated for continuous duty for timed applications. Easily interfaces
with other access control system elements. Available in fail secure configuration only.
Lock accepts any standard 1"[25.4 mm] length, 1-5/32" [29.4 mm] diameter mortise
cylinder with MS” cam such as the 4036 Mortise Cylinder or thumbturn such as the 4066
Thumbturn, available separately. Lock accepts cylinder from either or both sides.

Features

Cylinder Backset
31/32"[24.6 mm], 1-1/8"
[28.6 mm], and 1-1/2" [38.1 mm].

Case

Steel with corrosion-resistant plating.
Measures 15/16" x 5-13/16" x depth

[23.8 mm x 147.6 mm x depth]. Depth varies
by backset (see table on back of page).

Latchbolt
Stainless steel. Measures 5/8" x 1" x 5/8"
[15.9 mm x 25.4 mm x 15.9 mm] throw.

Auxiliary Bolt
All metal. Deadlocks latchbolt to prevent
“loiding” or case-knife entry.

Faceplate

Measures 1" x 6-7/8" [25.4 mm x 174.6 mm].
Both flat and radius faceplates are supplied.
Flat faceplates can also be adjusted in the
field for right or left beveled edge doors.

US adamsrite.com | 800.872.3267 | customerservice.adamsrite@assaabloy.com
Canada assaabloydss.cal 800.461.3007 | sales.dss.ca@assaabloy.com

Updated: January 14, 2019

ASSA ABLOY, the global leader
in door opening solutions

Strike

Pick from optional strikes. 4304 no-cut
surface mounted strike for easy retrofits.
Specify 4901-01 mortised-flush version
when covering existing MS® deadlock
preparation or for new applications. 4901-02
strike is available with radius profiles for
pairs of doors and with extended lips of
center-hung or thick door applications.

Standard Package

Individually boxed with strike plate, flat
and radius faceplates, and mounting
screws. Supplied with 4581 Universal
Cam Plug to work with specified
handles or paddle operators. Cylinder,
paddle, handle available separately.

Shipping Weight
1-1/4 1bs [0.57 kg].

Product Note

The 4600M with monitoring switch
option cannot be used in conjunction
with the 4300 Electrified Deadlatch.

Patent pending and/or patent www.assaabloydss.com/patents. Copyright © 2019, Hanchett Entry Systems, Inc., an ASSA ABLOY Group
company. All rights reserved. Reproduction in whole or in part without the express written permission of Hanchett Entry Systems, Inc. is prohibited
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Electrical

Voltage
Field-selectable to match power
source of 12, 16, or 24 VDC.

Current Draw/Amps

0.44A at 12VDC

0.458A at 16VDC*

0.23A at 24VDC

*Required 16 VDC adapter (P/N VA 7400-16VDC)

Options
« Backset, strike, and finish must
be specified when ordering.

- Optional form “C” latch status
monitoring available.

RITE Pack®

Pairs the non-handed, narrow backset,
electrified deadlatch with multiple
faceplates in a single package. Includes
one electrified deadlatch and four
faceplates: 2 flat faceplates, 2 radius
faceplates: one each of 628 Clear and
one 313 Dark bronze anodized finish.




All measurements are approximate and are provided for informationa
Steel HaWk® purposes only. Refer to the product Installation Instructions.

4300
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63/64" 5/8" 1
25mm 15.9mm  25.4mm

BACKSETA  DIM.B HOW BACKSET = =
a2 119732 IS MEASURED:
24.6mm 40.5mm CYLINDER ¢ “A”

118" 1-49/64"
28.6mm 44.8mm

|
\
14/2" 2-9/64" 7 ¢ «H—_
38.1mm 54.4mm 1=‘= ”

5/8"
15.9mm

o
o
NI

ARMORED FACEPLATE —
1"X6-7/8"

C————1 RADIUS
FLAT (INCLUDED)
P/N 91-4300-01-XXX*

— i =

RADIUS (INCLUDED)
P/N 91-4300-01-XXX* BEVEL

— crom
161.9mm
RADIUS W/ WEATHERSTRIP
P/N 91-4300-02-XXX*

) ‘

N

1-7/116"
36.5mm

N

2-49/64"

5-51/64" 70.2mm

*Flat faceplate can be 6-13/16" 147.2mm
adjusted for right or left 173mm

beveled edge doors. Radius

weatherstrip is optional.

91-4300-01-XXX Faceplate

kitincludes both flat and

radius faceplates.

LT

[T T

27/64"
10.7mm

How to Order

Steel Hawk® 4300 Electrified Deadlatch: Specify quantity and the following information. Order related products separately.

BACKSET MONITORING STRIKE STRIKE SHAPE/LIP LENGTH FACEPLATE FINISH
2 31/32" 0 None 1 Surface Mount (4304) 01 Flat/Standard Jamb 313 Dark Bronze Anodized
3 1-1/8" M Monitored 2 Mortised (4901) 4-5/8" 02 Radius/Standard Stiles* 335 Black Anodized
411/2" 17 Flat/Center Hung 4" Jamb* 628 Clear Anodized
21 Flat/Center Hung 4-1/2" Jamb*

* See ACCESSORIES for available 4901 strike options.

4300 RITE Pack: Specify quantity and the following information. Order related products separately.

BACKSET MONITORING STRIKE RITE PACK

-3 0] ol RP

2 31/32" 0 None 1 Surface Mount (4304)

3 11/8" 2 Mortised (4901) 4-5/8"
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1-13/32\\

40.5mm
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6-57/64"
175mm
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5/32"
I~ 4mm

"
25.4mm\ TYP.

Adjustable mounting tube bracket may be
removed for mounting on bridges, tabs,
or other methods.

Latch Paddle
& Cylinder Installation

CYLINDER & Adjustable Mounting Tube
L~ Bracket may be removed for
mounting on bridges, tabs, or

other methods.

2-49/64"
70.2mm

STNERRETY

\/

4581
~ Cam Plug Assy.

4901
Strike

Related Products

When purchasing this product, please consider the following related products, available separately:

CYLINDERS ACCESSORIES
3080 Series Entry Trim, 4560, 4565 Standard 1" length, 1-5/32” diameter 4104 Mounting Bridge, 91-0965 Mounting PS-1Power Supply, 4605
Deadlatch Handles, 4568, 4569 mortise cylinder with MS® cam such as Kit for radiused door, 91-0966 Mounting Transformer, 4603 Rectifier, and

Eurostyle Deadlatch Handles, 4590, 4591 4036 Mortise Cylinder, 4066 Thumbturn Kit for beveled door, 26-00090XX Tube 4612 Power Transfer Device
Paddles, 4600 Deadlatch Handles MS 4043 Cylinder guard Spacer, 4901, 4902 Deadlatch Strikes
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i Standard Duty Deadlatch (

4510 Standard Duty Deadlatches provide flexible @3‘ i @

D traffic control during and after business hours. { I
Function L _]

U

Swinging
Door

The 4510 Series Standard Duty Deadlatch offers flexibility of traffic control
during and after business hours. A reverse turn of the key while the bolt is

L]

'

held retracted retains the bolt to allow two-way traffic for healthcare, financial ‘

institutions, retail, and other applications that require free entrance at certain 1

times and exit-only at other times. Interchangeable, without stile modification, "

with any MS1850S Deadlock of same backset and faceplate shape. They do not, **‘ ﬁ
however, provide the same maximum security level as the MS"Deadlock. * @

Operation i
Turn key or operate handle or paddle to retract spring-loaded latchbolt. To hold
bolt retracted, push it in and secure by reverse turn of key. Lock accepts any L '

standard mortise cylinder with MS® cam, available separately. Lock accepts
any standard 1"[25.4 mm] length, 1-5/32" [29.4 mm] diameter mortise cylinder |
with MS® cam such as the 4036 Mortise Cylinder or thumbturn such as the 4066
Thumbturn, available separately. Lock accepts cylinder from either or both sides.

Latchbolt Standard Package
Featu reS All metal with hardened steel internal  Individually boxed with strike and
Cylinder Backset pins. Handing is reversible without mounting screws. Cylinder, paddle,
7/8" [22.2 mm], 31/32" [24.6 mm], special tools. Measures 1/2" x 1" x 1/2"  handle available separately.
11/8" [28.6 mm] or 1-1/2" [38.1 mm]. [12.7mm x 25.4 mm x 12.7 mm] throw. Shipping Weight
Case Auxiliary Bolt 1-1/4 1bs [.57 kg]. Also available
Steel with corrosion-resistant plating. All metal. Deadlocks latchbolt to ina 25-unit pack for volume
Measures 1" x 5-13/16" x depth prevent “loiding” or case-knife entry.  customers. Please contact
[25.4 mm x 147.6 mm factory for more information.

)

on back of page).
Strike - Backset, faceplate shape, strike,
Bolt Holdback Standard strike furnished is handing, and finish must be
While boltis held fully 4902-01for flat jamb where specified when ordering.
retracted, a reverse turn door closes flush or nearly

of the key retains the flush. Available separately:
bolt, allowing the door radius strike for opposite stile

' Faceplate
x depth]. Depth varies FL Measures 1" x 6-7/8"
by backset (see table M 1
@; [25.4 mm x 174.6 mm]. OptIOﬂS
=
—

- Available without faceplate
or strike plate, select 4513.

to be free swinging. in paired doors; longer strike - Available in choice of 313 Dark
(4901) to cover slot strike of MS lock; broner anodized, 335 Blagk
long lip strikes for center hung doors. anodized, 628 Clear anodized.

US adamsrite.com | 800.872.3267 | customerservice.adamsrite@assaabloy.com
Canada assaabloydss.ca | 800.461.3007 | sales.dss.ca@assaabloy.com Updated: January 14, 2019
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All measurements are approximate and are provided for informational
purposes only. Refer to the product Installation Instructions.
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Dimensions Stile Preparation Duty |
Identical to MS18505 Series (Also see prep for 4590 Paddle) Deadlatch | ©
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57/64" 1" ‘ wn
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opposite hand. v a C a e
, | , | & Cylinder Installation
114"
MAX. —> <
0 6.4
214y | o4mm CYLINDER &
57.2mm e
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1"X 6-7/8" @
7/8" ;
22.2mm

FLAT 4510 ¢ / 1
e 1 %
RADIUS 451
BACKSET “a
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— o e BOLT g
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>
)

RADIUS W/ WEATHERSTRIP 22.2mm 38.5mm CuTOUT - E
4511W IN STRIKE Q e
31/32" 119/32" S -
24.6mm 40.5mm Wi D
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LH BEVEL 4512-X5 141/8" 1-49/64" /\\\\w\\\ \\/
28.6mm 44.8mm ®
— 1 | 2o6e (U
RH BEVEL 4512-x6 38 1mm 54 o

How to Order & Related Products

4510 Standard Duty Deadlatch: Specify quantity and the following information. Order related products separately.

FACEPLATE BACKSET HANDING STRIKE SIZE STRIKE SHAPE/LIP LENGTH FACEPLATE FINISH
1 -3 6 -2 01 -628
0 Flat 178" 5LHorRHR 1 Mortised (4901) 4-5/8" 01 Flat/Standard Jamb 313 Dark Bronze Anodized
1 Radius 2 31/32" 6 RHorLHR 2 Mortised (4902) 2-5/8" 02 Radius/Standard Stiles 335 Black Anodized
1W Radius w/ Weatherstrip 31-1/8" 17 Flat/Center Hung 4" Jamb 628 Clear Anodized
2 Bevel 4141/2" 21 Flat/Center Hung 4-1/2" Jamb
3 Without faceplate,
without strike plate

RELATED When purchasing this product, please consider the following related products, available separately:

ELECTRIC STRIKES CYLINDERS ACCESSORIES
7100/7101, 7110/7111, 7130/7131, 7140 3080, 3080E Series Entry Trim, 3090-150, | Standard 1" length, 1-5/32” diameter 4104 Mounting Bridge, 91-0965 Mounting
Electric Strikes, 7400/7401, 7410/7411, A100 Series Keyless Entry, 4560, mortise cylinder with MS® cam such as Kit for radiused door, 91-0966 Mounting
7430/7431, 7440 Electric Strikes 4565 Deadlatch Handles, 4568, 4569 4036 Mortise Cylinder, 4066 Thumbturn Kit for beveled door, 26-00090XX Tube

Eurostyle Deadlatch Handles, 4590, MS4043 Cylinder guard Spacer, 4901, 4902 Deadlatch Strikes

4591 Paddles, 4600 Deadlatch Handle
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Aluminium
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Swinging
Door

4530

Standard Duty Deadlatch

4530 Standard Duty Deadlatches provide flexible traffic control
during and after business hours. Designed to retrofit into the prep
of older MS1850 Deadlocks and discontinued 4250 Deadlatches. &

Function

The 4530 Standard Duty Deadlatch offers flexibility of traffic control during and after

business hours. A reverse turn of the key while the bolt is held retracted retains the

bolt to allow two-way traffic for healthcare, financial institutions, retail, and other

applications that require free entrance at certain times and exit-only at other times.

4530 Deadlatches are designed to fit without alteration, the stile cutout for older o

MS1850 Series Deadlocks and discontinued 4250 Deadlatches of same backset. m
®

Operation

Turn key or operate handle to retract spring-loaded Latchbolt. To hold bolt
retracted, push it in and secure by reverse turn of key. Lock accepts any standard
1"[25.4 mm] length, 1-5/32" [29.4 mm] diameter mortise cylinder with MS® cam
such as the 4036 Mortise Cylinder or thumbturn such as the 4066 Thumbturn,

available separately. Lock accepts cylinder from either or both sides.

Features

Cylinder Backset Auxiliary Bolt .

718" 22.2 mm), 3132" 246 e bt SOUOME

mm, or 1-1/8" [28.6 mm] only. prevent “loiding” or case-knife entry. « Backset, faceplate shape,
strike, handing, and finish must

CEED ) ) ) Faceplate be specified when ordering.

Steel with corrosion-resistant Measures 1-1/4" x 7-13/32"

plating. Measures 1" x 5-13/16" [31.8 mm x 188.1 mm. « Available without faceplate

x depth [25.4 mm x 147.6 mm x . or strike plate, select 4533.

depth]. Depth varies by backset Snle - Available in choice of 313 Dark

(see table on back of page). Standard strike furnished is bronze anodized. 335 Black

Bolt Holdback 4901-01 for flat jam. anodized, 628 Clear anodized.

While bolt is held Standard Package

fully retracted, a @F' Individually boxed with strike plate

reverse turn of the and mounting screws. Cylinder,

key retains the bolt, paddle, handle available separately.

allowing the door to
be free swinging.

Latchbolt

All metal with
hardened steel internal pins.
Handing is reversible without special
tools. Measures 1/2" x 1" x 1/2"

[12.7 mm x 25.4 mm x 12.7 mm] throw.

Shipping Weight
1-1/4 Ibs [0.57 kg]

US adamsrite.com | 800.872.3267 | customerservice.adamsrite@assaabloy.com
Canada assaabloydss.ca | 800.461.3007 | sales.dss.ca@assaabloy.com Updated: January 14, 2019
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All measurements are approximate and are provided for informational
purposes only. Refer to the product Installation Instructions.
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How to Order & Related Products

4530 Standard Duty Deadlatch: Specify quantity and the following information. Order related products separately.

FACEPLATE BACKSET = HANDING STRIKE SIZE STRIKE SHAPE/LIP LENGTH FACEPLATE FINISH
0 Flat 17/8" 5 LHorRHR | 1 Mortised (4901) 4-5/8" 01 Flat/Standard Jamb 313 Dark Bronze Anodized
1 Radius 2 31/32" 6 RHorLHR | 2 Mortised (4902) 2-5/8" | 02 Radius/Standard Stiles 335 Black Anodized
2 Bevel 31-1/8" 17 Flat/Center Hung 4" Jamb 628 Clear Anodized
3 Without faceplate, without strike plate 21 Flat/Center Hung 4-1/2" Jamb

RELATED When purchasing this product, please consider the following related products, available separately:

ELECTRIC STRIKES CYLINDERS ACCESSORIES
7100/7101, 7110/7111, 7130/7131, 7140 3080, 3080E Series Entry Trim, 3090-150, | Standard 1" length, 1-5/32” diameter 4104 Mounting Bridge, 91-0965 Mounting
Electric Strikes, 7400/7401, 7410/7411, A100 Series Keyless Entry, 4560, mortise cylinder with MS® cam such as Kit for radiused door, 91-0966 Mounting
7430/7431, 7440 Electric Strikes 4565 Deadlatch Handles, 4568, 4569 4036 Mortise Cylinder, 4066 Thumbturn Kit for beveled door, 26-00090XX Tube
Eurostyle Deadlatch Handles, 4590, MS4043 Cylinder guard Spacer, 4901, 4902 Deadlatch Strikes

4591 Paddles, 4600 Deadlatch Handle
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I Two-Point Deadlatch with Paddle TL
The 4781 Two-Point Deadlatch latches to header and threshold [
allowing both door leaves to remain active. It is designed for paired )

ND out-swinging narrow stile doors, but is also suitable for single doors.
U Function

Swinging
Door

Operation

Features

Paddle Dogging

Turning hex screw in paddle
escutcheon holds paddle down,
leaving door free-swinging.

Strike

Aflanged post installed on the
header has generous location
adjustment to allow for door
misalignment, sag, bumpers,
etc. Designed to prevent forced
entry by bowing the door.

Top Bolt

Similar to door latches on some
automobiles and aircraft, the
U-shaped bolt wraps around the
strike post to deadlock position,

Designed for paired out-swinging narrow stile doors, but also suitable for single
doors. Instead of operating a conventional horizontal-throw latchbolt, the 4781
Two-Point Deadlatch latches to header and threshold. This allows both door
leaves to be “active”. There is no need to pin one door with flush bolts or other
devices. The paddle is a modified version of the 4591 Deadlatch Paddle and the
concealed vertical rod mechanism is the same as used in Adams Rite’s 8600
Series Exit Devices. Note however, that the 4781 Two-Point Deadlatch is not
intended to substitute for an exit device, which must have a door-spanning bar.

which also deadlocks the bottom
bolt through a gear train at the
center of the rod assembly.

Threshold Bolt
Stainless hexagonal steel
bolt requires only a 1/2"
[12.7 mm] diameter hole in
threshold for a strike.

Door Size

Standard unit will fit doors up to

66" [1676.4 mm] above the paddle
height. 110" [2794 mm] door if paddle
is at max 44" [1117.6 mm] height.

Standard Package
Individually boxed with mounting
screws and installation instructions.

Inside: Push paddle to unblock top bolt and withdraw bottom bolt. Continuing to push
will open the door in a very natural, ergonomically-friendly motion. Paddle stroke

is approximately 1-1/2" [38.1 mm] at extreme end. Rod adjustment allows paddle
(centerline) to be mounted at any height from 30 to 44 inches above the finished floor.

Outside: If key entry operation is required, any standard mortise cylinder with MS® cam
can be installed through an 8650 Cylinder Escutcheon. 3080 Entry Trim compatible IJ
with Adams Rite exit devices can be specified in the version used for CVR devices.

Shipping weight
3 Ibs[1.36 kg].

Options

- Can be exit only or allow key
access from outside with use of
8650 Cylinder Escutcheon. 3080
Entry Trim can also be specified in
the version used for CVR devices.

- For taller doors, order 8655
Tall Door Kit, which allows
up to 97" above paddle.

« Available in choice of 313 Dark
bronze anodized, 335 Black
anodized, 628 Clear anodized,
US26D (626) Satin chrome.

US adamsrite.com | 800.872.3267 | customerservice.adamsrite@assaabloy.com
Canada assaabloydss.ca | 800.461.3007 | sales.dss.ca@assaabloy.com
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All measurements are approximate and are provided for informational

purposes only. Refer to the product Installation Instructions. 4
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1676.4mm o wall will require
| o modification >
To the device. ¢
3/8"
’ 9.5mm/( J N
) 5-1/8" — N /
<& 130.2mm " T ) STRIKE
! 1. ., PLATE
‘ 14" pia % ASSEMBLY
S 6.4mm
1 (2PLCS) N
INSIDE ONLY 10-32 X 5/16
~ SCREW
v 114" I FLAT HEAD
31.8mrQ‘A' | UNDERCUT
INSIDE ONLY (5PLCY)
30" SEE TRIM SECTION
762mm for complete dimensions F(S)Egg\%s?’z
0f 4591 paddle. RIVNUT
25 5PLCS) N | o | 0y
1M17.6mm : - ESCUTCHEON
PADDLE o
HEIGHT =
BACKSET FOR g 1-3/64"
NARROW STILE. ; 26.6mm
Can be increased BACKSET
For medium or wide. +
PADDLE
— FOR 4781
\/GZ>\1-3/64" /‘\ 7/8" PIVOT
26.6mm 22.2mm PIN
INTERIOR
SET
FACE OF
DOOR 8« SCREW
N
1-3/8" pja 6
349mm
(OUTSIDE ONLY) DRILL BOTH SIDES 340
(For #10-32 screw 194mm
& CSK interior only) :
€ OF PADDLE CVR
- IMPORTANT - INSTALLATION
1508 ¢ HOLE
£ 413mm
¢ OF CYLINDER
3/8" piA (2 PLCS)

95mm " DRILLBEFORE *OTHER CYLINDER ESCUTCHEONS for use with 17mm profile
’ 1-3/8" DIA. HOLE cylinders (in 44 or 55mm thick doors only) are also available
’ and require different door prep than shown.

How to Order & Related Products

4781 Two-Point Deadlatch with Paddle: Specify quantity and the following information. Order related products separately.

ROD TYPE OPERATION PADDLE FINISH
T Top Rod Only 021Push to Left 313 Dark Bronze Anodized
— Standard Rod 041 Push to Right 335 Black Anodized

628 Clear Anodized

US26D Satin Chrome

RELATED When purchasing this product, please consider the following related products, available separately:

CYLINDERS ACCESSORIES

3080 Series Entry Trim Standard 1" length, 1-5/32” diameter mortise cylinder with MS® cam such as 4036 Mortise Cylinder | 8650 Cylinder Escutcheon, 8655 Tall Door Kit
MS4043 Cylinder guard




4900

Heavy Duty

Heavy Duty Deadlatch

4900 Heavy Duty Deadlatch provides flexible
traffic control and easy installation.

)
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L
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K

Aluminium

U

Swinging
Door

Function

Flexibility of traffic control and easy installation is offered by 4900 Series Heavy
Duty Deadlatches. A key-controlled bolt hold-back feature allows for two-way traffic

for applications which require free entrance at certain times and exit-only at other
times. This allows a "locked" entrance to be used as an exit by visitors already in the
building. 1-3/4" [44.5 mm] minimum door thickness required. Interchangeable, without
stile modification, with any MS1850S deadbolt of same backset and faceplate shape.
Also retrofits to existing 4510 and discontinued 4700 Deadlatch preparations.

Operation

Turn key or operate handle or paddle to retract spring-loaded latchbolt. To

hold bolt retracted, push it in and secure by reverse turn of key. Lock accepts
any standard 1" [25.4 mm] length, 1-5/32"[29.4 mm] diameter mortise cylinder
with MS® cam such as the 4036 Mortise Cylinder or thumbturn such as the 4066
Thumbturn, available separately. Lock accepts cylinder from either or both sides.

Auxiliary Linchpin Shipping Weight

Featu reS Stainless steel. Deadlocks 1-1/4 Ibs [0.57 kq].
Cylinder Backset latch bol; ti prevent “loiding
31/32" [24.6 mm], 1-1/8" [28.6 or case-knife entry. O ptIOﬂS
mmj, or 1-1/2" 38.1 mm]. Faceplate
Case Measures 1" x 6-7/8" [25.4 mm x 1746 ° Ead(;set, fac(jeglqtishaptebstrlke,

; anding, and finish must be
Steel with corrosion-resistant plating. i Both A e s el specified when ordering. See
M 7/8" x 5-13/16" x denth are supplied. Flat faceplates can ’

easures g > also be adjusted in the field for 4920AN Heavy Duty Deadlatch

22.2 mm x 147.6 mm x depth]. Depth | i
[ P riaht or left beveled edde doors (ANSI Size) for wood and hollow
varies by backset (see table on back g g ’ metal door applications.
of page). Screw-fastened tube spacer  grike . )
brackets allow for cleaner removal Standard strike furnished is 4902 o duglleble siliedl jadsplai

q or strike plate, select 4913.
when tab mounting. for flat jamb where door closes P

flush or nearly flush. Specify 4901 + Available in choice of 313 Dark
for retrofit installations. Also bronze anodized, 335 Black
available: radius strike for opposite anodized, 628 Clear anodized.
stile in paired doors and long lip

strikes for center-hung doors.

Bolt Holdback
While bolt is held
fully retracted, a
reverse turn of the
key retains the bolt,
allowing the door to

Standard Package
be free swinging.

Individually boxed with strike plate,
flat and radius faceplates, and
mounting screws. Cylinder, paddle,
handle available separately.

Latchbolt

Solid brass. Handing
is easily reversible without special
tools. Measures 5/8" x 1" x 5/8"

[15.9 mm x 25.4 mm x 15.9 mm] throw.

US adamsrite.com | 800.872.3267 | customerservice.adamsrite@assaabloy.com
Canada assaabloydss.ca | 800.461.3007 | sales.dss.ca@assaabloy.com Updated: January 14, 2019

Patent pending and/or patent www.assaabloydss.com/patents. Copyright © 2019, Hanchett Entry Systems, Inc., an ASSA ABLOY Group ASSAABLOY, the global leader
company. All rights reserved. Reproduction in whole or in part without the express written permission of Hanchett Entry Systems, Inc. is prohibited. in door opening solutions




All measurements are approximate and are provided for informational

purposes only. Refer to the product Installation Instructions. 4900
Heavy Duty |5
: . . . Deadlatch | T
Dimensions Stile Preparation =
O
—
Identical to MS1850A or MS1850S Series J_>|
U 5/8" (See also prep for 4591 paddle). @)
15.9mm T
+ BACKSET m
. wn
! E— STILE
29/32" 1"
23mm - 25.4mm
A
F £
HOW BACKSET
BACKSET MEASURED N N IS MEASURED:
AT CENTERLINE g N
e OFSTILENOSE 14 119/32" | NS : CYLINDER &
;12.7mm ;6-4””“ 40.5mm ;
777 4&. A
. |
- 6-57/64" ' 3 e FLAT
F\n 175mm S o DIA.
\, y e 6-3/8" N
17116 174.6mm 161.9mm
—] 36.pmm X TAP10-32 RADIUS
5-51/64" i §
147.2mm O+ \ ‘ Qg 2 PLACES
N -
6-3/8" M e ep e
[ 161.9mm N e
6-51/64" - RTYP.
172.6mm j.. 19/32" ~a 4mm BEVEL
SHOWN RH/LHR. 15.1mm 164" N
Bolt s reversible 1 25.8mm
for opposite hand.
o |
- - Latch Paddle
| r . .
e o & Cylinder Installation
MAX. g gomm CYLINDER
2-15/32" [o}
62.7mm o
ARMORED FACEPLATE e @
1"X 6-7/8" (
— e =
N SL3ATO ¢ 22.2mm e ® /\
PIN 24-0137-01-XXX BACKSET - 3 N )
e W e BT
RADIUS 24.6mm 41.3mm - ° [
PIN 24-0137-02-XXX e a9/ . (04
28.6mm 44.8mm cuToUT . E 1o
oy 9-9/64" IN STRIKE o
RADIUS W/ WEATHERSTRIP 381mm 54.4mm © %
P/N 24-0137-03-XXX ol of ©
! <5
Flat faceplate can be adjusted for W Q/ \/
right or left beveled edge doors.
\

How to Order & Related Products

4900 Heavy Duty Deadlatch: Specify quantity and the following information. Order related products separately.

FACEPLATE BACKSET HANDING STRIKE SIZE STRIKE SHAPE/LIP LENGTH FACEPLATE FINISH
00 Standard 2 31/32" 5 LHorRHR 1 Mortised (4901) 4-5/8" | 01 Flat/Standard Jamb 313 Dark Bronze Anodized
1MW Radius with Weatherstrip 3 1-1/8" 6 RHor LHR 2 Mortised (4902) 2-5/8" | 02 Radius/Standard Stile 335 Black Anodized
13 Without faceplate, 411/2" 17 Flat/Center Hung 4" Jamb 628 Clear Anodized
without strike plate 21 Flat/Center Hung 4-1/2" Jamb

RELATED When purchasing this product, please consider the following related products, available separately:

ELECTRIC STRIKES TRIM CYLINDERS ACCESSORIES
7100/7101, 7110/7111, 7130/7131, 3080, 3080E Series Entry Trim, 3090-150, A100 Standard 1" length, 1-5/32” diameter 4104 Mounting Bridge, 91-0965 Mounting
7140 Electric Strikes, 7400/7401, | Series Keyless Entry, 4560, 4565 Deadlatch mortise cylinder with MS® cam such as Kit for radiused door, 91-0966 Mounting
7410/741, 7430/7431, Handles, 4568, 4569 Eurostyle Deadlatch Handles, 4036 Mortise Cylinder, 4066 Thumbturn Kit for beveled door, 26-00090XX Tube

7440 Electric Strikes 4590, 4591 Paddles, 4600 Deadlatch Handle 4043 Cylinder guard Spacer, 4901, 4902 Deadlatch Strikes




4920AN
Heavy Duty
Deadlatch
(ANSI Size)

4920AN

Heavy Duty Deadlatch (ANSI Size)

4920AN Heavy Duty Deadlatch provides flexible traffic control
and easy installation for wood or hollow metal doors.

DEADLATCHES

Function

Flexibility of traffic control and installation is offered by 4920AN Heavy Duty
Deadlatches. A key-controlled bolt hold-back feature allows for two-way traffic
for applications which require free entrance at certain times and exit-only at
other times. This allows a "locked" entrance to be used as an exit by visitors
already in the building. 1-3/4" [44.5 mm] minimum door thickness required.
Interchangeable, without stile modification, with any MS1850SN Deadlock of
same backset and faceplate shape. Replaces 4520 and discontinued 4720 ANSI
Deadlatches. For hollow metal or wood doors prepared for hardware according
to the specifications of the American National Standards Institute (ANSI).

Swinging
Door

®
»

Operation ®

Turn key or operate handle or paddle to retract spring-loaded latchbolt. To

hold bolt retracted, push it in and secure by reverse turn of key. Lock accepts
any standard 1" [25.4 mm] length, 1-5/32"[29.4 mm] diameter mortise cylinder
with MS® cam such as the 4036 Mortise Cylinder or thumbturn such as the 4066
Thumbturn, available separately. Lock accepts cylinder from either or both sides.

Auxiliary Linchpin
Featu reS Stainless steel. Deadlocks
Cylinder Backset Latchbolt to prevent “loiding

or case-knife entry.

1-1/2" [38.1 mm] or
2-3/4"169.9 mm] only.

Options

Faceplate - Backset, faceplate shape, strike,

Case

Steel with corrosion-resistant
plating. Measures 7/8" x 5-13/16" x
depth [22.2 mm x 147.6 mm x depth].
Depth varies by backset (see table

on back of page).
o
L

Bolt Holdback
While bolt is held
fully retracted, a
reverse turn of the
key retains the bolt,
allowing the door to

be free swinging. °

Latchbolt

Solid brass. Handing
is easily reversible without special
tools. Measures 5/8" x 1" x 5/8" [15.9
mm x 25.4 mm x 15.9 mm] throw.

#8

Measures 1-1/4" x 8" [31.8 mm x
203.2 mm] armored flat faceplate
can also be adjusted in the field for
right or left beveled edge doors.

Strike

4506-02 Strike furnished to ANSI
preparation specifications for
flat jamb. Stainless steel, US32D
Satin finish (630). Available
without strike (-000).

Standard Package
Individually boxed with strike
plate, faceplate, and mounting
screws. Cylinder, paddle,
handle available separately.

Shipping Weight
1-1/4 1bs [0.57 kg].

Patent pending and/or patent www.assaabloydss.com/patents. Copyright © 2019, Hanchett Entry Systems, Inc., an ASSA ABLOY Group
company. All rights reserved. Reproduction in whole or in part without the express written permission of Hanchett Entry Systems, Inc. is prohibited.

handing, and finish must be
specified when ordering. See
4900 Heavy Duty Deadlatch for
aluminum stile door applications.

- Available without faceplate

and strike, select 4923AN.

« Available in choice of 313 Dark

bronze anodized, 335 Black
anodized, 628 Clear anodized.

US adamsrite.com | 800.872.3267 | customerservice.adamsrite@assaabloy.com
Canada assaabloydss.ca | 800.461.3007 | sales.dss.ca@assaabloy.com

Updated: January 14, 2019

ASSA ABLOY, the global leader
in door opening solutions



All measurements are approximate and are provided for informational

purposes only. Refer to the product Installation Instructions. 4920AN
Heavy Duty [ 5
Deadlatch | [
. . . . (ANSI Size) | ©
Dimensions Stile Preparation >
. Identical to MS1850SN Series 9
< “w > 15%?% (See also prep for 4591 paddle). m
2293:2,‘ 3 % o STRIKE § LATCH G o ACSET
mm 31.8mm 1 >
X — —
A S 1-3/16" \///
N 30.2mm ~ :
BACKSET MEASURED |
AT CENTERLINE
yar | OF DOOR EDGE
+ ;6.4mm
A 16" o .
25 80m L X S
: — DIA.
] d
A 764"
5-13/16" 1 315796” zomm
- _— .omm Q"
1476mm == ol 11 203.9mm B L
7-1116" — o \
195mm ﬁ — Bhom N T -
I~ .omm B Ne—
A 19/32" 1-17/64
| 15.4mm 32mm
q 3/8"
SHOWN RH/LHR. o ,; 9.5mm LatCh Paddle
Boltis reversible . .
N & Cylinder Installation

] 4
< CYLINDER q </

v

6.4mm 11
136" | 5>
& 30.2mm ~ | K
HOW BACKSET ARMORED FACEPLATE 'Y
IS MEASURED: 1-1/4" X 8" = ? @
-0 N
CrUNoER & ———] L
i FLAT STRIKE ) of"
24-0138-01-XXX PLATE |
1o o 0. =h
. 3/8"
1=‘= Flat faceplate can be adjusted for 95 ol LATCH
FLAT right or left beveled edge doors. -~omm FACE ||-° |4
BACKSET “a ‘ ol o
[ T Y “STRIKE and @ |
y 112" 2-9/64" Faceplate of ANSI
38.1mm 54.4mm dimensions must be ~
BEVEL . . positioned according
2-3): 3-25/64 to ANSI Spec.
69.9mm 86.1mm

How to Order & Related Products

4920AN Heavy Duty Deadlatch (ANSI Size) Specify quantity and the following information. Order related products separately.

FACEPLATE BACKSET HANDING STRIKE FACEPLATE FINISH

OAN Flat 411/2" 5 LHorRHR 000 Less Strike 313 Dark Bronze Anodized
3AN Without faceplate 5 2-3/4" 6 RHorLHR 602 4506 Strike 335 Black Anodized
without strike plate 628 Clear Anodized

RELATED When purchasing this product, please consider the following related products, available separately:

ELECTRIC STRIKES TRIM CYLINDERS ACCESSORIES
7100/7101, 7110/7111, 7130/7131, 7140 3080, 3080E Series Entry Trim, 3090-150, A100 Series Keyless Standard 1" length, 1-5/32” diameter 4506-02 Deadlatch
Electric Strikes, 7400/7401, 7410/7411, Entry, 4560, 4565 Deadlatch Handles, 4568, 4569 Eurostyle mortise cylinder with MS® cam such as Strikes
7430/7431, 7440 Electric Strikes Deadlatch Handles, 4590, 4591 Paddles, 4600 Deadlatch Handle 4036 Mortise Cylinder, 4066 Thumbturn

4043 Cylinder guard
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Options &
Accessories

Options &
ACCessories

Adams Rite Deadlatches can be ordered with a variety of related products including
strike plates, cylinder accessories, electric strikes and trim. Different deadlatches
have different installation and cylinder requirements. Please refer to product pages for
more information on all available deadlatch types, functions, installation requirements
and complete How-to-Order guides. For more detailed information on any of the
products listed below please refer to the corresponding section of this catalog.

Accessories

4901, 4902

Deadlatch Strikes

4901, 4902 Deadlatch Strikes add
aesthetics and finish to strike cutouts
in jambs. These strikes offer a choice
of mounting methods: a backup
mounting plate included with the 4901
and 4902 allows installation flush in
a hollow section jamb. 4506-02 ANSI
strike available for wood or steel
jambs. See images on next page.

Electric Strikes

7100, 7400 Series
Electric Strikes

The 7100 Series Electric Strikes
and Ultraline 7400 Series Electric
Strikes are designed for use with
Adams Rite deadlatches or cylindrical
locksets with a variety of latchbolt
projections. An assortment of
faceplate dimensions is available
for use in hollow metal, wood

or aluminum applications.

4612 Power Transfer Device
The 4612 Power Transfer Device
channels electrical wiring from

the door frame into the door

itself. This powers electric strikes,
locks, exit bars, and more on door
hung with butt-type hinges.

PS -1 Power Supply
One amp linear power supply with
integrated battery backup circuitry
for access control devices.

Trim
Cyl N d ers POWG I 3080 Series Entry Trim
. . e The 3080 Series Entry Trim
4036 Mortise Cylinder 4603 Rectifier provides outside activation for

The 4036 Mortise Cylinderis a
standard 1" long, 1-5/32" diameter
cylinder that provides five-pin security
with most Adams Rite locks or latches.

4066 Thumbturn

The 4066 Thumbturn interchanges
with standard 1-5/32" diameter
mortise cylinder and operates
locks or latches without a key.

MS 4043 Cylinder Guard
The MS4043 Cylinder Guard is a
hardened-steel, free-swiveling ring
to protect cylinder from vandalism
such as prying or twisting.

Converts low voltage AC current to
DC of same voltage. Installs in low
voltage line between transformer
and strike. Full wave bridge type.
Rated 2 Amps. (200 PIV).

4605 Transformer

Converts 120VAC to 12VAC/24VAC.
Rated 40 Volt-amp output assures
plenty of power for strike release.

4606 Transformer
Converts 120VAC current to 24VAC.
Plugs into standard wall outlet.

29-0218 Piezo Horn
Provides for audible indication
of when a DC strike is energized.
Operates with 12 VDC, 16

VDC, or 24 VDC strikes.

doors with any type of Adams
Rite deadlatch or exit device. The
locked handle is protected from
vandalism and forced entry with a
breakaway clutching mechanism.

3090 Keyless Entry

A battery-operated keyless entry
control device, the eForce-150
3090 Keyless Entry provides
access control for Adams Rite
deadlocks, deadlatches, and exit
devices for aluminum stile, steel,
and wood door applications.

US adamsrite.com | 800.872.3267 | customerservice.adamsrite@assaabloy.com

Canada assaabloydss.ca | 800.461.3007 | sales.dss.ca@assaabloy.com Updated: January 14, 2019

ASSA ABLOY, the global leader

Patent pending and/or patent www.assaabloydss.com/patents. Copyright © 2019, Hanchett Entry Systems, Inc., an ASSA ABLOY Group ! { é
in door opening solutions

company. All rights reserved. Reproduction in whole or in part without the express written permission of Hanchett Entry Systems, Inc. is prohibited.




All measurements are approximate and are provided for informational

purposes only. Refer to the product Installation Instructions. Options & 63
Accessories |5
m
>
O
—
- =
Trim Cont. o
m
Deadlatch Handles Deadlatch Paddles 4600 Heavy Duty (%}
The 4560 and 4565 Deadlatch The 4590, 4591 Deadlatch Paddle Deadlatch Handle
Handles and 4568 and 4569 Euro is an ergonomically-friendly The 4600 Heavy Duty Designer
Deadlatch Handles easily unlock alternative to a knob or lever Deadlatch Handles are designed
the 4300, 4500 and 4900 Series handle. Operate the 4300, 4500 with a patented adjustable drive
Deadlatches. These handles fit solidly  and 4900 Series Deadlatches mechanism to operate the 4300,
into the cylinder hole of the latch. with a simple push or pull. 4500, and 4900 Series Deadlatches.

4901, 4902
Deadlatch Strikes

4901-02 4901-01
RADIUS STRIKE FLAT STRIKE

4902-02 4902-01
RADIUS STRIKE FLAT STRIKE
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3/0 Series

Cylinder-Operated Flushbolt

Designed for greater key control, the 1870 Cylinder-Operated Flushbolt
prevents accidental locking of the inactive leaf of narrow stile aluminum
paired doors. May be installed to lock at threshold or at header.

K

i + Aluminium

Function : U
Designed for use instead of conventional flip-lever operated flushbolts, 1870 < E > Deor
Cylinder-Operated Flushbolts give building management key control of the :

inactive leaf of paired narrow stile aluminum doors. Prevents casual locking of

the inactive leaf by unauthorized persons. Uses same basic over-center action H

mechanism as MS® pivoted bolt deadlocks. Recommended for installation at
both top and bottom of inactive door with MS1850S MS Deadlock in active door
for greatest security. May be installed to lock at threshold or at header.

Operation \ G
360° turn of key throws or retracts the hex-section bolt. Key can be removed only \

when bolt is in a positively locked or unlocked position. Lock accepts any standard | J
1"[25.4 mm] length, 1-5/32" [29.4 mm] diameter mortise cylinder with MS® cam

such as the 4036 Mortise Cylinder, or thumbturn such as the 4066 Thumbturn,

available separately. Lock accepts cylinder from either or both sides.

Features
Cylinder Backset Strike ‘r
31/32" [24.6 mm] or 1-1/8" [28.6 mm] only. 1/2" [12.7 mm] diameter hole in metal threshold =

Cylinder Height

Standard length (cylinder center to retracted
bolt tip) is 12" [304.8 mm] with + 1-1/4" [31.8
mm] adjustment. Please contact factory for
other lengths available by special order.

Case

Steel with corrosion-resistant plating.
Measures 1" x 6" x depth [25.4 mm x
152.4 mm x depth]. Depth varies by
backset (see table on back of page).

Bolt
Stainless steel. Hexagonal 3/8" [9.5 mm]
flat to flat, with 11/16" [17.5 mm] throw.

or header is suitable. For wood thresholds,
40005 Strike is available separately.

Faceplate

Measures 1" x 6-7/8" [25.4 mm x 174.6 mm].
Available in choice of 313 Dark bronze anodized,
335 Black anodized, 628 Clear anodized.

Standard Package

Flushlock mechanism boxed with actuator
arm attached, rod/bolt assembly unattached.
Stainless steel bolt guide, mounting

screws, and installation instructions
included. Cylinder available separately.

Shipping Weight
1-1/4 Ibs [.57 kg].

US adamsrite.com | 800.872.3267 | customerservice.adamsrite@assaabloy.com
Updated: January 14, 2019 Canada assaabloydss.ca | 800.461.3007 | sales.dss.ca@assaabloy.com

ASSA ABLOY, the global leader
in door opening solutions

Patent pending and/or patent www.assaabloydss.com/patents. Copyright © 2019, Hanchett Entry Systems, Inc., an ASSA ABLOY Group
company. All rights reserved. Reproduction in whole or in part without the express written permission of Hanchett Entry Systems, Inc. is prohibited




Allmeasurements are approximate and are provided for informationa
purposes only. Refer to the product Installation Instructions.

D . . St | P .t For installation locking threshold.
” | |enS|OnS | e repara |On Invert for header locking.
‘F“A”—P 1-1/64"
' ‘ f 25.8mm
7/8" !
22.0mm || 25.4mm /i
b [ 119/32"
ﬁ%ﬂﬂ’ﬂ
HOW BACKSET BACKSET MEASURED N
IS MEASURED: AT CENTERLINE OF {4
: STILE NOSE Y 6-57/64" .
CYLINDER § 5 'y 175mm :
‘ 1-11/32" o 31-18/4"
! 349mm f \ .2
D2 ] '
1:‘: kj 12"
FLAT 6-3/8" o
6 &0 . 304.8mm
! " 5/32" 9/16"
152.4mm 6-7/8 R 14.3mm
i 174.6 4mm ;
ot Lo mm (4PLCS) .
! s . 1171/516
RADIUS 0 DRILL & CSK ‘ omm 3
- FOR #10-32 — ! )
hi FLAT HEAD '
b S, & //
! SCREWS
- ¢ 3 i \\%
0 S rrear
BEVEL G STLEG |7 44 7mm
4 14" THRESHOLD__ . 72"
6.4mm / 12.7mm
ARMORED FACEPLATE <X DIA.
(RESEE 12" *STANDARD ’ &
304.8mm LENGTH, T s
Other lengths ) 22.2mm
FLAT1870 available on B(()‘ZLT
special order %
| I 0 Iy
RADIUS 1871 ™ ',@f =11,
- - e
|
RADIUS W/ WEATHERSTRIP I_O C k & ‘.
1871W 510 (((‘ m
C )
LH BEVEL 1872-X5 y d € ,
116" | ” i r/(@ﬁ
—— 1 y17.5mm nSta atlon x" N
RH BEVEL 1872-X6 THROW " ©
@
BACKSET “a @ FOR
) . NOTE: SECURITY,
31/32 1-5/8 Machine Install bolt
24.6mm 41.3mm Screws are guide from
we | 1252 furnished of door
28.6mm 45.2mm

How to Order & Related Products

1870 Cylinder-Operated Flushbolt Specify quantity and the following information. Order related products separately.

FACEPLATE SHAPE

0

BACKSET

-2

HANDING

0

FINISH

- 628

‘ 0 Flat 2 31/32" 1 Non-Handed* 313 Dark Bronze Anodized
‘ 1 Radius 3 1-1/8" 5 LHorRHR 335 Black Anodized
‘ 1W Radius with weatherstrip 6 RHorLHR 628 Clear Anodized

2 Bevel

*Any flat or radius faceplate.

RELATED When purchasing this product, please consider the following related products, available separately:

CYLINDERS

Standard 1" length, 1-5/32” diameter mortise cylinder with
MS® cam such as 4036 Mortise Cylinder, 4066 Thumbturn

MS4043 Cylinder guard

ACCESSORIES

4005 strike for wood threshold

4104 Mounting Bridge, 91-0965 Mounting Kit for radiused door,
91-0966 Mounting Kit for beveled door, 26-00090XX Tube Spacer

SPECIAL ORDER OPTIONS

Other cylinder height / length available
by special order. Please contact factory.




3/OHM

Cylinder-Operated Flushbolt

Designed for greater key control, the 1870HM Cylinder-Operated
Flushbolt prevents accidental locking of the inactive leaf of paired

hollow metal doors. May be installed to lock at threshold or at header.

Function

Designed for use instead of conventional flip-lever operated flushbolts,
1870HM Cylinder-Operated Flushbolts give building management key control
of the inactive leaf of paired hollow metal doors. Prevents casual locking of

the inactive leaf by unauthorized persons. Uses same basic over-center action
mechanism as MS® pivoted bolt deadlocks. Recommended for installation at
both top and bottom of inactive door with MS1850SN MS Deadlock in active
door for greatest security. May be installed to lock at threshold or at header.

Operation

360° turn of key throws or retracts the hex-section bolt. Key can be removed only
when bolt is in a positively locked or unlocked position. Lock accepts any standard
1"[25.4 mm] length, 1-5/32" [29.4 mm] diameter mortise cylinder with MS® cam
such as the 4036 Mortise Cylinder, or thumbturn such as the 4066 Thumbturn,
available separately. Lock accepts cylinder from either or both sides.

Features

Cylinder Backset
1-1/4" [31.8 mm] only.

Cylinder Height

Standard length (cylinder center to door end)
is13-1/2" [342.9 mm]. Please contact factory
for other lengths available by special order.

Case

Steel with corrosion-resistant plating.
Measures 7/8" x 6" x 1-21/32"

[22.2 mm x152.4 mm x 42.1 mm].

Bolt
Stainless steel. Hexagonal 3/8" [9.5 mm]
flat to flat, with 11/16" [17.5 mm] throw.

US adamsrite.com | 800.872.3267 | customerservice.adamsrite@assaabloy.com
Canada assaabloydss.cal 800.461.3007 | sales.dss.ca@assaabloy.com

Updated: January 14, 2019

ASSA ABLOY, the global leader
in door opening solutions

Strike
2-1/4" x 15/16" [57.2 mm x 23.8 mm]
strike is supplied.

Faceplate

Measures 1" x 8" [25.4 mm x 203.2 mm].
Available in choice of 313 Dark

bronze anodized, 335 Black

anodized, 628 Clear anodized.

Standard Package

Flushlock mechanism boxed with actuator
arm attached, rod/bolt assembly unattached.
Stainless steel bolt guide, mounting

screws, and installation instructions
included. Cylinder available separately.

Shipping Weight
1-1/4 1bs [.57 kg).

Patent pending and/or patent www.assaabloydss.com/patents. Copyright © 2019, Hanchett Entry Systems, Inc., an ASSA ABLOY Group
company. All rights reserved. Reproduction in whole or in part without the express written permission of Hanchett Entry Systems, Inc. is prohibited
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Allmeasurements are approximate and are provided for informationa
purposes only. Refer to the product Installation Instructions.

For installation locking threshold.

DOOr Preparatlon Invert for header locking.
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How to Order & Related Products

1870HM Cylinder-Operated Flushbolt: Specify quantity and the following information. Order related products separately.

FACEPLATE SHAPE FINISH

OHM - 628

OHM Flat 313 Dark Bronze Anodized

335 Black Anodized
628 Clear Anodized

RELATED When purchasing this product, please consider the following related products, available separately:
CYLINDERS ACCESSORIES SPECIAL ORDER OPTIONS

Standard 1" length, 1-5/32” diameter mortise cylinder with | 4104 Mounting Bridge, 91-0965 Mounting Kit for radiused door, Other cylinder height / length available by
MS® cam such as 4036 Mortise Cylinder, 4066 Thumbturn | 91-0966 Mounting Kit for beveled door, 26-00090XX Tube Spacer special order. Please contact factory.

MS4043 Xylinder Guard
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Cylinder-Operated Flushbolt

Designed for greater key control, the 1877 Cylinder-Operated
Flushbolt prevents accidental locking of the inactive leaf of paired
wood doors. May be installed to lock at threshold or at header.

Function

Designed for use instead of conventional flip-lever operated flushbolts, 1877
Cylinder-Operated Flushbolts give building management key control of the
inactive leaf of paired wood doors. Prevents casual locking of the inactive leaf
by unauthorized persons. Uses same basic over-center action mechanism as
MS* pivoted bolt deadlocks. Recommended for installation at both top and
bottom of inactive door with MS1837 MS Two-Point Deadlock in active door
for greatest security. May be installed to lock at threshold or at header.

Operation

360° turn of key throws or retracts the hex-section bolt. Key can be removed only
when bolt is in a positively locked or unlocked position. Lock accepts any standard
1"[25.4 mm] length, 1-5/32" [29.4 mm] diameter mortise cylinder with MS® cam
such as the 4036 Mortise Cylinder, or thumbturn such as the 4066 Thumbturn,
available separately. Lock accepts cylinder from either or both sides.

Features

Cylinder Backset
1-1/4" [31.8 mm] only.

Cylinder Height

Standard length (cylinder center to door end)
is 13-1/2" [342.9 mm]. Please contact factory
for other lengths available by special order.

Case

Steel with corrosion-resistant plating.
Measures 1" x 6" x 1-29/32"

[25.4 mm x 152.4 mm x 48.4 mm].

Bolt
Stainless steel. Hexagonal 3/8" [9.5 mm]
flat to flat, with 11/16" [17.5 mm] throw.

Strike
2-1/4" x 15/16" [57.2 mm x 23.8 mm]
strike is supplied.

Armored Faceplate

Measures 1-1/4" x 15-5/8" [31.8 mm x 396.9 mm].
Available in choice of 313 Dark bronze
anodized, 628 Clear anodized, US3 (605)
Bright brass, US26D (626) Satin chrome.

Standard Package

Flushlock mechanism boxed with actuator
arm attached, rod/bolt assembly unattached.
Stainless steel bolt guide, mounting

screws, and installation instructions
included. Cylinder available separately.

Shipping Weight
2 Ibs[0.91 kg]

Wl |

US adamsrite.com | 800.872.3267 | customerservice.adamsrite@assaabloy.com
Updated: January 14, 2019 Canada assaabloydss.ca | 800.461.3007 | sales.dss.ca@assaabloy.com

ASSA ABLOY, the global leader
in door opening solutions
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70 1877 Allmeasurements are approximate and are provided for informational
. purposes only. Refer to the product Installation Instructions.
o | Cylinder-
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I Dimensions | Installation
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How to Order & Related Products

1877 Cylinder-Operated Flushbolt: Specify quantity and the following information. Order related products separately.

FINISH

- 628

313 Dark Bronze Anodized

605 Bright Brass
626 Satin Chrome
628 Clear Anodized

RELATED When purchasing this product, please consider the following related products, available separately:

CYLINDERS SPECIAL ORDER OPTIONS

Standard 1" length, 1-5/32” diameter mortise cylinder with MS® Other cylinder height / length available by special order. Please contact factory.
cam such as 4036 Mortise Cylinder, 4066 Thumbturn




VS1850

Two-Point Flushbolt

MS1880 Two-Point Flushbolts offer greater convenience
than flip-lever flushbolts. With one operation, they
provide security and reduce human error.

K

Aluminium

U

Swinging
Door

Function

Used instead of flip-lever flushbolts in the inactive leaf of paired doors, the MS1880
Two-Point Flushbolts offer greater convenience: one operation instead of two.
They also promote security by removing an element of human error. A positive

blocking device makes it impossible to turn the key in the active door unless the
inactive leaf has first been secured. The MS1880 must be installed in conjunction
with a pivoted bolt MS® deadlock. Cannot be unlocked when pivoted bolt is in
locked position. Not to be used as a standalone locking mechanism.

Operation

Turn knob or lever 180° clockwise to throw hardened steel bolts into header
and threshold and clear strike opening so pivoted MS® bolt can enter from
active door. Counterclockwise turn retracts vertical bolts and blocks entry of
pivoted bolt. Operates in conjunction with any MS® pivoting deadlock.

Features Options

« For wood header or threshold, 4005
Strike available separately.

Header | Threshold Bolt Turn Lever | Indicator
Hexagonal 3/8"[9.5 mm] flat to flat. Stainless MS1880 has an hourglass-shaped turn for
steel. Guides furnished. Bolt throw is 23/32" firmer finger grip. Red background indicator « For doors over 84" [2,133.6 mm]

[18.3 mm]. Strike required in metal headers has aluminum letters reading “LOCKED” when up to 120" [3,048 mm].
d thresholds is 1/2" [12.7 diamet N h h locked.

Egle Fr(frsw%oz liis{alle[ationr?:v](]) 4|(a)315e o HEAIE LTSS SR T - Tall Door Kit TDK-1880 available separately.
- ) - MS1881 has a teardrop-shaped ) ) )

Strikes are required, available separately. « Available in choice of powder coat

turn with red letters on clear decal

o o 119 to match 335 Black anodized, 121
Interlock indicating unlock direction only.

to match 313 Dark bronze anodized,

All steel mechanism includes device to prevent Turn Height and US26D (682) Satin chrome.
entry of pivoted bolt until vertical bolts are Matches cylinder height of

locked and conversely, to prevent unlocking MS® lock in active door.
of vertical bolts when pivoted bolt is locked.
Standard Package
Individually boxed with bolt guides and screws.

Shipping weight
2 Ibs [.91 kg].

US adamsrite.com | 800.872.3267 | customerservice.adamsrite@assaabloy.com
Updated: January 14, 2019 Canada assaabloydss.ca | 800.461.3007 | sales.dss.ca@assaabloy.com

ASSA ABLOY, the global leader Patent pending and/or patent www.assaabloydss.com/patents. Copyright © 2019, Hanchett Entry Systems, Inc., an ASSA ABLOY Group
in door opening solutions company. All rights reserved. Reproduction in whole or in part without the express written permission of Hanchett Entry Systems, Inc. is prohibited
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Allmeasurements are approximate and are provided for informational
purposes only. Refer to the product Installation Instructions.

Dimensions
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How to Order & Related Products

MS1880 Two-Point Flushbolts Specify quantity and the following information. Order related products separately.

TURN SHAPE

CYLINDER HEIGHT*

FINISH

O

0 Hourglass

- 01

131"to 35"

- 628

119 Black

1 Teardrop

2 35-1/16"t0 39"

121 Dark Bronze

3 39-1/16" to 43"

682 Satin Chrome

4 431/16" to 47"

5 47-1/16" to 51"

* Distance from floor to cylinder centerline.

RELATED When purchasing this product, please consider the following related products, available separately:
ACCESSORIES

DEADLOCKS

1850S-020, MS1850S, MS1850S-050, MS1950,
MS1950-050 Series Deadlocks

TDK-1880 Tall Door Kit, 4005 Wood Strikes




MS2180 |

Auto-Release Two-Point Flushbolt

The MS2180 Auto-Release Two-Point Flushbolts work in '
conjunction with any MS® pivoting deadlock to provide
maximum security for paired narrow stile aluminum doors.

K

Aluminium

U

Swinging
Door

Function

Used instead of flip-lever flushbolts in the inactive leaf of paired doors. One turn pins
the inactive leaf in position. The pivoting MS® deadlock in the active leaf secures the
entire opening. The action of securing the MS® deadlock trips an internal mechanism
in the MS2180 so that when the MS* deadlock is retracted, the entire opening releases
with only one operation. This auto-release two-point flushbolt must be installed with

a pivoted bolt MS® deadlock. Not to be used as a standalone locking mechanism.

Operation

Turn knob or lever 120° counterclockwise to throw stainless steel bolts into
header and threshold and clear strike opening so pivoted MS” bolt can enter
from active door. Clockwise turn retracts vertical bolts and blocks entry of
pivoted bolt. Operates in conjunction with any MS® pivoting deadlock.

Features

Header | Threshold Bolt

Hexagonal 3/8" [9.5 mm] flat to flat. Stainless
steel. Guides furnished. Bolt throw is 23/32"
[18.3 mm]. Strike required in metal headers
and thresholds is 1/2" [12.7 mm] diameter
hole. For wood installation, two 4005
Strikes are required, available separately.

Smart Lock

Mechanism includes device to prevent entry
of pivoted bolt until vertical bolts are locked
and conversely, to prevent unlocking of
vertical bolts when pivoted bolt is locked.

Monitoring

Monitoring Kit available as add-on switch kit
that signals when the top and bottom bolts
are fully projected and the MS® deadlock is
in the extended and locked position. More
than an easily defeated door position switch,
the MK-2180 Monitoring Kit uses a form “C”
switch to provide a tamper-proof indication
of the door position and locked condition.

US adamsrite.com | 800.872.3267 | customerservice.adamsrite@assaabloy.com
Canada assaabloydss.cal 800.461.3007 | sales.dss.ca@assaabloy.com

Updated: January 14, 2019

ASSA ABLOY, the global leader
in door opening solutions

Turn Lever | Indicator

MS2180 has an hourglass-shaped turn for
a firm finger grip. Red lettered indicator
shows “LOCKED” when secure.

MS2181 has a teardrop-shaped
turn with red letters on clear decal
indicating unlock direction only.

MS2182 is a limited-access flush turn to
comply with IBC requirements for “no
doorknob” actuation. MS2182 is supplied
with an activation tool. Red lettered
indicator shows “LOCKED” when secure.

Turn Height

Matches cylinder height of MS® deadlock
in active door, adjustable from 34"
[863.6 mm] to 48" [1,219.2 mm].

Standard Package
Individually boxed with bolt guides and screws.

Shipping weight
2 Ibs [.91 kq].

Patent pending and/or patent www.assaabloydss.com/patents. Copyright © 2019, Hanchett Entry Systems, Inc., an ASSA ABLOY Group
company. All rights reserved. Reproduction in whole or in part without the express written permission of Hanchett Entry Systems, Inc. is prohibited

T
Options

« For wood header or threshold, 4005
Strike available separately.

- Available in choice of powder coat 119 Black
to match 335 Black anodized, 121 Dark
bronze to match 313 Dark bronze anodized,
and 130 Clear to match 628 Clear anodized.




74 Allmeasurements are approximate and are provided for informational
MSZ180 purposes only. Refer to the product Installation Instructions.
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How to Order & Related Products

MS2180 Auto-Release Two-Point Flushbolt Specify quantity and the following information. Order related products separately.

DOOR HEIGHT

(FROM FLOOR TO TOP OF DOOR) FINISHTO MATCH

- 130

119 Black Anodized

TURN SHAPE

0 - 07

0 Hourglass 07 Upto 7' Door

08 Up to 8' Door 121 Dark Bronze Anodized

09 Upto9'Door
10 Upto10' Door

1 Teardrop

2 Flush Operator 130 Clear Anodized

RELATED When purchasing this product, please consider the following related products, available separately:
DEADLOCKS ACCESSORIES

MS1850S, MS1950 Series Deadlocks MK-2180 Monitoring Kit, 4005 Wood Strikes




2189,
4190 Flush
Locksets

39 4190
Flush Locksets
(Including Deadlock)

The 4189, 4190 Flush Locksets for sliding doors
combine the time-tested and field-proven Adams
Rite MS1847 Deadlock with a slide button.

75
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Aluminium

B

. Hollow
Function
Projecting only 1/10" [2.5 mm] from the door stile on either side, the all-metal EI

Sliding

4189, 4190 Flush Locksets allow doors to slide freely past other sliding units
or stationary panels. There are no projecting handles to prevent doors from
being stacked in a wall pocket. Not recommended for wood doors.

Door

Operation

Locksets operated from inside by a simple up or down movement of a slide
button, set flush in the deeply recessed finger pull. The lock mechanism
(Iatching action unavailable) is the time-tested and field-proven Adams Rite
MS1847 Deadlock and features the adjustable, self-protecting bolt.

« 4189 without cylinder
« 4190 has a flush mounted cylinder outside

« 4195 matching 'dummy set' is also available

Options
« Specify 4190 if outside key-cylinder

operation required; 4189 if not.
Dummy set 4195 also available.

Features

Backset

Variable, minimum 5/8" [15.9 mm], maximum
1-9/32"[32.5 mm] from face of lock to
escutcheon and cylinder centerline.

Operation

Inside: Vertical slide button projects

or retracts deadlock bolt.

- Lock face is available as -09 for
radius-ended lock face or -10 for
square-ended lock face.

Outside: 4190 features a key in, five-
pin cylinder with Schlage “C” keyway

Stile Depth
that projects or retracts bolt.

Minimum clear depth:

Backset plus 9/16" [14.3 mm]. 4413 Interior Pull available separately.

Standard Package

Escutcheons
Zinc alloy, satin silver epoxy.

Anti Lift Lock Mechanism

Basic MS1848-09 (radius ends) or MS1848-
10 (square ends) is supplied. Stainless steel
bolt is self-protecting, adjustable for reach.

US adamsrite.com | 800.872.3267 | customerservice.adamsrite@assaabloy.com

4190, with cylinder, and 4189, without
cylinder, are each complete packages.
Shipped individually boxed with mounting
screws. 4190 includes two keys. Standard
4190 units are keyed different (KD).
Contact factory for special keying.

Shipping Weight
1-1/4 1bs [0.57 kg].

Updated: January 14, 2019 Canada assaabloydss.ca | 800.461.3007 | sales.dss.ca@assaabloy.com
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76 4189 Allmeasurements are approximate and are provided for informational
2 purposes only. Refer to the product Installation Instructions.
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How to Order & Related Products

4189, 4190, 4195 Flush Locksets: Specify quantity and the following information. Order related products separately.

STILE

LOCKSET
EXTERIOR

LOCK FACE

THICKNESS

FINISH

KEYING OPTIONS

PACKAGING

90

89 Without Cylinder

- 09

00 Without Lock

- 01

011"to1-3/8"

- 130

130 To match Clear Anodized 628

- 01

00 Without Cylinder

- 1B

IB Individually Boxed

90 With Cylinder

09 Radius

02 1-7/16" to 1-5/8"

121 To match Dark Bronze Anodized 313

01 Keyed Different

95 Dummy

09S Radius Stainless Steel

03 1-11/16" to 2"

119 To match Black Anodized 335

02 Keyed Alike in Pairs

10 Square

10S Square Stainless Steel

RELATED When purchasing this product, please consider the following related products, available separately:

ACCESSORIES

SPECIAL ORDER OPTIONS

4413 Interior Pull

Keyed alike 50 are available by special order in quantity of 50 locksets

only. Please contact factory for ordering information.




4430, 443

Flush Locksets
(Including Deadlock)

The 4430, 4431 Flush Locksets for sliding doors
combine the time-tested and field-proven Adams
Rite MS1847 Deadlock with a slide button.

K

Aluminium

Function

Similar in function and nearly identical in size to the all-metal 4189, 4190
Flush Locksets, these economical units feature escutcheons molded of
sturdy ABS resin. The black satin finish of the 4430, 4431 Flush Locksets
lends elegance to aluminum doors. Not recommended for wood doors.

Sliding
Door

Operation

Locksets operated from inside by a simple up or down movement of a slide
button, set flush in the deeply recessed finger pull. The lock mechanism
(latching action unavailable) is the time-tested and field-proven Adams Rite
MS1847 Deadlock and features the adjustable, self-protecting bolt.

« 4430 without cylinder

« 4431 has a flush mounted cylinder outside

» 4432 matching 'dummy set' is also available.

Options
- Specify 4431if outside key-cylinder

operation required; 4430 if not.
Dummy set 4432 also available.

Features

Backset

Variable, minimum 5/8" [15.9 mm], maximum
1-9/32" [32.5 mm] from face of lock to
escutcheon and cylinder centerline.

Operation

Inside: Vertical slide button projects

or retracts deadlock bolt.

« Lock face is available as -09 for
radius-ended lock face or -10 for
square-ended lock face.

Outside: 4431 features a key in, five-

Stile Depth pin cylinder with Schlage “C” keyway,

Minimum clear depth:
Backset plus 9/16" [14.3 mm].

Escutcheons

Molded ABS resin plastic. Black Satin
finish. Deeply recessed finger pull
on both sides. Fits same cutout as
metal 4189, 4190 Flush Locksets.

Anti Lift Lock Mechanism

Basic MS1848-09 (radius ends) or MS1848-
10 (square ends) is supplied. Stainless steel
bolt is self-protecting, adjustable for reach.

US adamsrite.com | 800.872.3267 | customerservice.adamsrite@assaabloy.com
Canada assaabloydss.cal 800.461.3007 | sales.dss.ca@assaabloy.com

Updated: January 14, 2019
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in door opening solutions

projects or retracts bolt. Other
cylinder makes not available.

Standard Package

4431, with cylinder, and 4430, without
cylinder, are each complete packages.
Shipped individually boxed with mounting
screws. 4431 includes two keys. Standard
4431 units are keyed different (KD).
Contact factory for special keying.

Shipping Weight
1-1/4 1bs [.57 kg).

Patent pending and/or patent www.assaabloydss.com/patents. Copyright © 2019, Hanchett Entry Systems, Inc., an ASSA ABLOY Group
company. All rights reserved. Reproduction in whole or in part without the express written permission of Hanchett Entry Systems, Inc. is prohibited

« 4413 Interior Pull available separately.




78 4430 4431 Allmeasurements are approximate and are provided for informational
’

purposes only. Refer to the product Installation Instructions.

| Flush
S | Locksets
O .
= Stile
) .
- Preparation
L
: : cwrorse o L L
Dimensions oy ]

- —>» - —>
1-1/4" 1-1/4" 3
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ﬁ Installation
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@ 36.9mm|
8-29/32" wseat T
226.2mm 6
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MIN 518" jyay 1-9/32

15.9mm 32.5mm ] L
LI BN

3/32"
LOCK FACE 2.4mm

ESCUTCHEONS

How to Order & Related Products

4430, 4431 Flush Locksets: Specify quantity and the following information. Order related products separately.

LOCKSET EXTERIOR LOCK FACE STILE THICKNESS KEYING OPTIONS PACKAGING
30 Without Cylinder 00 Without Lock 00 1"to 1-5/16" 00 Without Cylinder IB Individually Boxed
31 With Cylinder 09 Radius 09S Radius Stainless Steel 05 1-3/8"t0 1-5/8" 01 Keyed Different
32 Dummy 10 Square 10S Square Stainless Steel 08 1-3/4"t0 2" 02 Keyed Alike in Pairs

RELATED When purchasing this product, please consider the following related products, available separately:

ACCESSORIES SPECIAL ORDER OPTIONS

4453 Interior Pull Keyed alike 50 are available by special order in quantity of 50 locksets
only. Please contact factory for ordering information.




Options &
AcCCcessories

Adams Rite Flushlocks can be ordered with a variety of related
products including strike plates, trim and cylinder accessories and
compatible products such as Adams Rite deadlocks. Please see
product pages for more information on all available flushlock types,
functions, installation requirements and complete How-to-Order
guides. For more detailed information on any of the products listed
below please refer to the corresponding section of this catalog.

Accessories Cylinders

4000 Series MS Deadlock Strikes 4036 Mortise Cylinder

4000 surface mounted strike plate, 4001 strike  The 4036 Mortise Cylinder is a standard
plate with dust box, 4005 threshold strike, 1" long, 1-5/32" diameter cylinder

4006 floor strike, or 4505 armored strike add  that provides five-pin security with
aesthetics and finish to strike cutouts in jambs.  most Adams Rite locks or latches.

4066 Thumbturn
The 4066 Thumbturn interchanges with
standard 1-5/32" diameter mortise cylinder

Deadlocks

MS1880, MS1881 Two-Point Flushbolts

and MS2180 Auto-Release Two-Point
Flushbolt MUST be installed in conjunction
with a pivoted bolt MS deadlock. See
DEADLOCKS section of this catalog for
information on all available types and

and operates locks or latches without a key.

MS 4043 Cylinder Guard

The MS4043 Cylinder Guard is a hardened-
steel, free-swiveling ring to protect cylinder
from vandalism such as prying or twisting.

functions including complete How-to-Order
guides for Adams Rite Deadlocks including
the MS® Maximum Security Deadlocks.

US adamsrite.com | 800.872.3267 | customerservice.adamsrite@assaabloy.com
Updated: January 14, 2019 Canada assaabloydss.ca | 800.461.3007 | sales.dss.ca@assaabloy.com

ASSA ABLOY, the global leader
in door opening solutions

Patent pending and/or patent www.assaabloydss.com/patents. Copyright © 2019, Hanchett Entry Systems, Inc., an ASSA ABLOY Group
company. All rights reserved. Reproduction in whole or in part without the express written permission of Hanchett Entry Systems, Inc. is prohibited




Exit Devices |



3100

1 O O Series Fire-Rated Surface =
Vertical Rod Exit Device S

d O O Series Life-Safety Surface
Vertical Rod Exit Device

S3DIA3A LIX3

The 3100 Series Fire-Rated Surface Vertical Rod Exit Device is
designed for hollow metal and wood applications that require a LISTED
fire-rated exit device with surface vertical rods for two-point locking. E|
The 8100 Series Surface Vertical Rod Exit Device is designed Hollow

for hollow metal and wood applications that require a life-safety
exit device with surface vertical rods for two-point locking.

Designed for use in applications with single doors or pairs of doors.

MAX SIZE MAX SIZE PAIR

MODEL = TYPE | RATING CONSDTORSEHON SNz & DOUBLE 3100 Only
DOORS EGRESS
3100 SWR 3hr Hollow Metal Door | 4-0"x10'-0" 8-0"x10™-0"
3100 SWR 90min | Wood Door 41-0"x10-0" 8-0"x9-0"
3100T | SVRTRO | 3hr Hollow Metal Door | 4-0"x 80" 8-0"x10"-0" Flecued
3100W | SVR-TRO | /2hr | Wood Door 4-0"x8-0" 8-0"x8'-0" Aﬁ\/\ﬁ\
. . " , . 8'_0" X 9!_0" M
3100W SVR-TRO 20 min Wood Door 4-0"x9'-0 :
(std. pairs)

Certifications

UL 305 Panic Hardware

3100 Only UL 10(c) fire-rated, up
to 3 hours for non "T" product

CAN/ULC S$104 fire door conformant

NFPA 252 fire door conformant E
ANSI/BHMA A156.3-2008 Grade 1

ANSI/BHMA A156.3-2014 Grade 2

I

R

oAln—"

Features
Materials Bar Height Stile Width L
Push bar made of extruded aluminum, Standard model adjusts from Minimum 3-3/4". Door construction !
available in a variety of finishes. 30" [762 mm] to 44" [1117.6 mm]. require additional stile width to meet{je
. . ratings and provide adequate strength.
Handing Door Height
Device is non-handed. Standard configuration suitable for Projection
doors up to 8'[2.44 m] door, with bar 2-15/16" [74.6 mm] when fully projected,
Push bar Length height at 40" [1016 mm] — 44" [1117.6 mm). 115/16" [49.2 mm] when dogged.
Standard sizes: dimensioned for 30" For doors up to 10' [3.05 m] use 3055 .
(762 mm], 36" [914.4 mm], 42" [1066.8 Tall Door Kit available separately. Dogging
mm], and 48" [1219.2 mm] openings. Standard dogging with hex key
Standard width bars can be field cut to Door Thickness or with cylinder not available on
the next smallest opening width. Suits 1-3/4" [44.5 mm] standard, fire-rated exit devices. Electric
up to 2-1/4" [57.2 mm]. dogging option available only.
US adamsrite.com | 800.872.3267 | customerservice.adamsrite@assaabloy.com
Updated: January 14, 2019 Canada assaabloydss.cal 800.461.3007 | sales.dss.ca@assaabloy.com
ASSA ABLOY, the global leader Patent pending and/or patent www.assaabloydss.com/patents. Copyright © 2019, Hanchett Entry Systems, Inc., an ASSA ABLOY Group

in door opening solutions company. All rights reserved. Reproduction in whole or in part without the express written permission of Hanchett Entry Systems, Inc. is prohibited



All measurements are approximate and are provided for informationa

3100 purposes only. Refer to theproduct Installation Instructions.
0 Series _
O | & /f]’
% | 8100 R
O | Series
=
X ——— —
L
TOP PLATE FOR WOOD BOTTOM
STRIKE FRAMES IS FURNISHED BOLT >
WITH 8100 %
TOP ROD ONLY
Fasteners Bolts and Strikes :
Standard self-tapping screws and machine The patented top latching mechanism utilizes O ptl O n S
screws. Optional Sex Bolt Kits 26-0584 a rotating top bolt which latches around . Available in top rod only version, less
(two required per device). Specify finish. the header strike, interlocking the door to bottom rod. Specify by adding “T”
. the frame. Adjustable steel rods protected after exit device model number.

Cylinders \ in contoured covers. The hexagonal, L .
Select any standard 1-5/32" [29.4 mm] hardened steel bottom bolt is shielded in + Electrification Options
d{ametgr rim cylmder such as the 8736 a cast housing for strength and stability. Motorized Latch Retraction, Electric Latch
Rim Cylinder. Available separately. For wood frames, an additional plate is Retraction (LR), Electric Dogging, Alarm
Cylinder x Fixed Pull Functions supplied for securing the header strike. . Monitoring, Cylinder Dogging,
For entry trim function 03 (Night latch - key Standard Package Matching End Caps

releases latch) select any standard 1-5/32"

[29.4 mm] diameter rim cylinder such as the

8736 Rim Cylinder. Available separately. Shipping Weight
12 Ibs [5.44 kg]

Individually boxed.
For more detailed information on any of the

options listed above please see the Exit

Entry Trim Functions Devices Options on page 97 of this catalog.

For entry trim function 08 (key locks/unlocks
lever) or function 09 (key releases lever) select
any standard 1" [25.4 mm] length, 1-5/32"

[29.4 mm] diameter mortise cylinder with

MS® cam such as the 4036 Mortise Cylinder.
Accommodates cylinder lengths from 1" [25.4
mm] to 1-1/4" [31.8 mm]. Available separately.

How to Order & Related Products

3100, 8100 Surface Vertical Rod Exit Device: Specify quantity and the following information. Order related products separately.

DOOR OPENING WIDTH END CAPS
PLJFISGSBF’?R ROD TYPE DEVICE OPTIONS MO(;“;%R,\"NG On pair of doors, specify USFINISH | OPTION FOR
HALF of the total exit opening US FINISH
31 Fire Rated | 00 US Finish T TopRodonly | R Electrictatch M Single Switch | 30 30inches® | 42 42inches | US3 Bright Brass | MEC Matching
Retraction (solenoid) End Caps
81 Life- 11 Clear Anodized W Top Rod only SE Motorized Latch Retraction | M2 Dual Switch 36 36inches 48 48inches US4 Satin Brass
Safety 628 —Wood doors

22 Dark Bronze _ C Cylinder Dogging ) AXXB Alarmed Exit Device where US32 Bright
Anodized 313 Standard rods (non-fire rated devices ONLY) (Blank) No Monitor XXis door opening width Stainless

33 Black Anodized ) ) US32D Satin
335 ED Electric Dogging Stainless

(Blank) No Option

* Please note that 30" exit devices cannot accommodate montitoring options, except when ordered in conjunction with the SE option.

RELATED When purchasing this product, please consider the following related products, available separately:

CYLINDER ACCESSORIES
3080, 3080E Series Entry Trim, 3090-150, Operable by either 4036 Mortise Cylinder | 26-0584 Sex Bolt Kit (two required per device) PS-SE, PS-LR Power Supply, 4612
A100 Series Keyless Entry, 3001 Fixed or 8736 Rim Cylinder depending uponthe | 1411 Door Kit available separately: 8055 for 8100 or 3055 for 3100 Power Transfer Device , 4605
Pull (for hollow metal or wood) ANSI/BHMA functions of the exit device. Transformer, 4603 Rectifier

REX-Monitor/Signal Kits




3200 Series

Narrow Stile Surface
Vertical Rod Exit Device

The 8200 Series Narrow Stile Surface Vertical Rod Exit Device is
designed for narrow stile aluminum applications that require a life-
safety exit device with surface vertical rods for two-point locking.
Designed for use in applications with single doors or pairs of doors

Certifications

UL 305 Panic hardware [

ANSI/BHMA A156.3-2008 Grade 1 \

ANSI/BHMA A156.3-2014 Grade 2

vl

8200
Series

S3DIA3A LIX3

LISTED

4|4

Electrified
Option

I

Features

Materials Bar Height

Push bar made of extruded aluminum, Standard model adjusts from 30"
available in a variety of finishes. [762 mm] to 44" [1117.6 mm)].
Handing Fasteners

Device is non-handed. Standard machine screws.

Push bar Length Projection

Standard sizes: dimensioned for 30" [762 2-15/16" [74.6 mm] when fully projected,

mm], 36" [914.4 mm], 42" [1066.8 mm], and 48"  1-15/16" [49.2 mm] when dogged.
[1219.2 mm] openings. Standard width bars can
be field cut to the next smallest opening width.

US adamsrite.com | 800.872.3267 | customerservice.adamsrite@assaabloy.com
Updated: January 14, 2019 Canada assaabloydss.ca | 800.461.3007 | sales.dss.ca@assaabloy.com
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in door opening solutions company. All rights reserved. Reproduction in whole or in part without the express written permission of Hanchett Entry Systems, Inc. is prohibited
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Door Height

Standard configuration suitable for doors up

to 8'[2.44 m] door, with bar height at 40" [1016
mm] — 44" [1117.6 mm]. For doors up to 10' [3.05
m] use 8055 Tall Door Kit available separately.

Door Thickness
Suits 1-3/4" [44.5 mm] standard,
up to 2-1/4" [57.2 mm].

Stile Width
Minimum 2" stile. Fits narrow, medium,
and wide stile aluminum doors.




All measurements are approximate and are provided for informationa

8200 purposes only. Refer to theproduct Installation Instructions. N
o | Series ]
L 3
O
= ! °
L —_—
= ellen U
> | i
L
TOP
BOLT
TOP
STRIKE BOTTOM BOLT

Bolts and Strikes H

The patented top latching mechanism utilizes O ptl O n S
a rotating top bolt which latches around .
the header strike, interlocking the door to

the frame. Adjustable steel rods protected

in contoured covers. The hexagonal,

hardened steel bottom bolt is shielded in *
a cast housing for strength and stability.

Supplied with standard header strike.

Dogging

Standard dogging with hex key or
optional cylinder dogging. Electric
dogging option also available.

Available in top rod only version, less
bottom rod. Specify by adding “T”

. after exit device model number.
Cylinders

Select any standard 1-5/32" [29.4 mm]
diameter rim cylinder such as the 8736
Rim Cylinder. Available separately.

Electrification Options
Motorized Latch Retraction, Electric Latch
Retraction (LR), Electric Dogging, Alarm

«+ Monitoring, Cylinder Dogging,
Matching End Caps

Cylinder x Fixed Pull Functions
For entry trim function 03 (Night latch - key
releases latch) select any standard 1-5/32"
[29.4 mm] diameter rim cylinder such as the
8736 Rim Cylinder. Available separately.

Standard Package
Individually boxed.

Shipping Weight

For more detailed information on any of the
12 Ibs [5.44 kg] ' red! ‘ y

options listed above please see the Exit

Entry Trim Functions Devices Options on page 97 of this catalog.

For entry trim function 08 (key locks/unlocks
lever) or function 09 (key releases lever) select
any standard 1" [25.4 mm] length, 1-5/32"

[29.4 mm] diameter mortise cylinder with

MS® cam such as the 4036 Mortise Cylinder.
Accommodates cylinder lengths from 1" [25.4
mm] to 1-1/4" [31.8 mm]. Available separately.

How to Order & Related Products

8200 Narrow Stile Surface Vertical Rod Exit Device: Specify quantity and the following information. Order related products separately.

MODEL

82

PUSH BAR
FINISH

00

ROD TYPE

DEVICE OPTIONS

ED

MONITORING
OPTION

M2

DOOR OPENING WIDTH

On pair of doors, specify HALF

of the total exit opening

-36

US FINISH

-US3

END CAPS
OPTION FOR
US FINISH

82 Life-Safety | 00 US Finish T TopRod only | LR Electrictatch M Single Switch | 30 30inches® | 42 42inches | US3 BrightBrass | MEC Matching
Retraction (solenoid) End Caps
11 Clear Anodized | _ Standard rod SE Motonzgd Latch M2 Dual Switch 36 36inches 48 48inches US4 Satin Brass
628 Retraction
22 Dark Bronze C Cylinder Dogging . AXXB Alarmed Exit Device where US32 Bright
Anodized 313 (non-fire rated devices ONLY) (Blank) No Monitor XXis door opening width Stainless
33 Black . ; US32D Satin
Anodized 335 ED Flectric Dogging Stainless
(Blank) No Option
RELATED When purchasing this product, please consider the following related products, available separately:
TRIM CYLINDER ACCESSORIES POWER

3080, 3080E Series Entry Trim, 3090-150,

A100 Series Keyless Entry

Operable by either 4036 Mortise Cylinder
or 8736 Rim Cylinder depending upon the

ANSI/BHMA functions of the exit device.

8055 Tall Door Kit
REX-Monitor/Signal Kits

PS-SE, PS-LR Power Supply, 4612
Power Transfer Device, 4605
Transformer, 4603 Rectifier




3300
BBOO Series Fire-Rated =
Mortise Exit Device S

Series
830@ Series Life-Safety
Mortise Exit Device
The 3300 Series Fire-Rated Mortise Exit Device is designed for
hollow metal and wood applications that require a fire-rated exit
device with mortise locking solution. The 8300 Series Mortise

Exit Device is designed for hollow metal and wood applications
that require a life-safety exit device with mortise locking solution.

m
x
ﬁ
O
m
<
O
m
wn

Designed for use in applications with single doors or pairs of doors.

MAX SIZE MAX SIZE PAIR

DOOR
MODEL TYPE RATING | onsrrucTion | SINGLE & DOUBLE
DOORS EGRESS
3300 Only
3300 (SPM)Single | 5 Hollow Metal Door | 4-0" x0-0" | 80" x10-0 Fire Rated
Point Mortise (active leaf)

*May be used with 3100 or 3600 Series with an open back strike.

—
Certifications \

UL 305 Panic Hardware

3300 Only: UL 10(b), UL 10(c) fire-rated, up to 3 hours
CAN/ULC S$104 fire door conformant

NFPA 252 fire door conformant

ANSI/BHMA A156.3-2008 Grade 1

ANSI/BHMA A156.3-2014 Grade 2 g

4|4

Electrified
Option

Features LAl —

Materials Backset Projection

Push bar made of extruded aluminum, 2-3/4"[69.9 mm] only 2-5/8" [66.7 mm] when fully projected,

clad or anodized in a variety of finishes. . 1-5/8" [41.3 mm] when dogged.
Door Thickness

Handing Suits 1-3/4" [44.5 mm] standard. Can Dogging

Specify handing and bevel if applicable. be modified for thicker doors. Standard dogging with hex key

or with cylinder not available on

Push bar Length Stile Width fire-rated exit devices. Electric

Standard sizes: dimensioned for Minimum 5" [127.0 mm]. Door construction dogging option available only.

30"[762.0 mm], 36" [914.4 mm], 42" may require additional stile width to meet

[1,066.8 mm], and 48" [1,219.2 mm] fire ratings and provide adequate strength. Fasteners

openings. Standard width bars can be field Standard self-tapping screws and machine
cut to the next smallest opening width. screws. Optional Sex Bolt Kits 26-0584 (two

required per device) available separately.

US adamsrite.com | 800.872.3267 | customerservice.adamsrite@assaabloy.com
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Cylinders

Accepts any standard 1" [25.4 mm] length,
1-5/32"[29.4 mm] diameter mortise
cylinder with MS® cam such as the

4036 Mortise Cylinder. Accommodates
cylinder lengths from 1" [25.4 mm] to
1-1/4" [31.8 mm). Available separately.

Cylinder x Fixed Pull Functions

For function 03 (Night latch — key releases latch)
select any standard 1" [25.4 mm] length, 1-5/32"
[29.4 mm] diameter mortise cylinder with MS®
cam such as the 4036 Mortise Cylinder.

Entry Trim Functions

For entry trim function 08 (key locks/unlocks
lever) or function 09 (key releases lever) select
any standard 1" [25.4 mm] length, 1-5/32"

[29.4 mm] diameter mortise cylinder with

MS® cam such as the 4036 Mortise Cylinder.
Accommodates cylinder lengths from 1"[25.4 mm]
to 1-1/4"[31.8 mm]. Available separately.

All measurements are approximate and are provided for informationa
purposes only. Refer to the product Installation Instructions.

STANDARD EXTENDED LIP OPEN
STRIKE 8360-XX BACK
8360-01 4009-01

Bolts and Strikes

Mortise deadlatch with bolt measuring
5/8"x 1" x 5/8" [15.9 mm x 25.4 mm x
15.9 mm] throw. Solid brass bolt.

Avariety of strikes are available
for different applications:

- Standard strike of stainless steel
included, Open Back Strike 4009-
01available separately.

Standard Package
Individually boxed.

Shipping Weight
111bs [4.99 kg]

How to Order & Related Products

3300, 8300 Surface Vertical Rod Exit Device Specify quantity and the following information. Order related products separately.

Options

Electrification Options
Motorized Latch Retraction, Electric Latch
Retraction (LR), Electric Dogging, Alarm

Monitoring, Cylinder Dogging,
Matching End Caps

For more detailed information on any of the
options listed above please see the Exit
Devices Options on page 97 of this catalog.

END CAPS
DOOR OPENING WIDTH
FACEPLATE FACE MONITORING = DOOR PUSH BAR - OPTION
MODEL FINISH SHAPE DEVICE OPTIONS OPTION HANDING FINISH On pair of doors, bspecwfy‘ HALF of US FINISH FORUS
the total exit opening
FINISH
. LR Electric Latch i
33Fre | 6 s Finish 0 Flat Retraction M Single Switch | 7 RHR O USFinish | 30 30inches” | 42 42inches | US3 BrightBrass | MEC Matching
Rated (3300 Only) . End Caps
(solenoid)
83 Life- 1 Clear 2 Bevel SE Motorized Latch ) 1 Clear . : .
Safety Anodized 628 (8300 Only) Retraction M2 Dual Switch | 8 LHR Anodized 628 36 36inches 48 48inches US4 Satin Brass
2 Dark Bronze ¢ (Cnyolir:_?fg E)ac;gging (Blank) No 2 DarkBronze | AXXB Alarmed Exit Device US32 Bright
Anodized 313 N Monitor Anodized 313 where XXis door opening width Stainless
devices ONLY)
3 Black ED Electric Dogain 3 Black US32D Satin
Anodized 335 9ging Anodized 335 Stainless

- No Option

* Please note that 30" exit devices cannot accommodate montitoring options, except when ordered in conjunction with the SE option.

RELATED When purchasing this product, please consider the following related products, available separately:

ELECTRIC STRIKE

CYLINDER

ACCESSORIES

7100/7101, 7110/7111,

7130/7131, 7140 Electric

Strikes, 7400/7401, 7410/7411,
7430/7431, 7440 Electric Strikes

3080, 3080E Series Entry
Trim, 3090-150, A100 Series
Keyless Entry, 3001 Fixed Pull
(for hollow metal or wood)

Operable by 4036 Mortise
Cylinder depending upon
the ANSI/BHMA functions
of the exit device.

26-0584 Sex Bolt Kit (two required per device)

Thick Door Kits, 8360-XX Extended Lip Strike, 4009-

010pen Back Strike, 4506-02 Deadlatch Strike
REX-Monitor/Signal Kits

PS-SE, PS-LR Power
Supply, 4612 Power
Transfer Device, 4605
Transformer, 4603 Rectifier




8400

S400 Series

Life-Safety Narrow Stile
Mortise Exit Device

The 8400 Series Narrow Stile Mortise Exit Device is designed
for narrow stile aluminum applications that require a life- LISTED
safety exit device with mortise locking solution.

S3DIA3A LIX3

Designed for use in single door applications.

Certifications N
UL 305 Panic Hardware

ANSI/BHMA A156.3-2008 Grade 1
ANSI/BHMA A156.3-2014 Grade 2

4|4

Electrified
Option

/

% il

Features

Materials Backset Stile Width

Push bar made of extruded aluminum, 31/32" [24.6 mm], 1-1/8" [28.6 mm], or 1-1/2" Minimum 2" [50.8 mm] stile. Fits narrow,

clad or anodized in a variety of finishes. [38.1mm]. Fits standard cutout used for the medium, and wide stile aluminum doors.

. Adams Rite 4900 Heavy Duty Deadlatch ..

Handing on narrow stile aluminum doors. Projection

Specify handing and bevel if applicable. 2-5/8" [66.7 mm] when fully projected,
Door Thickness 1-5/8" [41.3 mm] when dogged.

Push bar Length Suits 1-3/4" [44.5 mm] standard. Device can be .

Standard sizes dimensioned for 30" [762.0 modified for thicker doors using Thick Door Dogging

mm], 36" [914.4 mm], 42" [1,066.8 mm], and 48" i+ available separately, o for thermal doors Standard dogging with hex key or

[1,219.2 mm] openings. Standard width bars can using Thermal Door Kit available separately. optional cylinder dogging. Electric

be field cut to the next smallest opening width. dogging option also available.
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88 8400 All measurements are approximate and are provided for informationa
purposes only. Refer to the product Installation Instructions.

0 Series .
2 v @
> )
w )]
a 5 L
- |
< @ SPECIFY WHEN
L DIM. “A” REPLACING
@ DEADBOLT
| STRIKE PREP
) ® .~ LONGFACE
STANDARD EXTENDED LIP 8455-01
° STRIKE 8460-17 ° (OPTIONAL)
(INCLUDED) (OPTIONAL) .
Fasteners Entry Trim Functions H
Standard machine screws. For entry trim function 08 (key locks/unlocks O ptl O n S
. lever) or function 09 (key releases lever) select P .
Cylinders any standard 1" [25.4 mm] length, 1-5/32" Elfctr'gfatt': F:' ?p:'°n§ e Latch
Accepts any standard 1" [25.4 mm] length, [29.4 mm] diameter mortise cylinder with ororized Laich Retraction, Biectric Late
1-5/32"[29.4 mm] diameter mortise MS® cam such as the 4036 Mortise Cylinder. Retraction (LR). Electric Dogging, Alarm
cylinder with MS® cam such as the Accommodates cylinder lengths from 1"[25.4 ~ + Monitoring, Cylinder Dogging,
4036 Mortise Cylinder. Accommodates mm] to 1-1/4" [31.8 mm]. Available separately. Matching End Caps
cylinder lengths from 1" [25.4 mm] to
1-1/4" [31.8 mm]. Available separately. Bolts and Strikes
. . . Mortise deadlatch with bolt measuring For more detailed information on any of the
Cyllnder X leed Pu" Functlons 5/8"x 1" x 5/8" [159 mm x 25.4 mm x15.9 mm] options listed above please see the Exit

For function 03 (Night latch - key releases Devices Options on page 97 of this catalog.

latch) select any standard 1" [25.4 mm] length,

throw. Solid brass bolt.

1-5/32" [29.4 mm] diameter mortise cylinder A variety of strikes are available

with MS® cam such as the 4036 Mortise for different applications:

Cylinder. Function 03 is not applicable to . Standard strike of stainless steel
8475 Mortise Mid-Panel Exit Device. included, Extended Lip Strike 8460

available separately, Long Face Strike
8455-01 available separately.

Standard Package
Individually boxed.

Shipping Weight
11 Ibs [4.99 kg]

How to Order & Related Products

8400 Narrow Stile Mortise Exit Device Specify quantity and the following information. Order related products separately.

vopEL |FACEPLATE | FACE | DEVICE  MONTORNG guueeer  DOOR | pusear | CUCRODIER SR ey pmonror
FINISH SHAPE OPTIONS OPTION HANDING FINISH o
of the total exit opening US FINISH
. LR Electric Latch MEC
8aLife- 1o yspipsh | OFabbevel | T poiaction | M SingleSwitch | 2 332" | TRHR | O USFinish | 30 30inches | 42 42inches | U3 Matching
Safety radius ; Bright Brass
(solenoid) End Caps
) SE Motorized
1 Clear 2 Radius w/ ) f 1 Clear ) ) us4
Anodized 628 | Weatherstrip® Latch ‘ M2 Dual Switch | 3 1-1/8 8 LHR Anodized 628 36 36inches | 48 48inches Satin Brass
Retraction
C Cylinder .
2 Dark Dogging (Blank) " 2 Dark Bronze AXXB Alarmed E).(‘t US.32
Bronze ) ) 41172 ) Device where XX is Bright
) (non-fire rated No Monitor Anodized 313 o ;
Anodized 313 N door opening width Stainless
devices ONLY)
3 Black ED Electric 3 Black USs32D
Anodized 335 Dogging Anodized 335 Satin Stainless
- Without Options

*Radius with weatherstrip faceplate is not available in US finishes.

RELATED When purchasing this product, please consider the following related products, available separately:

ELECTRIC STRIKE CYLINDER ACCESSORIES
7100/7101, 7110/7111, 7130/7131, 3080, 3080E Series Entry Operable by either 4036 Thick or Cladded Door Kits, 8360-17 Extended | PS-SE, PS-LR Power Supply, 4612
7140 Electric Strikes, 7400/7401, | Trim, 3090-150, A100 Mortise Cylinder depending | Lip Strike, 8455-01 Longface, 8460-XX Long Power Transfer Device, 4605
7410/741, 7430/7431, Series Keyless Entry upon the ANSI/BHMA Lip Strike, 4901, 4902 Deadlatch Strike Transformer, 4603 Rectifier

7440 Electric Strikes functions of the exit device. REX-Monitor/Signal Kits




3000
3200

Series Fire-Rated Concealed .
Vertical Rod Exit Device

Series Life-Safety Concealed
Vertical Rod Exit Device

The 3600 Series Fire-Rated Concealed Vertical Rod Exit Device
is designed for hollow metal applications that require a fire-rated
exit device with concealed vertical rods for two-point locking.

The 8500 Series Concealed Vertical Rod Exit Device is
designed for hollow metal applications that require a life-safety
exit device with concealed vertical rods for two-point locking.

Designed for use in applications with single doors or pairs of doors.

MAX SIZE
DOOR MAX SIZE PAIR &
MIQIDIEL TR RAE CONSTRUCTION SINGILE DOUBLE EGRESS
DOORS

3600 CVR 3hr Hollow Metal Door N/A 8'-0"x10'-0"
3600T CVR-TRO | 3hr Hollow Metal Door N/A 8'-0"x10-0" (std. pairs)
3600T | CVR-TRO | 3hr Hollow Metal Door N/A 8-0"x8-0

(double egress)
36007 | CVRTRO | 12hr | Hollow MetalDoor | N/A 8-0°x10-0"

(double egress)

UL 305 Panic Hardware

3600 only: UL 10(c) fire-
rated, up to 3 hours

CAN/ULC S104 fire door conformant

Features

Materials
Push bar made of extruded aluminum,
cladded or anodized in a variety of finishes.

Push bar Length

Standard sizes: dimensioned for 30"
[762.0 mm], 36" [914.4 mm], 42" [1,066.8
mm], and 48" [1,219.2 mm] openings.
Standard width bars can be field cut to
the next smallest opening width.

Bar Height
Standard model adjusts from 30"
[762 mm] to 44" [1117.6 mm].

Handing
Device is non-handed.

US adamsrite.com | 800.872.3267 | customerservice.adamsrite@assaabloy.com
Canada assaabloydss.cal 800.461.3007 | sales.dss.ca@assaabloy.com

Updated: January 14, 2019

ASSA ABLOY, the global leader
in door opening solutions

NFPA 252 fire door conformant
ANSI/BHMA A156.3-2008 Grade 1
ANSI/BHMA A156.3-2014 Grade 2 E

3600
Series

8500

Series

S3DIA3A LIX3

LISTED

B

Hollow
Metal

3600 Only w

Fire Rated

4|4

Electrified
Option

—

Door Thickness
Suits 1-3/4" [44.5 mm] standard,
up to 2-1/4" [57.2 mm].

Door Height

Standard configuration suitable for doors
up to 66" [1,676.4 mm] above the selected
bar height. For doors over 66" [1,676.4 mm]
above bar height, up to 10' [3.05 m] use
3655 Tall Door Kit available separately.

Stile Width

Minimum 3-1/2" [88.9 mm]. Door construction
may require additional stile width to meet
fire ratings and provide adequate strength.

Patent pending and/or patent www.assaabloydss.com/patents. Copyright © 2019, Hanchett Entry Systems, Inc., an ASSA ABLOY Group
company. All rights reserved. Reproduction in whole or in part without the express written permission of Hanchett Entry Systems, Inc. is prohibited
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Stile Wall
Doors with stile walls other than 1/8"
[3.2 mm] require modification.

Projection
2-5/8" [66.7 mm] when fully projected,
1-5/8" [41.3 mm] when dogged.

Dogging

Standard dogging with hex key
or with cylinder not available on
fire-rated exit devices. Electric
dogging option available only.

Fasteners
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Standard self-tapping screws and machine
screws. Optional Sex Bolt Kits 26-0584 (two
required per device) available separately.

Cylinders

Accepts any standard 1" [25.4 mm] length,
1-5/32"[29.4 mm] diameter mortise
cylinder with MS® cam such as the

4036 Mortise Cylinder. Accommodates
cylinder lengths from 1" [25.4 mm] to
1-1/4" [31.8 mm]. Available separately.

Cylinder x Fixed Pull Functions
For entry trim function 03 (Night latch -
key releases latch) select any standard
1"[25.4 mm] length, 1-5/32" [29.4 mm]
diameter mortise cylinder with MS® cam
such as the 4036 Mortise Cylinder.

If key entry operation is required, any standard
mortise cylinder with MS® cam can be installed
through an 8650 Cylinder Escutcheon. 8650
Cylinder Escutcheon Kit available separately.

Entry Trim Functions

For entry trim function 08 (key locks/unlocks
lever) or function 09 (key releases lever) select
any standard 1" [25.4 mm] length, 1-5/32"

[29.4 mm] diameter mortise cylinder with

MS® cam such as the 4036 Mortise Cylinder.
Accommodates cylinder lengths from 1" [25.4
mm] to 1-1/4" [31.8 mm]. Available separately.

All measurements are approximate and are provided for informationa
purposes only. Refer to the product Installation Instructions

Bolts and Strikes

The patented top latching mechanism
utilizes a rotating top bolt which deadlatches
around the header strike, interlocking the
door to the frame. Supplied with standard
header strike. Adjustable protected

steel rods. The hexagonal, hardened

steel bottom bolt is shielded in a cast
housing for strength and stability.

Standard Package
Individually boxed.

Shipping Weight
12 Ibs [5.44 kg

Options
- Available in top rod only version, less

bottom rod. Specify by adding “T”
after exit device model number.

- Electrification Options BOTTOM

Motorized Latch Retraction, Electric Latch
Retraction (LR), Electric Dogging, Alarm

« Monitoring, Cylinder Dogging,
Matching End Caps

For more detailed information on any of the
options listed above please see the Exit
Devices Options on page 97 of this catalog.

How to Order & Related Products

3600, 8500 Metal Door Concealed Vertical Rod Exit Device: Specify quantity and
the following information. Order related products separately.

TOP
STRIKE

TOP ROD
ONLY B

A\

DOOR OPENING WIDTH END CAPS
MODEL PUSHBAR | pop TypE DEVICE OPTIONs | MONITORING | of doors, specify HALF ofthe | US FINISH | OPTION FOR
FINISH OPTION .
total exit opening US FINISH
36 FireRated | 00 US Finish T TopRodonly | R Electriclatch M Single Switch | 30 30inches* | 42 42inches US3 Bright Brass | MEC Matching
Retraction (solenoid) End Caps
85 Life-Safety 11 Clear Anodized | _ Standard rod SE Motor\z.ed Latch M2 Dual Switch | 36 36inches | 48 48inches US4 Satin Brass
628 Retraction
22 Dark Bronze C Cylinder Dogging (non-fire | (Blank) No AXXB Alarmed Exit Device where US32 Bright
Anodized 313 rated devices ONLY) Monitor XXis door opening width Stainless
33 Black } ) US32D Satin
Anodized 335 ED Flectric Dogging Stainless

- No Option

* Please note that 30" exit devices cannot accommodate montitoring options, except when ordered in conjunction with the SE option.

RELATED When purchasing this product, please consider the following related products, available separately:
ACCESSORIES

CYLINDER

3080, 3080E Series Entry Trim, 3090-150,
A100 Series Keyless Entry, 3001 Fixed
Pull (for hollow metal or wood)

Operable by 4036 Mortise Cylinder
depending upon the ANSI/BHMA
functions of the exit device.

26-0584 Sex Bolt Kit (two required per device)
3655 Tall Door Kit

REX-Monitor/Signal Kits

8650 Cylinder Escutcheon Kit

PS-SE, PS-LR Power Supply, 4612
Power Transfer Device, 4605
Transformer, 4603 Rectifier




3000 Series

Narrow Stile Concealed
Vertical Rod Exit Device

The 8600 Series Narrow Stile Concealed Vertical Rod Exit Device is
designed for narrow stile aluminum applications that require a life-

safety exit device with concealed vertical rods for two-point locking.
Designed for use in applications with single doors or pairs of doors.

Certifications

UL 305 Panic hardware
ANSI/BHMA A156.3-2008 Grade 1
ANSI/BHMA A156.3-2014 Grade 2

Features

Materials
Push bar made of extruded aluminum,

cladded or anodized in a variety of finishes.

Handing
Device is non-handed.

Push bar Length

Standard sizes: dimensioned for 30"
[762.0 mm], 36" [914.4 mm], 42" [1,066.8
mm], and 48" [1,219.2 mm] openings.
Standard width bars can be field cut to
the next smallest opening width.

Bar Height
Standard model adjusts from 30"
[762 mm] to 44" [1117.6 mm].

US adamsrite.com | 800.872.3267 | customerservice.adamsrite@assaabloy.com
Canada assaabloydss.cal 800.461.3007 | sales.dss.ca@assaabloy.com

Updated: January 14, 2019

ASSA ABLOY, the global leader
in door opening solutions
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8600 Series
Narrow Stile

Concealed
Vertical Rod

Exit Device

LISTED

S3DIA3A LIX3

4|4

Electrified
Option

DC

Door Thickness

Suits 1-3/4" [44.5 mm] standard, up to 2-1/4"
[57.2 mm]. Device requires modification when
used with cylinder in doors over 1-3/4" [44.5
mm]. Please contact factory for more details.

Door Height

Standard configuration suitable for doors
up to 66" [1,676.4 mm] above the selected
bar height. For doors over 66" [1,676.4 mm]
above bar height, up to 10' [3.05 m] use
8655 Tall Door Kit available separately.

Stile Width
Minimum 2" [50.8 mm] stile. Fits narrow,
medium, and wide stile aluminum doors.

Patent pending and/or patent www.assaabloydss.com/patents. Copyright © 2019, Hanchett Entry Systems, Inc., an ASSA ABLOY Group
company. All rights reserved. Reproduction in whole or in part without the express written permission of Hanchett Entry Systems, Inc. is prohibited

Stile Wall
Doors with stile walls other than
1/8" [3.2 mm] require modification.

Projection
2-5/8" [66.7 mm] when fully projected,
1-5/8" [41.3 mm] when dogged.

Dogging

Standard dogging with hex key or
optional cylinder dogging. Electric
dogging option also available.

Fasteners
Standard machine screws.
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Concealed
Vertical Rod
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Cylinders

Accepts any standard 1" [25.4 mm] length,
1-5/32"[29.4 mm] diameter mortise
cylinder with MS® cam such as the

4036 Mortise Cylinder. Accommodates

All measurements are approximate and are provided for informationa
purposes only. Refer to the product Installation Instructions.

Bolts and Strikes
The patented top latching mechanism
utilizes a rotating top bolt which deadlatches
around the header strike, interlocking the
door to the frame. Supplied with standard

cylinder lengths from 1" [25.4 mm] to header strike. Adjustable protected

1-1/4" [31.8 mm). Available separately. steel rods. The hexagonal, hardened || g )

Cylinder x Fixed Pull Functions steelhbottom boltis shielded |‘n‘a cast DDJ STANDARD
housing for strength and stability. STRIKE

For entry trim function 03 (Night latch - key

releases latch) select any standard 1" [25.4 Standard Package

mm] length, 1-5/32" [29.4 mm] diameter Individually boxed.

mortise cylinder with MS® cam such as Shipbina Weight 9.

the 4036 Mortise Cylinder. Accepts any 0 |;5E|,4fkg] '9 BgTo.[?M

standard mortise cylinder with MS® cam.

If key entry operation is required, any standard
mortise cylinder with MS® cam can be installed
through an 8650 Cylinder Escutcheon. 8650
Cylinder Escutcheon Kit available separately.

Entry Trim Functions

For entry trim function 08 (key locks/unlocks
lever) or function 09 (key releases lever) select
any standard 1" [25.4 mm] length, 1-5/32"

[29.4 mm] diameter mortise cylinder with

MS® cam such as the 4036 Mortise Cylinder.
Accommodates cylinder lengths from 1" [25.4
mm] to 1-1/4" [31.8 mm]. Available separately.

Options
« Available in top rod only version, less
bottom rod. Specify by adding “T”

after exit device model number.

« Electrification Options
Motorized Latch Retraction, Electric Latch
Retraction (LR), Electric Dogging, Alarm

« Monitoring, Cylinder Dogging,
Matching End Caps

For more detailed information on any of the
options listed above please see the Exit
Devices Options on page 97 of this catalog.

How to Order & Related Products

8200 Narrow Stile Surface Vertical Rod Exit Device Specify quantity and the following information. Order related products separately.

DOOR OPENING WIDTH
On pair of doors, specify HALF
of the total exit opening

-36

END CAPS
OPTION FOR
US FINISH

PUSH BAR
FINISH

22

MONITORING
OPTION

M2

DEVICE OPTIONS US FINISH

SE

86 Life-Safety | 00 US Finish TTopRod | LR Electnchatch Retraction M Single Switch 30 30inches* 42 42 inches US3 Bright Brass MEC Matching
only (solenoid) End Caps
n (62I2e;rAnodized - rSgadndard SE Motorized Latch Retraction M2 Dual Switch 36 36inches 48 48inches US4 Satin Brass
22 Dark Bronze C Cylinder Dogging (non-fire h AXXB Alarmed Exit Device where US32 Bright
Anodized 313 rated devices ONLY) (Blank) No Monitor XXis door opening width Stainless
33 Black ) ) US32D Satin
Anodized 335 ED Electric Dogging Stainless
(Blank) No Option
RELATED When purchasing this product, please consider the following related products, available separately:
Y CYLINDER ACCESSORIES POWER

3080, 3080E Series Entry Trim, 3090-150,
A100 Series Keyless Entry

Operable by 4036 Mortise Cylinder
depending upon the ANSI/BHMA
functions of the exit device.

8655 Tall Door Kit
8650 Cylinder Escutcheon kit
REX-Monitor/Signal Kits

PS-SE, PS-LR Power Supply, 4612
Power Transfer Device, 4605
Transformer, 4603 Rectifier




Series Fire-Rated
Rim Exit Device

3/00
3/00 kim St Deviee ”

The 3700 Series Fire-Rated Rim Exit Device is designed
for hollow metal and wood applications that require a fire-
rated exit device with Starwheel interlocking solution.

The 8700 Series Rim Exit Device is designed for hollow
metal and wood applications that require a life-safety
exit device with Starwheel interlocking solution.

Designed for use in applications with single
doors or pairs of doors with a mullion.

DOOR MAX SIZE MAX SIZE PAIR &
MODEL TYPE RATING | -ONSTRUCTION | SINGLE DOORS | DOUBLE EGRESS
. . Hollow Metal A ) " A
3700 (RE)Rim Exit | 3hr DoorWood Door 4-0"x10"-0 8-0"x10"-0
UL 305 Panic Hardware NFPA 252 fire door conformant

ANSI/BHMA A156.3-2008 Grade 1
ANSI/BHMA A156.3-2014 Grade 2

3700 Only: UL 10(c) fire-
rated, up to 3 hours

CAN/ULC S104 fire door conformant

3700
Series
&
8700
Series
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3700 Only w

Fire Rated

4|4

Electrified
Option

Features

Materials Projection

Push bar made of extruded aluminum, 2-5/8"[66.7 mm] when ;
clad or anodized in a variety of finishes. fully projected, 1-5/8" [41.3 E

) mm] when dogged.
Handing
Device is non-handed Dogging

Standard dogging with hex key

Push bar Length

Standard sizes: dimensioned for 30"
[762.0 mm], 36" [914.4 mm], 42" [1,066.8
mm], and 48" [1,219.2 mm] openings.
Standard width bars can be field cut to
the next smallest opening width.

Series only. Electric dogging
also available for 3700 and 8700 Series.

Fasteners
Standard self-tapping screws and machine
screws. Optional Sex Bolt Kits 26-0584 (two

Door Thickness required per device) available separately.

Suits 1-3/4" [44.5 mm] standard,
up to 2-1/4" [57.2 mm]

Stile Width

Minimum 3-3/4" [95.3 mm]. Door construction
may require additional stile width to meet
fire ratings and provide adequate strength.

Cylinders

Select any standard 1-5/32" [29.4 mm]
diameter rim cylinder such as the 8736
Rim Cylinder. Available separately.

or cylinder dogging for 8700 —"

\/

Cylinder x Fixed Pull Functions
For function 03 (Night latch - key
releases latch) select any standard
1-5/32"[29.4 mm] diameter rim cylinder
such as the 8736 Rim Cylinder.

Entry Trim Functions

For entry trim function 08 (key locks/unlocks
lever) or function 09 (key releases lever) select
any standard 1" [25.4 mm] length, 1-5/32" [29.4
mm] diameter mortise cylinder with MS® cam such
as the 4036 Mortise Cylinder. Accommodates

US adamsrite.com | 800.872.3267 | customerservice.adamsrite@assaabloy.com

Updated: January 14, 2019 Canada assaabloydss.ca | 800.461.3007 | sales.dss.ca@assaabloy.com

ASSA ABLOY, the global leader

Patent pending and/or patent www.assaabloydss.com/patents. Copyright © 2019, Hanchett Entry Systems, Inc., an ASSA ABLOY Group
in door opening solutions

company. All rights reserved. Reproduction in whole or in part without the express written permission of Hanchett Entry Systems, Inc. is prohibited




All measurements are approximate and are provided for
3700 informational purposes only. Refer to the product Installation

. Instr . . .
g | Seres Strike Dimensions
O
= | 8700
a) ; L
- Series
X Pane’;
L 20.6mm
O L))
~IS
2-3/4"
cylinder lengths from 1"[25.4 mm] - 69.9mm
to 1-1/4" [31.8 mm]. Available separately.
[31.8 mim) parately ol L [
Strike 50.8mm
Standard hardened steel strike (included). Sta I’Wh68| BOlt mi] 2
Standard Package 1. When door closes, the interlocking O )
Individually boxed. noseguard and Starwheel bolt close around
the strike. The deadlocking slide spring over, |- 12132" ___| I
Shipping Weight locking the Starwheel bolt to the strike. 42mm
10 Ibs [4.54 kg]
W

Removable Mullion

Allows the use of rim exit devices on paired ﬁx
doors without narrowing the doors. Provides @ O
higher security and better traffic flow than —V
paired doors with vertical rod exit devices.

3889 Steel Mullion available separately. 0
Select for use with doors up to 8'[2.44 m].

<>

K

2. When push bar is depressed, the
deadlocking slide moves back, allowing

the door to unlock from the strike. This O pt|o ns

i D f
L] unique interlock provides solid security
Electrification Options

and prevents jamb spreading. .

Motorized Latch Retraction, Electric Latch
Retraction (EL), Electric Dogging, Alarm

» Monitoring, Cylinder Dogging,
Matching End Caps

For more detailed information on any of the
options listed above please see the Exit
Devices Options on page 97 of this catalog.

How to Order & Related Products

3700, 8700 Rim Exit Device: Specify quantity and the following information. Order related products separately.

MONITORING DOOR OPENING WIDTH END CAPS
MODEL PUSH BAR FINISH DEVICE OPTIONS On pair of doors, specify HALF of US FINISH OPTION FOR VOLTAGE
OPTION : /
the total exit opening US FINISH
37 Fire 00 US Finish LR Electric Latch M Single Switch | 30 30inches* | 42 42inches US3 Bright Brass MEC Matching | 12 Volts
Rated Retraction (solenoid) End Caps
87 Life- 01 Clear Anodized 628 | SE Motorized Latch M2 Dual Switch | 36 36inches 48 48inches US4 Satin Brass 24 Volts
Safety Retraction (For EL
I . ] ) i ) R Option Only)
02 Dark Bronze C Cylinder Dogging (non-fire | (Blank) AXXB Alarmed Exit Device where US32 Bright Stainless
Anodized 313 rated devices ONLY) No Monitor XXis door opening width
03 Black Anodized 335 | ED Electric Dogging US32D Satin Stainless
- No Option

* Please note that 30" exit devices cannot accommodate montitoring options, except when ordered in conjunction with the SE option.

RELATED When purchasing this product, please consider the following related products, available separately:

CYLINDER ACCESSORIES
3080, 3080E Series Entry Trim, 3090-150, | Operable by either 4036 Mortise Cylinder 26-0584 Sex Bolt Kit (two PS-1, PS-SE, Power Supply, 4612
A100 Series Keyless Entry, 3001 Fixed or 8736 Rim Cylinder depending upon the required per device) Power Transfer Device, 4605

Pull (for hollow metal or wood) ANSI/BHMA functions of the exit device. REX-Monitor/Signal Kits Transformer, 4603 Rectifier
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8800 Series

° Narrow

e rl eS Stile Rim
Exit Device

Narrow Stile Rim Exit Device

The 8800 Series Narrow Stile Rim Exit Device is designed for

narrow stile aluminum applications that require a life-safety exit
device with Starwheel interlocking solution. Designed for use in

applications with single doors or pairs of doors with a mullion.
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LISTED

Certifications

UL 305 Panic Hardware

ANSI/BHMA A156.3-2008 Grade 1 -
ANSI/BHMA A156.3-2014 Grade 2

4|4

Electrified
Option

[]
Features
Materials Projection Entry Trim Functions
Push bar made of extruded aluminum, 2-5/8" [66.7 mm] when fully projected, For entry trim function 08 (key locks/unlocks
clad or anodized in a variety of finishes. 1-5/8" [41.3 mm] when dogged. lever) or function 09 (key releases lever) select
. . any standard 1" [25.4 mm] length, 1-5/32"
Handing Dogging [29.4 mm] diameter mortise cylinder with
Device is non-handed. Standard dogging with hex key or MS® cam such as the 4036 Mortise Cylinder.
Push bar Length ZESZE ?stl?odne; Iigga%gi?étitdnc Accommod?tes cylinder lengths from 1"[25.4
S S diimer sianed for 30 mm] to 1-1/4" [31.8 mm]. Available separately.
[762.0 mm], 36" [914.4 mm], 42" [1,066.8 Fasteners Strike
mm], and 48" [1,219.2 mm] openings. Standard machine screws. Standard strike and narrow
Standard width bars ca‘n be field cutto Cylinders versions for centering doors in 4"
the next smallest apening width. Select any standard 1-5/32" [29.4 mm] jamb (both strikes included).
Door Thickness diameter rim cylinder such as the 8736 Standard Package
Suits 1-3/4" [44.5 mm] standard, Rim Cylinder. Available separately. Individually boxed.
up to 2-1/4" [57.2 mm]. . . .
Cylinder x Fixed Pull Functions Shipping Weight
Minimum 2" [50.8 mm] stile. Fits narrow, releases latch) select any standard
medium, and wide stile aluminum doors. 1-5/32" [29.4 mm] diameter rim cylinder

such as the 8736 Rim Cylinder.

US adamsrite.com | 800.872.3267 | customerservice.adamsrite@assaabloy.com
Updated: January 14, 2019 Canada assaabloydss.ca | 800.461.3007 | sales.dss.ca@assaabloy.com

ASSA ABLOY, the global leader Patent pending and/or patent www.assaabloydss.com/patents. Copyright © 2019, Hanchett Entry Systems, Inc., an ASSA ABLOY Group
in door opening solutions company. All rights reserved. Reproduction in whole or in part without the express written permission of Hanchett Entry Systems, Inc. is prohibited
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1 All measurements are approximate and are provided for informationa
8800 Series o are approximate and are p atons

Narrow
Stile Rim
Exit Device

purposes only. Refer to the product Installation Instructions.

Starwheel Bolt Strike Dimensions

1. When door closes, the interlocking

noseguard and Starwheel bolt close around

the strike. The deadlocking slide spring over, F # 13/16"
20.6mm

locking the Starwheel bolt to the strike. —

EXIT DEVICES

Removable Mullion

Allows the use of rim exit devices on paired N © \Ol

doors without narrowing the doors. Provides - 234" b

higher security and better traffic flow than 69.9mm

paired doors with vertical rod exit devices. @ B o @ O 5 é’;nm [j]

3890 Aluminum Mullion available separately. W L [

Select for use with doors up to 8'[2.44 m] A

or10'[3.05 m]. Available in 313 Dark bronze a O \O/

anodized or 628 Clear anodized finish. ‘ - __F
— i

>< 2. When push bar is depressed, the

deadlocking slide moves back, allowing
the door to unlock from the strike. This

unique interlock provides solid security
and prevents jamb spreading.

13/16"
20.6mm

Options

« Electrification Options
Motorized Latch Retraction, Electric Latch
Retraction (EL), Electric Dogging, Alarm

o

0770 T

- 1/2" ==
12.7mm

« Monitoring, Cylinder Dogging,
Matching End Caps

For more detailed information on any of the
options listed above please see the Exit
Devices Options on page 97 of this catalog.

How to Order & Related Products

8800 Rim Exit Device: Specify quantity and the following information. Order related products separately.

DOOR OPENING WIDTH END CAPS
IPUSIF B DEVICE OPTIONS | MONITORING | ¢ doors, specify HALF of | US FINISH | OPTIONFOR | VOLTAGE
FINISH OPTION : ;
the total exit opening US FINISH
88 Life-Safety | 00 US Finish LR Egﬁ;ﬁ%éﬁt&lenoi 9 M Single Switch | 30 30inches* | 42 42inches | US3 BrightBrass | MEC E"ﬂagcché”pgs 12 Volts
01 Clear SE Motorized Latch ’ ; ; ’ 24 Volts
Anodized 628 Retraction M2 Dual Switch | 36 36inches | 48 48inches US4 Satin Brass (For EL Option Only)
02 Dark Bronze C Cylinder Dogging (Blank) AXXB Alarmed Exit Device where | US32 Bright
Anodized 313 | (non-fire rated devices ONLY) | No Monitor XXis door opening width Stainless
03 Black . ; US32D Satin
Anodized 335 | ED Electric Dogging Stainless
— No Option

* Please note that 30" exit devices cannot accommodate montitoring options, except when ordered in conjunction with the SE option.

RELATED When purchasing this product, please consider the following related products, available separately:

CYLINDER ACCESSORIES
3080, 3080E Series Entry Trim, 3090-150, | Operable by either 4036 Mortise Cylinder | REX-Monitor/Signal Kits PS-1, PS-SE, Power Supply, 4612
A100 Series Keyless Entry or 8736 Rim Cylinder depending upon the Power Transfer Device, 4605

ANSI/BHMA functions of the exit device. Transformer, 4603 Rectifier




39@@ Series Fire-Rated Surface 533%
Concealed Vertical Rod 800
Exit Device

89@@ Series Life-Safety Surface
Concealed Vertical Rod
Exit Device LISTED

The 3900 Series Fire-Rated Surface Concealed Vertical Rod
Exit Device is designed for wood applications that require

a fire-rated exit device with concealed vertical top rod and w
surface concealed actuator single-point latching in header. 000y A

The 8900 Series Surface Concealed Vertical Rod Exit
Device is designed for wood applications that require a life-
safety exit device with concealed vertical top rod and surface
concealed actuator single-point latching in header.

S3DIA3A LIX3

Electrified
Option

Designed for use in applications with single doors or pairs of doors.

DOOR MAX SIZE | MAX SIZE PAIR o
MODEL TYPE RATING SINGLE & DOUBLE
CONSTRUCTION DOORS EGRESS E\

13900 | CVRTRO | 14/2fr | Wood Door | 40x90" | 8-0'x90" |

Certifications

UL 305 Panic Hardware

3900 Only: UL 10(c) fire-rated, up to 1-1/2 hours
CAN/ULC $104 fire door conformant

NFPA 252 fire door conformant @
ANSI/BHMA A156.3-2008 Grade 1 E

ANSI/BHMA A156.3-2014 Grade 2

Features ~
Materials Bar Height \/
Push bar made of extruded aluminum, Standard model adjusts from
cladded or anodized in a variety of finishes. 30" [762 mm] to 44" [1117.6 mm]. Projection
2-5/8"[66.7 mm] when fully projected,
Handing Door Height 1-5/8" [41.3 mm] when dogged.
Device is non-handed. Standard configuration suitable for doors
up to 66" [1,676.4 mm] above the selected Dogging
Push bar Length bar height. For doors over 66" [1,676.4mm]  Standard dogging with hex key or with cylinder
Standard sizes: dimensioned for 30" [762.0 above bar height, up to 10' [3.05 m] use not available on fire-rated exit devices.
mm], 36" [914.4 mm], 42" [1,066.8 mm], and 48" 3955 01 Tall Door Kit available separately. Electric dogging option available only.
[1,219.2 mm] openings. Standard width bars can
be field cut to the next smallest opening width.  Door Thickness Fasteners
Suits 1-3/4" [44.5 mm] standard.
US adamsrite.com | 800.872.3267 | customerservice.adamsrite@assaabloy.com
Updated: January 14, 2019 Canada assaabloydss.cal 800.461.3007 | sales.dss.ca@assaabloy.com
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98 | 3900 utposes oy, Refer o the product etlatonnsrucions,
o | Series
O|&
E 22225 Standard _ =
= self- =T,
X tapping
- screws "D !
and Bolts and Strikes F
machine  The patented top latching mechanism utilizes
SCrews. a rotating top bolt which deadlatches around
Optional Sex Bolt Kits 26-0584 (two the header strike, interlocking the door to TOP TOP
required per device) available separately. the frame. Supplied with standard header BOLT STRIKE
strike. Adjustable protected steel rods. The
hexagonal, hardened steel bottom bolt is
Cylinders shielded in a cast housing for strength and
Accepts any standard 1" [25.4 mm] length, stability. For wood frames, an additional plate K%
1-5/32"[29.4 mm] diameter mortise is supplied for securing the header strike.

cylinder with MS® cam such as the S )>
/ Standard Package
(@

4036 Mortise Cylinder. Accommodates o
cylinder lengths from 1" [25.4 mm] to Individually boxed.

1-1/4" [31.8 mm]. Available separately. Shipping Weight Plate for wood frames

Cylinder x Fixed Pull Functions 121bs [5.44 kg are furnished with 800

For entry trim function 03 (Night latch - .

key releases latch) select any standard Op“ons

1"[25.4 mm] length, 1-5/32" [29.4 mm]

diameter mortise cylinder with MS® cam + Available in top rod only version, less

such as the 4036 Mortise Cylinder. bottom rod. Specify by adding “T”
after exit device model number.

Entry Trim Functions
For entry trim function 08 (key locks/unlocks
lever) or function 09 (key releases lever) select

« Electrification Options
Motorized Latch Retraction, Electric Latch

any standard 1" [25.4 mm] length, 1-5/32" Retraction (LR), Electric Dogging, Alarm
[29.4 mm] diameter mortise cylinder with - Monitoring, Cylinder Dogging,
MS® cam such as the 4036 Mortise Cylinder. Matching End Caps

Accommodates cylinder lengths from 1" [25.4

mm] to 1-1/4" [31.8 mm]. Available separately.
For more detailed information on any of the
options listed above please see the Exit
Devices Options on page 97 of this catalog.

How to Order & Related Products

3700, 8700 Rim Exit Device: Specify quantity and the following information. Order related products separately.

PUSH BAR MONITORING DOOR OPENING WIDTH END CAPS

FINISH DEVICE OPTIONS OPTION On pair ofdoors,.specify. HALF of the US FINISH OPTION FOR US
total exit opening FINISH

00 LR M2 -36 -US32

39 FireRated | 00 US Finish R (Es'gf;;‘;éftm Retraction M Single Switch 30 30inches* | 42 42 inches US3 Bright Brass

MEC Matching
End Caps

11 Clear Anodized | SE Motorized Latch Retraction

89 Life-Safety 628 M2 Dual Switch 36 36inches | 48 48inches US4 Satin Brass
22 Dark Bronze C Cylinder Dogging . AXXB Alarmed Exit Device where US32 Bright
Anodized 313 (non-fire rated devices ONLY) (Blank) No Monitor XXis door opening width Stainless
33 Black . ’ US32D Satin
Anodized 335 ED Flectric Dogging Stainless

— No Option

** Please note that 30" exit devices cannot accommodate montitoring options, except when ordered in conjunction with the SE option. .

RELATED When purchasing this product, please consider the following related products, available separately:

CYLINDER ACCESSORIES
3080, 3080E Series Entry Trim, 3090-150, Operable by 4036 Mortise Cylinder 26-0584 Sex Bolt Kit (two required per device) PS-SE, PS-LR Power Supply,
A100 Series Keyless Entry, 3001 Fixed depending upon the ANSI/BHMA REX-Monitor/Signal Kits 4612 Power Transfer Device,

Pull (for hollow metal or wood) functions of the exit device. 4605 Transformer, 4603 Rectifier




3099

Dummy Push Bar

The 8099 Dummy Push Bar is designed for narrow stile
aluminum, hollow metal, and wood applications that do
not require a latching/locking life-safety exit device.

Function

Dummy Push Bar with no latch mechanism but with either single or dual
monitor/signal switches. May be used in conjunction with a maglock, where
the push bar turns off the magnet and allows exit from the building. Dual

switch version allows redundancy where required by code or the operation of
a signal device. Designed for applications with single or pairs of doors.

8099
Dummy
Push Bar
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Features

Materials
Push bar made of extruded aluminum,
available variety of architectural finishes.

Stile Width

« For hollow metal and wood applications:

minimum 3-3/4" [95.3 mm]

» For aluminum applications:
minimum 2" [50.8 mm] stile.

Fasteners

« For hollow metal and wood applications:

standard self-tapping screws
and machine screws.

«» For aluminum applications:
standard machine screws.

How to Order

Push Bar Length

Standard sizes: dimensioned for 30"
[762.0 mm], 36" [914.4 mm], 42" [1,066.8
mm], and 48" [1,219.2 mm] openings.

Standard Package
Individually boxed.

Shipping Weight
6 Ibs [2.72 kg].

Options
8099-00: Inactive dummy push
bar only, no switches

8099MO: Active dummy push
bar, no monitoring switches

8099M1: Active dummy push bar,
single monitoring switch

8099M2: Active dummy push bar,
dual monitoring switches

Available for aluminum, hollow metal
and wood applications. Specify door
type and width when ordering.

Optional Sex Bolt Kits 26-0584
(two required per device)
available separately.

8099 Dummy Push bar Specify quantity and the following information. Order related products separately.

MODEL MONITOR DOOR TYPE PUSH BAR FINISH WIDTH US FINISH
‘ 00 Inactive Dummy Bar 3 Aluminum 0 US Finish 30 30inches US3 Bright Brass
‘ MO Active Dummy Bar, no monitoring switch 4 Wood or Hollow Metal | 1 Clear Anodized 628 36 36inches US4 Satin Brass
‘ M1 Active Dummy Bar, one monitoring switch 2 Dark Bronze Anodized 313 | 42 42inches US32 Bright Stainless
‘ M2 Active Dummy Bar, two monitoring switch 3 Black Anodized 335 48 48inches US32D Satin Stainless

US adamsrite.com | 800.872.3267 | customerservice.adamsrite@assaabloy.com
Canada assaabloydss.cal 800.461.3007 | sales.dss.ca@assaabloy.com
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Options
for 3000/8000 Series Exit Devices

Adams Rite Exit Devices can be ordered with electrification options for

standalone access control or integration with maglocks, card readers,
keypads, fire alarms, power door operators, and other control systems.
Different exit device types have different installation and power
requirements. Please refer to product pages for detailed information.

Motorized Latch Retraction

The Motorized Latch Retraction (SE) option
provides near-silent operation for quiet
environments such as hospitals, offices,
hotels, and libraries where solenoid-driven
devices would be disruptive. The high
speed/low current draw motor (0.4 Amps
retraction current, 0.3 Amps hold current)
offers a powerful yet efficient system that
allows for lighter gauge wiring and an
energy-saving reduced amperage power
supply. The device also features electric

latch retraction with electric dogging which

minimizes hardware projection and noise.
The SE option is available with 3000/8000
Series Exit Devices and the RITE Door".

« Order PS-SE Power Supply separately

(PS-SE powers two exit devices). Rated for
continuous duty (see POWER). Adams Rite

recommends that for optimal performance
all exit devices with the SE option be
paired with PS-SE power supplies.

4612 Power Transfer is available separately
for secure and unobtrusive means of
channeling electrical wiring from the

door frame into the door itself.

Electric Latch Retraction (solenoid)

The EL option for rim exit devices and LR
option for all other exit devices (non-rim
exit devices) use a solenoid mounted
under the pushbar for instantaneous
unlocking and locking of the exit device
from a remote location or access control
device. Because electrical operation of
device is fail-secure, this option can be
used on fire-rated as well as life-safety
applications. In the event of a power
failure, device automatically relocks.

LR Option

- Solenoids are rated for both intermittent
and continuous operation. Solenoid
Specifications for CVR, SVR, and
Mortise type devices (LR option):

« 16 Amps inrush/ 0.5 Amps hold

« Order PS-LR Power Supply separately
for LR option (PS-LR powers two exit
devices). Rated for continuous duty

(see POWER). Adams Rite recommends
that for optimal performance all CVR,
SVR, and mortise type exit devices
with the LR option are installed and
powered using PS-LR power supplies.

- 4612 Power Transfer is available separately
for secure and unobtrusive means of
channeling electrical wiring from the
door frame into the door itself.

EL Option

Rim devices with the EL option are
available in 12 or 24 VDC, and can be
powered with a simple transformer and
rectifier or other DC power supply.

« EL-12VDC - 1.5 Amps inrush/hold

« EL-24VDC - 0.6 Amps inrush/hold

- Solenoids are rated for both
intermittent and continuous operation.
Only rim exit devices with the
“EL” application are available with
mechanical dogging, specify “ELD”

Patent pending and/or patent www.assaabloydss.com/patents. Copyright © 2019, Hanchett Entry Systems, Inc., an ASSA ABLOY Group
company. All rights reserved. Reproduction in whole or in part without the express written permission of Hanchett Entry Systems, Inc. is prohibited.

« Order PS-1 Power Supply separately for

EL option (PS-1 powers two exit devices).
Rated for continuous duty (see POWER).
Adams Rite recommends that for optimal
performance all all rim exit devices

with the EL option are installed and
powered using PS-1 power supplies.

4612 Power Transfer is available separately
for secure and unobtrusive means of
channeling electrical wiring from the

door frame into the door itself.

US adamsrite.com | 800.872.3267 | customerservice.adamsrite@assaabloy.com
Canada assaabloydss.ca | 800.461.3007 | sales.dss.ca@assaabloy.com

Updated: January 14, 2019
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Options for 3000/8000 Series
Exit Devices Continued Devices

ALARM, .
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Alarm

Suitable for all Adams Rite exit devices or reset the alarm.
36" wide or greater. This battery-operated  Will not alter the life-
alarm option emits a loud 95 decibel alarm  safety characteristics
to notify management of unauthorized exit. ~ of the exit device in

Alarm is controlled by a key in standard any way. Red letters

1" [25.4 mm] length, 1-5/32" [29.4 mm] printed on the bar give a “hands off” when pushbar is depressed. Beeps
diameter mortise cylinder with MS® cam warning to deter accidental activation. to signal need for new batteries.
such as the 4036 Mortise Cylinder. The Four AA alkaline batteries power twin

cylinder is used to arm, disarm, delay, horns for two minutes (or until disarmed)

Monitor

Mounted under the exit device pushbar - Order Monitor/Signal Kits for upgrading

on the hinae end. switches mav be used any 3000 or 8000 Series device: 91-0897-
g ’ y 01 for Single Monitoring Switch Kit or

to activate signal light, horn, monitor, or 91-0897-02 for Dual Monitoring Switch Kit.
other devices. Switches can be wired for
normally open or normally closed. Can
be retrofit in field to existing exit devices.
Dual switch version offers redundancy
as required by some building codes or it
can operate a second signaling device.
Suitable for all Adams Rite exit devices.

« M1: Single monitoring switch

« M2: Dual monitoring switches

Cylinder Dogging

Suitable for all non-fire rated Adams Rite Cylinder can be used in a pushbar
exit devices that require management prepared at factory with Cylinder
control of exit device dogging. Any standard  Dogging kit. Cannot be ordered
15/16” [23.8 mm] to 1-1/8” [28.6 mm] length,  with any other exit device options.
1-5/32"[29.4 mm] diameter mortise cylinder

with MS® cam such as the 4036 Mortise
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Options
3000/8000
NEES

Options for 3000/8000 Series
Exit Devices Continued Devices

Electric Dogging

The ED option uses a holding
magnet that keeps the pushbar
depressed once it is set manually,
and keeps the latch retracted for a
lower profile exit device, resulting
in less damage and quieter
operation. An internal microswitch
signals when the bar is depressed
— ideal for automatic door
operators. On fire-rated devices,
the ED option must be wired
through the fire alarm system.

Devices operate at 24 VDC at 0.6
Amps, with only a transformer and
rectifier. Suitable for all Adams

Rite exit devices. Not to be used
as an access control element. SE
Silent Electrification Motorized
Latch Retraction option or LR Latch
Retraction option is recommended
with access control devices such
as card readers or keypads.

Matching End Caps

Standard Adams Rite exit devices
come with black metal end

caps. Matching end caps are
available for applications where
it is preferable that the end caps

match the finish of the exit device.
Available for US finishes only.
Specify by adding “MEC” after
the regular ordering matrix.

Trim

3080 Series Entry Trim
3080 Series Entry Trim provides
outside activation for doors

with any type of Adams Rite

exit device or deadlatch. The
locked handle is protected from
vandalism and forced entry with a
breakaway clutching mechanism.

3090 eForce®
Keyless Entry

3090 eForce Keyless Entry
provides access control for Adams
Rite deadlocks, deadlatches, and
exit devices for aluminium, hollow

metal and wood door applications.

The battery-operated eForce
3090-150 provides basic

access control for openings
not requiring audit trail.

Please see the TRIM section of the
catalog for additional information.

US adamsrite.com | 800.872.3267 | customerservice.adamsrite@assaabloy.com
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— Interlocking
I Rim Exit
Device

Interlocking Rim Exit Device

The EX88 Interlocking Rim Exit Device is designed for narrow
stile aluminum applications that require a life-safety exit device.
The EX88 features a unique bolt design that interlocks the
door to the frame for enhanced strength and durability.
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Function

When the door closes, the bolt guard and interlocking bolt close around the strike.
The deadlocking slide springs over, which interlocks the bolt to the strike. When
the active pushbar is depressed, the deadlocking slide moves back, which allows
the door to open by unlocking from the strike. This unique interlocking bolt design
provides unique strength and solid security, and prevents jamb spreading.

Exit device capable of opening under 20 Ibs preload.

Suitable for use on single doors, or with mullion on pairs of doors. Suited for high,

medium and low traffic areas on aluminum, hollow metal and wood applications. For easy 3D
instructions,
download the

Certifications Gl ol
UL 305 Panic Hardware B".To B;

ANSI/BHMA A156.3-2014 Grade 1

US adamsrite.com | 800.872.3267 | customerservice.adamsrite@assaabloy.com
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Features

Materials
Active pushbar and back bar made of extruded
aluminum. Matching metal angled end caps.

Handing
Device is non-handed.

Door Thickness
- Suitable for use with all door thickness.

« May be used with trim on 1-3/4" thick
doors, up to 2-1/4" door thickness.

- When cylinders are required, select rim
cylinder length based upon door thickness.

Stile Width
Minimum 2" stile. Fits ultra-narrow, narrow,
medium and wide stile aluminum doors.

Projection
2-1/2" when fully projected,
1-3/4" when dogged.

Dogging
Standard dogging with 3/16” hex key.

Fasteners

Device mounted using standard self-
tapping screws. Hardware is not visible
from back when installed. Adhesive
templates for mounting included.

End Caps
Mounting end cap with 1/4"
overlap for cut coverage.

Universal Hardware Kit
Hardware kit is suitable for aluminum,
hollow metal, and wood door applications.

Strike

Strike made of hardened steel. Standard
strike suitable for centering doors in 4"
jamb. Strike plate adjusts 1/4" horizontally.

Cylinders

Select any standard 1-5/32" [29.4 mm]
diameter rim cylinder such as the 8736 Rim
Cylinder. Available separately. Cylinders
with MS® cams can be readily obtained
from most cylinder manufacturers. See
CYLINDERS section for cylinder information.

Trim

Compatible with Adams Rite 3080 Series
Entry Trim and 3090-150 Series Entry Trim.
See TRIM section for cylinder information.

Noise Reduction
« Impact bumpers to reduce noise
from the initial device activation

- Return control to dampen the
sound and control the device
returning to its resting state

- Horizontal and vertical guides decrease
the scraping sound of the active
push bar on the static back bar

Device Length

Standard Package
Individually boxed.

Shipping Weight
10 Ibs [4.54 kg]

Options
- Pushbar and back bar available in choice
of 313 Dark bronze anodized, 335 Black

anodized, 628 Clear anodized. Metallic
end caps finished to match exit device.

« Monitor*: Dual signal switch

* Options are field installable or factory installed

For more detailed information on any of the
options listed above please see the EX Series
Options on page 109 of this catalog.

EXIT DEVICE STANDARD DOOR ACTIVE PUSHBAR LENGTH BACK BAR
LENGTH OPENING WIDTH (AS MEASURED WITH END CAPS) LENGTH
Regular (R) 30" - 36" [762 mm — 914.4 mm] 24"[609.6 mm] 32-1/8" [816 mm]
Mid-length (M) 30"-42"[762mm—1,066.8mm] | 24"[609.6 mm] 38-1/8" [968.4 mm]
Long (L) 42"~ 48"[1,066.8 mm —1,219.2 mm] | 30" [762 mm] 44-1/8" [1120.8 mm]

- Device may be field cut to fit opening width between standard
lengths by cutting the back bar and filler plate.

How to Order & Related Products

EX88 Interlocking Rim Exit Device: Specify quantity and the following information. Order related products separately.

MODEL LENGTH

EX88 R

R Regular (36")

DEVICE OPTIONS

\Y

(blank) Standard, no options

FINISHES

628

313 Dark Bronze Anodized

M Mid-length (42")

335 Black Anodized M Monitoring

L Long (48")

628 Clear Anodized

3080, 3080E Series Entry Trim, 3090-150,
A100 Series Keyless Entry

Operable by either 4036 Mortise
Cylinder or 8736 Rim Cylinder
depending upon the ANSI/BHMA
functions of the exit device.

CYLINDER

EX88-Mullion

RELATED When purchasing this product, please consider the following related products, available separately:
ACCESSORIES

EX-Mtg Cap Kit, EX-Push Bar Endcap Kit,
EX-Filler Plate, EX-Monitor, EX-Backbar
628, EX-Pushbar 628, EX-Hex Dog

PS-1Power Supply, 4612
Power Transfer Device, 4605
Transformer, 4603 Rectifier
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Pullman Rim Exit Device

The EX89 Pullman Rim Exit Device is designed for narrow stile

aluminum applications that require a life-safety exit device. The EX89
features a 3/4" Pullman latch bolt that is compatible with the Adams

Rite 74R1 Electric Strike for narrow stile aluminum applications.

g

S3DIAIA LIX

Function

When the door closes, the Pullman latch bolt nests inside the strike assembly and
the smaller deadlatch rests on the strike assembly activating the deadlatching
feature. When the active pushbar is depressed, both the Pullman latch bolt

and the smaller deadlatch are retracted, allowing the door to open.

Exit device capable of opening under 20 Ibs preload.

Pullman

Designed for use on single doors, or with mullion on pairs of doors. Suitable for low,

medium and high traffic areas on aluminum, hollow metal and wood applications.

For easy 3D
instructions,

Certifications downlond the

BILT mobile app

BILT. &

UL 305 Panic Hardware
ANSI/BHMA A156.3-2014 Grade 1
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Features

Materials
Active pushbar and back bar made of extruded
aluminum. Matching metal angled end caps.

Handing
Device is non-handed.

Door Thickness
- Suitable for use with all door thickness.

« May be used with trim on 1-3/4" thick
doors, up to 2-1/4" door thickness.

- When cylinders are required, select rim
cylinder length based upon door thickness.

Stile Width
Minimum 2" stile. Fits ultra-narrow, narrow,
medium and wide stile aluminum doors.

Projection
2-1/2" when fully projected,
1-3/4" when dogged.

Dogging
Standard dogging with 3/16” hex key.

Fasteners

Device mounted using standard type

‘F’ self-tapping screws. Hardware is not
visible from back when installed. Adhesive
templates for mounting included.

Device Length

EXIT DEVICE STANDARD DOOR ACTIVE PUSHBAR LENGTH BACK BAR
LENGTH OPENING WIDTH (AS MEASURED WITH END CAPS) LENGTH
Regular (R) 30"-36"[762 mm — 914.4 mm] 24"(609.6 mm] 32-1/8"[816 mm]
Mid-length (M) 30" —42"[762 mm —1,066.8 mm] 24"1609.6 mm] 38-1/8"[968.4 mm]
Long (L) 42" -48"[1,066.8 mm —1,219.2 mm] | 30"[762 mm] 44-/8"[1120.8 mm]

« Device may be field cut to fit opening width between standard
lengths by cutting the back bar and filler plate.

End Caps
Mounting end cap with 1/4"
overlap for cut coverage.

Universal Hardware Kit
Hardware kit suitable for aluminum, hollow
metal, and wood door applications.

Strike

« Horizontally adjustable strike assembly
body made of cast aluminum with hardened
steel roller. Standard strike assembly
suitable for centering doors in 4" jamb.
Strike plate adjusts 1/4" horizontally.

« Optional wider strike assembly available to
cover prep of existing Adams Rite 8800 Rim

Exit Device strike plate, available separately.

Cylinders

Select standard 1-5/32" [29.4 mm] diameter
rim cylinder such as the 8736 Rim Cylinder.
Available separately. Cylinders with MS®
cams can be readily obtained from most
cylinder manufacturers. See CYLINDERS
section for cylinder information.

Trim

Compatible with Adams Rite 3080 Series
Entry Trim and 3090-150 Series Entry Trim.
See TRIM section for cylinder information.

Noise Reduction
- Impact bumpers to reduce noise
from the initial device activation

- Return control to dampen the
sound and control the device
returning to its resting state

- Horizontal and vertical guides decrease
the scraping sound of the active
push bar on the static back bar

Standard Package
Individually boxed.

Shipping weight
10 Ibs [4.54 kg]

Options

« Pushbar and backbar available in choice
of 313 Dark bronze anodized, 335 Black
anodized, 628 Clear anodized. Metallic
end caps finished to match exit device.

« Monitor*: Dual signal switch

* Options are field installable or factory installed

For more detailed information on any of the
options listed above please see the EX Series
Options on page 109 of this catalog.

How to Order, Related & Compatible Products

EX89 Pullman Rim Exit Device: Specify quantity and the following information. Order related products separately.

MODEL LENGTH FINISHES DEVICE OPTIONS
‘ R Regular (36") 313 Dark Bronze Anodized (blank) Standard, no options
‘ M Mid-length (42") 335 Black Anodized M Monitoring
‘ L Long (48") 628 Clear Anodized
COMPATIBLE
ELECTRIC STRIKES
74R1 Electric Strike
HES 9600 Electric Strike

RELATED When purchasing this product, please consider the following related products, available separately:

ELECTRIC STRIKES
74R1 Electric Strike

3080, 3080E

Series Entry Trim,
3090-150, A100
Series Keyless Entry

Operable by either 4036
Mortise Cylinder or 8736 Rim
Cylinder depending upon
the ANSI/BHMA functions

of the exit device.

CYLINDER

EX89-Mullion
EX89-Retrofit Strike Kit

ACCESSORIES

EX-Mtg Cap Kit, EX-Push Bar Endcap Kit, EX-Filler Plate,
EX-Monitor, EX-Backbar 628, EX-Pushbar 628, EX-Hex Dog

PS-1Power Supply,
4612 Power
Transfer Device,
4605 Transformer,
4603 Rectifier




EX76
— Concealed
I Vertical Rod
| Exit Device

Concealed Vertical Rod Exit Device

The EX76 CVR Exit Device is designed for narrow stile aluminum
applications that require a life-safety exit device with concealed
vertical rods for two-point locking. The EX76 design features
easily adjustable concealed rods and latching assembly
designed for easy installation, maintenance, and adjustment.
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Aluminium
Function ‘
When the door closes, the latching assemblies extend into the header and threshold, Hlﬂ
locking the door at two points. When the active pushbar is depressed, both the etz

top and bottom latching assemblies are retracted, allowing the door to open.

Designed for use on single or pairs of doors. Suitable for low, medium
and high traffic areas on aluminum and hollow metal applications.

Certifications
UL 305 Panic Hardware
ANSI/BHMA A156.3-2014 Grade 2

" —
Features i
Materials Stile Width s
Active pushbar and back bar made of extruded ~ Minimum 2-1/2" stile. Fits narrow, medium !
aluminum. Matching metal angled end caps. and wide stile aluminum doors.
Handing Stile Wall
Device is non-handed. Suitable for doors with up to
3/16" stile wall thickness.

Door Thickness
Suits 1-3/4" standard, up to 2-3/4" door Bar Height
thickness. Thick door kit required when Standard model adjusts from 34"
used with cylinder in doors over 1-3/4". to 44" above finished floor.
Door Height Projection
- Standard unit adjustable to maximum 2-1/2" when fully projected,

96" door height with device mounted at 1-3/4" when dogged.

34" centerline above finished floor, up .

to 62" above the selected bar height. Dogging

Standard dogging with 3/16” hex key.
« Tall door kit required when used in doors

taller than 96". Maximum door height 120", Fasteners

Device mounted using standard type ‘F’ self-
tapping screws and machine screws. Hardware
is not visible from back when installed.
Adhesive templates for mounting included.

- Bolt projection easily adjustable. Projection
will change 1/8" for every 3 full rotations
of the bolt, to a maximum of 5/8" throw.

-
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Concealed
Vertical Rod
Exit Device

End Caps
Mounting end cap with 1/4"
overlap for cut coverage.

Universal Hardware Kit
Hardware kit is suitable for aluminum,
hollow metal, and wood door applications.

Strike

Header strike made of hardened steel.

When properly adjusted to 1/8”
door gap the supplied curved strike
functions to consistently engage the
bolt, which enhances the reliability
of the door latching function.

Cylinders

Select any standard 1" to 1-1/4" [25.4 mm
to 31.8 mm] length, 1-5/32" [29.4 mm]
diameter mortise cylinder with MS®

cam such as the 4036 Mortise Cylinder.
Available separately. Cylinders with MS®
cams can be readily obtained from most
cylinder manufacturers. See CYLINDERS
section for cylinder information.

If key entry operation is required, any
standard mortise cylinder with MS®
cam may be installed using an EX76-
Escutcheon, available separately.

Trim

Compatible with Adams Rite 3080 Series
Entry Trim and 3090-150 Series Entry Trim.
See TRIM section for cylinder information.

Noise Reduction
« Impact bumpers to reduce noise
from the initial device activation

- Return control to dampen the
sound and control the device
returning to its resting state

- Horizontal and vertical guides decrease
the scraping sound of the active
push bar on the static back bar

Standard Package
Individually boxed.

Shipping weight
111bs [4.99 kg]

Device Length

Options
- Pushbar and back bar available in choice
of 313 Dark bronze anodized, 335 Black

anodized, 628 Clear anodized. Metallic
end caps finished to match exit device.

« Monitor*: Dual signal switch

* Options are field installable or factory installed

For more detailed information on any of the
options listed above please see the EX Series
Options on page 109 of this catalog.

EXIT DEVICE STANDARD DOOR ACTIVE PUSHBAR LENGTH BACK BAR
LENGTH OPENING WIDTH (AS MEASURED WITH END CAPS) LENGTH
Regular (R) 30" - 36" [762 mm — 914.4 mm] 24"[609.6 mm] 32-1/8" [816 mm]
Mid-length (M) 30"-42"[762mm—1,066.8mm] | 24"[609.6 mm] 38-1/8" [968.4 mm]
Long (L) 42"~ 48"[1,066.8 mm —1,219.2 mm] | 30"[762 mm] 44-1/8" [1120.8 mm]

- Device may be field cut to fit opening width between standard
lengths by cutting the back bar and filler plate.

How to Order & Related Products

EX76 Concealed Vertical Rod Exit Device: Specify quantity and the following information. Order related products separately.

LENGTH

R

FINISHES DEVICE OPTIONS

628 A

R Regular (36")

313 Dark Bronze Anodized (blank) Standard, no options

M Mid-length (42")

335 Black Anodized M Monitoring

L Long (48")

628 Clear Anodized

RELATED When purchasing this product, please consider the following related products, available separately:

3080, 3080E Series Entry Trim, 3090-150, Operable by either 4036 Mortise
A100 Series Keyless Entry Cylinder or 8736 Rim Cylinder

CYLINDER ACCESSORIES
EX-Mtg Cap Kit, EX-Push Bar Endcap Kit, PS-1Power Supply, 4612
EX-Filler Plate, EX-Monitor, EX-Backbar Power Transfer Device, 4605
depending upon the ANSI/BHMA 628, EX-Pushbar 628, EX-Hex Dog Transformer, 4603 Rectifier

functions of the exit device. EX88-Mullion




EX80

— Dummy
=X80 .

Dummy Push Bar

The EX80 Dummy Push Bar is designed for applications that do

not require a latching/locking life-safety exit device. The flexible
EX80 design comes standard with two monitoring switches,

and is field selectable for active or inactive configuration.

Function @
B

g

S3DIAIA LIX

Dummy Push Bar with no latching mechanism is designed for use with a
maglock or other locking device. When the active pushbar is depressed, the
magnet is turned off, which allows egress from the building. Two monitoring Metal
switches allow for redundancy where required by code or the operation of a
signal device. Device is field selectable for active or inactive configuration.

Designed for use on single or pairs of doors. Suitable for low, medium and
high traffic areas on aluminum, hollow metal and wood applications.

Certifications

UL 294 Access Control System Units, Sixth Edition
NFPA 101 Life Safety Code
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Features Options

Materials End Caps - Pushbar and backbar available in choice
of 313 Dark bronze anodized, 335 Black

Active pushbar and back bar made of extruded Mounting end cap with 1/4"
anodized, 628 Clear anodized. Metallic

aluminum. Matching metal angled end caps. overlap for cut coverage.

end caps finished to match exit device.
Handing Universal Hardware Kit
Device is non-handed. Hardware kit is suitable for aluminum,

. hollow metal, and wood door applications.
Door Thickness

Suitable for use with all door thickness. Noise Reduction
- Impact bumpers to reduce noise

Stile Width from the initial device activation

Minimum 2" stile. Fits ultra-narrow, narrow,

medium and wide stile aluminum doors. + Return control to dampen the

sound and control the device
Projection returning to its resting state

Active configuration - Horizontal and vertical guides decrease

« 2-1/2" when fully projected, the scraping sound of the active
1-3/4" when dogged. push bar on the static back bar

Inactive configuration Monitoring

. 2-1/2" when inactive fully projected, Comes standard with two monitoring
1-3/4” when inactive dogged down. switches. Device is field selectable

active or inactive configuration.

Fasteners

Device mounted using standard self- Standard Package

tapping screws. Hardware is not visible Individually boxed.

from back when installed. Adhesive

templates for mounting included. Shipping Weight

8 1bs [3.63 kg].

Device Length

EXIT DEVICE STANDARD DOOR ACTIVE PUSHBAR LENGTH BACK BAR
LENGTH OPENING WIDTH (AS MEASURED WITH END CAPS) LENGTH
Regular (R) 30" -36"[762 mm — 914.4 mm] 24"[609.6 mm] 32-1/8" 816 mm]
Mid-length (M) 30" —42"[762 mm —1,066.8 mm] 24"[609.6 mm] 38-1/8"[968.4 mm|
Long (L) 42" -48"[1,066.8 mm —1,219.2 mm] | 30"[762 mm] 44-1/8"[1120.8 mm]

» Device may be field cut to fit opening width between standard
lengths by cutting the back bar and filler plate.

How to Order

EX80 Dummy Push Bar: Specify quantity and the following information. Order related products separately.

LENGTH FINISHES
R Regular (36") 313 Dark Bronze Anodized
M Mid-length (42") 335 Black Anodized

L Long (48") 628 Clear Anodized




EX Series
Options

Options

for EX Series Exit Devices
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Monitor

Mounted in the exit device backbar

under the active pushbar, the dual switch
assembly can be used to activate signal
light, horn, monitor, or other devices. Switch
assembly can be wired for normally open or
normally closed. Monitoring Kit Assembly
may be installed at the factory or in the
field to existing EX Series exit devices.

Dual switch assembly offers redundancy as
required by some building codes or may be
used to operate a second signaling device.
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/100 Series

Electric Strikes for Adams Rite
Deadlatches and Cylindrical Locks

Designed for use with Adams Rite deadlatches or cylindrical @
locksets with 1/2"[12.7 mm] to 5/8" [15.9 mm] latchbolt projection. LISTED
For use in aluminum, hollow metal, or wood applications.
Function
Remote electrical control of any door equipped with an Adams Rite 4500, 4700

Burglan
(discontinued), or 4900 Deadlatch or cylindrical lockset with 1/2" [12.7 mm] to 5/8" Listed”

[15.9 mm] latchbolt projection. Electrical actuation unlocks the keeper, releasing
the latchbolt so the door may be opened without operating the latch itself.

Certifications

UL 1034 burglary-resistant listed
UL 294 (6th Edition) listed

Electrified
Product

-
7100 131
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Features

Case
1" x 3-3/8" x 1-5/8" deep
[25.4 mm x 85.7 mm x 41.3 mm deep].

Strike Opening

5/8" x 1-7116" x 1/2" deep

[15.9 mm x 36.5 mm x 12.7 mm deep].
Bolt retaining keeper is stainless steel.
Strike accepts bolt of any Adams Rite
4500, 4700 (discontinued), or 4900
Deadlatch or cylindrical latches.

Strike Lip

Basic strike has lip of proper length for
1-3/4" [44.5 mm] thick door that closes
flush with jamb edge. Where door
thickness or jamb shape differs from this
standard relationship, lip extension kits are
available, specified by last dash number.

« Lip extension kits not available
on 7101 or 7131.

Latchbolt Projection
1/2" to 5/8" [12.7 mm t0 15.9 mm]

Related Products

Faceplate
Available in a variety of architectural finishes.

1-1/4" x 4-7/8"
7100 | [31.8 mmx Flat with radius corners
123.8 mm]
1-1/4" x 4-7/8" Radiused to match nose
7101 | [31.8 mmx on inactive leaf in a pair
123.8 mm] of narrow stile doors.

1-7116" x 7-15/16"
7110 | [36.5mmx
201.6 mm]

Flat with radius corners

1-7/16" x 10-1/4"

7M1 | [36.5mmx Flat with radius corners

260.4 mm]
11/4" x 6-7/8"
7130 | [31.8 mmx Flat with radius corners
174.6 mm]
1-1/4" x 6-7/8" Radiused to match nose
7131 | [31.8 mmx oninactive leafin a pair
174.6 mm] of narrow stile doors
1-1/4" x 4-7/8"
7140 | [31.8 mmx Flat with square corners
123.8 mm]

7130/7131: Large 6-7/8" faceplate is designed
to cover strike opening when converting from
an MS® pivoted-bolt deadlock to deadlatch.

Standard Package
Individually boxed with mounting screws,
mounting clips, adhesive shims to

accommodate jamb or stile extrusion thickness

greater or less than nominal 1/8" [3.2 mm].

7140 Includes mounting clips and adhesive

shims for use where welded tabs are omitted.

Shipping Weight
2 Ibs[0.91kg].

7100/7101, 7110/7111, 7130/7131, 7140

When purchasing this product, please consider the following related products, available separately:

DEADLATCHES

4510, 4530, 4900, 4920AN
Series Deadlatches

EXIT DEVICES
8300, 8400 Mortise Exit Device

ACCESSORIES

Electrical

Voltage

Available in 12,16, or 24 Volt AC and
DC. DC continuous units are silent, AC
intermittent units “buzz” on operation.

Current Draw

0.33Aat12VDC 1.42A at12 VAC
0.22A at16 VDC 0.63A at 16 VAC
0.17A at 24 VDC 0.74A at 24 VAC

Fail Safe | Fail Secure

Field selectable at time of installation.
However, AC intermittent solenoid must
not be used continuously in either.

Options

« Available with two Form ‘C’ monitoring
switches to indicate when the latchbolt
is engaged in the strike and whether the
strike jaw is blocked.
Not available on 7130/7131, 7140.

- Lip extension kits for various
dimensions of door centerline to
jamb edge; for flat faceplates only.
Not available on 7101 or 7131.

« Modular Packaging
Match one strike body kit with one
faceplate kit to make a complete electric
strike. Faceplate kits contain all hardware
to mount electric strike. Please contact
factory or sales representative for details.

POWER

Lip Extension Kits, Modular Kits, Monitor Kits | PS-1 Power Supply, 4603 Rectifier,

4605/4606 Transformer, Piezo Horn
audible indicator, ElectroLynx connector




7100/7101 Dimensions

All measurements are d[)\)'()XHHEIL‘ and are provided for informational
purposes only. Refer to the product Installation Instructions
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How to Order

7100/7101 Electric Strikes: Specify quantity and the following information. Order related products separately.

MODEL

FACEPLATE

LIP EXTENSIONS (DIM. A)**

SHAPE VOLTAGE CURRENT AND DUTY FEATURES FINISH (DOOR CENTERLINE TO JAMB EDGE)
0 Flat 312 Volt 1 DC Continuous or Intermittent | 0 Standard/Fail-Secure 313 Dark Bronze Anodized | 00 1-1/16" or less 05 2"
1 Radius 4 16 Volt 4 AC Intermittent 5 Fail-Safe 335 Black Anodized 01 1-1/2" 07 2-1/4"
5 24 \Volt 7 Monitored/ Fail-Safe 626 Satin Chrome 02 1-5/8" 09 2-1/2"
9 Monitored/ Fail-Secure | 628 Clear Anodized 03 1-3/4" 12 2-7/8"

*Fail-secure can be field converted to fail-safe or vice-versa. **7101 available in 313, 335, 628 only. ***Lip Extensions not available on 7101.




All measurements are approximate and are provided for informationa
purposes only. Refer to the product Installation Instructions

7110/7111 Dimensions
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How to Order

7110/7111 Electric Strikes: Specify quantity and the following information. Order related products separately.

LIP EXTENSIONS (DIM. A)

MODEL = FACEPLATE LENGTH = VOLTAGE CURRENT AND DUTY FEATURES FINISH (DOOR CENTERLINE TO JAMB EDGE)
‘ 0 7-15/16" 3 12Volt 1 DC Continuous or Intermittent | 0 Standard/Fail-Secure 652 Satin Chrome | 00 1-1/16" or less 05 2"
‘ 110-1/4" 4 16 Volt 4 AC Intermittent 5 Fail-Safe 01 1-1/2" 07 2-1/4"
‘ 5 24\Volt 7 Monitored/ Fail-Safe 02 1-5/8" 09 2-1/2"
9 Monitored/ Fail-Secure 03 1-3/4" 12 2-7/8"

*Fail-secure can be field converted to fail-safe or vice-versa




All measurements are approximate and are provided for informational
purposes only. Refer to the product Installation Instructions
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How to Order

7130/7131 Electric Strikes: Specify quantity and the following information. Order related products separately.

FACEPLATE . LIP EXTENSIONS (DIM. A)**
MODEL SHAPE VOLTAGE CURRENT AND DUTY FEATURES FINISH (DOOR CENTERLINE TO JAMB EDGE)
‘ 0 Flat 3 12Volt 1 DC Continuous or Intermittent | 0 Standard/Fail-Secure | 313 Dark Bronze Anodized | 00 1-1/16" or less 05 2"
‘ 1 Radius 4 16 Volt 4 AC Intermittent 5 Fail-Safe 335 Black Anodized 01 1-1/2" 07 2-1/4"
‘ 5 24 \Volt 628 Clear Anodized 02 1-5/8" 09 2-1/2"
03 1-3/4" 12 2-7/8"

*Fail-secure can be field converted to fail-safe or vice-versa. **Lip Extensions not available on 7131.




All measurements are approximate and are provided for informationa
purposes only. Refer to the product Installation Instructions
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How to Order

7140 Electric Strike: Specify quantity and the following information. Order related products separately.

LIP EXTENSIONS (DIM. A)

MODEL VOLTAGE CURRENT AND DUTY FEATURES FINISH (DOOR CENTERLINE TO JAMB EDGE)
‘ 312 Volt 1 DC Continuous or Intermittent | 0 Standard/Fail-Secure 313 Dark Bronze Anodized 00 1-1/16" or less 05 2"
‘ 4 16 Volt 4 AC Intermittent 5 Fail-Safe 335 Black Anodized 01 1-1/2" 07 2-1/4"
‘ 5 24 Volt 626 Satin Chrome 02 1-5/8" 09 2-1/2"
628 Clear Anodized 03 1-3/4" 12 2-7/8"

*Fail-secure can be field converted to fail-safe or vice-versa



o0, /170

Electric Strikes for Mortise
or Cylindrical Locks

7160, 7170 Electric Strikes with 4-7/8" [123.8 mm| faceplates are
designed for use with mortise or cylindrical type locksets with

up to 3/4" [19.1 mm] latchbolt projection without deadbolt. 7160
Electric Strikes are for use in aluminum applications. 7170 Electric
Strikes are for use in hollow metal or wood applications.

Function

Remote electrical control of narrow stile aluminum doors (7160) or hollow metal/wood
doors (7170) equipped with a mortise or cylindrical lockset with up to 3/4" [19.1 mm]
latchbolt projection without deadbolt. Electrical actuation unlocks the keeper, releasing
the latchbolt so the door may be opened without operating the latch itself. The electric
strike must be positioned to accommodate offset mortise latches during installation.
Please refer to installation instructions or contact factory for more information.

Certifications

UL 1034 burglary-resistant listed

Features

Case
1" x 3-3/8" x 1-7/8" deep
[25.4 mm x 85.7 mm x 47.6 mm].

Strike Opening
Bolt retaining keeper is stainless steel.

Strike location must be centered on latchbolt.

7160: 3/4" x 1-7/16" x 5/8" deep
[191mm x 36.5 mm x 15.9 mm deep].

7170: 5/8" x 1-7/16" x 5/8" deep
[15.9 mm x 36.5 mm x 15.9 mm deep].

Strike Lip

Basic strike has lip of proper length for
1-3/4" [44.5 mm] thick door that closes flush
with jamb edge. Where door thickness

or jamb shape differs from this standard
relationship, lip extension kits are available,
specified by last dash number.

Latchbolt Projection
3/4" [19.1 mm]

US adamsrite.com | 800.872.3267 | customerservice.adamsrite@assaabloy.com
Canada assaabloydss.cal 800.461.3007 | sales.dss.ca@assaabloy.com

Updated: January 14, 2019

ASSA ABLOY, the global leader
in door opening solutions

UL 294 (6th Edition) listed

Faceplate
1-1/4" x 4-7/8" [31.8 mm x 123.8 mm].
Available in a variety of architectural finishes.

7160: Flat with radius corners

7170: Flat with square corners

Standard Package
Individually boxed with mounting screws.

7160 includes mounting clips, adhesive shims to
accommodate jamb or stile extrusion thickness
greater or less than nominal 1/8" [3.2 mm].

7170 includes mounting clips and adhesive
shims for use when welded tabs are omitted.

Shipping weight
2 Ibs[0.91kg].

Electrical

Voltage

Available in 12, 16, or 24 Volt AC and
DC. DC continuous units are silent, AC
intermittent units “buzz" on operation.

Current Draw

0.33Aat12 VDC 1.42A at 12 VAC
0.22A at16 VDC 0.63A at 16 VAC
0.17A'at 24 VDC 0.74A at 24 VAC

Patent pending and/or patent www.assaabloydss.com/patents. Copyright © 2019, Hanchett Entry Systems, Inc., an ASSA ABLOY Group
company. All rights reserved. Reproduction in whole or in part without the express written permission of Hanchett Entry Systems, Inc. is prohibited

Burglary
Listed

Electrified
Product

770

Fail Safe | Fail Secure

Field selectable at time of installation.
However, AC intermittent solenoid must
not be used continuously in either.

Options

- Available with two Form ‘C’ monitoring
switches to indicate when the
latchbolt is engaged in the strike and
whether the strike jaw is blocked.

- Lip extension kits for various dimensions
of door centerline to jamb edge.

- Modular Packaging
Match one strike body kit with one
faceplate kit to make a complete electric
strike. Faceplate kits contain all hardware
to mount electric strike. Please contact
factory or sales representative for details.

Product Note

All 3/4" throw latches require 1/8" minimum
door gap. Horizontal center line of strike
must match line of mortise latchbolt.




All measurements are approximate and are provided for informationa
purposes only. Refer to the product Installation Instructions

7160 Dimensions
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How to Order

7160, 7170 Electric Strikes: Specify quantity and the following information. Order related products separately.

MODEL APPLICATION VOLTAGE CURRENT AND DUTY

EEATURES: LIP EXTENSIONS (DIM. A)

(DOOR CENTERLINE TO JAMB EDGE)
60 -3 1 0 -00
‘ 60 Aluminum Jambs | 3 12 Volt 1 DC Continuous or Intermittent | 0 Standard/Fail-Secure 313 Dark Bronze Anodized | 00 1-1/16" or less 05 2"
‘ 70 Hollow Metal, Wood | 4 16 Volt 4 AC Intermittent 5 Fail-Safe 335 Black Anodized 011-1/2" 07 2-1/4"
‘ 5 24Volt 7 Monitored/ Fail-Safe 626 Satin Chrome 02 1-5/8" 09 2-1/2"
9 Monitored/ Fail-Secure | 628 Clear Anodized 03 1-3/4" 12 2-7/8"
*Fail-secure can be field converted to fail-safe or vice-versa




All measurements are approximate and are provided for informational
purposes only. Refer to the product Installation Instructions

7170 Dimensions
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Related Products

When purchasing this product, please consider the following related products, available separately:
ACCESSORIES

Lip Extension Kits, Modular Kits, Monitor Kits

POWER

PS-1Power Supply, 4603 Rectifier, 4605/4606 Transformer,
Piezo Horn audible indicator, ElectroLynx connector




/200 Series

Fire-Rated Electric Strikes

7240 Fire-Rated Electric Strikes with 4-7/8" [123.8 mm]
faceplates are designed for cylindrical locksets with
up to 5/8" [15.9 mm] latchbolt projection.

7270 Fire-Rated Electric Strikes with 4-7/8" [123.8 mm]
faceplates are designed for mortise or cylindrical locksets with
et up to 3/4" [19.1 mm] latchbolt projection without a deadbolt.

G,

-

)3
[—)

.

7240

Both models are for use in hollow metal door jambs.

H oo
Function
g Remote electrical control of hollow metal doors equipped with cylindrical
Foraduct. locksets with up to 5/8" [15.9 mm] latchbolt projection (7240) or mortise or

cylindrical lockset with up to 3/4" [19.1 mm] latchbolt projection (7270). Electrical
actuation unlocks the keeper, releasing the latchbolt so the door may be opened
without operating the latch itself. Fire-rated in fail secure mode only.

Certifications

UL 10C fire rated, 3 hour single door (fail secure only)

7270 :

CAN/ULC-5104 fire door conformant A

P A=

I: e atu res Faceplate Current Draw

Measures 1-1/4" x 4-7/8" 0.33Aat 12 VDC 1.42A at 12 VAC
Case [37'5 G0 25 28308 G it 017Aat24VDC  0.74Aat 24 VAC
7240: 1" x 3-3/8" x 1-5/8" deep wit! square corners ) )
[25.4 mm x 85.7 mm Fail Safe | Fail Secure
Assembled for fail-secure (locked
41.3 mm d S
O TIMEEE Latchbolt Projection when unpowered) operation.
7270: 1" x 3-3/8" x 1-7/8" deep 7240: 5/8" [15.9 mm]
[25.4 mm x 85.7 mm ) H
476 mm deep] 7270: 3/4" [19.1 mm] O p’[| ons

Strike Opening Standard Package « Available with two Form ‘C’

Bolt retaining keeper and strike lip Individually boxed with mounting monitoring switches to indicate

are stainless steel. Strike accepts screws. Includes mounting clips when the latchbolt is engaged

bolts from a variet. of locksets and adhesive shims for use where in the strike and whether
y ’ welded tabs are omitted. the strike jaw is blocked.

7240: 5/8" x 1-7/16" x 9/16" deep : — o
[15.9 mm x36.5 mm Shipping Weight - Available with lip extension kit.
x14.1.3 mm deép] 2 1bs [0.91kg]. Specify when ordering if required.

7270: 3/4" x 1-7/16" x 5/8" deep . Product Note
[191 mm x 36.5 mm E|eCtr|C8| All 3/4" throw latches require 1/8"

% 15.9 mm deep) minimum door gap. Horizontal
Voltage center line of strike must match
Strike Lip Available in 12 or 24 Volt AC line of mortise latchbolt.

Basic strike has lip of proper length ~ and DC. DC continuous units
for 1-3/4" [44.5 mm] thick door that are silent, AC intermittent
closes flush with jamb edge. units “buzz" on operation.

US adamsrite.com | 800.872.3267 | customerservice.adamsrite@assaabloy.com
Canada assaabloydss.ca | 800.461.3007 | sales.dss.ca@assaabloy.com Updated: January 14, 2019

Patent pending and/or patent www.assaabloydss.com/patents. Copyright © 2019, Hanchett Entry Systems, Inc., an ASSA ABLOY Group ASSAABLOY, the global leader
company. All rights reserved. Reproduction in whole or in part without the express written permission of Hanchett Entry Systems, Inc. is prohibited. in door opening solutions
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How to Order

7240, 7270 Electric Strikes: Specify quantity and the following information. Order related products separately.

LIP EXTENSIONS (DIM. A)

MODEL APPLICATION VOLTAGE CURRENT AND DUTY FEATURES* FINISH (DOOR CENTERLINE TO JAMB EDGE
FOR INTERIOR FRAMES)
40 Cylindrical Latches | 3 12 Volt 1 DC Continuous or Intermittent | 0 Fail-Secure 630 Satin Stainless | 00 1-1/16" or less
70 Mortise Latches 5 24 Volt 4 AC Intermittent 9 Monitored/ Fail-Secure 50 1-3/8"

*Not available Fail-Safe



All measurements are approximate and are provided for informationa
purposes only. Refer to the product Installation Instructions

7270 Dimensions
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Related Products

When purchasing this product, please consider the following related products, available separately:
ACCESSORIES POWER
‘ Lip Extension Kits

PS-1Power Supply, 4603 Rectifier, 4605/4606 Transformer,
Piezo Horn audible indicator, ElectroLynx connector




Ultraline” /400 Series

Electric Strikes for Adams Rite
Deadlatches, Cylindrical Locks

Designed for use with Adams Rite deadlatches or cylindrical
locksets with 1/2" [12.7 mm] to 5/8" [15.9 mm] latchbolt projection.
For use in aluminum, hollow metal, or wood applications.

Open electrically under 25 Ibs [11.3 kg] of preload. Preload is Frows,
pressure exerted on doors by air conditioning systems, warping or 7

misaligned hardware which can disable common electric strikes. Prtoad

Function

This non-handed strike features an ultra-compact design and adjustable
stainless steel keepers with over 1,500 Ibs [680.4 kg] of holding force

in fail secure mode. The strike releases electrically with up to 25 Ibs of
door preload. Single solenoid operates on 12/16/24 VDC power.

Remote electrical control of narrow stile aluminum doors equipped with an Adams Rite
4500, 4700 (discontinued), or 4900 Deadlatch or cylindrical lockset with 1/2"

[12.7 mm] to 5/8"[15.9 mm] latchbolt projection. Electrical actuation unlocks the keeper,
releasing the latchbolt so the door may be opened without operating the latch itself.

Certifications

ANSI/BHMA A156.31 Electric Strikes and Frame Mounted Actuators, Grade 1

7400 7401 7410 N 7430 7431 7440

US adamsrite.com | 800.872.3267 | customerservice.adamsrite@assaabloy.com
Updated: January 14, 2019 Canada assaabloydss.ca | 800.461.3007 | sales.dss.ca@assaabloy.com

ASSA ABLOY, the global leader Patent pending and/or patent www.assaabloydss.com/patents. Copyright © 2019, Hanchett Entry Systems, Inc., an ASSA ABLOY Group
in door opening solutions company. All rights reserved. Reproduction in whole or in part without the express written permission of Hanchett Entry Systems, Inc. is prohibited




Features

Case
1-13/32" x 3-3/8" x 1-1/16" deep
[35.7 mm x 85.7 mm x 27 mm deep]

Strike Lip

Basic 7400 strike has lip of proper length
for 1-3/4" [44.5 mm] thick door that closes
flush with jamb edge. Where door thickness
or jamb shape differs from this standard
relationship, lip extension kits are available.

Lip extension kits not available on 7401, 7431

Strike Opening

5/8" adjustable x 1-7/16" x 1/2" deep

[15.9 mm adjustable x 36.5 mm x 12.7 mm
deep]. Bolt retaining keeper is stainless
steel. Strike accepts bolt of Adams Rite
4500, 4700 (discontinued), or 4900
Deadlatch or cylindrical locksets.

Latchbolt Projection
1/2" to 5/8” [12.7 mm to 15.9 mm]

Preload

7400 Series Electric Strikes open electrically
under 25 Ibs [11.3 kg] of preload. Preload is
pressure exerted on doors by air conditioning
systems, warping or misaligned hardware
which can disable common electric strikes.

Using jaw inserts of various sizes, the
Ultraline 7400 Series electric strikes are
adjustable to compensate for door and frame
related preload and security problems.

Related Products

Faceplate
Available in a variety of architectural finishes.

1-1/4" x 4-7/8"
7400 | [31.8 mmx Flat with radius corners
123.8 mm]
1-1/4" x 4-7/8" Radiused to match nose
7401 | [31.8 mmx on inactive leaf in a pair
123.8 mm] of narrow stile doors.

1-716" x 7-15/16"
7410 | [36.5mmx
201.6 mm]

Flat with radius corners

1-7116" x 10-1/4"

7411 | [36.5mmx Flat with radius corners

260.4 mm]
1-1/4" x 6-7/8"
7430 @ [31.8mmx Flat with radius corners
174.6 mm]
11/4" x 6-7/8" Radiused to match nose
7431 | [31.8 mmx on inactive leaf in a pair
174.6 mm] of narrow stile doors
1-1/4" x 4-7/8"
7440 | [31.8mmx Flat with square corners
123.8 mm]

7430/7431: Large 6-7/8" faceplate is designed
to cover strike opening when converting from
an MS® pivoted-bolt deadlock to deadlatch.

Standard Package
Individually boxed with mounting screws,
mounting tabs, adhesive shims to

accommodate jamb or stile extrusion thickness

greater or less than nominal 1/8" [3.2 mm],
an adjustable keeper shim pack and two
plug-in voltage adapters for 12/24 VDC.

Shipping Weight
2 Ibs[0.91kg].

Electrical

Voltage

Field selectable to match power source

of 12/24 VDC. VA7400-16VDC voltage
adapter required when using 16 VDC power,
available separately. Equipped with a

quick connect plug-in type connector.

7400/7401, 7410/7411, 7430/7431, 7440

When purchasing this product, please consider the following related products, available separately:

DEADLATCHES

4510, 4530, 4900, 4920AN
Series Deadlatches

8300, 8400 Mortise Exit Device

EXIT DEVICES

ACCESSORIES

Modular Kits, Lip Extension Kits,
WDC7400-Wood Door Cover

Current Draw
A4A at 12 VDC

A46A at 16 VDC*
23A at 24 VDC
*Requires 16 DC adapter (P/N VA7400-16VDC)

Fail Safe | Fail Secure
Field selectable fail safe/fail secure

Options
« Available with two Form 'C' monitoring
switches to indicate when the latchbolt

is engaged in the strike jaws and a
locked/unlocked solenoid status.

- Lip extension kits for various
dimensions of door centerline to jamb
edge; for flat faceplates only.

« Modular Packaging
Match one strike body kit with one
faceplate kit to make a complete electric
strike. Faceplate kits contain all hardware
to mount electric strike. Please contact
factory or sales representative for details.

« ELX-ElectroLynx® Adapter
Connects Adams Rite electrified
products to ElectroLynx system.

- 16 VDC Adapter
VA7400-16VDC required when
using 16 VDC Power

» Wood Door Cover
WDC7400 for use when mounting
the 7400 Series Electric Strike on the
inactive leaf of a pair of doors. The
cover simplifies the mortise prep.

POWER

PS-1Power Supply, 4603 Rectifier,
4605/4606 Transformer, Piezo
Horn audible indicator, ElectroLynx
connector, VA7400 Voltage Adapter




All measurements are d[)\)'()XHHEIL‘ and are provided for informational
purposes only. Refer to the product Installation Instructions
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How to Order

7400/7401 Electric Strikes: Specify quantity and the following information. Order related products separately.

12-24 COMBINATION
SCREW (2 REQD.)

PN
8-32X3/8 /

FLAT HEAD SCREW
(2REQD,)

MODEL FACEPLATE SHAPE FEATURES* FINISH
0 Flat - None 7400 ONLY 7401 ONLY
1 Radius M Monitored 313 Dark Bronze Anodized 626 Satin Chrome 119 To match 335 Black Anodized

A Modular Pack — Body Kit

335 Black Anodized

628 Clear Anodized

121 To match 313 Dark Bronze Anodized

630 Satin Stainless

130 To match 628 Clear Anodized

606 Satin

‘ 605 Bright Brass

Brass

*Fail-secure can be field converted to fail-safe or vice-versa.




All measurements are approximate and are provided for informationa
purposes only. Refer to the product Installation Instructions

7410/7411 Dimensions "
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How to Order

7410/7411 Electric Strikes: Specify quantity and the following information. Order related products separately.

FACEPLATE LENGTH FEATURES* FINISH

0 7-15/16" - None 313 Dark Bronze Anodized
110-1/4" M Monitored 335 Black Anodized

‘ 628 Clear Anodized
‘ 630 Satin Stainless

*Fail-secure can be field converted to fail-safe or vice-versa.



All measurements are approximate and are provided for informational
purposes only. Refer to the product Installation Instructions

7430/7431 Dimensions

—© |
1-1/4" < 3/32"
113/32" o 31.8mm By
35.7mm
L 141/16" 3-3/8 6-7/8" j
21/32" 27mm 85.7mm 174.6mm |
16.7mm _ %ﬁ,/’ - 3-3/8"
= 85.7mm
T t 6-1/8" ]
RADIUSFACE  '°2:6mm
1-11/16" OF 7431 o
< 42.9mm -
| ©) -
|
JAMB —>| STANDARD UNIT FITS
w DIM. “A” 1-1/16"
1 MOUNTING BACKSETS
A FURNISHED
—

PRESSURE
SENSITIVE
P : SPACER
al | | reparatlon See detail A
1-/4" /
21/32" 31.8mm
16.7mm JAMB
Y\A/' MOUNTING ‘2
HORIZONTAL & cLIp K 1224
OF CYLINDER ~ ,< ~ COMBINATION
(A-R 4500) Tl SCREW (2
SERies DEADLATCH g Sy REQD)
J\ i
- 6-7/8"
176" 174.6mm
36.5mm | 3-3/8"
85.7mm 2(?6-11/18"
D amm PRESSED
/\ N METAL NUT
(2REQD))
HORIZONTAL OF _/| |
ELECTRIC STRIKE
VERTICAL € OF
ELECTRIC STRIKE =4
FACEPLATE DIRECTLY ' K2
OPPOSITE ¢ OF = 530" g > p)
DEADLATCH ) ~ g/ @\
g (4 PLACES) . - LI
TURN STRIKE SREw
DRILL & CSK UPSIDE DOWN (2 REGD)
L FOR 8-32 FLAT FOR OPPOSITE HAND :
o HEAD SCREWS
(2 PLACES)

How to Order

7430/7431 Electric Strikes: Specify quantity and the following information. Order related products separately.

MODEL FACEPLATE SHAPE FEATURES* FINISH

0 Flat - None 7430 ONLY 74310NLY
1 Radius M Monitored 313 Dark Bronze Anodized 119 To match 313 Dark Bronze Anodized

335 Black Anodized

121 To match 335 Black Anodized

628 Clear Anodized

119 To match 628 Clear Anodized

*Fail-secure can be field converted to fail-safe or vice-versa.



All measurements are approximate and are provided for informationa

purposes only. Refer to the product Installation Instructions
7440 Dimensions ST
31.8mm H__ 332"
—_—
2.4mm
@)
\Sj
113/32"
35.7mm
o/
— :I
21132 1-1/16" 3-3/8" = 3-3/8"
! 27mm 85.7mm 47/8" 85.7mm
16.7;1m =4 e 123.8mm
104.8mm j
N
(o]
1-11/16" —
42.9mm
@ -
l o)
| N\ STANDARD UNIT FITS DIM. “A”
| UPTO 1-1/16"
JAME ; MOUNTING BRACKETS
FURNISHED

Jamb Preparation Installation

1-1/4"
31.8mm /
21/32" JAMB
16.7mm
HORIZONTAL@ Q
OF CYLINDER
(A-R 4500 & 4700 /
SERIES DEADLATCHES)
\ " 12-24
1243-7é£r;nm COMBINATION
1-7/16" 1/8" ’ SCREW
Yy (2 REQD.)
3-3/8" 36.5mm 104.8mm .
85.7mm 3-5/8"
92.1mny
7\ ‘//\ 3

HORIZONTAL ¢OF
ELECTRIC STRIKE

7

12-24
(2 PLACES)
WELDED TO JAMB —1 N

MOUNTING BRACKET

VERTICAL
€ OF ELECTRIC MOUNTING BRACKET PRESSURE
“n (MOUNTING CLIP) SENSITIVE AN
STRIKE FACEPLACE WELDED TO JAMB OR PROVIDED
DIRECTLY OPPOSITE SPACER
OF DEADLATCH TURN STRIKE

UPSIDE DOWN
FOR OPPOSITE HAND

How to Order

7440 Electric Strike: Specify quantity and the following information. Order related products separately.

FEATURES* FINISH
‘ - None 313 Dark Bronze Anodized 628 Clear Anodized
‘ M Monitored 335 Black Anodized 629 Bright Stainless
‘ 605 Bright Brass 630 Satin Stainless
606 Satin Brass

*Fail-secure can be field converted to fail-safe or vice-versa.



Ultraline™ /AR, /4R2

Electric Strikes for Rim Exit Devices

with Pullman Type Latchbolts

74R1 Electric Strike is designed for rim exit devices with 3/4" [19.1 mm|

Pullman latchbolts. For use in aluminum, hollow metal or wood applications.

74R2 Electric Strike is designed for narrow stile rim exit devices with 1/2"
[12.7 mm] Pullman latchbolts. Designed for use in aluminum applications.

Open electrically under 25 Ibs [11.3 kg] of preload. Preload is
pressure exerted on doors by air conditioning systems, warping or
misaligned hardware which can disable common electric strikes.

Function

These non-handed strikes feature an ultra-compact design and adjustable
stainless steel keepers with over 1,500 Ibs [680.4 kg] of holding force in fail
secure mode. The strikes release electrically with up to 25 Ibs of door preload.
Single solenoid operates on 12/16/24 VDC power. Provides electrical remote
control, allowing door to open without actuation of the exit device.

Certifications

ANSI/BHMA A156.31 Electric Strikes and Frame Mounted Actuators, Grade 1

Latchbolt Projection
Features TaRA: 3 19
Case 74R2:1/2" [12.7 mm]

74R1:1-13/32" x 3-3/8" x 1-1/16" deep
[35.7mm x 85.7 mm x 27 mm deep]

74R2:1-13/32" x 3-3/8" x 1-1/8" deep
[35.7mm x 85.7 mm x 28.6 mm deep]

Standard Package
Individually boxed with mounting plate shims,
mounting screws, and installation instructions.

. . Shipping Weight
Strike Opening 2 1bs [0.91 kg].
Bolt retaining keeper is stainless steel.
74R1: 5/8" x 1-7/16" x 9/16" deep Flectrical
[15.9 mm x 36.5 mm x 14.3 mm deep].
Strike accepts Pullman latch of exit Voltage

devices without deadlocking bolts.

74R2: 5/8" x 1-7/16" x 1/2" deep
[15.9 mm x 36.5 mm x 12.7 mm deep].

Field selectable to match power source

of 12/24 VDC. VA7400-16VDC voltage
adapter required when using 16 VDC power,
available separately. Equipped with a
Faceplate quick connect plug-in type connector.

Not separate
Current Draw

74R1:1-3/4" x 9 x 11/16 A4N at 12 VDC
[44.5 mm x 228.6 mm x 17.5 mm]

A46A at 16 VDC*
74R2:1-5/8" x 9 x 1/2"

.23A at 24 VDC

[41.3 mm x 228.6 mm x 12.7 mm]
*Requires 16 DC adapter (P/N VA7400-16VDC)

£

Preload

Electrified
Product

74R2

Fail Safe | Fail Secure
Field selectable fail safe/fail secure

Options
« Available with two Form 'C' monitoring
switches to indicate when the latchbolt

is engaged in the strike jaws and a
locked/unlocked solenoid status.

« ELX-ElectroLynx® Adapter
Connects Adams Rite electrified
products to ElectroLynx system

- 16 VDC Adapter
VA7400-16VDC required when
using 16 VDC power

US adamsrite.com | 800.872.3267 | customerservice.adamsrite@assaabloy.com

Updated: January 14, 2019 Canada assaabloydss.ca | 800.461.3007 | sales.dss.ca@assaabloy.com

ASSA ABLOY, the global leader

Patent pending and/or patent www.assaabloydss.com/patents. Copyright © 2019, Hanchett Entry Systems, Inc., an ASSA ABLOY Group
in door opening solutions
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All measurements are approximate and are provided for informationa
purpo . Refer to the product Installation Instructions

) 174"
74R1 Dimensi B
IMmMensIions 17.5mm
/F
I
|
e 1-17/32" l
38.9mm ‘ :I
1 1-27/64",. !
M 36.1mm |
Aluminium — Fi57/63r§;1 2085;1g:]:m ! :]
m__ |
T | __ ‘ —  3-3/8"
1-41/64" 9" i 85.7mm
I — M7mm 228.6mm | ]
aD | | B
I
I
N
|
|
\
\
——1 78" ——
22.2mm
Jamb Preparation Installation
3/16 DRILL
g >
TIN A
™
i I
R
1
]
!
™
|
.
N\ 21/4"
! 57.2mm
X NY
I 41/2" ! N
Y P N st
| A Al Gt
'
a8 TURN STRIKE
}\ UPSIDE DOWN
156" FOR OPPOSITE HAND
\ 23.8mm
1.5/8"
41.3mm

How to Order & Related Products

74R1 Electric Strike: Specify quantity and the following information. Order related products separately.

MODEL FEATURES* FINISH

RELATED
yZy M -130 When purchasing this product, please consider thefollowing
related products, available separately:

‘ - None 119 To match 335 Black Anodized
‘ EXIT DEVICES POWER

M Monitored 121 To match 313 Dark Bronze Anodized ) o

EX89 Pullman Rim PS-1Power Supply, 4603 Rectifier, 4605/4606
130 To match 628 Clear Anodized Exit Device Transformer, Piezo Horn audible indicator,
ElectroLynx connector, VA7400-16VDC Adapter

*Fail-secure can be field converted to fail-safe or vice-versa.




All measurements are approximate and are provided for informationa
purposes only. Refer to the product Installation Instructions

H H l« 1-5/8" ., 1/2"
74R2 Dimensions #13mn [
- @ |
.3mm | v ‘ !
o 5/32" ‘
4mm ‘ fjﬂ
|
— T | | @
g
1 ‘7 7‘ i 1395/31%; ° ! 228.6mm ! Ll j Aluminium
[ |
__ 4{ IIE ‘ o ‘ ] = 5
: 209.6mm | :] 85.7mm
o ‘ ‘
1 |

Jamb Preparation

— "

INSIDE FACE OF 22.2mm | nSta | |at|Oﬂ
CLOSED DOOR /

I PRESSURE

SENSITIVE
N \ SPACER

T 1-5/8" [
41.3mm e #12X5/8
e PAN HEAD
22.2mm

SELF TAPPING
SCREW,
9-1/16

TYPE AB
REMOVE
STOP

8-1/4"
209.6mm  4-1/2" - - ¢ MATERIAL /
114.3mm TO CLEAR B
FACEPLATE
2
AL

N

@

N

—& -

TURN STRIKE
UPSIDE DOWN
FOR OPPOSITE HAND

How to Order & Related Products

74R2 Electric Strike: Specify quantity and the following information. Order related products separately.

FINISH
2130 RELATED
When purchasing this product, please consider thefollowing
‘ 119 To match 335 Black Anodized related products, available separately:
‘ 121 To match 313 Dark Bronze Anodized POWER
130 To match 628 Clear Anodized PS-1Power Supply, 4603 Rectifier, 4605/4606 Transformer, Piezo Horn

L | ©
*Fail-secure can be field converted to fail-safe or vice-versa. audible indicator, Electrolynx connector, VA400-16VDC Adapter




K

Aluminium

Outdoor
Rated

Burglary
Listed

/300

Electric Strike for Rim Exit

Devices with Starwheel/
Interlocking Type Latchbolts

7800 Electric Strike is designed for use with Adams Rite rim exit
devices with a Starwheel/Interlocking latchbolt (8700, 8800 Series,
EX88). For use in aluminum, hollow metal or wood applications.

Function

This non-handed, low-profile, surface mounted electric strike features an ultra-compact design
and adjustable stainless steel keepers with over 1,500 Ibs [680.4 kg] of holding force in fail

secure mode. Internally mounted dual solenoid operates on 12 or 24 VDC power. Provides
electrical remote control, allowing door to open without actuation of the exit device.

Certifications
ANSI/BHMA A156.31, Grade 1

UL 1034 burglary-resistant listed
and suitable for outdoor use

Features

Strike Dimensions
1-13/4" x 9" x 9/16" deep
[44.5 mm x 229 mm x 14.2 mm deep]

Strike Opening
Bolt retaining keeper
is stainless steel.

1"x1-1/2" x 1/2" deep [24.4 mm

x 38.1mm x 12.7 mm deep].
Strike only accepts Starwheel/
Interlocking latching mechanism.

Faceplate
Not separate

1-3/4" x 9-1/64" x 9/16"
[44.5 mm x 229 mm x 14.2 mm deep]

Compatibility
Accommodates Starwheel/
Interlocking latching mechanism
of Adams Rite 8700, 8300, EX88
Series Rim Exit Devices.

Standard Package
Individually boxed with 1/16" and
1/8" spacer plates, mounting screws
and installation instructions.

UL 294 listed
RoHS compliant

« Spacer Plates included to

accommodate varying door gaps.

- Screws for wood applications
not provided

Shipping

Weight approximately 2 Ibs [0.91 kg].

Electrical

Voltage
Field selectable, dual
voltage, 12 or 24 VDC.

Current Draw
0.45A at12 VDC

0.25A at 24 VDC

Fail Safe | Fail Secure
Field selectable fail safe/fail secure

Options &
Accessories

« Ships standard with one 1/16" and 1/8"
spacer plate. Units ordered in 613E,
628E, 630, & BSP finishes will be made
of stainless steel to match. All other
finishes will receive black stainless
steel spacers. Additional spacer
plates can be ordered separately.

« Available with two monitoring options:

» Form 'C' monitoring switches
to indicate when the latchbolt
is engaged in the strike
jaws and a locked/unlocked
solenoid status (M).

« Latchbolt monitor (L)

+ ELX-ElectroLynx® Adapter:
Connects Adams Rite electrified
products to ElectroLynx system

Product Note
Also available as HES 9800
Electric Strike

US adamsrite.com | 800.872.3267 | customerservice.adamsrite@assaabloy.com

Canada assaabloydss.ca | 800.461.3007 | sales.dss.ca@assaabloy.com Updated: January 14, 2019
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All measurements are approximate and are provided for informational
purposes only. Refer to the product Installation Instructions

K 1/8" SPACER
(INCLUDED)
o0
1/16" SPACER
1) 4« (INCLUDED)
—
7800 STRIKE
@ BODY WITH
COVER
9-1/64" Q
2291mm ol
/ L— o
o]
MOUNTEDON | o
ALUMINUM FRAME L
Y @ MOUNTED ON
N HOLLOW METAL
I FRAME
9/16" I
14mm i
1-3/4"
44.5mm EM/
/
\,/_ ‘_‘/
7800 Electric Strike Specify quantity and the following information. Order related products separately.
FEATURES* FINISH
‘ — None 605 Bright Brass 629 Bright Stainless
‘ L Latchbolt Monitor 606 Satin Brass 630 Satin Stainless
‘ M Monitored 613E Dark Oxidized Satin Broinze Powder BSP Black Suede Powder
628E Satin Aluminum Clear Anodized
*Fail-secure can be field converted to fail-safe or vice-versa.
RELATED PRODUCTS
When purchasing this product, please consider the following related products, available separately:
OPTIONS & ACCESSORIES EXIT DEVICES POWER
7800-116-XXX 1/16" spacer plate, 7800-108-XXX 1/8" 8700, 8800 Series Rim Exit Devices 4603 Rectifier, 4605/4606 Transformer, Piezo
spacer plate, HES 9000-MTK Metal Template Kit*, EX88 Interlocking Rim Exit Device Horn audible indicator, PS-1, ElectroLynx
HES 9000-ASB-XXX Aluminum Spacer Bracket* connector, HES 2005M3 SMART Pac III*

*Available from ASSA ABLOY Electronic Security Hardware



Options &
AcCCcessories

Lip Extension Kits

7100 Series Electric Strikes

Lip extensions are for center hung doors, thick doors, or other conditions that vary
from the “standard” 1-3/4" thick door that closes flush (or near flush) with the jamb
face. Specified with electric strike by the last dash number which varies the door
centerline to jamb edge dimension in 1/8” increments. For existing 7100 Series Electric
Strikes, a thin metal membrane in the standard lip can be drilled or punched out

and the lip extension can be added in the field. The dash number for lip extension

is the same as door centerline to jamb edge dash number on complete strike.

7100 Lip Extension
LIP EXTENSION PART NUMBER APPLICABLE ELECTRIC STRIKES
91-0171-01 through -13 7100, 7110, 7111, 7130, 7140
91-0172-01 through 13 7160, 7170

7100 Lip Extension Dimensions

DASH PART DIMENSION ‘A" = DOOR DASH PART DIMENSION ‘A’ — DOOR
NUMBER CENTERLINE TO JAMB EDGE NUMBER CENTERLINE TO JAMB EDGE

-00 1-116” -07 2147
-01 1-1/2” -08 2-3/8”
-02 1-5/8” -09 212"
-03 1-3/14” -10 2-5/8”
-04 1-7/8” -1 2-3/4”
-05 2" 12 2-7/8”
-06 2-1/8” 13 3”

1-1116" or fess does not require a lip extension.

Lip extensions for fire-rated 7200 Series Electric Strikes must be factory installed.

Ultraline 7400 Series Electric Strikes

Lip extensions are for center hung doors, thick doors, or other conditions that vary
from the “standard” 1-3/4" thick door that closes flush (or near flush) with the jamb
face. Lip extension kits are available in 1/8" increments, for flat faceplates only.

LIP EXTENSION
7400 Lip Extension
PART NUMBER DIMENSION ‘A’ — DOOR PART DIMENSION ‘A — DOOR
EXTENSION —— CENTERLINE TOJAMBEDGE | NUMBER CENTERLINE TO JAMB EDGE
‘ LEK7400-50 13/8" LEK7400-07  2-1/4"
' LEK7400-01 11/2" LEK7400-08  2-3/8"
o — LEK7400-02 116" LEK7400-09  2-1/2"
o 1@ LEK7400-03 134" LEK740010  2-5/8"
JAMB LEK7400-04 17/8" LEK7400-11  2-3/4"
[I—— 4 LEK7400-05 2" LEK7400-12  2-7/8"
LEK7400-06 2-1/8" LEK7400-13 3"

1-1/16" or less does not require a lip extension

US adamsrite.com | 800.872.3267 | customerservice.adamsrite@assaabloy.com
Canada assaabloydss.ca | 800.461.3007 | sales.dss.ca@assaabloy.com Updated: January 14, 2019
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WDC/7400 Wood
Door Application

For use with Ultraline 7400 Electric Strikes
only, this cover plate is designed to simplify
mortising of wood door pairs.

WDC7400*

N

*The spacer is
designed to simplify
mortising on wood
door applications

7400 ASSEMBLY

Monitor Switches

If a visual or other signal is required to tell an operator
what the electric strike is doing, a “monitoring”
strike to switch that signal on and off is required.

This feature utilizes two sensor switches: one

N 115 VAC LINE
_/

#4605 TRANSFORMER
(40 va or equivalent 125 va minimum)

is activated by the latchbolt’s penetration of #4603 RECTIFIER

the strike and the other by the mechanism

(Required for AC Rectified silent operation only)

that blocks the strike’s release.

These switches can also be used to interconnect
two strikes in “mantrap” or interlock situations,
such as elevator doors. In these cases, power

RS
oW \ o

Wire lead /C(;D Wire lead

to the solenoid of each strike is controlled by

N

the switch(es) of the other so one will not unlock NC
unless the other is locked. Each switch has both )
Whit
normally open and normally closed leads to they Black v/r' - Q— °
can be wired to either make or break a circuit. C _|INO ot C | NO
9
Bolt sensor Strike jaw
(depressed) locked

Power
4603 Rectifier

Converts low voltage AC
current to DC of same voltage.
Installs in low voltage line
between transformer and
strike. Full wave bridge type.
Rated 2 amps (200 PIV).

Transformers

+ 4605 Converts 120 VAC to 12/24 VAC.
Rated 40 Volt-amp output assures
plenty of power for strike release.

+ 4606 Converts 120 VAC current to 24
VAC. Plugs into standard wall outlet.

29-0218 Piezo Horn
Provides for audible indication of when
a DC strike is energized. Operates with
12VDC, 16 VDC, or 24 VDC strikes.

PS-1 Power Supply

Provides filtered and regulated voltage output to
power electric strikes, magnetic locks, or other
access control devices. Output is selectable in the
field for 12 or 24 VDC. Charging circuit is built-in for
battery backup power with 12 or 24 VDC operation.
LED on circuit board indicates power input.




Trim



1000 Series 139

000 Bk

Series Turns

The 1000 Series Turns are designed to operate the Adams
Rite M$1847 Deadlock and the 5017 Wood Door Deadlock.

Function

1000 Turns are designed to operate Adams Rite MS*1847 Deadlocks and 5017
Wood Door Deadlock. 1000-11and 1000-21 have a rectangular escutcheon
for mounting directly on door. 1000-01and 1000-02 are without escutcheon,
designed for easy push-nut mounting to door pull or other trim plate.

Features Options

Materials

Turn Lever is zinc alloy. Escutcheon is
stainless steel. Trim finish 130 Clear
to match 628 Clear Anodized.

Spindles

Hardened steel, plated for corrosion
resistance. First dash number in order guide
indicates spindle parallel or perpendicular
to turn lever (turn drawings below).

Second dash number indicates spindle
length “L” (see dash table on back).

- The availability of both perpendicular
and parallel drives in these turns, coupled
with the three hub drive positions of the
MS1847 lock, provides several options.

« Choice of turn drive position relates directly
to the particular lock hub drive position.
Special care in specifying both the proper
turn and lock in ordering is recommended.

« Chart below shows turn positions relative

to lock hub positions. Broken line indicates
direction of travel (45°) to retract bolt.

Turn
1004 Turn has a longer, more
ergonomically-friendly turn lever.

1015 Turn is available with 1016 Blank Plate for

doors from 5/8" [15.9 mm] to 2-1/4" [57.2 mm] @

thickness. Without blank plate turn available

(for use with cylinder pull) on doors from Y

716" [11.1 mm] to 2" [50.8 mm] thickness.

Standard finish 130 Clear to match 628 PERPENDICULAR

Clear Anodized. 1015 Turn for use with DRIVE ME1847-09 MET847-06 METB4T-02
5017 Wood Door Deadlock is specifically

designed for wood door applications.

1016 Blank Plate available separately. @

Standard Package

Individually packaged. The -11and -21 Y
are assembled with escutcheon. The

-01and -02 are unassembled, include PARALLEL
turn, spindle, washer and push nut for DRIVE
assembly on the door pull plate.

MS$1847-10 MS1847-13 MS1847-11

Shipping weight
1/4 1b [0.1 kg].

US adamsrite.com | 800.872.3267 | customerservice.adamsrite@assaabloy.com
Updated: January 14, 2019 Canada assaabloydss.ca | 800.461.3007 | sales.dss.ca@assaabloy.com
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140 1000 Series All measurements are approximate and are provided for informational

= Turns purposes only. Refer to the product Installation Instructions. Sti | e P re p a rati O n Dash -1 or -21

@
= OFLOCKE Holes For
1L l,_I_ #6 Flat Head
i Screw
. . LOCK = (2 Plcs., Screws
Dimensions Hua® = g e
i / __15/32"
: 1.9mm
- 7/8"
CSKFOR  |«5/8%] < L . i 22.2mm
#6 FLAT  |15.9mn 516" . L= p 45/32" <A
HEAD —»‘ le— 5/32" ! e 4mm | sz
SCREW 7.9mm_ q/4n 4mm |
i Sam B
£ ] " L—
EG) ; 1 114
2 T | [s4mm L25/32"
T | 1516 "Mk ) ] v 19.8mm
i 33.3m - J
‘ | ~—DOOR PULL TO FACE OF LOCK
1-1/4" 1113/16" f »1 =N
31.8mn| 46mm
e } 3/32" — — TURN CLEARANCE HOLE FOR SPINDLE
a 24 ] OPERATION. THIS MUST LINE UP WITH HUB
J L Amm IN LOCK. REFER TO installation instructions
" 716" - FOR ADDITIONAL INFORMATION.
e timm
H ’;» l<“B”
A — DOOR PULL
716"
1.1mm v A
. 5/8" _Lle 1/8"Max.
—| 1/2" 15.9mm | | 3.2mm
2.7m 14" IF “B” dimensions exceeds 1/4" c’bore back L
f6.4mm side as shown to facilitate assembly. c’bore
D requirement does not affect spindle length
" o e determinaion.
1-1/4
31.8mm I ) ‘ L j
25.4mm > N L"B"
3/32"
2.4mm
Installation pash-o1or-02
WASHER DOOR PULL
ESCUTCHEON SPINDLE
OR DOOR PULL
. 932"
NOTE: 71mm
fe— L' — HOLE IN DOOR
*SPINDLE LENGTH PULL REQUIRED

TURN

How to Order & Compatible Products

1000 Series Turns: Specify quantity and the following information. Order related products separately.

TURN TYPE SPINDLE LENGTH FINISH
-21 -14 -130
TURN WITHOUT ESCUTCHEON Dash Chart 119 To match 335 Black Anodized
Furnished Unassembled No. npn i No. o i
9 01 ? 02 11; ;79//3624 E ;g H:igj ;; 121To match 313 Dark Bronze Anodized
Parallel Drive Pendicular Drive 13 43/64 17 24 123/64 35 130 To match 628 Clear Anodized
14 47/64 19 -25  1-27/64 36
TURN WITH ESCUTCHEON A5 5164 20 26 1-31/64 38
Furnished Assembled 46 5564 22 -27 1-33/64 39
A7 59/64 23 -28 1-39/64 41
N1 -21 18 63/64 25 29 1-43/64 42
Parallel Drive Pendicular Drive 19 13/64 26 30 1-47/64 44
20  17/64 28 -31 1-51/64 46
21 11164 30 -32 1-55/64 47

COMPATIBLE

DEADLOCKS
MS1847 Deadlock 5017 Wood Door Deadlock




3080 Series
Entry Trim

3050

Series Entry Trim

The 3080 Series Entry Trim provides outside activation
for doors with any type of Adams Rite exit device and D
deadlatch. The locked handle is protected from vandalism

and forced entry with a breakaway clutching mechanism.

Function

The 3080 Series provides outside activation of doors that have any type of Adams Rite
exit device or deadlatch. Breakaway clutching mechanism protects the locked handle
from vandalism or forced entry, in either direction. All models share the same core
components, so levers can be changed without having to replace the entire trim.

Aluminium

Electrified
Option

The 3080E Electrified Entry Trim provides a solenoid that will allow the handle to be
turned to unlatch the exit device. This means that when there is no remote activation,
the handle is locked in place and the trim is locked and the exit device remains latched.
When there is remote activation of the trim's solenoid, the trim is unlocked from the
outside and the exit device remains latched. Because the continuous duty solenoid
enables remote activation of the locking function of the trim without unlatching the
exit device on the door, this trim is great for stairwell and fire door applications.

Standard Package Product Note
Featu res Individually boxed with mounting hardware. Adams Rite recommends that for optimal
Handle security the 3080 and 3080E Series

Shipping weight

Entry Trim is used in conjunction with
31bs [1.36 kg].

Medeco high security cylinders, when a
cylinder is required by the application.

The 3080-01, -02, and -03 levers are designed
to return within 1/2" [12.7 mm] of the door

face. The designer levers in this series do not
have this same feature. Please verify local
code requirements to ensure compliance.

Options
« Can be ordered with or without a hole

for cylinder. Order standard mortise

Mortise Cylinder
cylinder with MS® cam separately.

May be ordered with or without a hole for

standard 1" [25.4 mm] length, 1-5/32"[29.4 mm] . Tactile strip available as a kitted option

diameter cylinder with MS® Cam, available
separately. See Cylinders & Accessories
section for more cylinder information.

for standard levers 01and 03. Order

Tactile Strip Kit 91-0118 separat:

ely.

Order 4603 Rectifier, 4605/4606

Transformer or PS-1 Power
Supply separately.

Available in choice of US3 (605)
Bright brass, US4 (606) Satin brass,

10B powder coat to match dark
bronze, US32 (629) Bright stain
or US32D (630) Satin stainless.

less,
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142 3080 SerieS All measurements are approximate and are provided for informational
Entry Trim

purposes only. Refer to the product Installation Instructions.

Options & Accessories

% Standard Series 01 Standard lever, curved

H Standard Series 02 Standard lever, round
3000 Fixed Pulls E—>
3001, 3002 Fixed Pulls: US32D (630) @ Standard Series 03 Standard lever, square
Satin Stainless Steel pulls have 2-3/4" x
11-1/2" [69.9 mm x 292.1 mm] escutcheon.
Order with or without cylinder holes. For Aventura Series ME Studio Collection designer lever

hollow metal and wood doors only.

- e %ﬁ Aventura Series MG Studio Collection designer lever
—

% Aventura Series Ml Studio Collection designer lever
@ Aventura Series MW Studio Collection designer lever
nz | M | 112" |

292.1mm 292.Amm
% Centro Series MD Studio Collection designer lever

% Centro Series MJ Studio Collection designer lever

J — % Odeon Series MN Studio Collection designer lever
Gé?é/;m 2-5/16' 629?9)/:1m 2-1/32" % Odeon Series MV Studio Collection designer lever

3001 58.7mm 3002 51.6mm

U

Door Preparation & Trim Installation

Door prep and installation will differ depending

on the type of exit device being used. Refer to the
Adams Rite templates for 3080 Entry Trim or 3080E  ESCUTCHEON
Electrified Entry Trim for preparation details.

CYLINDER

SPACER

CYLINDER
RETAINER RING

SOLENOID
ASSEMBLY*

FLAT HEAD
SCREWS (2 PLCS)*
#6-32 X 1/4"

*ELECTRIFIED TRIM ONLY

ROTATION
LIMITING
PINS




| ever Dimensions

*The 3080-01,-02, and -03 lever handles are designed to return within 1/2" of the door face. Handles in the Designer
Series do not have this same feature. Please verify with local code requirements to ensure compliance.
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Entry Trim =
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How to Order, Related, & Compatible Products

3080 Series Entry Trim: Specify quantity and the following information. Order related products separately.

MODEL | ELECTRIFIED HANDLE HANDING® | CVHNPER e T DEVICE | VOLTAGE | FEATURES | RIM COVER FINISH
HOLE FINISH
(blank) STANDARD . ) Electrified Electrified - Standard .
Standard HANDLES 0 NoHanding | 3 With Hole 1 SVR Trim Only Trim Only (Black) US3 Bright Brass
E Electrified Trim | 01 Curve 7 LeftHand | ° VHVciflhe"“t 3 Mortise 3 12VoltDC | 0 Fail-Secure | M mﬁﬁ:'”g US4 Satin Brass
02 Round 8 Right Hand 4 SCWR 5 24VoltDC | 5 Fail-Safe 108 {omatch
Dark Bronze
03 Square 6 CVR US32 Bright
Stainless
. US32D Satin
DESIGNER SERIES 7 Rim Stainless
MD MJ U Universal Kit
MN®
ME | Handed)
MV
M6 (Handed)
M MW

*Handing must be specified for MN and MV Designer Levers.

3000 Fixed Pulls: Specify quantity and the following information. Order related products separately.

HANDLE CYLINDER HOLE EXIT DEVICE FINISH

1 Round 1 Without Hole 1 Mortise, Rim US32D Satin Stainless
2 Flat 2 With Hole 2 CVR
3 SVR

NOTE: 3000 is not for use with the following narrow stile exit devices: 8200 SVR, 8400 Morstise, 8600 CVR, 8800 Rim

RELATED

When purchasing this product, please consider the following related products, available separately:

CYLINDERS

Standard 1" to 1-1/4" length, 1-5/32” diameter mortise cylinder PS-1Power Supply, 4605, 4606 Transformer, 4603 Rectifier, 4612 Power Transfer Device
with MS® cam such as 4036 Mortise Cylinder

COMPATIBLE

DEADLATCHES EXIT DEVICES

4510, 4530, 4900, 4920AN Series Deadlatches 8100, 8200 SVR, 8300, 8400 Mortise, 8500, 8600 CVR,

4781Two Point Deadlatch with paddle 8700, 8800 Rim, 8900 SCVR Exit Devices




ceForce” 3090-

Keyless Entry

A battery-operated keyless entry control device, the
eForce 3090-150 Keyless Entry provides access control for
Adams Rite deadlocks, deadlatches, and exit devices.

Function

The eForce 3090-150 Keyless Entry is a battery-operated keyless entry control

for Adams Rite deadlocks, deadlatches and exit devices, that is compatible with
aluminum and hollow metal door applications. The device can accommodate up to
150 users, including master, supervisor, emergency users plus two one-time codes.
The eForce 3090-150 can operate in three modes: Standard, Passage, and Lockout.
All programming is accomplished via the keypad. Device operation is confirmed by

both a visual LED light indicator and an audible sound generated by a Piezo horn.

Operation

In the standard mode of operation, a programmed 2 to 7-digit character followed
by a star (*) key allows for one entry when used with Adams Rite deadlatches or
exit devices. When an authorized code is entered, rotate lever downward 90° to
unlock or unlatch locking device. When released, lever returns to horizontal. The
MS Deadlocks must always be relocked manually when used with the eForce
3090-150. Hold open time is adjustable from 1to 9 seconds. eForce 3090-150
accepts any standard mortise cylinder with MS® cam, available separately.

Certifications

FCC Part 15 compliant

Features

« Surface mounted with concealed
fasteners. Suitable for 1-3/4" [44.5 mm)]
to 2-1/4" [57.2 mm] door thickness

- Non-handed with clutched lever protection

» Powered by 4 AA alkaline batteries;
supports 60,000 activations

Housing
Measures 1-3/4" [44.5 mm] wide x
15-3/8" [390.5 mm] high.

US adamsrite.com | 800.872.3267 | customerservice.adamsrite@assaabloy.com
Canada assaabloydss.cal 800.461.3007 | sales.dss.ca@assaabloy.com

Updated: January 14, 2019

ASSA ABLOY, the global leader
in door opening solutions

Handle
Clutch-protected cast zinc alloy, finished to
match housing, field selectable handing.

Keypad
UV stable keypad material.

Operating Temperatures

Full outdoor rating; Temperature range
from -31to +151F [-35 to +66C] and 5 to 95%
humidity (non-condensing).

Standard Package
Individually boxed with mounting
hardware for 1-3/4" [44.5 mm] to
2-1/4" [57.2 mm] door thickness.

Shipping weight
5-1/2 Ibs [2.49 kg].

Patent pending and/or patent www.assaabloydss.com/patents. Copyright © 2019, Hanchett Entry Systems, Inc., an ASSA ABLOY Group
company. All rights reserved. Reproduction in whole or in part without the express written permission of Hanchett Entry Systems, Inc. is prohibited
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Options

Remote activation input cable
RSK-3090 available separately.

Available in choice of powder coat 121
Dark Bronze to match 313 Dark Bronze
Anodized, or US26D (626) Satin Chrome.
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purposes only. Refer to the product Installation Instructions.

= | 3090-150
% | Keyless Stile Preparation
Entry 4Xo V4"
6.4mm
<> o
INSTALL
2| | RIVNUT
) 12.7mm ﬂ r*
. . ) / ‘ L'/
Dimensions -t A
— 31(;?é1n§:n OF CY¢I:INDER 6-13/32"
e A _ brep \ 162.7mm
Y =7 11-15/16"
o | % 303.2mm
e 2 e
50.8mn| /@'/ -
o Y
5 (o)
0 o
IR
44T |
|
127mm 15-3/8"
‘ — 390.5mm J 718"
%EE — ] 22.23mm
I
719/32"
192.9mm

Lock & Cylinder
Tl Installation

How to Order, Related, & Compatible Products

3090-150 eForce® Keyless Entry: Specify quantity and the following information. Order related products separately.

COMPATIBLE PRODUCTS FINISH
01 Adams Rite latches or 8000 Series Exit Devices, Yale 7200 .
series, Corbin Russwin ED4000 series exit devices only 121 To match 313 Dark Bronze Anodized
02 Adams Rite MS® deadlocks 626 Satin Chrome
RELATED
When purchasing this product, please consider the following related products, available separately:
CYLINDERS ACCESSORIES
Standard 1" length, 1-5/32” diameter mortise cylinder with MS® cam such as 4036 Mortise Cylinder RSK-3090 Remote Activation Kit
COMPATIBLE
DEADLOCKS DEADLATCHES EXIT DEVICES
MS1850S, MS1850S-050, MS1850SN, 4510, 4530, 4900, 4920AN 8100, 8200 SVR, 8300, 8400 Mortise, 8500, 8600 CVR, 8700, 8800 Rim,
MS1850SN-050, MS1950, MS1950-050 Series Deadlatches 8900 SCVR Exit Devices with 31/32” backset or greater.

Series Deadlocks Yale 7200 Series, Corbin Russwin ED4000 Series. Please check model number for availability.
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Keyless Entry
Control and
- Aperio® Hub

Keyless Entry Control
with Pre-paired Aperio® Hub

deadlocks, deadlatches and exit devices provide wireless
security with HID® Prox or iCLASS contactless card reader that
can be integrated into existing access control systems.

Function | A

Product

The A100-3090H Keyless Entry Control for Adams Rite | p—— S
2

9@

Hollow
Metal

The A100-3090H Keyless Entry Control, with Aperio technology, is a wireless
keyless entry trim for Adams Rite deadlocks, deadlatches and exit devices. Ideal
for both exterior and interior aluminum and hollow metal door applications. The
pre-paired A100-3090H lock and hub kit provides maximum security and audit trail
with either an HID” Prox or iCLASS contactless card reader for easy integration with
existing credential systems to accommodate flexible user access management.

Operation

When an authorized card is presented, an audible beep and visual change in the
red/green LED indicator confirms authorization. A high-speed motor engages
an internal clutch to enable the exterior lever operation. When released, lever

R

returns to horizontal. Clutching action prevents damage to internal components.
Upon timeout, the lever operation is disabled until the next authorized card
presentation or key override. The MS Deadlocks must always be relocked
manually when used with the A100-3090H Keyless Entry Trim. A100-3090H
accepts any standard mortise cylinder with MS® cam, available separately.

{ aperio
\

US adamsrite.com | 800.872.3267 | customerservice.adamsrite@assaabloy.com
Updated: January 14, 2019 Canada assaabloydss.ca | 800.461.3007 | sales.dss.ca@assaabloy.com

ASSA ABLOY, the global leader Patent pending and/or patent www.assaabloydss.com/patents. Copyright © 2019, Hanchett Entry Systems, Inc., an ASSA ABLOY Group
in door opening solutions company. All rights reserved. Reproduction in whole or in part without the express written permission of Hanchett Entry Systems, Inc. is prohibited




A100-3090H

Keyless Entry
Control and
Aperio® Hub

Certifications

FCC Compliant

Features

» Aperio wireless technology

- Surface mounted with concealed
fasteners. Suitable for 1-3/4" to 2-1/4"
[44.5 mmto 57.2 mm] door thickness

« Key override via mortise cylinder; 1
t01-1/2” [25.4 mm to 38.1 mm] length
with MS® cam (available separately)

« Audit trail limited by EAC

Specifications

Wireless Access Control

Minimal field configuration for quick, easy
wireless deployments that eliminate the
cost and inconvenience of hardwiring the
door. Fully-encrypted AES 128 bit wireless
communication between the A100 lock and
Aperio® hub ensures data security. The
Aperio® wireless hub connects to an access
control system with typical Wiegand wiring
and additional REX, DPS, tamper and low
battery signal wires. The Aperio® hub should
be mounted within 50 of the desired lock
location and through two walls or less.

Housing
Measures 1-3/4" [44.5 mm] wide
x 15-3/8" [390.5 mm] high

Handle
Clutch-protected cast zinc alloy, finished to
match housing; field selectable handing

Operating Temperatures

Full outdoor rating; Temperature range
from -31to +151F [-35 to +66C] and 5

to 95% humidity (non-condensing)

Standard Package

Individually boxed with wireless hub and
mounting hardware for 1-3/4" [44.5 mm]
to 2-1/4" [57.2 mm] door thickness

Shipping weight
6 Ibs [2.72 kg]

Electrical

« Powered by (4) x AA Alkaline batteries
with low battery indication

« Supports HID® 13.56 MHz iCLASS® (ISO
15693) or HID® 125 KHz Prox credentials.”

*For information on migrating from one card
technology to another or dual-technology
card support, please contact 800-810-WIRE

Options
» Monitoring: Optional Request to
Exit (REX) and DPS (DPS-C-38G)

« Available in choice of powder coat 121
to match 313 Dark Bronze Anodized,
or US26D (626) Satin Chrome

Product Note

The Adams Rite A100 narrow stile trim is
available as either a pre-paired lock and
hub kit (no certification required) or as a
field configurable component (requires
Aperio® Certified Integrator certification).
Pre-paired kits support limited features,
field configured devices are required

in order to support all options. Visit
IntelligentOpenings.com to learn more.

How to Order, Related & Compatible Products

A100-3090H Aperio Keyless Entry Wholesale Kit: Specify quantity and the following information. Order related products separately.

MODEL

A100-3090H

CREDENTIAL

-1

COMPATIBLE PRODUCTS FINISH

-626

P 125 kHz HID® Prox

1 Adams Rite latches or 8000 Series Exit Devices, Yale 7200
series, Corbin Russwin ED4000 series exit devices only

121 To match 313 Dark
Bronze Anodized

C 13.56 MHz HID iCLASS

2 Adams Rite MS® deadlocks

626 Satin Chrome

RELATED

When purchasing this product, please consider the following related products, available separately:

CYLINDERS

Standard 1" length, 1-5/32” diameter mortise cylinder
with MS® cam such as 4036 Mortise Cylinder

ACCESSORIES
DPS-C-38G DPS Switch

COMPATIBLE

DEADLOCKS

MS1850S, MS1850S-050, MS1850SN,
MS1850SN-050, MS1950, MS1950-050
Series Deadlocks

DEADLATCHES

4510, 4530, 4900, 4920AN
Series Deadlatches

EXIT DEVICES

8100, 8200 SVR, 8300, 8400 Mortise, 8500, 8600 CVR, 8700, 8800 Rim,
8900 SCVR Exit Devices with 31/32” backset or greater.

Yale 7200 Series, Corbin Russwin ED4000 Series. Please check model number for availability.
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purposes only. Refer to the product Installation Instructions

Keyless Entry
Control and
. . .
Dimensions Aperio® Hub
s Stile Preparation
A
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150 | 4550 MS®
s Deadlock

Lever

4550 MS”

Deadlock Lever

The 4550 MS® Deadlock Lever easily unlocks an MS® Deadlock
with approximately three pounds of downward force. The

spring-loaded lever relocks with an upward motion. - -
Easy unlocking of most MS Deadlocks by approximately 3 Ibs [1.36 kg] ' l o -
downward force on a 3" [76.2 mm] lever. Lever is spring loaded to horizontal,

relocks with upward motion. Indicator signals lock status. Can be installed in |

i ADWANG BITE

e

0

Aluminium

T Function

Hollow
Metal

place of existing key cylinder or cylinder type thumbturn on inside of door.

4550 Deadlock Lever not compatible with 7/8" [22.2 mm] backset locks.

. ASSA ABLOH
Operation ]
Rotate lever downward 90° to unlock. When released, lever returns to
horizontal. Rotate lever upward 90° to relock. Key operation from outside is |
not affected. Clutching action prevents damage to internal components. @ @J

M —

Features

Housing

Aluminum casting is 1-3/8" wide
X 7-1/2" long x 1" deep [34.9

mm x 190.5 mm x 25.4 mm].

Lever

3"[76.2 mm]long aluminum

with end-return design offers
comfortable grip to lock or unlock.

Indicator

Words “LOCKED" in red letters or
“OPEN"in green letters appear

on white background when bolt is
thrown or retracted respectively.
Indicator is driven by lock bolt itself.

Stop Clearance

Lever housing projects 11/16" [17.5
mm] forward of cylinder backset
centerline. Depending on height
of door stop and width of door/
jamb gap, it may be necessary to

modify the stop to clear the housing.

For fin type stops, this is easily
accomplished. Hollow stops may

Compatible Locking
Devices

Any MS® pivoted bolt deadlock
including “Schoolhouse” versions
can be fitted with the 4550
including MS1850S, MS1950.

Derivative units such as 1870
or 1870HM, flushbolts that
bolt into threshold are also
operable by the 4550 lever.

Not compatible with MS+1890
Deadlock/Deadlatch or 2190
Interconnected Deadlock/Deadlatch
or with 7/8" [22.2 mm] backset locks.

Standard Package
Individually boxed with mounting
hardware and drive pins for

both single point and threshold
bolt-equipped locks.

Shipping weight
31bs[1.36 kg].

Options

- Available in choice of powder
coat 119 to match 335 Black
anodized, 121to match 313 Dark
bronze anodized, and 130 to
match 628 Clear anodized.

« Ordered for left or right hand
door, but is easily reconfigured
in the field to accommodate
either door swing.

preclude use of lever. Please contact
factory for more detailed information.

US adamsrite.com | 800.872.3267 | customerservice.adamsrite@assaabloy.com

Canada assaabloydss.ca | 800.461.3007 | sales.dss.ca@assaabloy.com Updated: January 14, 2019

ASSA ABLOY, the global leader

Patent pending and/or patent www.assaabloydss.com/patents. Copyright © 2019, Hanchett Entry Systems, Inc., an ASSA ABLOY Group ! { é
in door opening solutions

company. All rights reserved. Reproduction in whole or in part without the express written permission of Hanchett Entry Systems, Inc. is prohibited.




All measurements are approximate and are provided for informational
purposes only. Refer to the product Installation Instructions

Stile Preparation

CYLINDER
BACKSET

4550 MS®
Deadlock
Lever

i i 116"
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Y 11/32"
215/32" 10-32 ‘
90° T0 LOCK 62 mi aeics) [T
3 [N -1 v | -
b N 332" [ LA ~1’19/32"
: : \\\\ 35.7mm = e 4‘0‘5mm (REF)
: : T ¥ € cvunoer
{ \ \ 316"
417/64 K Tamm e
PR . ) .
108.3mm| 1 . \ ¥ 20/64"
. . |7 1n5mm
( ; 6-13/64" Y
< 157.6mm .3/32"
1 "
7-15/64" < 353" s} 22 DA
183.8mm 80.2mm /) /L (2PLCS)
,
,
CYLINDER
- 790" TO UNLOCK 13132" repy |
| | 50mm ¢
R
o 113827 [
35.7mm
_ 45/64"
<7‘I7.9mm i @ .
.| Installation
111/32" 0. |
34.1mm
r— ———— —

‘T’

9)

How to Order & Compatible Products

4550 MS* Deadlock Lever: Specify quantity and the following information. Order related products separately.

DOOR HAND

R

R RHorRHR

DOOR THICKNESS

-01

011-3/4"t0 2"

FINISH

-130

119 To match 335 Black Andodized

L LHorLHR

02 2-1/8"to 2-3/8"

121 To match 313 Dark Bronze Anodized

130 To match 628 Clear Anodized

COMPATIBLE

DEADLOCKS

FLUSHLOCKS

MS1850S, MS1850S-050, MS1850SN, MS1850SN-050, MS1950, MS1950-050 Series Deadlocks (not compatible with 7/8” backset)

1870, 1870HM Series cylinder-operated flushbolts




4560 Series
Deadlatch
Handles

Hollow
Metal

4560 Series

Deadlatch Handles

The 4560 Series Deadlatch Handles easily
unlock the 4300, 4500 and 4900 Series
Deadlatches. These handles fit solidly into the
cylinder hole of Adams Rite deadlatches.

Function

Designed to operate 4300, 4500 and 4900 Series
Deadlatches by a natural downward hand movement, these
handles incorporate an activator cam disc that mounts on
the handles' escutcheon and fits solidly into the cylinder
hole of the latch. Not intended for use as a door pull.

4560 handles feature an ADA compliant

lever shaped to fit the hand.

4565 handles feature a thumbturn of minimum practical length.
4568 handles feature an ADA compliant

lever shaped to fit the hand.

4569 handles feature a return end, often required by code.

Features

Handle
Handle of cast aluminum.

4560: ADA compliant lever is
shaped to fit the hand, with a
concave thumb-rest portion that
tends to keep knuckles and thumb
safely away from the jamb, even
on a short backset narrow stile.

4565: Thumbturn of minimum
practical length is designed to
offer a firm grip to the fingertips.
Ideal for doors where the latch
is operated infrequently.

European styling of 4568 and
4569 offers a generous hand
grip with shank offset from the
narrow stile jamb for hand safety.
Rugged construction ensures
dependable performance, with

a high-wear spring to return the
handle to position after use.

4568: ADA compliant lever
is shaped to fit the hand.

4569: ADA compliant lever features
a return end, often required by
code. Please verify local code

requirements to ensure compliance.

Escutcheon

A1/4"[6.4 mm] square heat-treated
spindle is part of escutcheon
assembly, which interlocks with the
cam plug. Finished to match lever.

4560, 4565 use the same sloping
1-3/8" x 4" [34.9 mm x 101.6 mm]
escutcheon, designed to match the
clean lines of a narrow stile door.

4568, 4569 use the same 1-3/8" x
4" [34.9mm x 101.6mm] escutcheon,
designed to match the clean

lines of a narrow stile door. Steel
mounted base is secured by hidden
screws and has two large helical
compression springs (one becomes
a “spare” once handing is given).

Cam Plug

Secured in latch body by cylinder set
screw, the plug is also rigidly tied

to handle escutcheon by hardened
steel pins. Handing can be reversed
by removing a spring clip, reversing
the cam, and replacing the clip.

Standard Package
Individually packaged with
mounting hardware and cam plug
handed LH or RH as specified.

Shipping Weight
2 Ibs [0.91 kg].

4560, 4565 are also available
bulk-packed in cartons, up to
100 per carton. Please contact
factory for more information.

Options

«» Ordered for left hand (LH) or
right hand (RH) door, but is
easily reconfigured in the field to
accommodate either door swing.

- Standard handles are for 1-3/4"
[44.5 mm] thick doors. Please
contact factory for doors up to
3-1/4"

[82.6 mm] available
by special order.

« Available in choice of powder
coat 119 to match 335 Black
anodized, 121to match 313 Dark
bronze anodized, and 130 to
match 628 Clear anodized.

US adamsrite.com | 800.872.3267 | customerservice.adamsrite@assaabloy.com

Canada assaabloydss.ca | 800.461.3007 | sales.dss.ca@assaabloy.com Updated: January 14, 2019

ASSA ABLOY, the global leader

Patent pending and/or patent www.assaabloydss.com/patents. Copyright © 2019, Hanchett Entry Systems, Inc., an ASSA ABLOY Group ! { é
in door opening solutions

company. All rights reserved. Reproduction in whole or in part without the express written permission of Hanchett Entry Systems, Inc. is prohibited.




Dimensions

716"
™ 11.1mm
5/8"
15.9mm
)
—

3/64" F
1.2mm*

1-51/64"
45.6mm

All measurements are approximate and are provided for informational
purposes only. Refer to the product Installation Instructions

13/32" 4-1/8"
e T
172" 10.3mm 104.8mm 13/8"
12.7mm o 43/64" 34.9mm” |
% 171mm
©-
\
4 |
101.6mm 57/64" ] )
— —
30 ?
76.2mm
v | |
W . !

1-11/32"
34.1mm

4560

< 164"

4.4mm

4560, 4565 (153

Deadlatch | 5
Handles

4565

Narrow Stile

Preparation
STILE Q

v
<
~
LATCH
CYLINDER T .
N

¥ LATCH
BACKSET

TAP #10-32
(2 PLCS)

Installation

serscrew KUY

LOCK WASHERS
(2REQ.)

10-32 SCREWS

g (2 REQ.)
,.

REVERSIBLE 4580 CAM DISC
Included with 4560 Series
Deadlatch Handles.

Required to operate
4500 /4900 / existing 4700 series latches.
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s | Deadlatch . .
& | Handles Dimensions
1-11/32"
34.1mm
- >
3 41/64"

ﬁ

16.3mm

| le 5/32"
4mm
()
U

4-3/16" T :
125.8mm .
3 ;

E 76.2mm | [€-+C

4-23/32"
119.9mm

m v 112"
A

4569

-
211/32" ‘

Lﬁ 59.5mm
4568

Narrow Stile Preparation Wood Door Preparation

LATCH LATCH
sie @ &~ BACKSET BACKSET
<V /f x/‘ HOLE LOCATIONS
’ . Ko |1 SAME AS ON
. 3 \ : LEFT
Q 47 76.2mm e b L
N | |
. /( {10 ovunoer
‘ 1 12332 1 A
) 43.7mm b
L\ i
LATCH - : T \=
cYLINDER | |- 3 T
¢ o \‘ {0
e 114" 3 e 1-1/4"
:\ 31.8mm DA . S
\___ TAP #10-32 [ 114"
(2 PLCS) B 6.4MM
\\ \ (2 PLCS)
j FOR “TEE” NUT
\/ \_\/J (NOT FURNISHED)

TAP #10-32

/‘ [M5] 2PL
3
76.2mm
1-23/32"
43.7mm

Installation

BACKSET

CYLINDER HOLE A\l
AS PREPARER 5"’ @
FOR LATCH
0
—
)

=



How to Order & Compatible Products

4560, 4565 Deadlatch Handles: Specify quantity and the following information. Order related products separately.

HANDLE TYPE

HANDING

DOOR THICKNESS

4560 Series |155
Deadlatch
Handles

FINISH

-130

0

0 Lever

-5

0 Using MS+1890

01

For 4300, 4500, 4900 Series Deadlatches

119 To match 335 Black Anodized

5 Turn

5 LHorLHR

011-3/4"t0 2"

121 To match 313 Dark Bronze Anodized

6 RHorRHR

02 2-1/4"to 2-1/2"

130 To match 628 Clear Anodized

03 2-3/4"t0 3"

04 3-1/4"

For MS+1890

11-3/4"

12 1-3/4" to 2-1/4"

13 2-5/16" to 2-3/4"

4568, 4569 Deadlatch Handles: Specify quantity and the following information. Order related products separately.

LEVER TYPE

8

HANDING

-5

DOOR THICKNESS

01

FINISH

-130

8 Straight 0 Using MS+1890 For 4300, 4500, 4900 Series Deadlatches 119 To match 335 Black Anodized
9 Return End 5 LHorLHR 011-3/4"to 2" 121 To match 313 Dark Bronze Anodized
6 RHorRHR 02 2-1/4"to 2-1/2" 130 To match 628 Clear Anodized
03 2-3/4"t0 3"
04 3-1/4"
For MS+1890

11 1-3/4" t0 1-15/16"

12 1-3/4" to 2-1/4"

13 2-5/16" to 2-3/4"

14 3"

COMPATIBLE

MS+1890 Deadlock/Latch

DEADLOCKS

DEADLATCHES

4300 Electrified Deadlatches, 4510, 4530, 4900, 4920AN Series Deadlatches.

2190 Series Interconnected Deadbolt/Deadlatch (4568, 4569 only)




156 | 4590

2 | pace 4 5 9 O
Deadlatch Paddle

The 4590 Deadlatch Paddle is an ergonomically-friendly alternative
to a knob or lever handle. Operate with a simple push or pull.

Function
EI An alternative to knob or lever handles. Makes opening a latched door as natural
Hollow as opening an unlatched one — just push or pullin the direction in which the door

Metal

swings. Compatible with any Adams Rite 4300, 4500 or 4900 Series Deadlatch,
MS+1890 Deadlock/Deadlatch, or 2190/2290 Interconnected Deadbolt/ Deadlatch.

Operation

Available in four configurations: push left,
push right, pull left, and pull right.

Features

Paddle

Extruded aluminum. OptlonS

- First dash number specifies operation,
handing and compatible latch. If required,
use second dash number to specify non-
standard units for doors thicker than 1-3/4"
[44.5 mm]. Please see configuration table
or contact factory for more information.

Escutcheons

Zinc alloy with black finish. Secured to
door stile with special binder posts that
extend into the escutcheon to rigidly
resist torque loads in any direction.

Cam Plug « Available in choice of 313 Dark
Furnished for use with 4300, 4500 and bronze anodized, 335 Black
4900 Series Deadlatches. Cam plug not anodized, 628 Clear anodized.

for use with MS+1890 Deadlock/Deadlatch
or 2190/2290 Interconnected Deadbolt/
Deadlatch. Secured in latch body by
cylinder set screw, plug is also rigidly tied
to escutcheon by hardened steel pins.

Standard Package

Individually boxed with mounting
hardware. Units for 4300, 4500 or 4900
Series Deadlatches include cam plug.

Shipping weight
1-1/2 1b [0.68 kg.

US adamsrite.com | 800.872.3267 | customerservice.adamsrite@assaabloy.com
Canada assaabloydss.ca | 800.461.3007 | sales.dss.ca@assaabloy.com Updated: January 14, 2019

Patent pending and/or patent www.assaabloydss.com/patents. Copyright © 2019, Hanchett Entry Systems, Inc., an ASSA ABLOY Group ASSAABLOY, the global leader
company. All rights reserved. Reproduction in whole or in part without the express written permission of Hanchett Entry Systems, Inc. is prohibited. in door opening solutions
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Dimensions Deadlatch [

D
<

Paddle

| g Stile Preparation
L1l For 4500/4900 latches, see MS+1890/2190
for different hole pattern

4"
= 101.6mn Ve BACKSET .
STILE ¢ 9/32 DIA

' 70mm :

(2'PLCS)

| 111732 |
34.1mm

2-5/16"
58.7mm LATCH

119/64" e oYL,
32.9mm 1190 €
< i’ :
*SHOWN ATREST.  1.p9/32" N N
PADDLE TRAVELIS: 48 4mm v \/

Installation

( INSTALL
\\ BINDER

) )

INSTALL INSTALL INSTALL
LATCH & ESCUTCHEON PADDLE
\ ,—\& POSTS CAM PLUG
. o
1/4-28
NUT

CAM PLUG
(NOT REQ. WITH
MS+1890/2190)

Tt e

&
%
/./\/‘

How to Order & Compatible Products

4590 Deadlatch Paddle: Specify quantity and the following information. Order related products separately.

OPERATION DOOR THICKNESS FINISH*
FIRST DASH FOR For 4300, 4500, 4900 '
LATCH SERIES OPPERATION USE Series Deadlatches For MS+1890, 2190 313 Dark Bronze Anodized
-01 4300/4500/4900 PULL Outside of left hand reverse | 00 1-3/4" 00 1-3/4" 335 Black Anodized
1 MS+1890/2190 TO LEFT L doororinside of righthand | o1 143167t 2" 01 1-3/4" t0 2-1/4" 628 Clear Anodized
-02 4300/4500/4900 PUSH E: Outside of left hand door or | 02 2-1/4"t0 2-1/2" 02 2-5/16"t0 2-1/2"
12 MS+1890/2190 TO LEFT H inside of right hand reverse 03 2-3/4"t0 3" 03 2-9/16" to 2-3/4"
-03 4300/4500/4900 PULL Outside of right hand reverse 04 3-1/4"
13 MS+1890/2190 TORIGHT L door orinside or left hand
-04 4300/4500/4900 PUSH ]| | outside ofright hand door or
14 MS+1890/2190 TO RIGHT Al | inside of left hand reverse

LH  aor g RH -010R 4
02 0R-12 ] “040R 15
-040R .14 [ _020R-12
LHR TR R 030R3

00

-
X

*Finish applied to paddle assembly only, not escutcheon.

COMPATIBLE

DEADLOCKS DEADLATCHES
MS+1890 Deadlock/Latch, 2190 Series Interconnected Deadbolt/Deadlatch 4300 Electrified Deadlatches, 4510, 4530, 4900, 4920AN Series Deadlatches.
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s | Deadlatch
o | Paddle

X

Aluminium

B

Hollow
Metal

459

Deadlatch Paddle

The 4591 Deadlatch Paddle is an ergonomically-friendly alternative
to a knob or lever handle. Operate with a simple push or pull.

Function

An alternative to knob or lever handles. Makes opening a latched door as natural
as opening an unlatched one — just push or pullin the direction in which the door

swings. Compatible with any Adams Rite 4300, 4500 or
4900 Series Deadlatch, MS+1890 Deadlock/Deadlatch,
or 2190/2290 Interconnected Deadbolt/ Deadlatch.

Operation

Available in four configurations: push left, push right, pull
left, and pull right. Can be reconfigured to any mode in the
field. Dogging may not be utilized in pull configuration.

Features
Paddle

Extruded aluminum.

Escutcheons

Zinc alloy with black finish.
Secured to door stile with special
binder posts that extend into

the escutcheon to rigidly resist
torque loads in any direction.

Cam Plug

Furnished for use with 4300, 4500
and 4900 Series Deadlatches.
Cam plug not for use with MS+1890
Deadlock/Deadlatch or 2190/2290

Interconnected Deadbolt/ Deadlatch.

Secured in latch body by cylinder
set screw, plug is also rigidly tied to
escutcheon by hardened steel pins.

Monitor Switches

4591M: Paddle without latch
drive mechanism but with switch
that can be wired to make or
break a low voltage circuit.

4591MA: Paddle with latch
drive mechanism, complete
active paddle with switch.

91-0914 Monitor Switch Kit: Adds
monitor switch function to 4591
Paddle for "push" version only.

Paddle Dogging

“PUSH” version only: Turning
hex key in escutcheon holds the
paddle down, leaving door free-
swinging. Dogging key provided.

Standard Package
Individually boxed with
mounting hardware. Units for
4300, 4500 or 4900 Series
Deadlatches include cam plug.

Shipping weight
1-1/2 b [0.68 kg.

Options

- First dash number specifies
operation, handing and
compatible latch. If required,
use second dash number
to specify non-standard
units for doors thicker than
1-3/4" [44.5 mm]. Please see
configuration table or contact
factory for more information.

« 4591M Paddle switch to actuate
magnetic lock, alarm, etc. No
latch retracting mechanism.

« 4591MA Active paddle with switch
and latch retracting mechanism.

« 4781 Two-Point Deadlatch
uses a modified, but matching
version of the 4591 Paddle.

« Available in choice of 313 Dark
bronze anodized, 335 Black
anodized, 628 Clear anodized.
US3 (605) Bright brass, and
US26D (626) Satin chrome special
finishes are also available

US adamsrite.com | 800.872.3267 | customerservice.adamsrite@assaabloy.com

Canada assaabloydss.ca | 800.461.3007 | sales.dss.ca@assaabloy.com Updated: January 14, 2019

ASSA ABLOY, the global leader

Patent pending and/or patent www.assaabloydss.com/patents. Copyright © 2019, Hanchett Entry Systems, Inc., an ASSA ABLOY Group ! { é
in door opening solutions

company. All rights reserved. Reproduction in whole or in part without the express written permission of Hanchett Entry Systems, Inc. is prohibited.



Dimensions

Deadlatch |
" )
5-1/8" =
| 130.2mm ‘ For 4500/4900 latches, see MS+1890/2190 Paddle | =
for different hole pattern
r( BACKSET
21/64"
45/30" STILE € ‘ & 3oam DIA-
= 105.6mm ? (2 PLCS)
3
76.2mm
| 1-11/321]
34.1mm

Stile Preparation

LATCH

1-23/32"
43.7mm

- ! o
45.6m 7/8" \_ 11/4"
224%m 0 31.smmmAi

I sHown aTResT. .
PADDLE TRAVELIS: 505

Installation

4591 |159

)

©)

©

INSTALL INSTALL INSTALL INSTALL
BINDER LATCH & ESCUTCHEON PADDLE
N @ | POSTS CAM PLUG
5/16-24 )
nut IF )
@, —T]
A1 e CAM>_UG =
- T 10-32
@ . |~ @ (NOT REQ. WITH seRtus PIVOT PIN
N \/_J MS+1890/2190) SETSCREW

How to Order, Related, & Compatible Products

4591 Deadlatch Paddle: Specify quantity and the following information. Order related products separately.

OPTIONS* OPERATION DOOR THICKNESS FINISH**
- Standard FIRST DASH FOR For 4300, 4500, 4900 313 Dark Bronze
Paddle LATCH SERIES OPPERATION USE Series Deadlatches For M5+1890, 2130 Anodized
M Paddle w/ -01 4300/4500/4900 PULL ?euvtesrwgee g(f)éerf; ?and 00 1-3/4" 00 1-3/4" 335 Black
switchonly | 11 Ms5+1890/2190 TOLEFT i inside of i 01 113/16" 10 2" 0113/4" 1024 | Anodized
inside of right hand fo to
MA Active -02 4300/4500/4900 PUSH v Outsideiof.leﬂhand 02 2-1/4"t0 2-1/2 02 2-5/16"t0 2-1/2 628 Clear
paddle w/ 10 LEFT s door orinside of Anodized
switch 12 MS+1890/2190 right hand reverse | 03 2-3/4"t0 3" 03 2-9/16"to 2-3/4" | Anodize
-03 4300/4500/4900 71 | Outside of right 04 3-1/4" US3 Bright bronze
PULL 1
TO RIGHT £ hand reverse door or
-13 MS+1890/2190 inside o left hand US26D Satin
-04 4300/4500/4900 PUSH = Outside of right hand Chrome
10 RIGHT §| | door orinside of
-14 MS+1890/2190 left hand reverse

020RA2 1
LHR  OTOR-

RH

= s
J “040r 3
] .02 0R-Z

*M and MA options availble on push paddles only, not pull paddles. **Finish applied to paddle assembly only, not escutcheon.

RELATED When purchasing this product,
please consider the following related products,
available separately:

COMPATIBLE

DEADLOCKS

DEADLATCHES

4300 Electrified Deadlatches, 4510, 4530,
4900, 4920AN Series Deadlatches.

MS+1890 Deadlock/Latch, 2190 Series

91-0914 Monitor Switch Kit Interconnected Deadbolt/Deadlatch




4600 Heavy
Duty Designer
Deadlatch
Handles

B

Hollow
Metal

4600

Heavy Duty Designer
Deadlatch Handles

The 4600 Heavy Duty Designer Deadlatch Handles
are designed to operate Adams Rite deadlatches
and retro-fit onto the 2190 Interconnected
Deadbolt/Deadlatch. Offered in a wide range

of lever designs and architectural finishes to

match the clean lines of a narrow stile door.

Function

Designed to operate 4300, 4500, and 4900 Series Deadlatches
with either an upward or downward motion. 4600 Deadlatch
Handles can be retrofitted in the field onto the 2190/2290
Interconnected Deadbolt/Deadlatch. Shipped handed, but easily
reconfigured to accommodate either door swing. MV and MN
handle types cannot be re-handed. The patented adjustable drive
mechanism allows the escutcheon to be set back from the door
edge at the time of installation to provide additional clearance.
Monitoring switch optional to provide signal when lever is actuated.

Features

Handle

Available in standard and
designer series levers to blend
with existing architecture or to
create a new design statement.
Made from solid cast stainless,
brass, or bronze, and finished to
match any design requirement.

Standard series lever styles (-01,
-02, -03) are designed to return
within 1/2” [12.7 mm)] of the door
face, often required by code.

Please verify local code

requirements to ensure compliance.

Escutcheons

Mounted base is secured by hidden
screws and has two large helical
compression springs. A 1/4” [6.4
mm] square heat-treated spindle

is part of escutcheon assembly,
which interlocks with the cam

plug. Finished to match lever.

Cam Plug

Cam plug is required when 4600
handles are used to operate 4300,
4500 or 4900 Series Deadlatches.

Secured to the latch body by
cylinder setscrew, the cam plug
is tied to the handle escutcheon
by integral anti-rotation pins.

Handing easily reversed with
push-and-release cam design.

Standard Package
Individually packaged with cam
plug (as needed), fasteners, and
optional equipment specified.

Shipping weight
3 Ibs[1.36 kg].

Options
« Ordered for left or right hand
door, but is easily reconfigured

in the field to accommodate
either door swing.

Patent pending and/or patent www.assaabloydss.com/patents. Copyright © 2019, Hanchett Entry Systems, Inc., an ASSA ABLOY Group
company. All rights reserved. Reproduction in whole or in part without the express written permission of Hanchett Entry Systems, Inc. is prohibited.

- Standard handles are for 1-3/4”
[44.5 mm] thick doors. Please
contact factory for doors up
to 3-1/4"[82.6 mm] available
by special order. Please use
part number DTK-4600 for
fixed lever (dummy) kit.

« Please use part number
TBK-4600 for through-bolt
mounting kit for back-to-back
mounting on wood doors.

- Available in choice of US3
(605) Bright brass, US4 (606)
Satin brass, 10B powder coat
to match Dark Bronze, US32
(629) Bright stainless, or
US32D (630) Satin stainless.

Product Note

The 4600M with switch option
cannot be used in conjunction with
the 4300 Electrified Deadlatch.

US adamsrite.com | 800.872.3267 | customerservice.adamsrite@assaabloy.com
Canada assaabloydss.ca | 800.461.3007 | sales.dss.ca@assaabloy.com

Updated: January 14, 2019

ASSA ABLOY, the global leader
in door opening solutions



4600 Heavy

. . . . Duty Designer
Dimensions Stile Preparation Deadlatch
Handles
/5/32“
T N R - 4mm
VARIES BY HANDLE STYLE N
323532 Max BACKSET Y >

A A
(4]
| ‘ 15/32" /
11.9mm 1-9/32"
2.5mm

p 111/32" 15/16"

-
%

103.2mm ®

25.4mm 341mm 23.8mm § g
- 127
1-3/16" éﬁﬁ% O X 04
30.2mm ® 7 [N~ THRU ONE WALL
2-15/32" INSTALL RIVNUT
E 62.7mm ( ‘ [™\\_ CYLINDER HOLE AS
PREPARED FOR
I — ] ((’ > ] L | 4900 LATCH @ 1-1/8"
6-21/32" 7 — o
169.1mm 41/16" %}

4xX,
/ 07/32
= THRU
ONE WALL \

Installation

>
ille

®

~JUA
.

How to Order, Related & Compatible Products

4600 Heavy Duty Deadlatch Handles: Specify quantity and the following information. Order related products separately.

MODEL REX HANDLE HANDING** DOOR THICKNESS COMPATIBLE PRODUCTS FINISH
4600 M -01 -5 1 1 -32D

(blank) Standard STANDARD HANDLES | 5 LHorLHR 11-3/4"t0 1-7/8" 12190, 2290 Interconnected US3 Bright Brass

M Electrified Trim | 01 Curve 6 RH or RHR 22"02:8" Deadbolt/Deadlatch US4 Satin Brass
02 Round 3 2-1/4"t0 2-3/8" 2 4300, 4500, 4900 10B to match Dark Bronze
03 Square 4 21/2"t0 2-5/8" Series Deadlatches US32 Bright Stainless
DESIGNER SERIES 5 2-3/4"t0 2-7/8" US32D Satin Stainless
MD MJ
ME MN* (Handed)
MG | MV*(Handed)
MI MW

*Handing must be specified for MN and MV Designer Levers. **Handing - assumes lever on interior of door.

RELATED
When purchasing this product, please consider the following related products, available separately: COMPATIBLE

DEADLATCHES

REX-4600 Request to Exit, DTK-4600 Fixed Lever (dummy) Kit, TDK-4600-XX Thick Door Kit for doors 4300 Electrified Deadlatches, 4510, 4530,
2" t0 2-7/8”, TBK-4600-XX Thru-Bolt Mounting Kit for back-to-back mounting on wood doors. 4900, 4920AN Series Deadlatches.
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4000

. SeriesMS® [~
4000 Series s 32
Strikes |(RZ
s
o)
. D
MS® Deadlock Strikes B
4000 Series MS® Deadlock Strikes add aesthetics r- »
and finish to strike cutouts in jambs. @ 0
. ' Aluminium
Function
The majority of Adams Rite MS* deadlocks are installed in aluminum EI
construction where the strike cutout can be simply a slot in the jamb. oo
However, for aesthetic reasons or in the case of the MS4002 for added

security, many who specify an MS® deadlock add one of these strikes.

4000 Trim Strike 4000

A simple strike plate that can be surface mounted or mortised
flush in hollow metal or wood applications.

Materials
Made of aluminum. Available in choice of 313 Dark bronze
anodized, 335 Black anodized, 628 Clear anodized.

4001

4001 Box Strike

Similar to the 4000 Strike, but with dust box added. Customarily
used only for wood construction where the dust box prevents
chips, sawdust, and other debris from entering strike.

Materials

Trim plate is aluminum, dust box is steel plated for corrosion resistance.
Available in choice of 313 Dark bronze anodized, 335 Black anodized, 628
Clear anodized, US3 (605) Bright brass, US26D (626) Satin chrome.

MS4002

MS4002 Armored Strike

Similar to the 4000 and 4001 strike plates, but backed up by a massive steel doubler
designed to prevent the method of forced entry known as “jamb peeling”. Fits within
aluminum or other hollow jamb sections with trim face flush, the steel completely hidden.
- Available flat for single doors or radiused for pairs of doors.

« May be used with two-point and three-point MS® deadlocks, including the hookbolt
version in sliding doors where hookbolt use dictates door/jamb gap of 1/8" or less.

» MS4002 Armored Strike is unhanded and may be used with RH or LH swinging or sliding doors.

Materials

Trim plate is aluminum, reinforcement doubler is steel-plated for corrosion
resistance. Available in choice of 313 Dark bronze anodized, 335 Black anodized,
628 Clear anodized, US3 (605) Bright brass, US26D (626) Satin chrome.

US adamsrite.com | 800.872.3267 | customerservice.adamsrite@assaabloy.com
Updated: January 14, 2019 Canada assaabloydss.ca | 800.461.3007 | sales.dss.ca@assaabloy.com

ASSA ABLOY, the global leader Patent pending and/or patent www.assaabloydss.com/patents. Copyright © 2019, Hanchett Entry Systems, Inc., an ASSA ABLOY Group
in door opening solutions company. All rights reserved. Reproduction in whole or in part without the express written permission of Hanchett Entry Systems, Inc. is prohibited.




4000
Series MS”
Deadlock

Strikes 4003 ANSI Strike

Designed for ANSI applications for use with the MS1850SN Deadlock.

>0
0<
(@I
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5
Ox
O
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Materials
Trim plate is stainless steel. Available in choice of US26D (626) Satin
chrome, powder coat 121to match 313 Dark bronze anodized.

4005 Threshold Strike

Designed for a drop-bolt such as 4015 Threshold Bolt or 4016 Header
Bolt in non-metal installations such as wood or concrete.

Materials
Trim plate is stainless steel. Available in US32D (630) Satin stainless.

4006 Floor Strike

Similar to 4001 Box Strike, the 4006 Floor Strike is a trim plate with dust box added for
strike slot cut into metal thresholds. Designed for use with the 1830 Bottom Rail Deadlock.
Materials

Trim plate is stainless steel. Available in choice of US32D (630) Satin

stainless, powder coat 119 to match 335 Black anodized, 121to match 313
Dark bronze anodized, and 130 to match 628 Clear anodized.

Features

Standard Package
Individually packaged with machine
screws and wood screws.

Options
- Specify flat or radius shape of trim

plate, compatible deadlock, and square
or round corners when ordering.

How to Order & Compatible Products

4000 Series MS® Deadlock Strikes: Specify quantity and the following information. Order related products separately.

MODEL TRIM PLATE SHAPE COMPATIBLE DEADLOCK TRIM PLATE CORNERS FINISH
4000 Trim Strike 0 Flat 1 All Standard MS® locks with 1-3/8" Bolt Throw 1 Square 313 Dark Bronze Anodized
4001 Box Strike 1 Radius 2 1850A-020 with 3/4" Bolt Throw Only 2 Round 335 Black Anodized
MS4002 Armored Strike 3 Al MS-050 “Hookbolt” locks 628 Clear Anodized
COMPATIBLE

DEADLOCKS
Most Adams Rite MS® Deadlocks




. . All measurements are approximate and are provided for informational 4000
D | m e n S I O nS purposes only. Refer to the product Installation Instructions . <
SeriesMS® [~
) ) Deadlock |S=
4000 Trim Strike Strikes | Z
O
Strike plate onl H DA
plate only Mortise Jamb op
e T € cvLINDER Installation Meo
12.7mm
A [ o] f
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: 3.2mm (2 PLACES) \
FOURSCREWS — PPLON
FURNISHED \1!;0 0
e 1
b 1 ‘\‘
. 1 1
4002 Armored Strike s IR
Strike plate with reinforcement 5/32" MR
4mm 197 ‘1\\
: 1
1-1/4" | \
HOOKBOLT
> B1.8mm = ™ 'REQUIRES Pl
JAMB GAP ! !
/_ o 18" bl A
| : 3.2mm : i
——0- | Or less Trim NI
! Plate i 4-57/64"
E TN 124.2mm
I I [N
1 Pl 1 1
I - to ! :
E [ - /\\\ E "
11-47/64" i = AN
298.1mm
47/8" MOUNTING AN
123.8mm HOLES
4-1/8" FOR 3PT 117/64"
ROD GUIDE 32.1mm
9.1/2" 104.8mm
241.3mm
,,
,,é,




4015

Threshold

Threshold Bolt

Security for pairs of doors with single key turn is possible
with the 4015 Threshold Bolt. The two-point locking
solution secures the entire double door entrance when
working in conjunction with an MS® Deadlock.
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D Function

Metal

Adding the 4015 Threshold Bolt to a pivoted bolt MS* deadlock provides Maximum
Security for pairs of doors with the turn of a single key. Simultaneously dropping

a stainless steel hexbolt into the threshold and pivoting the massive MS® bolt

into the mating door’s stile, the two-point locking solution secures the entire
entrance. The 4015 Threshold Bolt is harnessed to the rear of the pivoted bolt. It
may be added to any basic MS1850S, MS1850SN, MS1950 Series deadlock.

Both the 4015 Threshold Bolt and the 4016 Header Bolt may be added to a
pivoted bolt MS* deadlock to provide Maximum Security for pairs of doors by
the turn of a single key. Simultaneously extending the stainless steel hexbolts
into the threshold and header and pivoting the massive MS® bolt into the
mating door’s stile, thereby providing a three-point locking solution.

O perathﬂ Lock available

separately
360° turn of key or thumbturn in basic MS® deadlock throws counterbalanced

bolt into opposite door and drops bolt into threshold. Key can be removed
only when bolts are in a positively locked or unlocked position.

Threshold Bolt
Featu reS Hexagonal 3/8" [9.5 mm] flat to P
Cylinder Height flat. Made of stainless steel. '
Standard threshold bolt rod is Standard Package
sufficient for cylinder heigﬁt up Packed separately with bolt guide, |
to 53-7/16" [1357.3 mm]. It is fully screws, and attachment pin. |
threaded and can be cut off for low |
cylinder heights. Please contact Shipping Weight

factory for rods pre-cut to specific 11b[0.45 kg].
cylinder heights, available by special

order for high volume applications. O pt| ons

Adjustment - For “universal” application, specify
B e ustiven of fizaties o 4015-18-18 with fully threaded rod
0 EY EIST s 5 kel T for cut off to any cylinder heights
place by hexagonal threshold bolt. below 53" [1346.2 mm]. Please
Strike contact factory for cylinder height
For drop-bolt, a 1/2" [12.7 mm] greater than 53" [1346.2 mm] to

maximum 60" [1524mm] or to
specify rods pre-cut to specific
cylinder heights available by special
order for high volume applications.

diameter hole in metal threshold is
suitable. For non-metal installation,
40005 Strike is available separately.
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All measurements are approximate and are provided for informational 4015
purposes only. Refer to the product Installation Instructions
Threshold

Dimensions Installation St

Install adaptor arm in lock from rear with bolt retracted
as shown. Drive pin through slots in lock side
plates passing through hole in the adaptor arm.

SHOWN WITH \
MS1851S LOCK, : I A A ?
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228.6mm NS
Shown =
e Extended g \/
! $» =
Cﬂt’féﬂ? See basic MS® Deadlocks MS1850S,
< MS1850SN, MS1950, MS1950-050
7/8"
22.2mm
ROD/BOLT LENGTH
= MUST BE APPROX. > O
7" M
177.8mm
LESS THAN N )
CYLINDER HEIGHT 916
14.3mm
FOR BOLT
GUIDE: ;
J | J—JL DRILL & CSK n ) -
— #10-32 FLAT o p7 T75mm
H ©---9 HEAD —| 1 o @] A
D€ CUT OFF TO SCREWS ON ~Q A
B 11 D SUIT LOW e
,,,,,, \ L B | v SuirLow INTERIOR S
U 116" BOTTOM EDGE HEIGHTS s FACE OF . o
X 175mm . OF DOOR STILE ‘155$$nm ®
throw L 172"
5/8" BOLT
15.9mm PROJECTION 12.7mm
DIA.
THRESHOLD - 20/32"
: 23mm
bolt
[

How to Order, Related & Compatible Products

4015 Threshold Bolt: Specify quantity and the following information. Order related products separately.

ADD DASH NUMBER FOR “UNIVERSAL SIZE” PACKAGING

-18 -1B

IB Individually Boxed

Please specify cylinder height if ordering in volume for a specific cylinder height.

RELATED
When purchasing this product, please consider the COMPATIBLE
following related products, available separately: DEADLOCKS ACCESSORIES

MS1850S, MS1850S-050, MS1850SN, MS1850SN-050, 4005 Strike
4016 Header Bolt, 4085 Header Bolt MS1950, MS1950-050 Series Deadlocks




4016

S 01
Header Bolt

Security for pairs of doors with single key turn is possible
with the 4016 Header Bolt. The two-point locking
solution secures the entire double door entrance when
working in conjunction with an MS® Deadlock.
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D Function

Metal

Adding the 4016 Header Bolt to a pivoted bolt MS* deadlock provides Maximum
Security for pairs of doors with the turn of a single key. Simultaneously extending
the stainless steel hexbolts into the header and pivoting the massive MS® bolt
into the mating door’s stile, the two-point locking solution secures the entire
entrance. The 4016 Header Bolt can be added to any basic MS1850S, MS1850SN,
MS1950 Series deadlock or for two-points top and bottom use with 1870/1870HM
Cylinder-Operated Flushbolt. Not applicable to 7/8" backset locks.

Both the 4016 Header Bolt and the 4015 Threshold Bolt may be added to a
pivoted bolt MS® deadlock to provide Maximum Security for pairs of doors by
the turn of a single key. Simultaneously extending the stainless steel hexbolts
into the header and threshold and pivoting the massive MS® bolt into the

mating door’s stile, thereby providing a three-point locking solution. Lock available
separately

Operation

360° turn of key or thumbturn in basic MS” deadlock throws counterbalanced
bolt into opposite door and hexagonal bolt into header. Key can be removed
only when bolts are in a positively locked or unlocked position.

Features

Door Height Strike

Select 7' [2133.6 mm] or 10' [3048 For header bolt, a 1/2" [12.7 mm]
mm] door height. The standard diameter hole in metal frame is
version is designed for 7’ [2133.6 suitable. For non-metal installation,
mm] door height, with cylinder 40005 Strike is available separately.

height as low as 35" [889 mm].
Standard Package

Header Bolt Packed separately with bolt guide,
Hexagonal 3/8" [9.5 mm] flat to screws, and attachment pin.
flat. Made of stainless steel. L. .

Shipping Weight
Adjustment 11b [0.45 kq].

Exact adjustment of threaded rod
to door height is locked in place
by hexagonal header bolt.
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All measurements are approximate and are provided for informational

purposes only. Refer to the product Installation Instructions 4016 169
Header [+~
. . . Bolt |S=
Dimensions Installation e
@ m
Ox
o

m
o0 0n®

116" 5/8" BOLT |
175mm THROW  45'6mm  PROJECTION

Install adaptor arm to lock from top with
_L j— bolt retracted as shown. install pin through
slots in lock side plates, passing through
holes in both sides of the adaptor arm.

~
ﬂ TOP OF DOOR

>
>
LCCCOCCOCOOCy

CUTTO
SUIT
CYLINDER
HEIGHT

.

—
MTE— | s

I}

38
SRS

(T

B 9/32"
; 71mm
g 1-13/32"
- 35.7mm T
4-3/4"
120.7mm
4016-30 FOR
Shown 1-1/8" BACKSET
o Extended
4016-20 I.
SHOWN
® WITH
MS1851S LOCK,
Available Separately
] 1 \ 4016-20 FOR 4016-10 FOR
| | | ? 31/32" BACKSET 1-1/2" BACKSET
| ®
|
0 Due to the variety of construction methods
I ﬂ] Iﬂ employed by each door manufacturer,
consult factory for guidance in special
preparation and installation requirements.
® @)
®
n ANY BASIC
\ MS® DEADBOLT OR

1870 FLUSHBOLT

How to Order, Related & Compatible Products

4016 Header Bolt Specify quantity and the following information. Order related products separately.

LOCK BACKSET DOOR HEIGHT
10 172" 017 Door
20 31/32" 02 10’ Door
30 118"
RELATED COMPATIBLE

When purchasing this product, please consider the
following related products, available separately:

MS1850S, MS18505-050, MS1850SN, MS1850SN-050, 1870, 1870HM Series 4005 Strike
MS1950, MS1950-050 Series Deadlocks Cylinder-Operated
4015 Threshold Bolt, 4085 Header Bolt Not applicable to 7/8” backset locks. Flushbolts

DEADLOCKS FLUSHLOCKS ACCESSORIES




4085

N 1035
Header Bolt (Pairs of Doors Only)

4085 Header Bolt provides top-of-door third locking point for
pairs of doors when working in conjunction with an MS® pivoted
bolt deadlock and 4015 Threshold Bolt in the active leaf.
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Hollow
Metal

Designed to add a top-of-door third locking point for pairs of doors when used in
conjunction with a pivoted bolt MS® deadlock and 4015 Threshold Bolt in the active leaf.
The 4085 Header Bolt is mounted in the inactive leaf. This additional bolt, triggered by

the pivoted MS* bolt, expands in a scissor-like action to center itself in its strike as it

rises. This action saves the key holder from the difficulty of lining up the doors with three
separate strikes, even if doors are misaligned due to faulty installation or settling. The 4085
Header Bolt can be added to any basic MS1850S, MS1850SN, MS1950 Series deadlock
with the 4015 Threshold Bolt for a Maximum Security three-point locking solution.

Operation

360° turn of key or thumbturn in basic MS® deadlock throws counterbalanced bolt
into opposite door, kicking positioner bolt into header strike. Positioner bolt may
be manually thrown before closing active leaf to reduce effort on key-bow. Key can
be removed only when bolts are in a positively locked or unlocked position.

Features

Header Bolt

1/2" x1-1/2" [12.7 mm x 38.1 mm]
expanding bolt with 5/8"[15.9 mm]
throw. Housed in 1-1/2" x 2-3/4" x 5/8"
[381mm x 69.9 mm x 15.9 mm] case.

Adjustment
Minor adjustment of rod length is
accomplished by turning nylon rod end.

Standard Package
Packed separately with rod guide,
screws, and header strike.

Shipping Weight
11b [0.45 kg].
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All measurements are approximate and are provided for informational 4085
purposes only. Refer to the product Installation Instructions
Header [+~
N<
Dimensions Header St |o8
AT
P ti i
reparation 0%
. D
m
for Strike ne
1-1/2"
1-29/32" 1/4"
< 48.4mm e.mﬂ B 38.4mm #6-32 Tap
1-19/32" le 116" (2) Holes
40.5mm »‘ 1.6mm
@
A 25-0071
1-1/2" 29/32 HEADER
38.1mm 23mm STRIKE
y \ ; FURNISHED
o
\%}/
' HEADER
5/8" STRIKE
115/32" 15.9mm _ qgr
37.3mm shown 3.2mm
- extended
) ] \
| | / j
b 5 A 172"
‘ DOOR 38.1mm
HEIGHT LESS
" CYLINDER i
2-3/ HEIGHT +
69.9mm
o 3
3-27/32" L
-€ 97.6mm . Y
e 172" %00
< 4& e 38.1mm ~X0p
TRAVEL
116"
[ U~ 17.5mm___ BREAK OFF TAB
b AFTER
ST TN INSERTING
// \ SCREWS
| : i
\\\ E // A
\\\ : - 1-1/2" i DRILL & CSK FOR
b 38.4mm i S~ | [ #10FLATHEAD
i 12" : I~ 172" SCREWS (4)
CYLINDER 12.7mm ﬂ] 3 L. 12.7mm
OF MS® LOCK ; b
BREAKOFF % STRIKE CUTOUT FOR .
ASSEMBLY TAB MS® LOCK 12
(CANALSOBEUSED —__ | 12.7mm
WITH MS4002
ARMORED STRIKE) \\—\/_/\/v

How to Order, Related & Compatible Products

4085 Header Bolt (Pairs of Doors Only) Specify quantity and the following information. Order related products separately.

DIMENSION ‘A PACKAGING Example
-02 -1B DOOR HEIGHT CYLINDER HEIGHT
01 30"-52" IB Individually Boxed 9 6 n 4 O ]
02 52"-67"
03 67°-79" Reference
7' Door is 84" 9'Door is 108"
04 79"-92"
8' Door is 96" 10" Door is 120"
RELATED COMPATIBLE

When purchasing this product, please consider the
following related products, available separately:

4015 Threshold Bolt

DEADLOCKS

MS1850S, MS1850S-050, MS1850SN, MS1850SN-050,
MS1950, MS1950-050 Series Deadlocks

Not applicable to 7/8” backset locks.




=8 4089

Exit Indicator

4089 Exit Indicator provides exit door notification
for various Adams Rite deadlocks.
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Function
D Provides unmistakable notification of lock status. Under many local
Hollon building safety codes this allows the use of a security deadlock instead
of exit devices, in certain occupancies. It includes two permanent
adhesive header signs: “THIS DOOR TO REMAIN UNLOCKED DURING
s BUSINESS HOURS.” (that wording is according to Uniform Building Code).

The second sign for NFPA and other local codes reads: “THIS DOOR
TO REMAIN UNLOCKED WHEN THE BUILDING IS OCCUPIED.”. Please
consult local Authority Having Jusidiction (AHJ) for more information.

Features Options

Indicator - Standard unit fits 1-3/4" [44.5
Words “LOCKED" in red letters or mm] door. Specif‘y‘/ for thicker
“OPEN" in green letters appear doors up to 2-1/2"[63.5 mm].

on white background when bolt is
thrown or retracted respectively.
Indicator is driven by lock bolt itself.

Materials

Indicator escutcheon is zinc alloy.
Available in choice of powder coat
119 to match 335 Black anodized,
121to match 313 Dark bronze
anodized, and 130 to match 628
Clear anodized. Header sign is clear
aluminum match with black letters.

Shipping weight
1/2 1b[0.23 kg.
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Dimensions

All measurements are approximate and are provided for informational

A

Preparation

4089
Exit
Indicator

purposes only. Refer to the product Installation Instructions

luminium Stile

¥ SYIANITAD

S3140SS3DO0V

A _ For 31/32" or 1-1/8" backset € CYLINDER
[ fk —»| BACKSET
A CYLINDER f
[ CUTOUT — \ : /
3-1/8"
1-7/8"
47.6mm e 79.4mm
2-5/8" 1775/,?m
66.7mm £/gn ’
— 15.9mm
\ 4 ‘ | ‘ 19/32"
j Wm
- i "
@\ 58" DIA. (2 plc’s)
" > > < \ .2mm
€ 25.4mm 11/32" Tap 8-32 (2 plc’s)
8.7mm
< 11/32" gy —
34.1mm 1/32"
Wood & Hollow Metal

HEADER SIGN - IN TWO PIECES*

Stile Preparation

A
11/2"
38.1mm

THIS DOOR TO REMAIN UNLOC

For 1-1/2" backset

OPTIONAL - P/N 22-0819
4016 PIN COVER PLATE

CYLINDER

BACKSET /ﬂ

cuTout

"

14" j

6.4mm

= KED DURING BUSINESS HOURS )
1 3-1/8"
3/8" 79.4mm
TAP 8-32
15" > (2PLC’S) / %
381mm IN WOOD: g 1-7/8"
*This sign correct under Uniform Building Code. Also includes NFPA wording DRILL ‘ %47.6m
“This Door to remain unlocked when the building is occupied”. 3/32" e 1-1/8"
2.4mmDIA‘
PILOT HOLE
(2 PLC’S)

1-1/8"
28.6mm

5/32"

USE PLAIN PIN FOR

4mm
(4 plc’s)
BASIC MS® LOCK

How to Order, Related & Compatible Products

4089 Exit Indicator: Specify quantity and the following information. Order related products separately.

OPTIONS

-01

FINISH

-130

00 Standard 1-3/4" Door

119 To match 335 Black Anodized

01 For Inverted Lock

121 To match 313 Dark Bronze Anodized

20 For Doors up to 2-1/2"

130 To match 628 Clear Anodized

RELATED
When purchasing this product, please consider the
following related products, available separately:

91-0912 Adapter Plate, 22-0819 Cover Plate, 20-0255-IP
Header Sign, 20-0256-IP IBC Header Sign

COMPATIBLE

FLUSHLOCKS

DEADLOCKS

1870, 1870HM, 1877 Series
Cylinder-Operated Flushbolts

MS1837, MS1850S, MS1850S-050,
SCH1850S, MS1850SN, MS1850SN-050,
SCH1850SN, MS+1890, MS1950,
MS1950-050, Series Deadlocks




4800

8 4300

Series Strikes

4800 Series Strikes add aesthetics and finish to s

D strike cutouts in metal or wood jambs. ilgﬂ :I
Aluminium 48 O O |
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EI With vertical adjustment to accommodate door/jamb misalignment and a shim system ! |
et for horizontal positioning to match various jamb bumper designs, the 4800 Series Strikes o 1
can be fit to nearly any sliding door using a mortised MS1847 Deadlock/Deadlatch. [

Materials
Steel, heat treated. Shims are ABS plastic. Available in choice
of Zinc (603) finish, US32D (630) Satin Stainless.

4801

MS43804

This reinforcing strike provides strength equal to the strength of the stainless steel
bolt of the MS1847 Deadlock/Deadlatch: tested to 1000 Ibs [453.59 kg] of force. This
strength by far exceeds the standards of the Architectural Aluminum Manufacturers
Association as well as the strictest current municipal security ordinance.

Faceplate
Measures 1/16" x 3/4" x 3-3/8" [1.6 mm x 19.1 mm x 85.7 mm]. Steel, plated for
corrosion resistance. MS4804-10 available in US32D (630) Satin Stainless.

Reinforcing Plate
Measures 1/16" x 1/2" x 3-3/8" [1.6 mm x 12.7 mm x 85.7 mm]. Steel, plated for
corrosion resistance. Tapped for furnished #10-32 flathead screws.

Features

Standard Package
All strikes are individually packaged with screws and shim if required.

4801 Strikes are furnished with sheet metal screws for metal jamb installation.
4802 Strikes are furnished with machine screws and tee nuts which are installed on
the back side of the jamb to provide the strongest possible anchorage in wood.

Shipping Weight
1/2 16 [0.23 kg]
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All measurements are approximate and are provided for informational 4800
purposes only. Refer to the product Installation Instructions

. . Series %Q
Dimensions Jamb Preparation Strikes |3
m=z
i 0
4800 Series , 59
i 4800 Series o%
JENEEN i e
14.3mm ['] wn
3 |- - Metal jamb application ~ 1/8"
1-11/16" 4801 series 3omm  (No-31DRILL
315/16" #2.9mm 'é. Wood jamb application  7/32"
- 0od jamb application
100mm oy N[ 2 4802 series 5.6mm (No. 3 DRILL)
101.6mm BoLT ¢
" SHIM
2-13/16" LOCK &
25.4mm LENGTH SHIM(S) CLEARANCE
714mm ASREQUIRED \  CUTOUT STRIKE 430
N . 127mm
AN I Il STRIKE
[ e
[[ 1] ] 9.5mm -~
U A
N verTicas

2-13/16"
71.4mm

. ||/ADJUSTMENT 4 L ,
STRIKE WIDTH |}« 3/4">] A

19.1mm|  ONE OR MORE SHIM'S 1-13/16"
SHIMWIDTH [« | MAY BE USED TO J 46mm
53/64 ACHIEVE GREATER

.y

3/8"

4801 NONE 0 >
Metal jambs

9.5mm™] g
(furnished with two #8 x 1 2331'31 12 3;1362 (42; mm) . L
sheet metal screws & S N SEE TABLE BELOW
4801-03 3 9/32" (71mm) FOR HOLE SIZE

4802 NONE 0 - |
4802-01 1 3/32" (2.4mm) ~a—,

21mm PROJECTION ‘A’ FROM ~ 1-1/8"
JAMB (ONE SHIM SHOWN) 28.6mm
APPLICATION PARTNO. | SHIMS | DIMENSION A

Wood jambs (furnished with

two #8-32x 7/8" machine 7 \<
screws and two tee nuts) 4802:02 2 316" {4.8mm) EI
4802-03 3 9/32" (71mm)

MS4804 MS4804

8" g .
le«— 3/4" > 3.2mm TYe. 12

12.7mm
19Amm 032N, > [ CLEARANCE HOLE FOR #10 \/\/\ e
B v SCREW ELONGATED TO EQ)
X M) p ALLOW VERTICAL s
13/32 ADJUSMENT OF STRIKE | ™ ' 2.9/16"
10.3mm eyt
——a Y Jdmm
1-3116" \ —
30.2mm @ N
2.9/16" ,
1“ 65.1mm L
25.4mm .
e | | Lo L] s A
Mimm| | =T 9.5mm -
3-3/8" ,
85.7mm o B : =
N INSERT REINFORCING
| S @ 5/g" PLATE THROUGH BOLT
\ 15omm |  CLEARANCE HOLE

How to Order & Compatible Products

4800, MS4804 Strikes: Specify quantity and the following information. Order related products separately.

MODEL TYPE OF JAMB DIMENSION ‘A FINISH
1 Metal 01 3/32" (2.4mm) 603 Zinc Plated Steel
2 Wood 02 3/16" (4.8mm) 630 Satin Stainless

03 9/32" (7mm)

Compatible

DEADLOCKS
MS1847 Deadlock/Deadlatch




4901, 4902
Deadlatch
NES

49071, 490,

Deadlatch Strikes

4901, 4902 Deadlatch Strikes add aesthetics
@ and finish to strike cutouts in jambs. —_—

>0
0<
(@I
mz
)

5
Ox
O
mQO

Aluminium

Function
] =

Designed for use in conjunction with 4300, 4500, 4700,

Hollow

Metal and 4900 Series Deadlatches, these strikes offer a
choice of mounting methods. A backup mounting plate
included with the 4901 and 4902 allows installation

flush in a hollow section jamb. Accommodates the

1/2" [12.7 mm] wide latchbolt of 4500/4700 Series
Deadlatches and 5/8" [15.9 mm] wide latchbolt of 4900
Series Deadlatches by removing snap-in nylon insert.

®

4902

4901 @ .

Features
4901 4902 Options
-01 -01 + Use 4506-02 ANSI strike

for wood or steel jambs.

Flush mount flat strike. Standard
slat strike includes molded black
plastic dust box and closure of the
unused lower strike opening, with
steel mounting plate. Long face

is designed to span strike area

of MS® deadlocks with which the
deadlatch is interchangeable.

-02

Flush mount radius strike. Same
as 4901-01, except with radiused
strike plate, for nose of opposite
door when latching pairs.

Short box flat strike. Standard flat
strike furnished with the 4900
Series Heavy Duty Deadlatches.
Includes molded black plastic
dust box and steel mounting
plate. Short face design.

-02

Short box radius strike. Same as
4902-01, except with radiused
strike plate, for nose of opposite
door when latching pairs.

Materials

Strike plate is stainless steel. All
strikes are unhanded, suitable
for right or left hand doors.

Shipping Weight
1/2 1b[0.23 kg]
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Dimensions
4901 CSK FOR #10

10-327Ap FLATHEAD

MOUNTING 3/8"
PLATE

All measurements are approximate and are provided for informational
purposes only. Refer to the product Installation Instructions

9.5mm

Installation

4901, 4902
Deadlatch
NES

S3140SS3DO0V
¥ SYIANITAD

3/8" \ STRIKE
y 9-5mm *\?*/ PLATE ~f
3/4" dust
T 7777777 7 ;19.1mm box DEADLATCH /\
_ INDOOR
4-5/8" . 6-1/8" | :
117.5mm 28-6mm 155.6mm + Q
3-7/8" 1T x " £ cyLNDEr
98.4mm 43/64" 11t/31rgmj4\/\ 4500,
\/ 17.1mm ’ : 4900 OR
: p EXISTING
1-1/8" 5-3/8" v‘\@‘ 4700
28.6mm 136.5mm 3/8" P /
9.5mm :
o B 3/4" g
y 19.1mm
o
! \ A
S s | 18"
28.6mm 3.2mm
: 5/32"
7 \« = ‘ . == 4-41/64" 2mm R
. < 916 117.9mm
/32", 14.3mm
8.7mm 2-15/32" 916"
| 62.7mm %
> 1-3/16" 14.3mm >
1 5-3/8" D=
DIM: ‘A’ 30.2mm 136.5mm e/ DRILL AND CSK
4901-02 RADIUS ’ //\/& FOR #10 FLAT
4901-01 FLAT WITH DUST BOX & P HEAD SCREWS
s
. \4”  FURNISHED WITH FOUR
37/64" ¥/ #10-32 X 1/2 FLAT HEAD
4902 CsKFOR#10  MOUNTING 14.7mm MACHINE SCREWS
10-327Ap  FLATHEAD PLATE 3/8"
9.5mm
3/8" - STRIKE v
§osmm % PLATE .
w DEADLATCH G 7/64
A ¢ 314" INDOOR 2.8mm
) (@) BOX "
" - 19.1mm 4-1/8
2-5/8 104.8mm ¢¢'
66.7mm | /8" 116" 2 CYLINDER
1-7/8 28, 6mm ., 1.6mm 4500,
47.6mm ' i \ 4900 OR
. - EXISTING
fffffff © | F sl -0 oo
; 17.1mm i 3/g"
-0 - 9.5mm | .-~
‘ .
1/8"
4 11/8" | -1 =
28.6mm 3.2mm /4¢/
; A 5/32",
7 = @ 4mm
11/32" oner 21532 | 2-41/64" T
8.7mm 14.2mm 62.7mm | " -
: g l 9/16 66.2mm cp;
- e 14.2mm = A DRILL AND CSK
o ‘ 3-3/8" - N FOR #10 FLAT
DIM: ‘A 30.2mm -
85.7mm |~ HEAD SCREWS
4902-01 FLAT 4902-02 RADIUS
WITH DUST BOX & WITH DUST BOX & i e
FURNISHED WITH FOUR
MOUNTING PLATE MOUNTING PLATE 37/64" ] #10-33 X112 ELAT HEAD
i 14.7mm MACHINE SCREWS

How to Order, Related & Compatible Products

4901, 4902 Deadlatch Strikes Specify quantity and the following information. Order related products separately.

MODEL STRIKE TYPE

FACEPLATE SHAPE

FINISH

490 1 -02 630
STANDARDLIP | LONG LIP FOR CENTER HUNG DOOR | DIM. ‘A’ | LONG LIP FOR CENTER HUNG DOOR | DIM. ‘A" | 119 To match 335
1 Long 01 Flat 03 2-1/4" Wide Jamb 1-1/8 13 3-1/2" Wide Jamb 1-3/4 Black Anodized
2 Short 02 Radius 05 2-1/2" Wide Jamb 1-1/4 15 3-3/4" Wide Jamb 17/8 121 To match 313 Dark
07 2-3/4" Wide Jamb 1-3/8 | 17 4" Wide Jamb 2 Bronze Anodized
09 3" Wide Jamb 1172 19 4-1/4" Wide Jamb 2-1/8 630 Satin Stainless Steel
1 3-1/4" Wide Jamb 1-5/8 | 21 4-1/2" Wide Jamb 2-1/4
RELATED
When purchasing this product, please consider the COMPATIBLE

following related products, available separately:

OPTIONS & ACCESSORIES

Extended Lip Strikes

DEADLATCHES

4300 Electrified Deadlatches, 4510, 4530, 4900,
4920AN (4506-02 only) Series Deadlatches.

EXIT DEVICES
8300 (4506-02 only), 8400 Mortise Exit Device




4024,

4024, 4025, 4026

Cylinder Pulls

4024, 4025, 4026 Cylinder Pulls are designed to
operate Adams Rite MS1847 Deadlock/Deadlatch
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ND and 5017 Wood Door Deadlock/Deadlatch.
4024. The five pin tumbler 4024 Cylinder Pull is smaller 4024
D than the 4025 Cylinder Pull and it is symmetrical,
el designed for mounting door pull or other trim plate. Can
be mounted directly on stile where lock mechanism is
mounted on inside surface of stile rather than mortised.

Wood

4025. The five pin tumbler 4025 Cylinder Pull
has mounting holes spaced to allow clearance
around MS1847 Deadlock/Deadlatch mechanism
for long through-the-stile mounting screws.

4026. The five pin tumbler 4026 Cylinder Pull
is designed for use with 5017 Wood Door Deadlock/
Deadlatch for wood door applications.

Function

Designed for use with Adams Rite MS1847 Deadlock/Deadlatch and 5017 Wood 4025
Door Deadlock/Deadlatch, these surface mounted pulls allow a sliding door
to be keyed-in with other doors which have cylindrical or mortise locks.

Features Options
Trim Finish « Cylinder Make
Zinc alloy housing. Brass cylinders. Pulls available with Schlage or

. . Weiser Keyway cylinders.
Cylinder Both Sides

A pair of 4025 Cylinder Pulls canbe ~ * Available in choice of powder
mounted opposite each other with coat 119 to match 335 Black
long machine screws. Security is anodized, 121to match 313 Dark
maintained since each side offers bronze anodized, and 130 to
access to only one screwhead. Both match 628 Clear anodized.
screws would have to be removed

to operate the lock without its

key. Specify 4025 CYLxCYL set.

US adamsrite.com | 800.872.3267 | customerservice.adamsrite@assaabloy.com
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All measurements are approximate and are provided for informational 4024
o Al - 3 b
purposes only. Refer to the product Installation Instructions

Dimensions 4025,4026 [y
Cylinder |3
4024 puls | 2
132" 3/4" %)
I~ o o3
g SPINDLE sz .
L Loa ) Stile Preparation
H \Q‘j For 4025 mounted
e o160 [N directly on stile by
49.6mm 3 two through-screws

TAP 6-32
(2 PLCS))

4025 e 2.35/64"

< 22.2mm ™ 64.7mm
716", < | e 15

17/32"
’<f Som "1 NAmm + S

®

o (O] 103 7
j,, b NEERS /
(4PLCS)
50.8mm
'!
2-29/32"
73.8mm “Q%" *4026, LIKE 4025 N
BUT WITH 3/8"
gremeeeseneraneeas . . S N | MOUNTING HOLES msigar A | © 9 5mmP'A:
/ : 2-35/64 ON CENTERLINE LoCK ‘ '
E 64.7mm FOR USE WITH Available ‘ DRILL AND
3 S : 5017 LOCK Separately K FOR 2
' = , (| AvaiasLE oN ‘ < oS TR
i i X &J/ HIGH QUANTITY 18" SCREWS
Ao H SPINDLE 3/4" ORDER. 3.2mm
19.1mm
L o\

Installation

0 y
) .

FOR 4024 ON %
{ 2. DOOR PULL

@
\
S
o
B
N
(%3]

How to Order & Compatible Products

4024, 4025, 4026 Cylinder Pulls: Specify quantity and the following information. Order related products separately.

PULL NO./CYLINDER INCLUDED KEYING FINISH
4024 Trim Plate Mounted 00 Schlage "C: Keyway 01 Keyed different 119 To match 335 Black Anodized
4025 Stile Mounted with through-screws 06 Weiser Keyway 02 Keyed alike in pairs 121 To match 313 Dark Bronze Anodized
4026 For Wood Applications 130 To match 628 Clear Anodized

See current price list to order 4025 cyl x cyl, cylinder both sides pullset.

COMPATIBLE
DEADLOCKS
MS1847 Deadlock 5017 Wood Door Deadlock (4026 only)




4036 Mortise
Cylinder
4066
Thumbturn

1036 Mortise Cylinder
Z066 Thumbturn

D The 4036 Mortise Cylinder provides five-pin security with
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Aluminium most Adams Rite deadlocks or deadlatches. The 4066
D Thumbturn operates deadlocks or deadlatches without a key.
et Function ’

4036

Wood

A standard 1" [25.4 mm] length, 1-5/32" [29.4 mm] diameter cylinder
with five-pin tumbler security. Designed to operate any Adams Rite
deadlock or deadlatch requiring a mortise cylinder. Close tolerance
manufacturing achieve set screw grooves and cam geometry

that are true on their respective center lines. This ensures proper
mating and operation with the locking or latching mechanism.
Select cam to suit particular Adams Rite deadlock or deadlatch.

4066

To operate deadlock or deadlatch without key. Interchanges with
standard 1" [25.4 mm] length, 1-5/32" [29.4 mm] diameter mortise
cylinder. Cams are available to suit the particular Adams Rite
deadlock or deadlatch. See next page for cam specifications.

Features

Shell
4036: Aluminum with 313 Dark

Keying
All cylinders furnished with two

bronze anodized, 335 Black

anodized, 628 Clear anodized finish.

Plug is US26 (625) Bright chrome.

4066: Choice of three finishes:
130 to match 628 Clear anodized,
313 Dark bronze anodized,

335 Black anodized.

Trim Ring

Furnished. 1/4" [6.4 mm)] thick,
suitable for 1-3/4" [44.5 mm] thick
doors. Available by special order
for other door thicknesses.

keys per cylinder. Available in keyed
different (KD), or keyed alike pairs
(KA2). Keyed alike 50 are available
by special order in quantity of 50
cylinders only. Please contact
factory for ordering information.

Standard Package
Individually packed with trim
ring. 4036 furnished with keys.

Shipping Weight
1/2 1b[0.23kg]
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All measurements are approximate and are provided for informational 1
purposes only. Refer to the product Installation Instructions 4036 Mortlse

—_

. . . Cylinder [~
Cylinder by Others Dimensions 4066 | Q=
Adams Rite deadlocks and deadlatches are designed to accept Thumbturn | %
standard 1" [25.4 mm] length, 1-5/32" [29.4 mm] diameter mortise - T~ 8 %
cylinders of all popular makes. This means that the entrance can / \\ W

Meo
wn

be keyed to match the system used throughout the building on
other types of doors. Care must be taken, however, to specify
the proper cam for each type of lock, as these are not generally
interchangeable. The cam shapes shown are available from the
listed cylinder manufacturers and will be supplied by them with
the cylinder when specified or available separately. Because

of variations in the attachment of cams to cylinders and other

7/ oM 800" £.005"
20.3mm + 127mm

construction differences, it is advisable to NOT attempt using : 2.6mm
one manufacturer's cylinder with another manufacturer's cam. PR N
. — T~ ~ 7 A
/
1830 THIS CAM 4 N / \\
MS1837 AVAILABLE FROM: ’ \ J
MS1850S  Adams Rite / \ —)
MS1850SN  Arrow ! ) s
DEADLOCK J MS1861  pgop -/ < /
SERIES ) 1875 Best \ / T 7
M +1890 Corbin Russwin ’ 7
MS1950 N " 850" +.005" - .950"
70 o -7 21.6mm £ 127mm 24.9mm
4300 KABA-lIco
4510 Medeco 620"
4530 Sargent qeq R "
DEADLATCH J 4781 Schlage 15.7mm | 721"
SERIES | 4500 T <« 334 18.3mm \ 334"
4920AN  vaie 8.5mm 8.5mm
exit § §399 DIMENSIONS OF CAM TO OPERATE: DIMENSIONS OF CAM TO OPERATE:
DEVICES | gg5p 4070 SERIES DEADBOLT 2331DEADBOLT
This cam available from above cylinder This cam available from all cylinder
FLUSHLOCKS {]gggHM manufacturers on special order manufacturers (standard cam)
1877
3080
TRIM
3090 CYLINDER TRIM RING FOR NARROW STILES
Narrow stile doors require a trim ring to fill the gap remaining between the cylinder shoulder
[ CYLINDER 1 ¢ and stile when a standard mortise cylinder is used. If the security of the hardened steel
Adams Rite MS4043 Cylinder Guard is not required, this ring may be simply a length of 1.171
TRIM RING ] TR 1.D. tubing. Its length varies depending on door thickness or cylinder make and number of
£ DOOR STILE 3 pins. The specific length required can be quickly determined by the following formula:
T FOR 4500 SERIES
FOR MS® LOCKS: LATCHES “TR” is trim ring length.
A I B o _ o _ “A” is cylinder height
Z TR*=A+.125-8 | | TRT=A+132-8 (less shoulder but including cam).

§ TOCK CASE 3 “TOLERANCE: +.060 “B” is one-half of door thickness.
FOR 2190 TR*=A-B

CAM
————————— DOOR CENTERLINE  -—-—- —

How to Order & Compatible Products

4036 Mortise Cylinder: Specify quantity and the following information. Order related products separately.

LOCK TYPE KEY OPTIONS* FINISH
01 For MS® Lock, 4900 Deadlatches, 2190 01 Keyed different 313 Dark Bronze Anodized
02 For 4070 Deadlock 02 Keyed alike in pairs 335 Black Anodized
03 For 2331 Deadlock 628 Clear Anodized

*Keyed alike 50 are available by special order in quantity of 50 cylinders only. Please contact factory for ordering information.

4066 Thumbturn: Specify quantity and the following information. Order related products separately.

LOCK TYPE FINISH
01 For MS® Lock, 4900 Deadlatches 130 To match 628 Clear Anodized
02 For 4070 Deadlock 313 Dark Bronze Anodized
03 For 2331 Deadlock 335 Black Anodized
COMPATIBLE
DEADLOCKS DEADLATCHES FLUSHLOCKS EXIT DEVICES Y
1830, MS1837, MS1850S, MS1850S-050, MS1850SN, 4300 Electrified Deadlatches, 4510, 1870, 1870HM, 1877 8300, 8400 Mortise Exit Devices, | 3080, 3080E Series Entry
MS1850SN-050, MS1861, 1875, MS+1890, MS1950, 4530, 4900, 4920AN Series Deadlatches | Series Cylinder- 8500, 8600 CVR Exit Devices Trim, 3090-150, A100

MS1950-050, 2190, 2290 Series Deadlocks 4781Two Point Deadlatch (4036 only) Operated Flushbolts w/8650 Cylinder Escutcheon Series Keyless Entry




MS4043

N 154043

Cylinder Guard

MS4043 Cylinder Guard is a hardened-steel
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D ring to protect cylinder from vandalism.
Aluminium .
Function
I] The standard mortise cylinder is made of brass. It is literally a soft spot
el in narrow stile door security. Using special pliers, a pipe wrench or

other leverage device, a burglar can tear the cylinder out of the door,
leaving an opening through which the deadlock may be operated.

The MS4043 Cylinder Guard offers a three-
way defense against this problem:

1. The outer shield ring is fully beveled to offer poor
purchase for either prying or twisting.

2. The ring is hardened steel so that the combination
of shape and hardness make it virtually impossible
to grip, even with sharpened tools.

3. Inthe event that a prying tool such as a cold chisel is driven into the
stile behind the shield ring, the would-be burglar is obliged to pull a
heavy steel plate through a round hole in the 1/8" metal door stile. This
degree of leverage is far beyond that available with most hand tools.

Standard Package
Featu reS Individually packaged with spacers
for flush fitting in thin stile walls.

Security Rin
y 9 Cylinders available separately.

Made of hardened-steel. Free-
swiveling when properly installed. Shipping Weight

Retainer Ring 1/8 1b.[0.06 kg]

Hardened-steel, plated for

corrosion resistance. Permits O pt| ons

security ring to swivel.
« MS4043 Cylinder Guard fits

Trim Finish a standard 1/8" stile wall.
Powder coat 119 to match 335 For 1/4" thick stile walls,
Black anodized, 121to match specify MS4043-01.

313 Dark bronze anodized, 130
to match 628 Clear anodized
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All measurements are approximate and are provided for informational
purposes only. Refer to the product Installation Instructions

MS4043

¥ SYIANITAD

STILEWALL — 3| | e Cylinder [x
. . > qmm Guard |8
Dimensions N R N i
wn
%)
@)
S
m
(%)
S
+ e nlisk A A
1
| , 112" 1-5/8"
115/32" | ] I L
37.3mm n v e o
[Nl 1 : N
1
v Uy
[N
*CONTACT FACTORY REGARDING
NON-STANDARD DIMENSIONS
WNSASAL A~~~ IINAS~AL—~— MINIMUM
| - CYLINDER
5/8" CAMTO
> 15.9mm 18.3mm SHOULDER*
1-9/32"
€35 5mm CYLINDER LENGTH
(INCLUDING CAM)*
\/ FACE “OPEN” SIDE OF
RETAINER TOWARD MINIMUM
CLEARANCE DIRECTION
> (TOWARD NOSE OF DOOR ON \
\ LOCK 7/8” OR 31/32” BACKSET
BACKSET LOCKS, AWAY ON 1-1/8”
BACKSET).
\13111/%% DIA. e SECURITY RING
: (HARDENED STEEL)
RETAINER
RING
I
N
LOCKFACE | || ~ NOTE: GUARD MAY BE USED ON OUTSIDE SPACER(S) TO FIT
cuTout ONLY OR ON BOTH OUTSIDE AND INSIDE STILE WALL IF THINNER
\ OF ADOUBLE-CYLINDER LOCK. THAN NORMAL
AN g . 1A
3.2mm 6.4mm

How to Order & Compatible Products

MS4043 Cylinder Guard Specify quantity and the following information. Order related products separately.

MODEL STILE WALL & CYLINDER FINISH
Stile Wall Cylinder 119 To match 335 Black Anodized
00 1/8" 5or6 pin 121 To match 313 Dark Bronze Anodized
01 1/4" 5or 6 pin 130 To match 628 Clear Anodized
02 1/8" (3.2mm) 1-5/16" to 1-7/16" long

COMPATIBLE
DEADLOCKS

1830, MS1837, MS1850S, MS1850S-050, MS1850SN,
MS1850SN-050, MS1861, 1875, MS+1890, MS1950,
MS1950-050, 2190, 2290 Series Deadlocks

DEADLATCHES

4300 Electrified Deadlatches, 4510, 4530,
4900, 4920AN Series Deadlatches

4781 Two point Deadlatch

FLUSHLOCKS

1870, 1870HM Series
Cylinder-Operated
Flushbolts

EXIT DEVICES
8300, 8400 Mortise Exit Devices




B19211B1923

= B19D 923

Reinforcing Pivots

B1921, B1923 Reinforcing Pivots provide an economical way to
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EI transfer load from hinges of sagging hollow metal or wood doors.
Hollow .

- Function

This full-surface reinforcing pivot adds years of life to openings where the

Wood hinges or hinge reinforcements have failed. Reinforcing pivots take the load

off the top hinge and transfer it to screws that are in shear so they will not
pull off. The quick and economical way to solve door sag problems.

| { ) () =2
({ ) ( )

| £

O0)

Features
Type Capacity Standard Package
Full surface reinforcing Supports weights up to Comes complete with all
pivots for flush doors. 300 Ibs [136.08 kg] necessary fasteners. Optional

. tamper-proof screw available.
Finish Hole Pattern
Zinc plating over steel. Symmetrically located. Non-handed.  Shipping Weight

o . . 1-1/2 1b [0.68 kg]
Materials Hinge Size
Heavy duty 3/16" [4.8 mm] B1921: designed with 1/2" [12.7 mm]
cold-rolled steel. offset to match the pivot point of
. a 4" [101.6 mm] wide butt hinge.

Cycle Testing
1,500,000 cycles B1923: designed with a 3/4" [19.1mm]

offset to match the pivot point of a
4-1/2" [114.3 mm] wide butt hinge.
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All measurements are approximate and are provided for informational B1921 I B1923
purposes only. Refer to the product Installation Instructions R . f .
elniorcing

Pivots

Dimensions
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B1921 HH il B1923

18"
MIN. CLEAR
Side View @ J 3.2mm Side View

mm *
|
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r:l

« ¢
3.2mm
|
|
| li:

118"
; 3.2mm MIN. CLEAR

-

IR
d

> g 12" Ly 34
' E 12.7mm 7‘_1'9'.1mm
MATCHES 4" HINGE BARREL CENTERLINE MATCHES 4-1/2" HINGE BARREL CENTERLINE

Installation
B1921| B1923 Pivot Assambly e FRAME PIVOT

RIGHT HAND
PIVOT BUSHING

~ ™S LEFTHAND
PIVOT BUSHING
PIVOT BOLT
&LOCK WASHER
DOOR PIVOT

How to Order & Related Products

B19211B1923 Reinforcing Pivots: Specify quantity and the following information. Order related products separately.

HINGE SIZE

1

3 412"

RELATED

When purchasing this product, please consider the following related products, available separately:

Tamper proof screws
B-133 Large Oilite bronze bushing
P-133 Large socket head pin and washer







P>-

Power Supply

One Amp linear power supply with integrated battery backup circuitry
for electric strikes, maglocks, and other access control devices.

Function LISTED

Provides filtered and regulated voltage output to power electric strikes, magnetic locks,
or other access control devices. Output is selectable in the field for 12 or 24 VDC.
Charging circuit is built in for battery backup power (batteries not included)

with 12 or 24 VDC operation. LED on circuit board indicates power input.

. o . Sh' H H h
Certifications Db o
UL 294 listed )

UL listed Electrical
Features AR

Housing Battery Fuse
Hinged, steel cabinet measures 12-1/8” x 4” x 2A, 5 x 20MM
12-1/8” [308 mm x 101.6 mm x 308 mm]. Beige,

baked enamel finish with knockouts for conduit ~ Primary Fuse
and key lock. Sized to accommodate two 800 mA, 5x 20MM
sealed, lead acid batteries (4AH, not included).

Output Voltage
Fire Alarm Field-selectable 1 Amp @ 12VDC or
UL listed low current fire alarm 24VDC. (Maximum 13.8 VDC/27.6 VDC)

disconnect requires only a minimum
size fire alarm relay and wire gauge.
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Updated: January 14, 2019 Canada assaabloydss.ca | 800.461.3007 | sales.dss.ca@assaabloy.com

ASSA ABLOY, the global leader Patent pending and/or patent www.assaabloydss.com/patents. Copyright © 2019, Hanchett Entry Systems, Inc., an ASSA ABLOY Group
in door opening solutions company. All rights reserved. Reproduction in whole or in part without the express written permission of Hanchett Entry Systems, Inc. is prohibited




All measurements are approximate and are provided for informationa
purposes only. Refer to the product Installation Instructions

Dimensions

< 128" > m
308mm 101.6mm
8-3/4"
% %
i 222.3mm
JAmm ;\ {B
T U
12-1/8"
308mm

Layout & Wiring

® 181 ®
BLK (HOT) 0|52 o TB2
m
WHT (NEU) o]l 1| @ OUTPUT (+)
2|0 ] CONNECTED
3| @ SPARES
PRIMARY FUSE é 24v LED
(800 mA, 5 X 20mm) @ E 5 4| 0 OUTPUT ()
o o [Fuse2] || mBm
® 12V B+ ®
i STANDBY
BATTERY
OUTPUT VOLTAGE BATTERY FUSE TERMINALS
SELECTION (2 AMP, 5 X 20mm)

How to Order, Related & Compatible Products

PS-1Power Supply: Specify quantity and the following information. Order compatible products separately.

POWER SUPPLY

-1

‘ ‘ 1 Standard Power Supply

RELATED When purchasing this product, please consider the following available separately:

ACCESSORIES POWER
Batteries not included ‘ 4612 Power Transfer Device
COMPATIBLE
DEADLATCHES EXIT DEVICES ELECTRIC STRIKES TRIM
4300 Electrified Deadlatch 8700, 8800 Series electrified rim 7100/7101, 7110/7111, 7130/7131, 7140, 7160, 7170 Electric 3080E Series Entry Trim
exit devices with EL option Strikes, 7240, 7270 Fire-Rated Electric Strikes, 7400/7401,

7410/7411, 7430/7431, 7440, 74R1, 74R2 Electric Strikes




PS-LR

Power Supply

Linear power supply with optional battery backup for
3000 and 8000 Series vertical rod and mortise type exit
devices with electric latch retraction (LR) option.

Function

This Adams Rite power supply is strongly recommended for the electric latch
retraction (LR) option on vertical rod and mortise types of exit devices. It operates
at 28 VDC to power up to two LR exit devices in sequential or independent modes.
The PS-LR is also equipped with a fire alarm disconnect interface circuitry.

Certifications
CSA-C22.2 No. 223 listed
UL listed

Features

Housing

Hinged, steel cabinet measures 10” x
10-3/8” x 4-1/8” [254 mm x 263.5 mm x
104.8 mm]. Blue, baked enamel finish,

with knockouts for conduit connections.

Sized to accommodate two sealed, lead
acid batteries (7AH, not included).

US adamsrite.com | 800.872.3267 | customerservice.adamsrite@assaabloy.com
Canada assaabloydss.cal 800.461.3007 | sales.dss.ca@assaabloy.com

Updated: January 14, 2019
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LISTED

LISTED

Operating Modes

The PS-LR is designed to power up to
two 3000 LR or 8000 LR exit devices
in the following operating modes:

- Near Simultaneous Mode — A single
input switch (dry contact) operates two
devices with less than one second delay.
Ideal for double-door applications.

- Independent Mode — Each LR exit device
is controlled by its own input switch.

Shipping Weight
10 Ibs [4.5 kg].

Patent pending and/or patent www.assaabloydss.com/patents. Copyright © 2019, Hanchett Entry Systems, Inc., an ASSA ABLOY Group
company. All rights reserved. Reproduction in whole or in part without the express written permission of Hanchett Entry Systems, Inc. is prohibited

Electrical

Input Power
115 VAC or 230 VAC, 0.7A/0.4A

Primary Fuse

The PS-LR has two user-serviceable fuses:
F1: Transformer output: 4.0A/250V 5x20MM;
F2: Transformer input: 3.15A/250V 5x20MM

Output Voltage
16 Amp @ 28VDC

Options

Battery Backup Kit (BBK-LR) available
separately to add battery backup capability
to the PS-LR. The enclosure is sized to
accommodate two 12 volt — 7AH sealed,
lead acid batteries (not included).

Us




COMPATIBLE

All measurements are approximate and are provided for informationa
purposes only. Refer to the product Installation Instructions
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How to Order, Related & Compatible Products

PS-LR Power Supply: Specify quantity and the following information. Order compatible products separately.

POWER SUPPLY

-LR

‘ LR Power Supply for exit devices w/ LR option

RELATED

When purchasing this product, please consider the following available separately:

ACCESSORIES
BBK-LR Battery Backup Kit

HON=

‘ 4612 Power Transfer Device

EXIT DEVICES

8000LR Series electrified exit devices with LR latch retraction




PS-SE
Power Supply

Power supply with optional battery backup for all 3000 and 8000
Series Exit Devices with Motorized Latch Retraction (SE) option.

Function LISTED

This power supply is designed for the Motorized Latch Retraction (SE)
option on Adams Rite exit devices. It operates at 24 VDC to power up
to two SE exit devices in sequential or independent modes. The PS-SE
is also equipped with a fire alarm disconnect interface circuitry.

Certifications

UL listed

Features

Housing

Hinged, steel cabinet measures 10" x
10-3/8" x 4-1/8" [254 mm x 263.5 mm x
104.8 mm]. Black, baked enamel finish,
with knockouts for conduit connections.
Sized to accommodate two sealed, lead
acid batteries (7AH, not included).

Electrical

Input Power
115 VAC, 0.7A

Options

Battery Backup Kit (BBK-SE) available
separately to add battery backup capability
to the PS-SE. The enclosure is sized to
accommodate two 12 volt — 7AH sealed,
lead acid batteries (not included).

Primary Fuse
The PS-SE has two user-serviceable fuses:

Operating Modes
F1: Transformer output: 2A/250V 5x20MM

The PS-SE is designed to power up to
g P P Product Note

two 3000 SE or 8000 SE exit devices
in the following operating modes:

- Near Simultaneous Mode — A single

F2: Transformer input: 2A/250V 5x20MM

Open Hold Times
The PS-SE has two open hold

Adams Rite recommends that for optimal
performance all exit devices with the SE

option are installed and powered using PS-SE
power supplies. Failure to do so may cause
permanent damage to the exit device.

input switch (dry contact) operates two
devices with less than one second delay.
Ideal for double-door applications.

timers. Hold open time settings are
adjustable from 2-60 seconds.

Output Voltage

- Independent Mode — Each SE exit device 2 Amp @ 24VDC

is controlled by its own input switch.

Shipping Weight
9 Ibs [4.1kg].
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Dimensions

All measurements are approximate and are provided for informationa
purposes only. Refer to the product Installation Instructions
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How to Order, Related & Compatible Products

PS-SE Power Supply: Specify quantity and the following information. Order compatible products separately.

POWER SUPPLY

-SE

‘ ‘ SE Power Supply for exit devices w/ SE option

RELATED When purchasing this product, please consider the following available separately:

ACCESSORIES POWER

BBK-SE Battery Backup Kit

‘ 4612 Power Transfer Device

COMPATIBLE

EXIT DEVICES

8000SE Series electrified exit devices with SE motorized latch retraction




46

Power Transfer Device

The 4612 Power Transfer Device channels electrical wiring from
the door frame into the door itself. Designed for use with locks,
exit devices, and more on doors hung with butt-type hinges.

Function

Provides a secure and unobtrusive means of channeling electrical wiring from the door
frame into the door itself, for powering electric strikes on the inactive leaf of a pair of
doors, locks, exit devices, etc. Suitable for any door hung with butt-type hinges, including
continuous or pivots offset 3/4" [19.1 mm] or less. Not compatible with center-pivot doors.

Certifications Electrical

UL listed Conduit
Spring steel helix has internal diameter of
Fea‘tu reS approximate 5/16". This provides ample
room for multiple wires of the low voltage
Housing type used with most electrical hardware.

Stamped steel, approximately 1/16” [1.6 mm]

thick. Short (105° swing) version shown 1

is 11-1/12” [281.5 mm] long. 180° version is O ptl O n S

20-5/21" [514mm] long. Chrome finish. - Available for application in aluminum,

. hollow metal, or wood door and frames.
Case Knife Guard

Particularly for out-swinging doors, a steel
barrier fence offers extra protection against
attack on the conduit by knives, shims, or other
tools. Completely hidden when door is closed. . Swing Clear option also available.

- Standard (short) version suits doors
that swing up to 105°. A longer version
is available for doors that open 180°.

Standard Package
Individually boxed with fasteners as
required for each application type:
aluminum, hollow metal, or wood.

Shipping Weight
11b. [0.45kg]
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All measurements are approximate and are provided for informationa
purposes only. Refer to the product Installation Instructions
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How to Order & Compatible Products

4612 Power Transfer Device: Specify quantity and the following information. Order compatible products separately.

ACCESSORY

-1

‘ 1105° swing

‘ 2 180° swing
‘ 1-SC Swing clear, 90°

COMPATIBLE

DEADLATCHES EXIT DEVICES ELECTRIC STRIKES

4300 Electrified Deadlatch | All 3000, 8000 Series 7100/7101, 7110/7111, 7130/7131, 7140, 7160, 7170 Electric Strikes, 7240, 7270 Fire-Rated 3080E Series Entry Trim
electrified exit devices Electric Strikes, 7400/7401, 7410/7411, 7430/7431, 7440, 74R1, 74R2 Electric Strikes




ACCESSories

For Power Supplies
4603 Rectifier

The 4603 Rectifier converts low voltage AC current to DC of
same voltage. Installs in low voltage line between transformer
and strike. Full wave bridge type. Rated 2 Amps (200 PIV).

4605/4606 Only

LISTED

4605 Transformer

The 4605 Transformer converts 120 VAC to 12/24 VAC. Rated 40
Volt-amp output assures sufficient power for electric strike.

Certifications
UL listed

4606 Plug-In Tranformer

The 4606 Plug-In Transformer converts 120 VAC current |
to 24 VAC. Plugs into standard wall outlet.

Certifications
UL listed

29-0218 Piezo Horn

Provides for audible indication when a DC electric strike is
energized. Compatible with 12, 16, or 24 VDC electric strikes.
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All measurements are approximate and are provided for informationa
purposes only. Refer to the product Installation Instructions

Dimensions
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How to Order, Related & Compatible Products
Accessories: Specify quantity and the following information. Order compatible products separately.
ACCESSORY
‘ 3 Rectifier
‘ 5 Transformer
‘ 6 Transformer (Plug-In)
RELATED When purchasing this product, please consider the following available separately:
POWER
‘ PS-1, PS-SE, PS-LR Power Supply, 4612 Power Transfer Device
COMPATIBLE
DEADLOCKS DEADLATCHES EXIT DEVICES ELECTRIC STRIKES TRIM
2190, 2290 Electrified 4300 Electrified Deadlatch 8700, 8800 electrified rim 7100/7101, 7110/7111, 7130/7131, 7140, 7160, 7170 Electric 3080E Series Entry Trim
Interconnected exit devices with EL options | Strikes, 7240, 7270 Fire-Rated Electric Strikes, 7400/7401,

Deadbolt/Deadlatch 7410/7411, 7430/7431, 7440, 74R1, 74R2 Electric Strikes
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Icon Gallery
Training

lcons Glossary

Definitions of commonly used terms plus classifications and
descriptions of the icons found throughout this catalog.

E %‘Sur'x:g‘:u'igble o E Roll-Up Door Electrified Product
Aluminium P Roll-Up This product suitable for roll-up doors. Electrified This is an electrified product.
aluminum doors. Door Product

Fire-Rated

Glass w Products with a fire rating have been * ‘ 4 Electrified Option
This product suitable for full glass doors evaluated and listed to UL10C, “Positive - This product is available with
Glass P g ’ Fire Rated Pressure Fire Tests with Door Assemblies”. E‘g&?gfd electrification option.

The hourly rating qualification is also noted.

Hollow Metal Grade 1 Pullman _
; ; ; " Rim exit latch style that swings back
This product suitable for This product tested and certified to ;
atan angle to fully retract into the

Hollow

Metal applicable ANSI/BHMA Grade 1standard.

hollow metal doors. device as the pushbar is depressed.

® (m

Burglary Listed Interlock
Wood Products with a UL 1034 listing are A uniquely-shaped rim exit bolt design
This product suitable for wood doors. Burglary compliant as burglary resistant that interlocks the door to the frame
Listed electric locking mechanisms. for enhanced strength and durability.

Outdoor Rated

Product has been tested and shown
to comply to UL1034, including the
“Outdoor Equipment Use” section.

4,0
Outdoor
Rated

nzl Sliding Door
Sliding This product suitable for sliding doors.
Door

L. 5 Preload
Swmglng Door - This product capable of opening
Swinging This product suitable for swinging doors. Preload under load as defined by applicable
Door ANSI/BHMA standards.

Comprehensive Training Opportunities

ASSA ABLOY offers comprehensive training classes Find a workshop to meet your needs — the University
available to anyone wishing to learn about Doors is open for self enroliment now. Registration for

& Hardware, Access Control, Key Systems and many of the online training modules is free.

much more. Courses and lessons can be taken

) ) . adamsrite.com/training
online or in-person at our training centers.

We offer curriculum reviewing everything

from basic doors and hardware knowledge to
complex IP Enabled and Access Control solutions.
Opportunities for applying hands-on training

with classroom instruction provide students

with real world scenarios. Online courses

are convenient for the busy professional.
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200 | Warranty
s | General RMA
Procedure

Adams Rite Limited Warranty

Adams Rite warrants that its products sold under the Adams Rite brand in the
United States of America are warranted free from defects in workmanship
and materials under normal use and service. This warranty does not cover
defects or damage arising from improper installation, lack of or improper
maintenance, improper storage, shipping and handling, corrosion,

erosion, ordinary wear and tear, misuse, abuse, accident, unauthorized
service, or use with unauthorized non-Adams Rite products or parts. This
warranty is void if any modification is made to the product, regardless of
whether the modification causes or contributes to the alleged defect. All
modifications are made at the risk of the party making the modification.

Should any defect of manufacture (in material or workmanship) occur in its
products, Adams Rite, upon prompt notification and proof to its satisfaction that
the product was defective in manufacture for the use intended by Adams Rite,
will atits option, exchange the product, repair the product, or refund the price
charged by Adams Rite, FOB factory within the stated time frame listed below. .

« 10 years on all mechanical products from the date of manufacture

- 5years on the following electromechanical product categories from the date
of manufacture, deadlocks, dead latches, exit devices*, electric strikes, trims,
power supply & accessories

*NOTE: The SE option (motorized electric latch retraction) is supported
by a 1-year electro mechanical warranty. When powered by an Adams
Rite PS-SE power supply the 1-year warranty is upgraded to 5 years

« 3years on the following access control products from the date of
manufacture, RT1050, 3090-150, 3090P/C & A100 (Integrated Wiegand).

General RMA Procedure

Product repair or replacement, or associated charges, will not be accepted under
this warranty unless prior authorization from Adams Rite has been given. Upon
receipt of products returned for repair or replacement, Adams Rite will determine
whether products qualify for repair or replacement under this warranty. Adams
Rite has no liability to pay any costs of repair performed by anyone other than
qualified personnel authorized by Adams Rite prior to the work being done.

Written notice of a product or component part believed to be defective
as covered by this warranty should be sent to Adams Rite, 10027 S. 51st
Street, Suite 102, Phoenix, Arizona 85044 or customer.care@assaabloy.
com and should include your name and address, an identification of the
product or component part and a brief description of the defect.

Notice of a product or component part believed to be defective as covered by this
warranty may also be accepted over the telephone by Adams Rite, 800.872.3267

CUSTOMER CARE FORM (CCF)

Upon receipt of such notice, if the customer has an account with Adams

Rite or a valid credit card, an advance replacement product may be ordered
whereby Adams Rite will ship a replacement product to the customer free

of charge. If Addams Rite does not receive the original defective product

from the customer within 60 days, Adams Rite will charge the customer’s
account or credit card for the price of the advanced replacement product
plus freight costs. Upon inspection of the returned product by Adams Rite, a
decision will be made whether or not to charge the customer for the advanced
replacement Adams Rite product. This decision will be made solely by Adams
Rite in accordance with the provisions of these Terms. Obsolete products

will not be accepted for return. Return Material Authorizations (RMAs) will

be closed if the goods are not received within 60 days of issuance.

Patent pending and/or patent www.assaabloydss.com/patents. Copyright © 2019, Hanchett Entry Systems, Inc., an ASSA ABLOY Group
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This new warranty will be effective as
of February 1, 2019 and will not be applied retroactively.

If Adams Rite receives original defective product from the customer within 60
days of RMA issuance, and if the customer is requesting credit for the defective
material, the customer must reference the valid Adams Rite Purchase Order
number upon which the product was originally ordered. If the original

Purchase Order number is not available, at Adams Rite’s option a credit
may be issued at the customer’s current cost. This decision will be made
solely by Adams Rite in accordance with the provisions of these Terms.

Transportation charges and insurance on all returned materials must be prepaid
by the purchaser when merchandise is ordered in error. On goods returned for
customer convenience, when the purchaser returns materials in compliance
with these Terms which are accepted by Adams Rite, the purchaser may be
issued a credit for 65% of the purchase price, with 35% charged by Adams

Rite for handling and reprocessing. All refunds will be in the form of a credit.

Cancellation

As an industry leader, Adams Rite is committed to maintaining the highest
standard of quality and ensuring strict compliance to industry codes. Adams
Rite’s proud history of customer service and manufacturing agility allow quick
response times to customer’s changing needs, which may include special orders
or product modifications. Please be advised that all product modifications
require special authorization to ensure the order fully meets customer’s
expectations. Customers are asked to allow for an extended lead time on all
special orders. Please note that at Adams Rite’s option, product modifications
and other special orders cannot be changed, cancelled, or returned once a

ship date has been provided on an order acknowledgement by Adams Rite.

Adams Rite prides itself on introducing new, industry-relevant, feature-rich
products. Since new solutions will surpass the capabilities of older product
lines, historical products may be subsequently discontinued. Every effort

will be made to announce new product introductions as well as product
discontinuations in @ manner that allows customers advanced notice of these
events. Once a product line is discontinued orders will be fulfilled in order of
receipt, although Adams Rite cannot guarantee all orders can be filled. Repair
services and spare parts for discontinued product lines will be available

for some reasonable time period. Adams Rite reserves the right to replace
discontinued product with an equivalent product as deemed by Adams Rite.

THIS WARRANTY IS IN LIEU OF ALL OTHER EXPRESS WARRANTIES. TO THE
EXTENT PERMITTED BY LAW, ALL IMPLIED WARRANTIES ARE LIMITED TO THE
DURATION OF THIS WARRANTY. ADAMS RITE IS A DIVISION OF HANCHETT
ENTRY SYSTEMS, INC. HANCHETT ENTRY SYSTEMS, INC. SHALL NOT BE
LIABLE FOR ANY INCIDENTAL OR CONSEQUENTIAL DAMAGES. SOME STATES
DO NOT ALLOW LIMITATIONS ON HOW LONG AN IMPLIED WARRANTY LASTS
OR THE EXCLUSION OR LIMITATION OF INCIDENTAL OR CONSEQUENTIAL
DAMAGES, SO THE ABOVE LIMITATION OR EXCLUSIONS MAY NOT APPLY

TO YOU. THIS WARRANTY GIVES YOU SPECIFIC LEGAL RIGHTS, AND YOU
MAY ALSO HAVE OTHER RIGHTS WHICH VARY FROM STATE TO STATE.

Canada

Customers purchasing from Door Security Solutions Canada can
find Canadian Terms and Conditions at www.assaabloy.ca/terms.
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SECURITY

LOCK DISTRIBUTORS
800.84/.5625 | seclock.com
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