
Product Specifications Software 
Specifications

v Face Station BioStation T2 BioLite Net BioEntry W BioEntry Plus BioLite Solo Xpass

Product Codes BS-FSM BS-BST2MOC BS-BLNOC BS-BEWHOC (Prox)
BS-BEWIOC (iCLASS SE)

BS-BEWMOC (Mifare)

BS-BEPHOC (Prox)
BS-BEPIOC (iClass)

BS-BEPMOC (Mifare)
BS-BEPLOC (Finger-only)

BS-BLSOC BS-XPHE

Application Time & Attendance
Access Control

Time & Attendance
Access Control

Access Control Access Control Access Control Access Control
Stand Alone Only

Access Control

Authentication
Modes

Face/Card/PIN Finger/Card/PIN Finger/Card/PIN Finger/Card Finger/Card Finger/PIN Card

Card Options 13.56 MHz Mifare 13.56 MHz Mifare 13.56 MHz Mifare 125 kHz Prox
13.56 MHz iCLASS SE

13.56 MHz Mifare

125 kHz Prox
13.56 MHz iCLASS
13.56 MHz Mifare

- 125 kHz Prox

Template Capacity 10,000 (1:1)
1,000 (1:N)

400,000 (1:1)
20,000 (1:N)

10,000 (1:N) 10,000 (1:N) 10,000 (1:N) 400 (1:N) -

Max. User 10,000 200,000 5,000 5,000 5,000 200 40,000

Log Capacity 1,000,000
(10,000 image logs)

1,000,000
(5,000 image logs)

50,000 50,000 50,000 5,000 50,000

TCP/IP Yes Yes Yes Yes Yes - Yes

RS 485 2 Channels 2 Channels 1 Channel 1 Channel 1 Channel 1 Channel 1 Channel

RS232 Yes Yes - - - - -

Wiegand Yes Yes Yes Yes Yes - Yes

TTL I/O 4 Inputs 4 Inputs 2 Inputs 2 Inputs 2 Inputs 2 Inputs 2 Inputs

Built In Relay 2 2 1 1 1 1 1

CPU 667MHz RISC X 1
1.1GHz DSP x 1

667MHz RISC X 1
533MHz DSP x 1

533MHz DSP 533MHz DSP 533MHz DSP 533MHz DSP 533MHz DSP

Memory 4GB Flash
+ 512MB RAM

1GB Flash
+ 256MB RAM

8MB Flash
+ 16MB RAM

8MB Flash
+ 8MB RAM

8MB Flash
+ 16MB RAM

8MB Flash
+ 8MB RAM

8MB Flash
+16MB RAM

LCD Display 4.3” WVGA
Touch Screen

5.0” WVGA
Touch Screen

128 x 64
Graphic LCD

- - 128 x 64
Graphic LCD

-

LED Indicator Multi Color LED Multi Color LED Multi Color LED Multi Color LED Multi Color LED Multi Color LED Multi Color LED

IP Rating - - IP65 (Outdoor) IP65 (Outdoor) - IP65 (Outdoor) IP65 (Outdoor)

Operating
Temperature

-4°F - 122°F
(-20°C - 50°C)

-4°F - 122°F
(-20°C - 50°C)

-4°F - 122°F
(-20°C - 50°C)

-4°F - 122°F
(-20°C - 50°C)

-4°F - 122°F
(-20°C - 50°C)

-4°F - 122°F
(-20°C - 50°C)

-4°F - 122°F
(-20°C - 50°C)

Tamper Switch Switch Switch Switch Switch Switch Switch

POE Yes Yes - Yes - - Yes

Operating Voltage 12VDC 12VDC 12VDC 12VDC 12VDC 12VDC 12VDC

Dimensions
(W x H x D, inches)

5.2 x 6.5 x 2.4 6.1 x 6.1 x 1.6 2.4 x 7.3 x 1.6 2 x 6.8 x 1.7 2 x 6.3 x 1.5 2.4 x 7.3 x 1.6 1.7 x  5.1 x 1.1
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Specification
BioStar SE 
(Enterprise)

BioStar SE
(Standard
Edition)

BioStar ACM

Product Code BS-SE2ENT BS-BSSE2 BS-ACM2

Advanced 
Template
Management

License License Key USB Dongle License Key

System  
Architecture

Server/Client Server/Client Server/Client

DB MSSQL MSSQL MSSQL

Max. Device 512 512 512

Concurrent 
Client PC

32 32 32

Number of 
Databases

Up to 10 1 1

TimeZones 128 128 N/A

Access Groups 128 128 N/A

Anti-pass Back N/A

Zone Management N/A

Visual Map N/A

Elevator
Management

N/A

Wiegand Controls N/A N/A

LED Controls N/A N/A

Buzzer Controls N/A N/A

ID Badging N/A

Work Time 
Calculation

N/A

Shift Management Weekly/Daily Weekly/Daily N/A

Holiday/Leave
Management

N/A

Reporting N/A

In/Out Board N/A

Overtime  
Calculation

N/A N/A

EnterTech Systems
Quick Support

Software Updates 3 Year Term N/A N/A

End User Support 3 Year Term N/A N/A
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