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ELECTRIFIED LOCKS, 
RELAYS & TIMERS

FE AT U R E S

ELECTRIC STRIKES

CENTERLINE LATCH ENTRY,  
5/8” - 3/4” LATCH PROJECTION

SERIES 10 

(31mm)
1 ¼”

(28mm)
1 1⁄8”

(92mm)
3 41⁄64”

(85mm)
3 11⁄32”

(32mm)
1 9⁄32”

(26mm)
1 3⁄64”

(16mm)
5⁄8”

(19mm)
¾”

(7mm)
9⁄32”

(2mm)
3⁄32”

(13mm)
31⁄64”

(105mm)
4 1⁄8”

(124mm)
4 7⁄8”

(45mm)
1 ¾”

(38mm)
1 ½”

(20mm)
25⁄32”

(21mm)
27⁄32”

(32mm)
(16mm)

1 ¼”

(86mm)
3 3⁄8”

(19mm)
¾”

5⁄8” (7mm)
9⁄32”

(105mm)
4 1⁄8”

(123mm)
4 7⁄8”

(45mm)
1 ¾”

(100mm)
3 27⁄32”

(29mm)
1 1⁄8”

(47mm)
1 27⁄32”

(38mm)
1 ½”

(3mm)
1⁄8”

(38mm)
1 ½” (29mm)

1 5⁄32”
(22mm)

7⁄8”

(9mm)
11⁄32”

(18mm)
11⁄16”

(20mm)
13⁄16”

BHMA
GRADE

DIM E NSIONS

US LISTED
Releasing Devices

SERIES 10

DE S C RIP TION

Designed for heavy-duty applications, the all-in-one SERIES 10 offers dual voltage 
and field selectable fail secure/fail safe operation. Deep latch cavity accommodates 
cylindrical locksets with a 5/8” to 3/4” throw (3/4” requires 1/8” door gap) in 
metal, wood or aluminum frames. 

• BHMA GRADE 1

•� FIELD SELECTABLE FAIL  
 SECURE/FAIL SAFE

• DUAL VOLTAGE 12/24V AC OR DC

• UL 1034 BURGLARY-RESISTANT 

• STATIC STRENGTH 1,500 LBS

• DYNAMIC STRENGTH 70 FT-LBS

•� ENDURANCE RATING 250,000 CYCLES

• STRIKE DEPTH 1 1/2”

• LATCH MONITORING (OPTIONAL)

•� FULLY REVERSIBLE FOR RIGHT  
 OR LEFT-HAND DOORS

•� CONTINUOUS DUTY OPERATION (DC)

• 5 YEAR WARRANTY

• FOUR FACEPLATE OPTIONS
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LIT-SP-10

SERIES 10 ELECTRIC STRIKES

OR DE RING  IN FOR M ATION

STRIKE ONLY
NO FACEPLATE 

S T RIK E S  COM PLE T E  W IT H  FAC E PL AT E

ANSI  
SQUARE 

4 7/8” X 1 1/4” 

ANSI  
ROUND

4 7/8” X 1 1/4” 
 

HOLLOW  
METAL DOOR
6 7/8” X 1 1/4” 

WOOD  
DOOR 

7 15/16” X 1 1/4” 

  DE S C RIP TION MODE L MODE L MODE L MODE L MODE L

FAIL SAFE/FAIL SECURE 
VOLTAGE: 12/24V AC/DC

AMPS .210 (12V), .105 (24V)
 

WITH LATCH MONITORING

CX-ED1000

 
CX-ED1000L

CX-ED1010

CX-ED1010L

CX-ED1020

CX-ED1020L

CX-ED1030

CX-ED1030L

CX-ED1040

CX-ED1040L

FAC E PL AT E S

                   MODE L DE S C RIP TION

CX-ESP1 
CX-ESP2 
CX-ESP3 
CX-ESP4

ANSI Square, 4 7/8” x 1 1/4”, square corners 
ANSI Round, 4 7/8” x 1 1/4”, rounded corners 
Hollow Metal Door, 6 7/8” x 1 1/4”, rounded corners 
Wood Door, 7 15/16” x 1 1/4,”  rounded corners

C ROS S  R E FE R E NC E  C H A RT

C A M DE N R CI A DA MS 
RIT E H E S ROF U FOLGE R 

A DA MS
VON 

DU PRIN DY N A LO CK

SERIES 10
6  

SERIES
7160

5200 
SERIES

2400  
SERIES

N/A
5100  
SERIES

1600  
SERIES

   

(31mm)
1¼”

(124mm)
4 7⁄8”

(105mm)
4 1⁄8”

(86mm)
3 3⁄8”

(16mm)
5⁄8”

(19mm)
¾”

(31mm)
1¼”

(124mm)
4 7⁄8”

(105mm)
4 1⁄8”

(86mm)
3 3⁄8”

(16mm)
5⁄8”

(19mm)
¾”

(31mm)
1 ¼”

(175mm)
6 7⁄8”

(86mm)
3 3⁄8”(105mm)

4 1⁄8”

(44mm)
1 ¾”

(16mm)
5⁄8” (31mm)

1¼”

(202mm)
7 15⁄16”

(190mm)
7 7⁄16”

(86mm)
3 3⁄8”

(58mm)
2 9⁄32”

(16mm)
5⁄8”

ESP1 - ANSI SQUARE ESP2 - ANSI ROUND ESP3 - HOLLOW METAL DOOR ESP4 - WOOD DOOR

COM PATIBLE  LO CK S E T SDO OR  F R A M E  T Y PE S

HOLLOW
METAL
FRAME

ALUMINUM
FRAME

WOOD
FRAME

CYLINDRICAL
LOCKSET


