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ELECTRIFIED LOCKS, 
RELAYS & TIMERS

RIM STRIKE
SERIES 22

ELECTRIC STRIKES

• BHMA GRADE 2

• UL 1034 BURGLARY-RESISTANT 

• STATIC STRENGTH 1,500 LBS

• DYNAMIC STRENGTH 50 FT-LBS 

• ENDURANCE RATING 1,000,000 CYCLES 

• FAIL SECURE

•  FULLY REVERSIBLE FOR RIGHT OR  
 LEFT-HAND DOORS

• CONTINUOUS DUTY OPERATION (DC)

• 5 YEAR WARRANTY

DE S C RIP TION

Designed for rim or surface mounted exit devices in wood or metal frames. 
Accommodates all Pullman type latches with up to a 3/4” throw. Offers horizontal 
adjustment for proper alignment.

DIM E NSIONS

(210mm)
8 ¼”

(20mm)
25⁄32”

(6mm)
¼”

(19mm)
¾”

(229mm)
9” (140mm)

5 ½”

(93mm)
3 21⁄32”

(33mm)
1 5⁄16”

(50mm)
2”

(42mm)
1 5⁄8”

(45mm)
125⁄32”

US LISTED
Releasing Devices

BHMA
GRADE

FE AT U R E S
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LIT-SP-22

OR DE RING  IN FOR M ATION

SERIES 22 ELECTRICAL STRIKES

S T RIK E S  COM PLE T E  W IT H  FAC E PL AT E

DE S C RIP TION MODE L

FAIL SECURE 12V DC (.210 AMPS)
FAIL SECURE 24V DC (.105 AMPS)

CX-EL2255 
CX-EL2258

C ROS S  R E FE R E NC E  C H A RT

C A M DE N R CI A DA MS 
RIT E H E S ROF U FOLGE R 

A DA MS
VON 

DU PRIN DY N A LO CK

SERIES 22 0161 74R1 9600 1960 310-4 6112 1661

   

DO OR  F R A M E  T Y PE

HOLLOW
METAL
FRAME

WOOD
FRAME

COM PATIBLE  LO CK S E T S

RIM EXIT


