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High Resolution 3-Axis 
Color Dome Camera

DBD13 Series

Features
❖❖ 1/4” High Resolution image sensor

❖❖ Color rolling suppression

❖❖ 3.6mm wide angle lens

❖❖ 3-Axis design for wall and ceiling mounting

❖❖ Low power consumption

❖❖ 12V DC operation

The DBD13 is a compact high resolution, color dome 
camera designed to exceed your expectations.  
The camera’s high resolution image sensor delivers 480 
TV lines of uncompromised video quality. 

The DBD13, the new leader in value. 

Anti-Glare Technology

Typical DBD13 Series
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Specifications

DBD13TL Single Camera

UPC:  8-41430-00612-1

Weight: 0.4kg / 0.9lbs

Package 
Dimensions: 
(W x D x H)

130mm x 97mm x 130mm

5.1” x 3.8” x 5.1” 

Package Cube: 0.0016 cbm / 0.058cu ft

Mounting Hardware

DBD13-PK4 Camera 4 Pack

UPC:  8-41430-00674-9

Weight: 1.6kg / 3.6lbs

Package 
Dimensions: 
(W x D x H)

270mm x 270mm x 97mm

10.6” x 10.6” x 3.8” 

Package Cube: 0.0071 cbm / 0.250cu ft

Product Information

Includes

Image Sensor Type: 1/4” Color Image Sensor

Video Format: NTSC

Horizontal Resolution: 480 TV Lines

Scan System: 2:1 interlace 

Sync System: Internal

S/N Ratio: More than 48dB

Iris: AES

AES Shutter Speed: 1/60 ~ 1/50,000 Sec. 

Mini Illumination: 3.0 Lux

Video Output: Composite 1.0 Vpp @ 75 ohm

Lens/Focal Length/Type: 3.6 mm Fixed 

Lens/ Lens Mount: Fixed

Aperture: F2.0

FOV (Diagonal): 73 degrees

Termination:	 BNC

IR LED/Qty/LED Type  (nm)/
Night Vision Range:

N/A

Power Requirement: 12V DC

Power Consumption: 100 mA 

Operating Temp Range: 14°~122° F / -10° ~ 50° C

Unit Weight: 0.3kg / 0.5lb

Unit Dimensions:
4.7”/118mm x 3.3”/93mm 
(Dia x H) 

Environmental Rating: N/A

Built In Microphone: No

Dimensions

4.7”/118mm

4.7”/ 
118mm

3.3”/ 
83mm

•	 WARNING - 12V DC power supply is REQUIRED for use with the cameras.  
Use of a non-conforming power supply can damage this product and will void the warranty.


