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300-lb Electromagnetic Locks 
E-941SA-300 Indoor and outdoor use 
E-941SA-300RQ Indoor use, with mounting brackets available 
 Features: 
• 300-lb Holding force 
• Perfect for cabinets, small enclosures, and 

pedestrian gates 
• Anodized aluminum housing (US 28) 
• Detachable mounting bracket included 
• No residual magnetism 
• MOV Surge protection 
• Complete mounting hardware included 
• RoHS Compliant 

E-941SA-300 Only: 
• 36” Hookup wire included 
• Weatherproof for indoor and outdoor use 

E-941SA-300RQ Only: 
• “L”, “Z”, and “U” Brackets available for easy mounting 
• Selectable 12/24 VDC operation 

Specifications: 
Model E-941SA-300 E-941SA-300RQ 
Holding force 300-lb (136kg) 
Operating voltage 12VDC 12/24VDC 

Current draw 12VDC 314mA@12VDC 420mA@12VDC 
24VDC N/A 210mA@24VDC 

Operating temperature 14°~131° F (-10°~55° C) 

Weight 2-lb, 13.5-oz 
(1.29kg) 

3-lb, 5-oz  
(1.5kg) 

 

Dimensions: 

E-941SA-300 

E-941SA-300RQ 

E-941SA-300RQ 

77/8” (200mm) 
1” (24mm) 

1/4” (6mm) 

13/8” (35mm) 

E-941SA-300 

63/4” (170mm) 
1” (23mm) 

1/4” (6mm) 

11/4” (32mm) 

Armature Plate (for E-941SA-300 and E-941SA-300RQ) 

6” (152mm) 

11/4” (32mm) 

3/8” (10mm) 


