
Model KP-300 is a self-contained vandal resistant digital keypad. This dual-relay output keypad is suitable 
for residential, industrial, and commercial installations. It is compatible with all electric locking devices. 
Durable backlit metal keys and a rugged metal housing protect the keypad from harsh environments. 

▪  Operates on 12 VDC nominal, 11-15 VDC, Operating Current 95 mA 

▪  Fully Programmable from the Keypad 

▪  Mullion Surface Mount Die Cast Zinc Alloy Housing Weatherproof to IP65 Standard 

▪  Operate with Card Only, User Code and Card or User Code Only 

▪  Two Programmable SPDT Relay Outputs 

▪  Output 1 Capacity of 1000 User Codes and/or Cards 

▪  Output 2 Capacity of 100 User Codes and/or Cards 

▪  Keys are Backlit for Visibility in Dark Areas 

▪  Die Cast Metal Keys with Audible and Visual Key Press 

▪  50 Visitor Codes, Programmable for One Time Use or with Time Limit 

▪  Built-In Tamper Switch, Built-In Buzzer 

▪  LEDs Indicate Keypad Status 

▪  Lifetime Limited Warranty 

▪  Operating Temperature -20°C to +70°C 

▪  Supplied with 2 EM Cards. Model EM-10 is a Package of 10 Additional Cards 

MODEL KP-300 
MULLION MOUNT VANDAL RESISTANT WEATHERPROOF 

DIGITAL KEYPAD WITH BUILT-IN CARD READER 
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