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80-lb Mini Electromagnetic Lock 
E-941SA-80Q 
Features: 
• For spaces where small size is required, including 

cabinets, drawers, etc. 
• Miniature size: 23/4”x3/4”x11/4” (10x31x20 mm) 
• Anodized aluminum housing (US 28) 
• Low current drain 
• Selectable 12/24 VDC operation 
• No residual magnetism 
• MOV surge protection 
• Complete mounting hardware for typical installations 

 

Specifications: 
Model E-941SA-80Q 

Holding force 12VDC 80-lb (36kg) 
24VDC 110-lb (51kg) 

Operating voltage 12/24 VDC ± 10% 

Current draw 12VDC 85mA@12VDC 
24VDC 165mA@24VDC 

Operating temperature 14°~131° F (-10°~55° C) 
Weight 0.90-lb (410g) 
 

Dimensions: 

1/4”  
(6mm) 

3/4” (19mm) 

Electromagnet 

Armature Plate 

3/8” (9mm) 

Also Available from SECO-LARM®: 

 

300-lb Electromagnetic Locks 
• E-941SA-300 Weatherproof 
• E-941SA-300RQ Reversible 

 

 

600-lb Electromagnetic Locks  
• E-941SA-600 600-lb Holding force 
• E-941SA-600PQ Bond sensor, LED 

 

 

1,200-lb Electromagnetic Locks 
• E-941SA-1200 1,200-lb Holding force 
• E-941SA-1K2PQ Bond sensor, LED 
• E-941SA-1K2PD Bond sensor, LED, Timer 

 

 

600-lb Double-Door  
Electromagnetic Locks 
• E-941DA-600Q 600-lb Holding force 
• E-941DA-600PQ Bond sensor, LED 

 

 

1,200-lb Double-Door  
Electromagnetic Locks 
• E-941DA-1K2Q 1,200-lb Holding force 
• E-941DA-1K2P Bond sensor, LED 
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