
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 Illuminated RTE Plate with Square Button 

Features: 

 Large, illuminated push button with the caption 
“PUSH TO EXIT.” 

 Can be easily changed in the field to 
“PRESIONE PARA SALIR.” 

 Push button rated 10A@125~250 VAC 
(30A@24VDC for SD-7202GC-PTQ. 

 Includes five colored 12” wire leads with  
easy-to-attach spade lugs for fast installation. 

 Available in stainless-steel or plastic  
single-gang plate. 

 Replacement bulb included. 
 

Also Available from SECO-LARM: 

SD-7202GC-PEQ    Stainless Steel Plate 

SD-7202GC-PTQ    Stainless Steel Plate with Timer 
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SECO-LARM 
® 

SD-7223GW-LQ      Plastic White Plate 

SD-7202GC-PTQ Only 
 Activation time adjustable 1~180 seconds. 

Wiring: 

   

Illuminated 

Mushroom-Cap 

RTE Plates 

Slimline 

Illuminated 

RTE Plates 

Illuminated 

No-Touch 

RTE Sensors 

  

SD-7202GC-PEQ 

SD-7202GC-PTQ 
SD-7223GW-LQ 

Green (light bulb) 12 or 24 

(may require resistor) 

Green (light bulb) 12 or 

24V (may require resistor) 

Blue/White (for N.O.) 

(Top Lug) 

Green/White (for N.C.) 

(Bottom Lug) 

White (COM) 

Max 10A@125~250 VAC 


