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Flush-Mount Low-Profile  
UFO Cameras 

 
EV-122C-FVB3Q--
discontinued 
480 TV Lines 
 

EV-6640-N3WQ 
700 TV Lines 
 
ENFORCER Flush-Mount UFO Cameras have a 
low-profile appearance, allowing them to blend 
into the décor of nearly any room. 
 
Features: 
 

 Low-profile design, extends outward only one inch 

 Day/Night operation captures images even in  

low light 

 Minimum 0.05 Lux 

 No exposed screws, tamper resistant 

 
1
/3” Sony Super HAD II CCD 

 3.7mm Pinhole lens 

 Lens rotates for mounting to ceilings or walls 

 Small size: 3”x1
15

/16”  (77x49 mm) 

 

Dimensions: 

 

  EV-122C-FVB3Q EV-6640-N3WQ 
Type Flush-Mount Low-Profile UFO Camera 

Image sensor 1/3” Sony Super HAD II CCD 

Resolution 480 TVL 700 TVL 

Lens 3.7mm 

Pickup elements 510x492 pixels 768x494 pixels 

Sync Internal 

Video output 1.0Vp-p composite video, 75Ω 

Minimum illumination 0.05-lux 

S/N ratio >48dB 

Shutter control Auto Electric Shutter (AES), 1/60~1/100,00 s 

Gain control Auto 

White balance Auto 

Gamma correction 0.45 

Operating voltage 12VDC ±10% 

Current draw 130mA ±10mA 

Operating temperature -4°~122° F (-20°~50° C) 

Dimensions 115/16”x3” (49x77 mm) 

 

Comparison: 

 

Mount to ceilings or walls for 
discreet installations 

Low-profile design and white case fit the 
décor of nearly any room 
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