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 Extends range up to 1,000ft (300m)* for these  

SECO-LARM RF receivers: 

 SK-910RBQ  Single-channel receiver 

 SK-910RB2Q Two-channel receiver 

 SK-910R3Q  Three-channel receiver 

 SK-910R4Q  Four-channel receiver 

 Easily plugs into a connector on the receiver’s 

motherboard – no extra wiring needed 

 Includes 9-foot cable 

 Double-stick mounting tape included 

 

Extended Range Antenna 

Features: 

SK-91ERSD 
Up to 1,000ft (300m)* 

     

Range Up to 1,000’ (300m)* 

Power supply 5VDC±0.1VDC  

Current consumption 4.0mA 

Sensitivity 0.89µV@-108dBm 

Frequency 315MHz 

Bandwidth 3.0MHz 

 

Specifications: 

*Actual antenna range will vary greatly depending on the installation and operating environment. 

The ENFORCER SK-91ERSD Extended 

Range Antenna is the perfect way to 

incorporate up to a 1,000ft (300m)* range 

into existing RF wireless installations. 

Dimensions: 

11” (280mm) 

41/2” (114mm) 

2” (51mm) 

11/2” 

(38mm) 

5/8” (16mm) 

Front 

Side 

Related Products: 

  

Three-Channel  

Receiver 

SK-910R3Q SK-910R4Q 

Four-Channel 

Receiver 

 

Single-Channel 

Receiver 

SK-910RBQ 

 

Two-Channel  

Receiver 

SK-910RB2Q 


