
Specifications
Frequency Response ..........75Hz – 20kHz
Woofer .................................4” Mica / polypropylene cone
Tweeter ................................0.75” silk dome tweeter
RMS Power .........................25W
Max. Power:.........................40W
Sensitivity ............................84dB (1W/1M)
Impedance ...........................8 Ohms
Transformer .........................70/25V (20W, 15W, 10W & 5W)
Dimensions ..........................9.5” (H) x 6” (L) x 6.5” (D)
Weight .................................4.85 lbs. (SP4AWE/SP4WEW)
 5.5 lbs. (SP4AWET/SP4AWETW)

Our All-Weather Elite (AWE) speakers offer great sound in a unique, yet 
ultra-stylish, design.  The sound quality and appearance of these speakers 
make them invaluable for use in both indoor applications (such as bars, 
restaurants, schools, retail, etc.), and outdoor applications (such as homes, 
restaurants, schools, etc.)

All-Weather Elite Series 4” Speakers 
With or Without Transformers

SP4AWE  Black (sold in pairs)

SP4AWEW  White (sold in pairs)

SP4AWET  Black, with transformer (sold individually)

SP4AWETW  White, with transformer (sold individually)

Features

Speco Technologies is constantly developing and improving products.
We reserve the right to modify product design and specifications without notice 
and without incurring any obligation. Spec Rev. 4/12/12
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