
INSTALLATION OF STI-6550, STI-6560 WIDEBODY KEYPAD PROTECTOR
All specifications and information shown were current as of publication and are subject to change without notice.

655060IS JUNE2006

Safety Technology International, Inc.
2306 Airport Road • Waterford, Michigan 48327-1209
Phone: 248-673-9898 • Fax: 248-673-1246
Toll Free: 800-888-4784 • E-mail: info@sti-usa.com
Web: www.sti-usa.com

Safety Technology International (Europe) Ltd.
Unit 49G Pipers Road • Park Farm Industrial Estate • Redditch
Worcestershire • B98 0HU • England • Tel: 44 (0) 1527 520 999
Fax: 44 (0) 1527 501 999 • Freephone: 0800 085 1678 (UK only)
E-mail: info@sti-europe.com • Web: www.sti-europe.com 

Electronic warranty form at www.sti-usa.com/wc14

SIDE VIEW

6.12 in.
(155mm)

4.25 in.
(108mm)

1.75 in. (44mm)

9.87 in.
(250mm)
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FRONT VIEW

STI-6560 LOCKABLE WITH
(2) KEYS PROVIDED

VIEW IN DIRECTION
OF ARROW A

A

USING FRAME AS TEMPLATE
MARK AND DRILL (4) HOLES
.25 in. (6mm) DIA. HOLES

IF WIRE ACCESS HOLES IS 
NEEDED BACKPLATE MAY BE 
DRILLED AS SHOWN

TYPICAL SURFACE
MOUNTED KEYPAD

STI-6550 NON-LOCKING
COVER AND FRAME

19013 SCREW #10x1.5 in.
(4) PROVIDED
OPTIONAL TAMPERPROOF SCREW
19035 #8x2 in. PAN HEAD SNAKE EYE

OPTIONAL 19038
TAMPERPROOF BIT

FOR WEATHERPROOF INSTALLATIONS 
USE STI-6552 GASKET

ADHESIVE SIDE MUST FACE WALL

REMOVE ADHESIVE
BACKING PAPER

STI-6582 BACKPLATE (OPTIONAL)
RECOMMENDED ON IRREGULAR 

SURFACES TO INSURE PROPER SEALING

19033 ANCHOR
(4) PROVIDED
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