
www.winland.comwww.winland.comwww.winland.comwww.winland.comwww.winland.comwww.winland.comwww.winland.com
800-635-4269800-635-4269800-635-4269800-635-4269
507-625-7231507-625-7231507-625-7231507-625-7231

TEMP-UL-S:062012TEMP-UL-S:062012TEMP-UL-S:062012TEMP-UL-S:062012

Ultra-low temperature range (white) stainless steel thermistor probe

Vaccine StorageVaccine Storage IndustryIndustry Cold StorageCold Storage Pharmacy / HospitalPharmacy / Hospital Food Production Greenhouse

• Maximum cable run: 1,000’ (305 m) [22 AWG twisted pair]
• Sturdy stainless steel housing
• Do not put EnviroAlert consoles or wireless sensors in freezer/cooler. Use wired probe.

Specifi cations:
Probe Length: 3.65” (9.71 mm)
Probe Diameter: .25” (6.35 mm)
Cable Lead: 23” (.58 m) [extend up to 1,000’ (305 m) using 22 AWG twisted pair]
Weight:  0.80 oz (22.68 g)

Sensing range: -112° to 32° F (-80° to 0° C)

Accessory for:
EnviroAlert EA800
EnviroAlert EA800-ip
EA-WMFS
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